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PREFACE. • 



DxTRDTG the past decade the teaching of Physics in higli 
schools aud universities has undet^one radical revision. The 
ttme-honoTf.d recitation method has gone out and the labora- 
tory method has come in. As a uataral reaction from the 
old rigime, in which the teacher did everything, including the 
thinking, came the method of original diecovery ; the text- 
book was discarded and the pnpil was set to rediscovering 
the laws of Physics. Time has shown the fallacy of such a 
method, and the suocessfal teacher, while retaining all that is 
good in the new method, has already discovered the necessity 
of a clearly formulated, well digested statement of facts, a 
scientific confession of faith, in which the learner is to be 
thoroughly grounded before essaying to exglore for himself. 
The masim, " That only is knowledge which the pupil has 
reached as the result of experiment," has been found to have 
its limitations. With no previous instruction, the young stu- 
dent comes to the work without any ideas touching what he 
is expected to see, with entire ignorance of methods of ex- 
periment, and without skill in manipulation. He has no 
training in drawing conclusions from his own experiments. 
He is not a skilled investigutor, and will be apt to discover 
little beyond his own ignorance, a result, it must he confessed, 
not entirely without value. Before the pupil is in any degree 
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fit to investigate a subject experimentallj', he mast have a 
clearlj defined idea of what he is doing, an outfit of prin- 
ciples and data to gnide him, and a good degree of skill in 
conducting an investigation. 

A few years ago it seemed necessary to urge upon teach- 
ers the adoption of laboratory methods to illustrate the text- 
book ; in not a few instances it would now seem almost 
necessary to nrge the use of a text-book to render intel- 
ligible the chaotic work of the laboratory. 

With this view of the situation, the authors have prepared 
this book for the class-room, as distinguished from a manual 
for the laboratory. The experiments described are, for the 
most part, designed to illustrate principles. They are, in 
other words, qualitative rather than quantitative in character. 
The attempt to combine both characters in one book has 
not, in our judgment, proved a success in the past. 

lo the preparation of this book the aim has been to for- 
mulate clear statements of laws and principles; to illustrate 
them amply, both by simple experiments and by appropriate 
problems ; and to observe a logical order and sequence of 
topics, so that the pupil may pass from subject to subject 
with the aid and momentum of what he has already acquired. 

The arrangement is such that a convenient division of the 
book either into two or three parts, corresponding to two or 
three terms la the school year, may be easily made. 

Every experiment, definition, and statement of principle is 
the result of practical experience in teaching classes of va- 
rious grades. Many of the illustrations are new, having 
been made from original drawings or from photographs of 
the actual apparatus set up for the purpose. 
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We should recommend teachern to sapplement the class 
work ia this book with practical woi^ in the laboratory, 
using for the purpose such manuals aa Chute's "Practical 
Phyeioa," or Worthington's "Physical Laboratory Practice." 
It is not necessary that the pupil should traverse the entire 
subject of Physios before taking up laboratoi? practice, but 
he should be kept in his class-work well ahead of the sub* 
jects forming the basis of bis laboratory experiments. 

An entire year should t>e devoted to the subject, and great 
advantage will be found in delaying its introduction till the 
student has acquired some knowledge of algebra and 



H. 8. C. 
H. N. C. 

Amn Abbob, IdiCHioAH, October, 1892. 
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ELEMENTS OF PHYSICS. 



INTRODUCTION. 

1. Matter may be defined as that which occupies space. 
Its existence is made known to us through the senses. 
Substances are the different kinds of matter, as iron, water, 



3. Its Structure. — Many facts, a few of which will 
be considered later, indicate that matter is not continuous, 
and that any portion of it is a group of exceedingly small 
parts called Atoms, no two of which are in actual contact, 
These atoms are kept from falling apart by the action of 
certain forces or agents which bind them together in 
groups, called Molecules. The nature of an atom is such 
that no division of it occurs during any physical or 
chemical process ; but, while the molecule is unaffected in 
any physical process, it is broken up or has the mode 
of grouping its constituent atoms changed when it ia 
subjected to a chemical process. 

These molecules are believed to be in ceaseless motion, 
subject to the constraining action of certain forces, called 
Molecular Forces. Changes in these motions are supposed 
to account for many of the phenomena observed in the 
world of matter. 
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Z ELEMENTS OF PHYSICS. 

Although these molecules are so small that microscopes 
of the highest power cannot detect them, yet they are 
not beyond the limits of calculation. Sir William 
Thomson estimates that the average distance between 
the centres of two adjacent molecules of a liquid or a 
solid is less than the c^iy^Tny^th, and greater than 
TinnnAniinnrth of a centimetre.' 

3, Subatauoes Glassi&ed. — If we place an iron nail 
between the jaws of a blacksmith's vise, and subject it to 
pressure, we shall find, on removing it, that very little 
effect has been produced; the sides which were free from 
pressure may have bulged out somewhat, and the nail may 
have been slightly flattened. But if we try to substitute 
water or air for the iron, we shall find that each escapes 
laterally so readily that we cannot subject either of them 
to pressure unless we adopt some means of retaining it on 
all sides. Hence it appears that we may make two classes 
of substances, — Solids, which can sustain pressure with- 
out being supported laterally, and Fluids, which cannot 
do so. 

Again, if a small quantity of water be put into an empty 
vessel, it will partly fill it, and assume the shape of that 
part of the vessel occupied by it. Such fluids are called 
Liquids. If, however, a small quantity of air he put into 
a closed and empty vessel, it will expand and fill the 
vessel, irrespective of its size. Such fluids are called 
Cfases. 

All simple and many compound substances, as water, 
can be made to pass successively through all three states 
by suitable adjustments of temperature and pressure. 



> TbamKiD') OonMltiition of Uatter, 
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4. Bnersy. — It is a matter of daily observation that a 
body in motion can impart that motion to a second body ; 
as, for example, when the swinging bat strikes a hall. It 
is equally true that a body can set a second one in motion 
by virtue of the position which it occupies, as in the case 
of the weight of a clock when it is wound up. This capa- 
bility of a body of producing motion in a second one is 
known as Energy. 

6. Physics is that branch of science which treats of 

matter and energy. Its investigations are restricted to the 
examination of those changes wherein the composition of 
the molecule is not affected. It differs from Chemistry in 
that it does not deal with intramolecular changes nor con- 
cern itself with the identification of substances. 

6. Physical Phenomenon, Law, Theory. — Any change 
observed in matter is a Phenomenon. If unattended by any 
alteration of the chemical constitution of the substance, 
the change is a Physical one; otherwise, it ia Chemical. 
The fall of an apple or of a rain-drop, the freezing of water, 
the melting of a metal, the expansion of a metallic rod 
when heated, the attraction of an iron nail by a magnet, 
are examples of Physical Phenomena. 

A Physical Law is the expression of the constant rela- 
tion existing between dependent phenomena. For ex- 
ample, it is found on trial that if a quantity of any true 
gas, as air, be subjected to pressure, the volume will dimin- 
ish as the pressure increases. This relation is known as 
the Law of the Compressibility of Gases. 

A Hypothesis is a supposition advanced to explain 
phenomena. The probability of its truth is the greater, 
the more varied are the phenomena explained. When the 
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4 ELEMENTS OF PHYSICS. 

amount of evidence in support of the hypothesis is quite 
large, it is raised to the rank of a Theory; and finally to 
that of a Law., when its truth is fully established. 

7. Phyeioal A^nts. — In attempting to ascertain the 
causes of phenomena, it seems necessary to assume the 
existence of certain Agettis or Forces acting on matter. 
Examples of such agents are seen in the various forms of 
attraction of matter for matter. Since nothing is known 
of the intimate nature of these agents, all attempts at 
defining them must be restricted to narrations of effects. 



8. Force and Forces Classified. — Force may be d 
as that which changes, or t^nds to change, the motion of 

a body by altering either its direction or its magnitude. 
Forces may be classified as Molar Forces, those acting be- 
tween masses separated by sensible distances, as gravita- 
tion; Molecular Forces, those acting between molecules 
separated by insensible distances, as cohesion ; and Atomic 
Forces, those acting between the atoms composing the 
molecule, as chemism. Again, forces may be classified as 
Attractive Forces, as the action between magnets and soft 
iron J and Repellent Forces, as the action between two 
pieces of sealing-wax after both have been rubbed briskly 
with flannel. Finally, forces may be classified as Impulsive 
Forces, where the duration of their action is exceedingly 
short, as when a nail is struck with a hammer ; and Con- 
tinuous Forces, when their action extends over a finite time, 
as gravity. If the intensity of a continuous force varies 
during successive intervals of time, it is classed as a 
Variable Force ; for example, the attraction between a 
magnet and a piece of iron becomes less on increasing the 
distance between them. If the intensity of a force does 
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not change, it is said to be a Constant Force ; for example, 
the attraction of the earth for a body on its surface changes 
80 little when the body is removed a short distance from 
the surface that it may be considered constant within short 
ranges without sensible error. 

9. An Experiment consists in producing a phenomenon 
under conditions determined and regulated by the operator. 
By making measurable changes in these conditions and 
noting the results, he is able to determine the conditions 
under which the phenomenon takes place, and the class to 
which it belongs ; or to discover the general law which 
embraces it. The basis of all experimentation is a belief 
in the Constancy of Nature, as enunciated in the postulate 
that " uvder the same physical conditions the tame physical 
results will always he produced irrespective altogether of time 
or place." 
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CHAPTER I. 



had before it waa heated, 
■ire in Ihe flame. It, 
residuum in tiie form 



THE PROPBKTIBS OF MATTEB. 

10. The Properties of AEatter are the different ways in 
which it presents itself to our senses; as occupying gpace, 
requiring force to move it, etc. 

11. Physical and Chemical Properties. — Experiment. — 
Hold a piece of [ilalinum wire in tiie flume of a Bunsen lamp. Jt 
becomes red-hot, then glows and emit^ liglit. Remove it, and it 
soon presents the same appearance that 
In like manner, hold a piece of magnet 
too, glows, but soon begins to burn l«a' 
of a white powder. 

In this experiment are illustrated two classes of changes. 
In the case of the platinum there is no loss of identity, the 
molecule remaining intact; in the case of the magnesium, 
the composition of the molecule ia changed by the intro- 
duction of oxygen into its structure. Properties revealed 
by changes in bodies where the molecule suffers no change 
of composition ai'e called Phy»ieal Properties. Those re- 
vealed by bodies during changes in the composition of the 
molecule are Chemical Properties. 

12. Bztension, as applied to matter, implies that it 
occupies space. Every body, or piece of matter, has 
length, breadth, and thickne»», and these are known as its 

Dimensions. 
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THE PROPERTIES OF MATTER. 7 

13. Measurement of Extension. — The basis of all 
measurement is some linear unit, arbitrarily chosen, from 
which are derived the units of area and of volume. 
There are two systems of units in general use, the Engluk 
and the Metric. Under the former, the Yard is'the stand- 
ard of length and for the United States is defined as the 
distance between the 27th and the 63d divisions of a brass 
bar deposited in the office of Weights and Measures at 
Washington, provided the temperature is 16|° C One 
thirty-sixth of this constitutes the Inch, and one-third the 
Foot. Under the metric system, the Metre is the standard 
of length, and may be defined as the distance between two 
lines on a platinnm-iridium bar at 0° C, also kept at 
Washington. This system was legalized in the United 
States in 1866. In its multiples and submultiples a decimal 
system is adopted ; the names of these derived units being 
formed by the use of the Greek prefixes deca, kecto, and 
kilo, signifying 10, 100, and 1000; and the Latin prefixes 
deci, centi, and milli, signifying 10th, 100th, and 1000th. 

The units of surface are squares whose sides are some 
one of the units of length, as the square inch, square foot, 
square metre, etc, ■ The units of volume are cubes whose 
edges are some one of the linear units, as the cubic inch, 
cubic foot, cubic centimetre, etc. The United States 
gallon, 231 cubic inches, and the litre, 1000 cubic centi- 
metres, are units of no fixed form. 

The value of the metre is about 39.37 inches. When 
great accuracy is not required, it may suffice to regard the 
metre as 40 inches, the decimetre as 4 inches, the centi- 
metre as I of an inch, the kilometre as |^ of a mile, and 
the litre as 2J pints. 

In measuring any object various devices and methods 
are in use, the selection being determined by the nature of 
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8 ELEMENTS OF PHYSICS. 

the problem and the degree of accuracy required. For 
further information on this subject, the student is referred 
to works on Practical Physics. 

14. Weight and Masa. — It has long been recognized 
that matter possesses the property of attracting matter ; 
that is, lias gravitation. The Weight of a body is the 
measure of the attraction of the earth for it, and varies 
with the quantity of matter in it, and with the position of 
the body with respect to the earth's surface. Hence, the 
weight of a body is not a constant quantity. The Ma»B 
of a body is the quantity of matter it contains, and, unlike 
weight, is wholly independent of the attraction of any other 
body. Hence, the mass of a ball of lead would remain the 
same if it were transported to the centre of the earth, to 
the north pole, or to the moon ; whereas its weight would 
be different for each position, 

16. Their Measurement. — The unit of mass adopted 
in this country and in England is the quantity of matter 
in the Avoirdupois Pound. It is equivalent to 7,000 grains. 
Its chief multiples and submultiples are ton», ounces, and 
drams. In the metric system the Gramme is the unit, and 
may be defined as the quantity of matter in one cubic 
centimetre of distilled water at 4° C, It is equivalent to 
15.432 grains. It is multiplied and subdivided decimally, 
and the names given to these multiples and submultiples 
are formed by combining the word gramme with the pre- 
fixes used in linear measure (13). 

The units of weight are the attractions of the earth for 
these units of mass, and receive the same names. What 
is commonly termed the weight of a body, obtained by 
counterpoising it with standard units of mass, is its mass. 
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THE PitOPEBTIES OF MATTER. 9 

The we%ht might be determined by some such device as 
the common draw-scale (Fig. 18), where the attraction is 
measured by the elongation of a spring. Even then it 
must not be overlooked that a comparison of weights thus 
obtained, when under exactly similar conditions, may be 
substituted for a comparison of masses, siuce at any one 
place the weight varies as the mass. 

16. Impenetrability implies that two masses of matter 
cannot occupy the same space at the same time. The 
familiar method of measuring the volume of irregular 
solids by measuring that of the liquid displaced when the 
solid is submerged is based on this property. 

According to the accepted theory of the constitution of 
matter (2), a body does not fill completely the space which 
it appears to occupy, that is, there are spaces or pores be- 
tween its parts. Hence, there is suggested the possibility 
of an interpenetratton between two masses of matter when 
brought together, the molecules of the one fitting into the 
spaces between the molecules of the other, and the resulting 
volume not being equal to the sum of the two volumes. 
An instance of this is seen in the following experiment : 

In a long t«3t-lub6 pour 30 ccm. of water. To this adil carefully 
20 com. of strong alcohol, tipping the tube so that t)ie liquid flows 
down its walla. Mark the position of the surface, and then mix the 
liquids thoroughly by shaking. A large shrinkage in volume is 

Hence, it appears that impenetrability, though always 
true of molecules, is not necessarily a property of masses, 

17. Inertia is that property manifested by matter in its 
persistence in whatever state of rest or of motion it may 
happen to have, and in its resistance to any attempt to 

DoiizodbvCoogle 



10 



ELEMENTS OF PHYSICS. 



change that state. If a moving body be stopped, its arrest 
is always traceable to some influence outside of that body ; 
if a body left at rest be afterwards found in motion, such 
motion has been imparted to it by some other body. There 
are many familiar phenomena 
\ which are explained by this priii- 
■^ eiple ; for example, the onward 
motion of a rider when his horse 
suddenly stops ; the displacement 
of loose articles on a rolling ship; 
the oscillation of water in a pail 
when carried ; the mud flying 
fi'om a rapidly revolving carriage 
wheel ; the dust from a carpet 
when beaten ; snow falling from 
the boot when struck against 
the door-step. The inertia of a 
stream of water is seen in the 
violent jar to the pipe on sud- 
denly closing the faucet. An 
instance of inertia is furnished 
in the persistence with which a 
rotating object, as a spinning top, maintains its plane of 
rotation. It is because of inertia that the suspended ham- 
mock on ship-board does not fully partake of the motion 
of the ship. 

By inertia may be explained the following experi- 
ment: Suspend by a string a heavy weight, .4 (Fig. 1), 
and from its under side by a similar string a small bar, 
B. If we pull steadily downwai-d on 5, the string will 
break somewhere above A, because there is more tension 
on it from its having to support both A and B as well as 
resist the pull applied at B. If, however, we pull down- 
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THE PItOFERTIES OF MATTES. 11 

ward suddenly on jB, the string will break below A. On 
account of the inertia of the heavy weigiit, the lower 
string breaks before the sudden pull reaches the upper 
string. 

18. Indestructibility. — Eip. — Fill a leattube, say 2 cm. 
in diaineter and 15 em. long, with water; cover the mouth with the 
thumb, and invert the tube in a small beaker partly filled with 
water (Fig. 2). There must be no air in the tube 
after it is inyerled. Slip over the tube a short 
piece of large glass tubing — a piece of lamp 
chimney will answer — to support the test-tube 
in a vertical position. Place a small piece of zinc, 
say. 50 milHgramtpes, beneath the mouth of the 
tube. Pour into a small beaker a few cubic 
centimetres of strong sulphuric acid. Place the r; 
vessel supporting the tube, and also the beaker of P 
acid, on the pan of a good balance, and counter- K 
poise them. Now pour the acid into the vessel fj^. 2. 

supporting the tube, replacing the beaker in the 
scale-pan. The acid will act on the zinc, and hydrogen gas will 
collect in the top of the tube. If from time to time the beam of the 
balance be released, it will be found that the' beaker, with its con- 
tents, loses nothing in weight during the disappearance of the zinc ; 
that is, there is no loss of matter during these ehangea. 

IndetftructibiUty implies that matter cannot be destroyed. 
All experience testifies that we can neither create nor 
destroy matter ; we can at most but change its form and 
its combinations. The science of chemistry is based on 
this Constancy of Mass. 



19, Elasticity. — Bip. — Apply pressure to a rubber ball. 
Stretch a common. rubber band. Bend a thin stiip of steel. Twist a 
piece of cotton cord. In each case either the form or the volume or 
both have been changed, and unless the distortiog foi'Ce is maint^ned 
these changes disappear by the body's resuming its initial eondition, 
that is, these bodies possess elasticity. 
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Hence, Elasticity is that property exhibited by matter 
when a continued application of force is necessary to main- 
tain any change of form or volume, or both, that force has 
produced. It is called Elasticity of 
Form when the form is restored on 
the removal of the distorting force, 
and Elasticity of Volume ' when the 
initial volume is recovered. Evi- 
dently fluids possess no elasticity of 
form, but all matter possesses elas- 
ticity of volume, some kinds in a 
greater degree than others. Fluids 
regain exactly their original volume, 
without reference to the duration or 
the amount of the distortion. In the 
ease of solids the restitution is not 
complete, if the distortion is beyond 
a certain limit, different for different 
substances. 

The experiments show that the 
elasticity of a body of matter may be 
developed either by pressure^ by pull- 
ing, by bending, or by twisting. The 
bounding ball and the common pop^nan are illustrations 
of the first; rubber cords are familiar examples of the 
second ; bows and springs are instances of the third ; and 
the torsional pendulum (Fig. 3) and the stretched spiral 
spring illustrate the fourth. 

■T-AeCi^cJfnto/^iaKlelt^il^roJiimslilliB ratio oIlhelncrsMoofprwuure per unit 
ot Bjw of lutface lo tbe coiDprtulon produced p«r unit of Tolume. Let p be the tDcreuu 
of pnaaare and > tbe area at tfaa lurface. tben £. la the preaiure p«r onlt of ana. Let 
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20. Cohesion. — Exp. — Suspend beneath one of the scale-pans 
of a beam balance a perfectly clean g'lass disk by means of 
threads cemented at three equidistant points (Fig. 4), After coun- 
terpoising the 
disk, place be- 
low it a vessel 
of water and ad- 
just the appaiu- 
tus so that the / 

disk touches its 
surface when the 
beam is horizon- 
tal. Now add 
weights to the 
pan till a separa- 
tion of the disk 
from the water is 
effected. An ex- 

under surface of 11 

the disk will show 
that instead of 
pulling the plate 
away from the 
water, we have 
pulled off a Him 
of water. 

The experi- 
ment makes it ^^' * 
clear that the parts of the water are held together by a 
force of considerable intensity, and that this force has to 
be overcome before a separation can be effected. To that 
force which binds together the molecules of a body, the 
name Cohesion or Adhesion ia applied according as the 
molecules are like or unlike in character.' 



oogic 
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This force exhibits itself more noticeably in solids than 
in liquids; but in gases it seems to be nearly, if not entirely, 
wanting. Generally the attraction of liquids for solids is 
greater than that of the liquid for itself, us seen in the 
above experiment. This is always the case when the liquid 
wets the solid. Sometimes, however, the solid can be 
pulled away from the liquid, as in the case of glass and 
mercury, and tliis shows that the attraction of mercury for 
mercury exceeds its attraction for glass. 



21. Affected by Distance. ~Bip, — Press fii-inty together 
two lead disks, giving them a shght twisting motion. The sai-faces in 
contact must be flat and bright. They will adhere quit« firmly together. 

Two lead bullets, cut so as lo present clean flat surfaces, may be 
used instead of the disks. 

This experiment suggests that the molecular forces act 
powerfully through exceedingly small and insensible dis- 
tances ; and that they act either not at all or very feebly 
through distances observable by the eye. They seem to 
diminish rapidly in intensity as the distances between the 
molecules are increased, as seen in the effect of tempera- 
ture on the strength of materials. 

Queries: — Explain the welding of iron. Why is it that powdered 
substances can be solidified by great pressure? Why do drops of 
diflerent liquids vary in size? 

22. CryBtalUzation. — Bip. — Dissolve 100 grammes of alum 
in half a litre of hot water. . Hang several strings in tlie solution 
and set it aside in a quiet place for several hours. At the end of that 
time the stiingswill be found covered with a number of beautiful, 
transparent bodies of regular and similar shapes. 

Most solids, when they form slowly under circumstances 
that give perfect freedom of motion to the molecules, 
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assume definite external forms called Crygtah. These 
forms are, with certain limitations, the same for the same 
substance, but different ,for different substances. Many 
substances, however, exhibit no plan in the grouping of 
the molecules, that is, they are Amorphoug. Examples of 
such bodies are glass, glue, coal, etc. When crystalline 
substances are broken into parts, it will be found that the 
fracture consists in separating crystals from the faces of 
other crystals. This separation is most easily effected 
along certain definite planes, called Plane» of Cleavage. 

23. Tenacity,— Bip.— Cut from a sheet of manilla paper a 
rectangular atrip, say, 25 cm. long and 5 cm. wide. Fold over each 
end and fasten it with glue to fovm a hem or loop. In each of these 
loops insert a stout wooden rod, somewhat longer than the width of 
the paper. Connect the ends of one of these rods to the hook of a 
spring-balunce (54) by means of a stout wire bail. Fasten the other 
to some suitable object, as a hook in wall. Now pull steadily on the 
ring of the balance till the paper breaks, and observe tlie reading of 
the balance at Uie moment of separation. Tlie average of several 
trials will give a fair idea of the strength of the paper. If a strip of 
paper 10 cm. wide be used, we shall find that about twice as great a 
pull will be required to tear it as in the lirst case. 

Tenacity is the resistance which a substance offers to 
being separated into parts by pulling. Iti measure is the 
quotient of the breaking-weight by the area of the cross- 
section of the substance broken. Experiments show that 
it varies with different substances, with the form of the 
body, with the temperature, and with the duration of the 
traction. 

24. Malleability is that property of a body which per- 
mits it to be Tolled or hammered into thin sheets. Gold 
furnishes the best illustration of this property. It has 
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been reduced to sheets so thin that more than 800,000 of 
them placed one upon anotlier are but one inch in thick- 
ness. This property in aome substances is much modified 
by temperature. 

25. Dactibty is that property of a body which permits 
it to be drawn out into wire. Malleability and ductility 
are closely related in character, but do not exist in the 
same substance to the same degree ; for example, lead and 
tin are very malleable, but only slightly ductile. Gener- 
ally, however, substances possessing great malleability are 
also highly ductile, as in the case of gold, platinum, and 
silver. 

26. Hardness is the relative resistance which a body 
offers to scratching or abrasion by other bodies. The 
relative hardness of two substances is ascertained by try- 
ing which of them will scratch the other; for example, 
gjass is harder than copper, since it scratches copper. 

Many substances, if suddenly cooled after having been 
raised to a higli temperature, acquire great hardness. A few, 
however, as copper and bronze, are affected in a contrary 
manner. The process of imparting to a body a suitable 
degree of hardness is called Tempering ; that of making it 
as soft as possible at ordinary temperature is called An- 
nealing. Both processes consist in raising the tempera- 
ture of the substance and then cooling, either suddenly or 
slowly, according to the result desired. 

27- Nature of Surface of a Iiiquid.—Bip.— Place a 

sewing-needle on the surface of a vessel of water. If carefully done, 
the needle will float. On close ex.-imination it will be seen that the 
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surface of the water round the needle is depressed, the latter resting 
in a little liollow large enougli to hold, perhaps, four such needles. 

The indentation made in the surface of the liquid by the 
needle su^ests that the surface ia like a membrane or akin, 
supporting the needle by virtue of its cohesion or toughness. 

28. In a State of Tension.— Hxp.— Float two sewing- 
needles on water, placing them parallel and separated bj a few 
millimetres. Let a drop of alcohol fall on the water between them, 
and they will suddenly fly apart. 

The surface layer of the water acts as if it were a 
stretched membrane, the effect of the alcohol being to 
weaken or cut it between the needles and thereby permit 

the parts to separate, carrying the needles with them. 



Sixp. — Place a thin layer of water on glass and let a small drop 
of coloi'ed alcohol fall on it. The weak spot made by the alcohol 
will cause a rupture in the film, and the water will be drawn away, 
leaving the alcohol surrounded by a dry area. 

Sip. — Make a ring, 3 or 4 incites in diameter, of stout iron 
wire, witli a supporting handle. Tie to this a loop of thread, 
so that the loop may 
hang near the middle of 
the ring (Fig. .5). If 
now tlie ring is dipped 
in a soap solution, and 
a film is obtained in It, 
the loop of thread will 
spring out into a circle 
when the film inside the 
loop is carefully broken. 
The tension in the film 
pulls the thi'ead outward 
in all directions equally. 
Ry tilting the ring the 
circle will float about on the film. 
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29. Surface Tension accounted for. — The molecules 
composing the surface of a liquid are not under the same 
conditions as those within the liquid, since the latter are 
attracted equally in all directions by the surrounding 
molecules ; whereas those composing the surface layer are 
attracted downward and laterally, but not upward. The 
result is that this surface layer of molecules is under a 
tension resembling a stretched skin, and at the same time 
exerts a pressure on the liquid below. On lessening the 
cohesion of this surface film at any point, the other parts 
will pull away. To this is due the movement of the needles 
in the above experiment. The peculiar gyratory motions 
of a piece of camphor floating on clean, warm water is 
another interesting illustration of the same principle, the 
slight and unequal solubility of the camphor weakening 
the supporting film with the results described. 

30. Form of Surface. — Bip. — Fill a goblet two-thirda full 
oi water. An examination of the surlace reveals the fact that the 

surface is level, except at 

the edge next the glass, 

where it curves upward 

(Fig. 6). Thewateradhei-ee 

to the glass, a,ad climbs up 

the sides of the goblet. If 

we fill a similar goblet with 

■ — r-™» mercury, we find ihat the 

^^. .urf«,. 1. convex nexl to 

Fie.6. the glass, as if the liquid 

tended to pull away from it. 

When the liquid wets the vessel, that is, when the attrac- 
tion between it and the vessel exceeds that between the 
molecules of the liquid, the surface is concave ; on the con- 
trary, when the liquid does not wet the vessel, that is, 
when the atti'action between the molecules of the liquid ex- 
ceeds that between it and the vessel, the surface is convex. 
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31. Capillarity. — Eip-~ Support vertically sereral clean glass 
tubes of small and different diameters in a vessel of pure water, 

first wetting theic inner surfaces 

to displace the air-film on the 

glass surface (Fig. 7). The 

water will be seen to rise in these 

tubes, highest in the one of 

smallest diameter and least in 

the one of greatest. If mercury 

be used, instead of water, it will 

'*' ' be depressed in the tubes, the 

most in the smallest tube. On examining the surface of the liquid 

within the tubes, il is found to be concave when the liquid rises and 

convex when it is depressed. 

Oapiilarity or Capillary Action (captllus, a hair) is the 
name given to the phenomenon of the rising or falling of 
liquids in fine, hair-like tubes. 

32. Laws of Capillary Action. — The following laws 
of capillary action have been established by experiment : 

I. Liquids ascend in tvhes when they wet them, that ts, 
when the surface is concave; and they are depressed when 
they do not wet them, that ts, when the surface ts convex, 

II. The elevation or the depression varies inversely as the 
diameter of the tuhe. 

III. The elevation or the depresnio-n decreases as the tem- 
perature increases. 

33. Influence of the Curved Surface.— Erp.-Introduce 

a drop of water into the large end of a conical capillary tube, made 

by drawingout a larger tube after 

heaUng it in a gas flame. The 

surfaces in contact with the air 

assume a concave form (Fig. 8), 

the smaller one having the greater 

curvature, and the water ii 

toward the smaller end of the fij. e. 

tube. ,- r 
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Into the email end of a similar tube put a drop of mercury. The 
free surfaces will be convex, the smaller one having the greater 
curvature, and the mercury moves toward the larger end of the tube. 

Each free surface of the liquid exerts either traction or 
pressure on the liquid, according as it is either concave 
or convex. The magnitude of this surface action increases 
with the cui-vature, as shown by the drop of liquid in the 
first case moving toward the smaller end of the tube, and 
in the second case moving away from it. 

34. Capillarity Explained. — When the liquid wets 
the tube, the surface of the liquid within the tube is con- 
cave, and hence exerts an upward pull on the liquid, 
causing it to rise in the tube to a point where the weight 
balances this force of traction. When the liquid does not 
wet the tube, the surface is convex and hence exerts a 
downward pressure, thereby causing a depression of the 
liquid within the tube. 

35. Capillary Phe- 
nomena. — Familim- il- 
lustrations of capillary 
action are numerous. 
The action of blotting- 
paper in removing an 
excess of ink, the pas- 
sage of oil up the wick 
of a lamp, the absorption 
of water by a sponge or 
cloth, are among the 
more common instances. 
For further discussion 
of surface tension and its 
relation to capillarity, the 
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student is referred to Maxwell's Theory of Heat, -Chap. 
XX., Tait's Properties of Matter, Chap. XII., and Daniell's 
Physics, Chap. XI. 



36. Absorption. — Eip. — Fill a stout, wide teat-tube with 
dried ammonia gas by displacement over luercuiy, Tlie gas may 
be obtained by boiling strong ammonia-waler in a flask and passing 
it tlirongh a tube Blled with smnll lumps of quick-lime. Insert be- 
neath the mouth of the leat-tubo a piece of i-ecently heated charcoal, 
and immediately the mercury will begin to rise in the tube, owing to 
the absorption of the gas by the charcoal (Fig. 9). 

Abiorption is the penetration of any body into a porous 
one. Freshly burnt charcoal in a most remarkable degree 
possessea this power of absorbing gases. Gases which are 
most readily liquetied by pressure are, as a rule, absorbed 
by porous solids to the greatest extent. It should be noted 
that this absorption is greatly influenced by temperature 
and pressure, being decreased by an increase of tempera- 
ture, and increajsed by an increase of pressure; and also 
' that the presence of a gas in the pores of a solid affects 
the amount of another gas that the body will 
absorb, but not always in the same way. 

The persistence with which air adheres to the 
surface of a solid is seen in the case of the 
barometer tube (145). Here it is found neecB- 
sary to boil the mercury in the tube, to expel 
the air completely. It also affects capillarity, 
modifying the heights to which liquids rise, as 
shown in the increased height following the 
displacement of the air-film by a liquid film, on 
wetting the walls of the tube. 

37. Difflision. — Bip-— Fill a large test-lube two- 
tliirds full of water, colored witli blue litmus. Intro- 
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duce a few drops of sulphuric acid into the liquid at the bottom of 
the tube by means of a thistle-lube (Fig. 10), A reddish color will 
be seen at the bottom ; and, if the liquids are not disturbed for 
several hours, this change of color will be seen to move slowly 
lowird the top. 

Eip. — Fill two six-ounce wide-mouthed bottles with hydrogen 
and oxygen respectively, having previously fitted to theni perforated 
corks through which passes a glass tube about 60 cm. long. After 
connecting these two bottles by this tube, set them in a vertical 
position, with the one containing the hydrogen uppermost. After 
the lapse of an hour, if we take them apart and apply a lighted 
taper to each jar, an explosion will follow, showing that the gases 
have mixed. 

In both of these experi- 
ments we have the heavier 
fluid 'slowly moving upward 
thi-ough tlie lighter one, and 
that in turn moving down- 
ward into the heavier. Such 
an intermingling of fluids, 
when placed in contact, is 
called Diffumn. Such phe- 
nomena offer a striking con- 
firmation of the theory that 
the molecules of fluids are in 
motion. Experiments show 
that the rate of diffusion is 
affected both by density, tem- 
perature, and the miscibility 
-. „ of the substances. 



Bzp — Wet a piece of parchment paper and 
the bowl of a large thistle-tul)e (Fig. 11). Pour down 
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the stein oi the tube a concentrated solution of copper sulphate. 
Support the tube in ei beaker of water, so that the liquids are at the 
game level on both the inside and the outside of the tube. If we 
wateh the liquids for a short time we shall find that the one within 
the tube is slowly rising and the one without the tube is acquiring a 
bluish tint, showing that the two liquids are passing through the 
membrane, with the greater flow toward the denser liquid. 

Exp. — Cement a small porous battery-cup to a funncUtube. 
Connect it to a wide-mouthed bottle provided with a jet-tube, after 
the plan shown in Fig. 12. Over the porous cup invert a jar of 
hydrogen gas. If all the joints are gas-tight a small fountain will 
be eaused by the pressure of the hydrogen gas on the water in the 
bottle. The gas evidently passes through 
the walls of the porous cup faster than 
the air passes out. 

That variety of difEusion where- 
in the fluids pass through a porous 
membrane is called Osmose ; the 
flow of the fluid toward the one 
which increases in volume being 
called Endosmoge, and the contra- 
current Sxosmose. The phenom- 
enon is dependent to a large 
extent on the nature of the mem- 
brane, and aeems to be closely 
related to capillarity on the one 
hand and to diffusion on the other. 

39. Dialysis. — It was discov- 
ered by Dr. Graham that all kinds 
of salts which dissolve in water 
diffuse easily through porous mem- 
branes; but substances which have no crystalline structr 
ure, as gums, starches, etc., diffuse with extreme slowness. 
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Substances of the former class are called Crystalloids, and 
those of the latter Colloids. Chemists often separate col- 
loids from crystalloids by placing the mixture in a vessel 
having a bottom of parchment paper, the whole being 
suspended in a vessel of water. This process is called 
IHalysis, and the apparatus a Dialyser. 

PBAOTIOAIi QUESTIONS. 

1. Why 19 the point of a pen slit? 

2. Why will not writing-paper absorb ink? . 

3. Why la a piTson, leaping to the ground from a rapidly moy- 
fng carriage, liliely to fall in the direction in which the carriage ia 
going P 

4. In applying benzol to a gi'ease spot on clotli, why should we 
begin around the edge of Ihe spot and work up toward the eentre? 

5. What objection to the method of measuring medicines by 

6. Account for the possibility of carrying water in a dish whose 
bottom Is a fine-meshed wire cloth. 

7. Carbonic acid ia considerably heavier than air. Why does it 
not collect at the bottom of inhabited rooms P 

8. Why does water rise higher in a capillary glass-tube than 
any other liquid? 

9. If a soap-bubble be blown at one end of a tube, it will rapidly 
contract, driving a current of air out of the other end of the tube. 
Explain. 

10. State the molecular theory of the construction of matter, and 
point out what facts presented in the preceding pages seemingly 
testify to its validity. 

11. What property of matter is recognized in measuring the 
volume of a solid by noticing the volume of liquid it displaceaP 
When does this method fail P 
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CHAPTER II. 
MECHANICS OF SOLIDS. 

I. COMPOSITION OF VELOCITIES. 

40. M^cl^^iiioB is that branch of PhyBics which treats 
of,ldfce and its effects on bodies. The study of the con- 
ditions producing rest in bodies belongs to Statics; and of 
those producing motion, to Ifi/namics. 

41. Motion is the continuous change in the relative 
position of a body with respect to some point or place of 
reference. The path of a moving body must be con- 
tinuous, that is, without any interruptions, since the body 
has continuous existence and must be somewhere at every 
instant. All motion is relative, since there are no fixed 
points in space to which absolute motion can be referred. 
The motion of a train of cars is relative with respect to the 
earth's surface ; that of the earth's surface is relative with 
respect to its centre ; and the motion of its centre is rela- 
tive with respect to the sun. 

When the path of a moving body is a straight line, its 
motion is Rectilinear ; and when curved, it is Curvilinear, 
in which case the direction of its motion at any point of 
its path is that of the tangent to the curve at that point. 

43. The Velocity of a moving body at any instant is 
the distance it would pass over in the next unit of time, if 
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left wholly to itself. For example, the velocity of a bullet 
on leaving a rifle is the distance it would pass over in a 
second, if nothing disturbed it during that second ; the ve- 
locity of a falling stone at any moment is the distance it 
would pass over during the following second, if the attrac- 
tion of the earth and the impeding action of the air could 
both be withheld during that second. 

When a body in motion moves over equal distances in 
successive equal intervals of time, its motion is Uniform; 
otherwise it is Variable. If the velocity of a body increases 
during each successive interval of time, the motion is 
Accelerated; if it decreases, it is Retarded. Acceleration is 
the rate of change of velocity per unit of time. It is con- 
sidered positive for accelerated motion and negative for 
retarded. When the acceleration is constant the motion 
is Uniformly Accelerated or Retarded according to the sign 
of the acceleration. 

43. Formulee for Uniform Motion. — Let v represent 
the velocity of a body having uniform motion during ( units 
of time, then vt will be the distance passed over ; repre- 
senting this distance by », we have a ^= vt. From this we 
derive » = i »nd t:=.— 

44. Formulse for Uniformly Accelerated Motion. ~ 

Let a represent the acceleration of a body having uniformly 
accelerated motion^ Then in t seconds the velocity gained 
will be at, that is u = at. If the body starts from rest -^ 
will be the average velocity during ( seconds, and -^ xt ot 
^ will be the distance passed over. Hence a — J a(', 

t^ \ a 2a 
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1. If a body has a speed of 60 miles an hour, what is the speed 
per second expressed in feetP 

2. A railroad Irain, 120 yds. long, passes orer a bridge 80 ft. 
long, at the rate of 30 niilea an hour. How long does the train lake 
to pass completely over the bridge ? 

3. Roemer found that a ray of light took 16 m. 36 s. to cross the 
diameterof the earth's orbit. The mean distance of the sun from the 
earth is 93.39 million miles. What must be the velocity of light per 
second P 

i. A body starting from rest moves with an acceleration of 20 ft. 
per second. What space does it pass over in 6 seconds, and what is 
the velocity at the end of that Ume? 

5. A train, starting from rest, moves with a uniform acceleration 
and takes fi minutes to pass over the first mile. Wiiat is the accelera- 
tion per second, and what is the final velocity ? 

6. A body, uniformly accelerated, starts from rest, and passes 
over a certain space, b, in the first second. Show that it will pass 
over 15b during the following three seconds. 

45. Graphic BepreBeDtation of Velocitieav — Uni- 
form motion in a straight line is completely described when 
its magnitude and direction are given. Since a straight line 
possesses these two characteristics, it is evident that a 
velocity may be repreaented both in magnitude and direc- 
tion by a straight line. Thus, if a body has a velocity of 
20 metres per second, in a 

direction parallel to the top "* ~~~~ * 

edge of this page, then by 

representing by a line 1 cm. long a velocity of 5 m. per 
second, the line AB 4 cm. long (Fig. 13), drawn parallel 
to the top edge of the page, will represent a velocity of 20 
m. per second. 

46. Oompoeition of YelocitieB. — Many cases of veloc- 
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ities are made up of two or more velocities compoundedj 
for example, when a person is walking about on the deck 
of a moving ship, his actual, or Resultant, velocity in space 
depends on both the velocity of the ship and his own 
velocity relative to the ship. The velocities of which 
the actual velocity is compounded are known as the Com- 
ponent Velocities. 

47. Oases of Oompoundin? Velocities. — In com- 
pounding velocities several distinct cases arise, among 
which are : 

First. — When two velocities are in the same straight line, 
the magnitude of the resultant velocity is the algebraic sum 
of the components, and the direction is that of the greater. 

For example : A boat, which can be moved in still 
water at the rate of 5 miles an hour, will have what veloc- 
ity against a current of 3 miles an hour? 

According to the above principle the velocity will be 
5 — 3 ^^ 2 miles in a direction opposite to that of the 
current. 

Secondly. — When a body has two velocities not in the 
same straight line, the magnitude and the direction of the 
resultant velocity are represented hy the diagonal of a par- 
allelogram whose adjacent sides represent the direction and 
the magnitude of the component velocities. 

This principle is known asthat of the Parallelogram of 
Velocities. The following example will make clear its 
meaning : 

If a boat can be rowed in still water at the rate of 5 
miles an hour, what will be the resultant velocity if rowed 
at right angles to a current of 3 miles an hour ? 
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Let a line whose length is 1 cm. be taken to represent the 
unit of velocity ; then a line AS (Fig. 14), 5 cm. long, will 
represent the velocity 
due to rowing, and a 
line, AC, 3 cm. long, 
drawn at right angles 
to AB, will represent 
the velocity due to the 
current. Completing 
the parallelogram, its 
diagonal AB will rep- 
resent the actual 

velocity. By the aid of dividers and scale we find 
AB to be 5.83 cm. long. Hence, the resultant ve- 
locity is 5.83 miles per hour, and the direction is that 
of AJ>. 

When the angle between the component velocities is a 
right angle, the value of the resultant velocity will be the 
square root of the sum of the squares of the two com- 
ponent velocities. In the above problem the resultant 
velocity will equal ^5' + 3' — \^ = 5.88. When the 
angle is not a right angle, the value can be found approxi- 
mately by the graphic process illustrated in Fig. 14, When 
greater accuracy ia required, the principles of Plane Trigo- 
nometry must be used. 

Thirdly. — When a body has three or more velocities, the 
resultant veloeity may he found by repeated applications of 
the foregoing principles. 

For example : If a body has a velocity eastward of 100 
feet per second, northward of 80 feet per second, and 
north-westward of 120 feet per second, what is the 
resultant velocity? 
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Let AB, AC, and AD (Fig. 15) represent these ve- 
locities on a scale of 80 feet to the inch. Then AE 
is the resultant 
velocity of AB 
and ^C(why?), 
and ^^ of AE 
and .4i>(why?). 
The length of 
AF in inches, as 
found by the aid 
of a scale and 
dividers, multi- 
plied by 80, will 
be the value of 
the resultant ve- 
locity. 

Fig. 15. 




48. Resolution of Velooities. — It is often desirable 
to find two or more velocities which may be substituted 
for a given velocity without affecting the result. The 
process is known as the Regolution of Velocities, and is 
evidently the converse of the Compogition of Velocities. 
TJie most important case is 
the converse of the Parallelo- 
gram of Velocities, its solu- 
tion consisting in finding 
■ the sides of the parallelo- 
gram whose diagonal repre- 
sents the given velocity. An 
inspection of Fig. 16 will 
make>it evident that an in- ng. id, 

finite number of parallelograms are possible of which 
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AB is a diagonal. Hence the velocity represented by AB 
can be replaced hy AC and AD, AE and XF, AH and 
AK, etc. 

In the application of thia principle the direction of the 
components is usually known. For example, let it be re- 
quired to resolve a velocity of 40 miles per hour eastward 
into two velocities at an angle of 60", one of which shall 
be south-east^ 
ward. Let AB 
(Fig.l7) repre- 
sent a velocity 
of 40 miles per 
hour eastward. 
Draw AE mak- 
ing an angle of 
45° with AB, 
and AF mak- 
ing an angle of 

60'' with AE. Through B draw BD and £C parallel re- 
spectively to AE and AF, forming the parallelogram 
ACBJD. Hence, the components required are AC and 
AS, and their numerical equivalents can be obtained by a 
scale of equal parts. 




I. When a train is moving with a velocity of 20 miles an hour 
past a station platform, the con<tuctor throws oitt a parcel with a 
horizontal velocity of 20 feet per second in a direction at right 
angles to the motion of the train. What will be the velocity of the 
parcel at the beginning of its flight ? ^•t'.V'f/''' ' ' '' 

3. If a steamer has a velocity of 14 miles an hour due east, and 
the wind blows with a velocity of 8 miles an hour from the south, 
what will be the apparent velocity of the wind to one on board the 
steamer P 



/t,/2 ^-»^' 
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3. A particle receives simultaneously two velocities, 100 feet per 
second north, and 75 feet per second noith-east. Find the magni- 
tude and directioD of the rssultant velocity. 

4. A body is acted on simultaneously by three forces, capable of 
giving it the velocities 50, 70, and 100 feet per second respectively ; 
the angle between the directions of the fiist two is 60°, aud that be- 
tween the second and thii-d, 90°. Find the magnitude and direction 
of the resultant velocity. //O. ^ 

6, A body has four component velocities, viz. : 60 feet per second 
east, 70 feet per second north, 80 feet per second west, 90 feet per 
second south. Find the magnitude of the resultant velocity. 

6. A body has two component velocities, 8 and 10, inclined at an 
angle of 60*^. Find the magnitude and direction of the resultant 
velocity. ^ v,- ^ 

7. Two equal velocitiea are simultaneously impressed upon a 
body, one toward the north, the other toward the east. The resultant 
velocity is equal to 10. Find the two velocities, and the direction in 
which the body will move. 

8. A train is moving south-eastward at a velocity of 30 miles an 
hour. How fast is it moving eastward, and how fast southwai-d ? 

9. A road is inclined to the horizon at an angle of 60°. What 
velocity does a carriage have vertically and horizontally, when it 
moves up the slope at the rate of 8 miles an hour ? 

10. The sail of a ship is set in such a manner that thewindstrikes 
it at an angle of 30^. If the wind has a velocity of 15 miles an hour, 
what would be the value of that component perpendicular to the sail P 



n. NEWTON'S LAWS OF MOTION. 
49. The Momentuni of a body in motion is the product 

of its mass by its velocity. For example : if a body whose 
mass is 40 pounds is moving with a velocity of 20 feet per 
second, then its momentum is 40 X 20 ^ 800. When 
change of momentum is required, the mass is multiplied 
by the change of velocity. 

60. The Laws of Motion. — The effect of force in pro- 
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ducing alteration of the motions of bodies is fully defined 
and described in the following propositions, known as 
Newton's Laws of Motion: 

I. Every body continues in its state of rest or of uniform 

■ moti<m in a straight line, except in so far as it may be com- 
pelled hy impressed force to change that state. 

II. Change of momentum is proportional to the force 
I applied, and takes place in the direction of the straight line 
\ in which the force acts. 

'■ III. To every^ action there is always an equal action in an 
.opposite direction. 

These laws are of the nature of axioms, incapable of 
experimental proof. They form the foundation of the 
J of Dynamics. 



61. Disoussion of the First Law. —This law asserts 
that if a body be at rest, and be left wholly to itself, it 
will forever remain at rest ; that if a body be at one mo- 
ment at rest, and he subsequently found in motion, then it 
has been acted on by some force ; that if a body be in 
motion and be subsequently found at rest or moving at a 
different rate or in a different direction, then it has been 
acted on hy a force. Hence, this law suggests that a 
Force is that which changes, or tends to change, a body's 
state of rest or motion. 

52. Disoussion of the Second La^v. — This law shows 
us how to measure force, by asserting that the intensity 
of a force is proportional to the momentum generated. 
Hence, two forces may be compared by comparing the 
changes of momenta produced in equal times. If the 
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bodies acted on have equal masses, then the forces will 
produce changes of momenta which are to each other as 
the changes of velocity, that is, as the Acceleration gen- 
erated. Hence, acceleration becomes a measure of force, 
a conclusion applied under falling bodies (88). 

It also is taught by this law that it matters not how 
many forces act simultaneously on a body, each one pro- 
duces its effect independently of the others. From this is 
derived the important principle of Composition of Forces 
(56). 

53. Units of Foroe. — There are two units of force, the 
Gravitational, and the Dynamic or Absolute. The Gh-avita- 
tional Unit is the weight of some standard mass, as the 
pound or kilogramme, and is accordingly called the Pound 
or Kilogramme. Since the force of gravity varies with the 
place, these gravitational units of force will vary; and 
though they are convenient for the measurements of the 
engineer, they are not suitable for precise investigations. 
The Dynamic or Absolute Unit of Force is that force which 
acting for a unit of time on a unit of mass produces a unit 
change of velocity. If the unit of mass is the pound and 
the unit of velocity a foot per second, the unit of force is a 
Poundal ; if the unit of mass is the gramme and the unit 
of velocity a centimetre per second, then the unit of force 
is a Dyne. These units are invariable in value, being in- 
dependent of the attraction of the earth. 

If the force of gravity at New York act on a mass for 
one second, it has been found that it will impart to it a 
velocity of 32.16 feet per second ; hence, if the mass is one 
pound, the force of gravity is equal to 32,16 poundals, and 
the poundal is -sa^jT of the earth's attraction for the pound- 
mass, or nearly half an ounce at that place. In like man- 
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ner, it appears that the earth's attraction for one gramme 
at New York is 980 dynes, since S2.16 feet equals 980 
centimetres; and one dyne is ^^ of the earth's attrac- 
tion for one gramme-mass. 

54. How Forces are Measured. — It has already been 
pointed out (52) that forces may be compared by compar- 
ing the momenta generated in equal intervals of 

time. The simplest way, however, of measuring ^?^ 
a force is by the use of a Dynamometer, which 1^,^^^/ 
consists of a spring, to some part of which is at- 
tached a pointer or index, moving in front of 
a graduated scale. The instrument can be ar- 
ranged to give its readings in pounds, grammes, 
poundals, or dynes. The common draw-scale 
(Fig. 18) is a dynamometer, graduated to 
pounds and fractions of a pound. 

55. Qraphio Bepreaentation of a Force.— ^ 

A force is completely specified when there are // ^ 
given: (1) Its magnitude., (2) Itg direction, \:^ 
(3) Its point of application, that is, the point of f^s-'S- 
the body at which it acts. Since straight lines 
possess all these characteristics, it is evident that forces, 
like velocities (45), may be represented by them. The 
point from which the line is drawn may represent the 
point of application ; the length of the line, the magni- 
tude of the force ; and the direction of the line, the direc- 
tion in which the force acts. For example, if a line one 
inch long be used to represent a force of one unit, then 
a force of 10 units would be represented by a line 10 
inches long. 
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59. Composition of Forces, — If two or more forces 
act on a body, and if a single one can be found which will 
produce the aame effect as the two or moie forces acting 
together, it is called the Resultant. If two or more forces 
act on a body in such a manner as to put it in motion, and 




Fig. IB. 

a single force can be found which, acting along with these 
two or more, will keep the body at rest, it is called the 
Equilihrant. 

The more important cases of the Composition of Forces 
are: 

First. — If two concurrinff ' forces act on a body at an 
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anght the concurrent diagonal of the parallelogram whose 
adjacent »ides represent the directiona and the intensities of 
these forces will represent their resultant. 

This is known as the principle of the Parallelogram- of 
Forces, and may be verified as follows : 

Ezp. — Hook three ilraw-acales, A, B, and C, into a small ii-on 
ring, D (Fig. 19). Faston two of them to stout pins, E and F, In 
the frame of the black-board. Pull on 0, record the readings of 
A, B, and C. and mark the centres oi the rings D and Q. Now 
remove the draw-scales, and draw lines from E, F, and the centre of 
0, to (he centre of D. Let the i-eadings of A. B, and (7 be 13, 10, 
and 20, resi>ectively. Using some convenient unit, lay off on DE, DF, 
and DO, the distances 13, 10, and 20, i-especlively. Complete the 
parallelogram DHLK, draw the diagonal DL, and find its value by 
measurement. If the work be cwefully dona, it wilt be found that 
DL and DO are in the same straight line and ai-e equal in value. 
Hence, the single force DL is the resultant of the foi-ces DH and DK, 
as it equals DO, their equilibrant. 

Second. — If more than two concurring forces act on a 
body, the rexultant may be found by finding the resultant of 
any two, then of that resultant and a third, and so on till 
all the forces have been considered. The last resultant will 
he the one required. 

This may be verified experimentally by proceeding aa 
in the first case, using four or more draw-scales. 

Third. — The resultant of two parallel forces having the 
same direction is their swrn, and its point of application 
divides the line joining the points of application of the two 
components inversely as the magnitudes of those forces. 

This principle may be verified by the following ex- 
peiiment : 
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Bxp. — Suspend two draw-scales, A and B, itova a suitable frame 
(Fig. 20). Through their hooks slide ii wuoden vod. On the side 
opposite to^ and B, hook to the rod a third diaw-scale, C Ari'ange 
A and B so that they are parallel , then pull on C, and record the 
readings of each draw scale, as well is the distances DK and KH. 




Rg. ao. 



If carefully conducted, the experiment will show that G^A-^B, and 
-^=^-==j,. A known weight might be substituted for the third 
draw-scale. 

Fourth. — If two equal parallel forces act at different 
points on a hody and in opposite directions, they produce 
rotary motion ; no single force can replace them. 

Such an arrangemeQt ia kuowti as a Couple. An illus- 
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8 to be seen in the action of the earth on a mag- 
netic needle. If such a needle be displaced from its 
position of north and south, the earth's magnetism attracts 
one end of it and repels the other with equal parallel 
forces, thereby constituting a couple with tlie effect of 
merely rotating the needle about an axis, till it returns to 
its position of north and south. 

57. Resolution of Forces. — It is often desirable to 
replace a single force by two or more forces without chang- 
ing the effect, or it 
is required to deter- 
mine what part of 
a force is acting in 
a certain direction. 
To illustrate : Let 
it be required to 
resolve a force of 32 
lbs. into two compo- 
nents acting at right angles, one of them to be 12 lbs. 
The problem ia evidently to construct a rectangle with a 
diagonal of 32 and a side of 12. Draw AB (Fig. 21) 12 
units long ; at A erect A U perpendicular to AB ; with 
£ as a centre and with a radius of 32 units, draw the arc 
mn cutting AC at C; through C draw Ci) parallel to AB< 
and through B draw BB parallel to AC. By (56) it is 
evident that BA and BB are the components of BC; 
and hence, BD is the component sought, and its value can 
be found by means of scale and dividers. 

As a second illustration, let a body, W", whose weight 
is 20 lbs,, be supported on the inclined surface, AB 
(Fig. 22) ; what force acting parallel to the plane will be 
necessary to maintain it ? Draw WM perpendicular to 
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AB, WF representing the weight 20 lbs., WE parallel to 

AB, and FH and FE parallel to WE and WH respec- 
tively. Then, 
IT^ffand TF^are 
components of 
WF, WH repre- 
sents the press- 
ure on AB, and 
WE represents 
the force urging 
W toward B. 
Hence, to main- 
tain W at rest, it 

will be necessary to apply a force IFA'equal and opposite 

to WE. 

r -_ »/,.^, 

EXEBCI8E8. 

1. A force of 100 pounds at New York equals how many 
poundals P 1 i-i ( , 

2. A constant force acting on a mass of 15 grammes for 4 seconds 
gives it a velocity of 20 centimetres per second. Find the force in 

3. Find how many dynes in a poundal. ' ''' o *^*' • 

4. What is the force in poundals that in 10 minutes produces a 
velocity of a mile a minute in 100 lbs. ? / ^-U 7 

6. A mass of 15 lbs. lying on a smootli, flat table is acted upon 
by a force of 60 poundals ; what velocity will it have at the end of 
2 seconds? J[ 

C. A foi-ce of 30 dynes acts for 12 seconds upon a body resting 
on a smooth, horizontal plane, and imparts to it a velocity of 120 
centimetres per second ; what is the mass of the body ? if-u^ . 

7. An 18-ton track is moving at the i-ate of 30 miles an hour; 
what is its momentum ? ',i'irV. ''"•-' 

8. Compare the momentum of a 15-lb, cannon-ball moving at the 
rate of 300 feet per second, with that of a 3-oz. bullet which has a 
velocity of 420 yds. per second, / ?.a !' 



Ji.iliz,,!:,., Google 



MECHANICS OF SOLIDS. 



9. Two balls have equal momenta. The first weighs 100 kilos,, 

and moves with a velocity of 20 metres a second. The other moves 

with a velocity of 500 meti-oa a second. What is its mass? y./uCo^ 

/^ 10. Two foi-ces, 60 and 01 lbs., act at an angle of 90^. Find 

their resultant. / o '?. 

11. Two forces nut at an angle of 60°. Their i-esultant is 40 lbs., 

and one of the forces is 25 lbs. Find the other force- -sjAi ■* 

12. Forces 20, 30, 40, act on a paiticle ; the angle between the^ 
directions of the first two is 45°, and that between the directions of 
the last two is 60°. Find the magnitude of the resultant. 6 j, J 

13. A weight of 25 kilogrammes is suspended by two strings; 
-inclined to the vertical ^ 30° and 60°. Find the tension of each 

string.' \ \ ^ ^M- ^ '■ ^ 

14. Four forces of 24, 10, 16, 20 dynes act on a particle, the 
angle between the first and second being 30°, between the second 
and third 90°, and between the third and fourth 120°. Find the mag- 
nitude of the resultant. ' ■ \';i1^' ^' ' i-"""/'- jj "i ■■ ''i':, /„, . 

15. Kesolve a force of 25 lbs. into two components at light 
, angles, one of the forces to be 10 Iba. i a •1'/ -^ 

X 16. Find the point of application of the resultant of two forces, 7 
and 13 units, acting in parallel lines 40 inches apart and in the same ' 
direction. / i^ ^~^ 

17. A bar 8 metres long is supported in a hori?<>ntal position by 
props placed at its extremities ; where must a weight of 100 kilo- 
grammes be hung so that the pressure on one of the props shall be 
20 kilogi-aiumes? AC txtA^ 

18. Find the points of applieation of two forces acting along 
parallel lines one metre apart, so that one may be four times the 
other and their resultant 120 kilogra 



68. Diacuesion of the Third Law. — If one exerts a 
downward pressure on the table with his hand, the table 
presses the hand upward with an equal force. A magnet 
attracts a piece of iron with a certain force and the iron 
attracts the magnet with an equal force acting in an oppo- 
site direction. A horse drawing a body by means of a 
rope is pulled backward by a force equal to that with 
which the body is drawn forward. These illustrations 
suggest that in every action of force, two forces are a>" 
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parently involved ; or rather that the term Force, as 
usually employed, designates only oi»e part of the mutual 
action between bodies. To designate tlie entire action, the 
term Stress is employed, and it receives different names ac- 
cording to the aspect under which it is studied, as pressure, 
tension, attraction, etc. 

5S. Reflected Motion is the motion produced in a 
body by the reaction between it and a second body against 
which it strikea. For example, let a highly elastic ball be 
thrown in the direction of AB (Fig. 23), against a surface 



>^ » E 



MN, and let AB represent the magnitude of the inci- 
dent force. Tliis may be resolved into two components, 
J)B and CB, the former acting normally to the surface 
MUf, and the latter acting in line with the surface. If 
the ball and the plane are each perfectly elastic, then 
the reaction at B will equal the normal component DB ; 
and as CB is not affected in any way, it follows that 
after the collision there are two forces acting at B, BD and 
BH, equal respectively to I>B and CB. The resultant of 
these two forces is BE, a force evidently equal to AB and 
making with BB an angle equal to that made by AB. ' 

If the ball and the plane are not perfectly elastic, the 
force due to reaction will be something less than BB, as 
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BK, and the resultant 5/ will be less than BE, but will 
make a larger angle with BD. When the elasticity is nil, 
BD will be zero ; and as BH will be the only force acting, 
the ball will move in obedience to that force and roll 
along the plane. 

The Angle of Incidence is the angle between the direc- 
tion of the incident body and the normal to the surface at 
the point oE incidence. The Angle of Reflection is the 
angle between the direction of the reflected body and 
the normal. In Fig. 23 the angle ABB is the angle of in. 
cidence, and EBB that of reflection. 

60. Law of Reflected MotioD. — An examination of 
the preceding discussion reveals the following law : 

When the elasttcitg ts perfect, the angles of incidence and of 
reflection are equal and tn the same plane ; but when the elas- 
ticity is not perfect, tJie angle of reflection is greater than 
the angle of incidence. 



semicircular piece having a ratliu 



Eip — Cut from a board 
about 24 cm. (Fig. 24.) At the 
the semicircle fasten, with its face in the 
diameter, a small rectangular piece of pol- 
ished stone or iron. Draw radial lines, 
dividing the circle into ten-degree spaces. 
Suspeod from a suitable support a glass 
ball about 2 cm. in diameter, so as just 
to touch the polished surface, exactly 
over the centre of the semicircular base. 
Stand a common chalk crayon on one of 
the radial lines; draw oft' the ball, and i*e- 
lease it sneeessivcly over different radial 
lines in such a manner that it will strike the 
polished surface exactly over the centre of 
the base. Notice tliat the reflected bill! 
oveitums the crayon only when it falls 
along that radial line which makes with the 
normal lo the reflecting surface im angle equal 




Fig. 24. 
that between the 
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normal and the radial line on which the crayon stood, proving the 
equality of the angles of reflection and inuidenee. 

If a lead ball be used, it will be found that the crayon is over- 
turned only when the angle of incidence is considerably smaller 
than that of reflection, a conclusion in harmony with the law for 
imperfectly elastic bodies. 



ni. WORK Ain> ENERGY. 
61, Work. — When a body is moved by tlie action of 
force upon it, the force is said to do Work on the body. 
For example, steam exerts pressure on the piston in the 
cylinder of an engine, causing it to move. The expansive 
force of tlie steam does work on the piston in overcoming 
its resistance to being moved. If there had been no 
motion of the piston, no work would have been done. In 
merely supporting a body, no work is done, since no mo- 
tion is produced. The force of gravity does no work on 
a stone resting on the ground, yet it causes a pressure 
between the stone and the earth, 

63. tJnita of Work, — To estimate the work done by 
a force on a body, some unit of work must be selected. 
Four such units are in use: the Foot-pound, the Foot- 
poundal, the Kilogramme-metre, and the Erg. A Foot- 
pound is the work done by a force of one pound producing 
a displacement of one foot. This is the one in general use 
among English-speaking engineers. As a unit, it is open 
to the objection that it is variable, owing to the variation 
of the pound with the latitude (53), The Foot-poundal 
is an absolute unit, being the work done by a force of one 
poundal producing a displacement of one foot. Since 
there are 32.16 poundals in the weight of one pound mass 
at New York, then there are S2,16 foot-poundals in the 
foot-pound at that place. 
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In the metric system, the corresponding units are the 
Kilogramme-^metre and the Erg. The former is the amount 
of work done by a force of one kilogramme producing a 
displacement of one metre ; the latter is the amount of 
work done by a force of one dyne producing a displace- 
ment of one centimetre. Since there are 980,000 dynes 
in the weight of one kilogram me-maes at New York, and 
100 centimetres in a metre, then in a kilogramme-metre 
there are 98,000,000 ergs at that place. 

63. Pow^er. — In comparing agents capable of doing 
work, the time consumed in doing the work is a very im- 
portant consideration. Hence, the Power, or the rate at 
which the agent works, must be measured. The unit 
of power is the power of an agent which can do a unit of 
work in a unit of time. When the agent is capable 
of doing a large amount of work, a multiple unit, as the 
Horse-Power, is used, which equals 33,000 footpounds of 
work in one minute, or 550 foot-pounds in one second. 

64. Work Computed. — Since a unit of work is done 
when unit force displaces a body through unit distance, 
then 5 units are done by a force of 5 units displacing a 
body through a unit distance, and 5X2 units of work are 
done if this force produces a displacement of 2 units of 
distance. Hence, the amount of work done by a force is ex- 
pressed by the product of the number of units of force by the 
number of units of displacement. Let F equal the number 
of units of force, and S the space moved over ; then the 
work done equals F X S. 

Since the resistance overcome has the same numerical 
measure as the force acting (58), the work can be com- 
puted by multiplying the resistance by the space, or work 
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done equals WX S,m which Wis the measure of the re- 
sistance overcome. When a body is lifted in opposition to 
gravity, W is evidently the weight ; in moving a body in 
any other direction TFmust be determined either by com- 
putation or by experiment. 

06. Baergy. — Experience teaches that a body in 
motion can impart motion to a second body. For example, 
the moving bat in the hands of the ball-player may impart 
motiou to the ball, that is, it does work on the ball. 
Hence, a body in motion can do work on other bodies. 

Again, if we lift a weight from the floor to the table, we 
do work upon the weight. Now it we attach a cord to this 
weight, pass it over a pulley or grooved wheel, fasten the 
free end to a second weight somewhat smaller and remove 
the supporting table, the weight falls to the floor, and in 
so doing raises from the floor the smaller weight, that is, 
does work upon it. If the table had been higher, or the 
first weight had been heavier, then more work would have 
been done in placing it on the table, and it could have 
done more work in falling to the floor. Hence, a body by 
virtue of its position can do work. 

Energy is the capacity of doing work, and is possessed 
by matter by virtue of work having been previously done 
upon it. 

66. Types of Energy. — As seen by the illustrations 
given in the last section, there are two types oE energ}', 
OTie due to the motion of the body and the other due to its 
relative position. The former is called Kinetic Energy and 
the latter Potential Energy or Energy of Position or Stress. 

67. Kinetic Bnerer uaay be defined as the capacity 
of doing work possessed by a body by virtue of its motion. 
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If A ball be thrown vertically upward, it possesses kinetic 
energy at the beginning of its journey, because it has 
motion. If intercepted by a second body, it would impart 
motion to the intercepting body, that is, do work upon it. 
If the ball be left to itself, it gradually loses its motion 
and finally comes to rest. At this moment it possesses no 
kinetic energy, but, as will be explained later (70), the 
energy has been transformed into the other type. 

98. Potential Energy is the energy possessed by a body 
by virtue of its position with reference to some other body, 
or by virtue of the relative position of its parts. Thus, 
when a stone has been lifted to a certain lieight above the 
earth's surface, work has been done in overcoming the at- 
traction existing between the earth and tlie stone. If the 
stone is allowed to fall to the earth, it is able to do a certain 
amount of work. Hence, the stone in its elevated position 
possesses Potential Energy, or, as it is sometimes called, 
E-nergy of Position. In coiling up a spring, or bending a 
bow, work is done in distorting the body, or placing it 
under stress ; that is, the relative position of the parts of 
the body is changed ; and it jwssesses, by virtue of this 
distortion, potential energy. 

^' 69. Energy Measured. — It is evident from the defi- 
nition of energy that it is not only a measurable quantity, 
but also that it is a quantity to be measured by the same 
units as those used in measuring work. In Art. 52 it was 
pointed out that force is measured by the momentum ac- 
quired in one second ; that is, F^Ma, in which Jlf represents 
the mass, and a the acceleration. Hence, J* X S = Ma X S. 

But S = Z^ai). Therefore, FxS~MaX^ = ^MV. 

2a ^ ' 2a 

Since F X iS is a measure of the work done (64) and 
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hence of the energy expended, or to be expended, then 
the Kinetic Energy in absolute unita, foot poundals, or 
ergs is expressed by ^MV^. 

In the latitude of New York, foot-poundals can be 
reduced to foot-pounds by dividing by 32.16, and ergs to 
kilogramme-metres by dividing by 98,000,000 (62). 

70. Transformations of Euergry- — It has already been 
said that if a ball be thrown vertically upward, it gradually 
loses its motion, and hence its kinetic energy, but it 
acquires energy of position. If the ball be allowed to 
fall, it regains its original motion, and hence its kinetic 
enei^y ; but it loses its potential energy. When the ball 
strikes the ground its motion ceases, and its energy is 
apparently destroyed. Extended experiments have demon- 
strated that both the ground and the ball are warmer after 
the impact than before, by an amount bearing a fixed 
relation to the amount of energy used up. It will be seen 
in Chapter IV. that heat is due to the motion of the mole- 
cules of 8 body, and that the kinetic energy of the body 
as a whole has been divided up between the molecules of 
the body and the ground, thereby increasing their kinetic 
energy or heat. The energy of a heat«ngine is derived 
from the heat evolved by the combustion of the fuel, and 
this fuel may be regarded as representing a certain amount 
of the energy of the sun (its heat), transformed into 
potential energy in the cell of the growing plant. 

71- Indestructibility of Bnergry. — Energy resembles 
matter in being unchangeable in amount. It caimot be 
given to one body without taking it from another. The 
energy of the flying ball came from the arm which threw 
it, and that of the rapidly moving locomotive from the 
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steam in the engine cylinder. In all transferences and 
transformations of energy there is no loss, that is, the 
total energy of the universe is constant. 

72. Matter and Energy. — "All that we know about 
matter relates to the series of phenomena in which energy 
is transferred from one portion of matter to another till 
in some part of the series our bodies are affected, and we 
become conscious of a sensation. "We are acquainted with 
matter only as that which may have energy communicated 
to it from other matter. Energy, on the other hand, we 
know only aa that which in all natural phenomena is con- 
tinually passing from one portion of matter to another. 
It cannot exist except in connection with matter." ' 

EXERCISES. 

1. What cauEes the "kick" of agunP Why ia it leas in the case 
of a heavy gun ? 

2. Two bodies, weighing 60 pounds and 75 pounds respectively, 
have the same momenta. If the first has a vtJoeity of 1,000 ft. per 
second, what velocity has the second? \j^^' 

, 3. Of what horse-power is an engine which can raise 20 tons in 
5 minutes to the height of 50 feetP ) ''"^'^ 

4. How many gallons of water can a 100 H.-F. engine raise 200 
feet high in 10 hours P Assume that a gallon of water weighs 8 lbs, <.'' 

5. A siiot of 80 pounds is fired from a gun of 3 tons, and leaves 
it with a velocity of 1,500 fget per second; find the velocity of the 
gun's recoil. '^'i-r V^^ 

6. A mass of 1,000 pounds, moving with a velocity of 500 feet 
per second, possesses how much energy ? i v i'- '■''" ^ ' ' 

7. Why is it that percussion is so much more effective than 
pressure in driving a nail into a board ? 

8. An inelastic body, weighing 250 kilogrammes and moving 
with a velocity of 20 metres per second, meets anothei' inelastic 
body, weighing 300 kilogrammes and moving with a velocity of 
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2 metres per secomj in the opposite direction. Find the" momentum 
and the velocity after impact, ^tf.'' V"' ^''^ - 

9. If B, cannon-ball were discharged from the rear end of an ex- 
press-train, directly along the track, at the same rate as the train is 
moving forward, what would be the motion of the ball relative to 
the gi-ound? 

10. Find the work done by a force of 100 dynes acting through a 
distance of 25 metres. Express the result in ergs. ^ iv.fv-t 'ty /. 

11. Express in foot-poundala the work done in raising a weight 
of one ton through a vertical height of .5 yards. 9 • ,,■ ( f ■- / * f j 

12. What is the potential energy in foot-pounds of a gallon of 
water in a reservoir at the height of 200 feet above the ground ? /^ b-i 

13. What is the energy of a mass of 5 kilogrammes moving with 
a velocity of 60 metres per second? '- "^ y j", cu-u ,»•■••■■ ^ ■ i- 

14. A steam-engine supplies 1,000 honses with 100 gallons of 
water each, working 12 hours per day ; if the mean height to which 
the water has been raised is 80 feet, at what rate does the engine 
work? ^ ^ 9if , V..', 



IV. GRAVITATION.— CENTRE OF MASS. — STABILITY. 

73. Universal Gravitation. — The earth attracts to it 
all objects on its surface giving them Weight. Sir Isaac 
Newton was the first to establish the proposition that this 
attractive force is not limited by distance, but that every 
particle in the universe attracts every other particle. This 
mutual action is known as Universal Gravitation. 

74. Law of Attraction. — The attraction between two 
bodies varies directly as the product of their masses, and in- 
versely as the square of the distance between their centres of 
mass (77). 

To illustrate : If the attraction between two units of 
mass" separated by a unit of distance be a, then a body 
which contains m units of mass will attract a unit mass at 
unit distance with a force of mta, and its attraction for a 
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body of n units of mass will be win a. In like manner, it 
may be shown that the attraction of the second body for 
the first is mna. If the distance between the bodies be 
increased to 2 units, then the attraction will be i of what 

it was before; if to 3 units, ^; if to d units, -^ of mna, 

that is, the attraction is ,. . 

a 

76. Gravity is the attraction of the earth for other 
bodies. Its measure in each case is the Weight of the body. 
The tendency of any body to fall toward the earth is due 
to the mutual attraction between that body and the earth. 
The path described by a falling body is a Vertical Line, 
and a line or plane perpendicular to it is said to be Hori- 
zontal. All vertical lines converge to the earth's centre; 
but those drawn through neighboring points may be con- 
sidered as parallel without sensible error, owing to the 
great distance of their point of meeting. The position of 
the vertical line at any point can be determined by sus- 
pending a weight by a string passing through the point. 
Such a device is called a PlujTib-line. 

76. Law of "Weight. — Since the earth is not a perfect 
sphere, it follows from the law of attraction that the 
weight of an object at one place may differ from its weight 
at another place. For bodies above the surface, the weight 
varies inversely as the square of the distance from the centre; 
and for bodies below the surface, the weight varies approxi- 
mately an the distance from the centre. 

77. Centre of Mass. — If the particles of a body are 
acted on by a number of equal and parallel forces, a force 
to each particle, the point of application of the resultant 
of these forces is the Centre of Maes of that body. Since 
the attraction between the earth and any body on its 8ur- 
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face is an instanee o£ a large number of equal and parallel 
forcea, a force to each particle of the body, the point of 
application of the resultant (the weight) is the Centre of 
Masa or Q-ravity. This point is also known as the Centre 
of Inertia; because when a body is acted on by any force, 
there is, owing to inertia, an equal reaction in the opposite 
direction on the part of each particle, which is equivalent 
to a series of parallel forces whose resultant would have its 
point of application at the Centre of Masi. 

It is evident from what precedes that the mass as W£ll 
as the weight of a body may be considered as concentrated 
at the centre of mass, and that any force acting on a 
body at its centre of mass will produce a motion of trans- 
lation ; but if it acts at any other point, it forms a couple 
with the reaction at the centre of mass, and this produces 
a rotary motion. 



78. Equilibrium. — A body is in Equilibrium when 
the resultant of all the forces acting upon it is zero. In 
the case of a pivoted body, acted on by gravity alone, 
it can be in equilibrium only when 
the vertical line through the centre 
of mags passes through the point of 
support. For let A be a body 
whose centre of mass is G (Fig. 
25), and let B be the pivot or the 
point of support. Represent the 
weight by OE. When CE does 
not pass through B, it is evident 
that it can be resolved into two com- 
ponents, CD and CF, the former pro- 
ducing pressure on .Bin the direction 
of BD, the latter causing C to move 

I .■,z<,i:,.,C00glc 




MECHANICS OF SOLIDS. 58 

to the right. As approaches the vertical through B, 
OF v/ill decrease, becoming zero when CU coincides with 
that vertical. When CE passes through B there can be 
no motion, as the ease becomes one of two equal, concur- 
rent, and oppositely directed forces whose resultant is zero. 
In the case of a body supported on a surface, to be in 
equilibrium it must have the vertical line through its centre 
of mass fall within its base. When this vertical line falls 
without the base, the body will overturn, for the support- 
ing force does not act opposite to the weight, but parallel 
to it, forming a couple. If the body is supported on legs, 
as, for example, a chair, the base is the polygon formed by 
the lines connecting these points of support, 

79. Kinds of Bguilibrium. — Exp. — Fill a. round-bottomed 
Florence flask one-quarter full of shot, filling the remaining space 
with paper to keep the 
shot in place (Fig. 26). 
Now, tip tlie flask over, 
and notice that after a 
few oscillations it returns 
to its original upright 
position. If the experi- 
ment be repeated with a 
similar but empty flask, 
it will be found impos- 
sible to make it maintain, 

unsupported, any other position than a recumbent one. In this posi- 
tion, however, we may roll it about at pleasure, and it will maintain 
any position in which both top and bottom rest on the supporting plane. 

A study of this experiment reveals the following facts: 

(1) The centre of mass is nearer the supporting plane in the 
loaded flask than in the empty one, provided both are erect, 

(2) In overturning the loaded flask the centre of mass 
was raised and at the same time the vertical line through 
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it was thrown without the point of support in such a man- 
ner that the effect of gravity was to make it return to its 
original position ; in overturning the empty flask, the cen- 
tre of mass was lowered and the vertical line through it 
brought without the base in such a way that the effect of 
gravity was to prevent the flask's assuming a vertical posi- 
tion. (3) In rolling atmut the overturned flask the centre 
of mass was neither raised nor lowered. Hence, we have 
three kinds of equilibrium. Stable, 
when the centre of mass is raised 
by overturning the body; UnstahUy 
when it is lowered ; and Neutral, 
when it is neither raised nor low- 
ered. 

80. IlluBtrationa. — The rocking- 
horse, the swing, and the rocking- 
chair are constructed in such a 
manner that when moved the cen- 
tre of mass is raised, and hence they 
return to their original position, be- 
ing cases of stable equilibrium, A 
lead-pencil will not stand on its 
point because the slightest displace- 
ment lowers the centre of mass and the equilibrium is un- 
stable. By inserting two knives with heavy handles as 
shown in Fig. 27, the centre of mass of the combination is 
brought below the point of support, and any tipping over 
of the pencil raises the centre of mass, the knives having 
changed the case from one of unstable to one of stable 
equilibrium. 

It not infrequently happens that two kinds of equi- 
librium are illustrated in the same object, as in the case of 




Fig. 27. 
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a coin placed on edge, which is in neutral equilibrium for 
displacements in its own plane and in unstable equilibrium 
for displacements in any other direction. 

81, The Stability of a body has reference to the ease 
with which it may be overturned and ia measured by the 




N' 




Fig. 2a, 



amount of work that must be done in order to overturn it. 
An inspection of Fig. 28 will make it evident that it is 
diminished hy increasing the height, and increased both hy 
increamig the base and by lowering the centre of mass. Crep- 
resents the centre of mass, A the point about which it is 
overturned, and BJ) the height through which the centre 
of mass is moved, or the weight lifted in order to bring it 
over A, where the condition is one of unstable equilibrium. 
BD therefore measures the stability, if the masses are 
considered equal. 

DiailizodbvGoOgle 



56 ELEMENTS OF PHYSICS. 

89. ApplicationB, — In loading a wagon with an as- 
sortment of articles, the heavy ones are "placed at the 
bottom of the load, in order that the centre of the mass 
may be kept as low as possible. Quadrupeds walk much 
younger than children, owing to the supporting base 
being much larger, thereby increasing the stability. The 
art of the rope-dancer consists in keeping hia centre of 
mass over the supporting rope. The bases of stands are 
frequently made of some heavy material, iu order to keep 
the centre of mass as low as possible. The boy on stilts 
finds it difficult to maintain his position because of the 
height of the centre of mass above the base, and the de- 
crease in the size of the base. 



1. How far below the surface o( the earth will a 10-lb, ball weigh 
only i lbs. ? t-w i^ 

2. A body at the earth's surface weighs 900 pounds; what would 
it weigh 8,000 miles above the surface ? "' 

3. What effect would it have on the weight of a body to double 
both itfi mass and also that of the earth? 

4. How far below the surface of the earth must an avoirdupois 
pound-weight be placed, in order to weigh an ounce ? 

5. What would a body weighing 550 lbs. on the surface of the 
earth weigh 8,000 miles below the surface ? 

6. If a body falls 16 ft. in a second at the surface of the earth 
(radius = 4,000 miles), how far would it fall in one second at the 
distance of 210,000 miles from the earth's centre P.OG -'-■' ^'-'^ 

7. The mass of the sun is 330,000 times that of the earth, and the 
radius of the sun is 440,000 miles. Find how far a body will fall in 
one second on the sun. if the eaitli's radius is 4,000 miles? 

8. Why does a person lean forward in climbing a hill ? 

9. Why is a pyramidal -shaped structure very stable ? 

10. Why can an old man walk better with the aid of a cane? 
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11. Why does a ship without a. regular cargo carry a ballast of 
coal, stone, salt; or somp heayy material ? 

12. If a body weighs 100 lbs. on the earth, how much will it 
weigh on the sun, the sun's mass being 330,000 limes that oi the 
earth, and its radius 110 times that of the earth ? 



V. CTTRVILIWEAR MOTION. 

83. How Produced. — If a ball attached to the end of 
a string be whirled around the hand, it will be felt to pull 
on the string as if endeavoring to break away, that is, there 
is a constant tension on the string as the ball moves in a 
circular path. There are evidently, then, two forces in- 
volved in the phenomenon, first, that which set the ball in 
motion, known as the raw^eMiiaZ, and secondly, the Centrip- 
etal, seen in the tension of the string which deflects the 
ball from what would otherwise, in obedience to the first 
law of motion, be a rectilinear path. 

84. The Centrifugal Force is the resistance offered by 
the body, due to its inertia, to the deflection from a 
rectilinear path. It is merely the reaction of the moving 
body against the Centripetal Force. These two forces are, 
therefore, but different aspects of the stress along the 
radius of the curved path described by the body. 

86. Magnitude of these Forces. — If the mass of a 
body moving in a eireular path be represented by M, the 
velocity by v, the radius by r, and the acceleration due to 
gravity by ff, it, is easily shown that the Centripetal or 
Centrifugal Force = in absolute units and — ^- in gravi- 
tation units. To illustrate : let a body of 10 pounds move 
in a cii'cle of 5 feet radius with a velocity of 20 feet per 
second, then the pull on the cord, confining it to the 
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= 800 poundals = 



J pounds 



at New York,' 

86. La'ws Ghjverninff Oentrifugal Force. — An inspec- 
tion of the formula just given suggests the following laws : 

I. The centrifugal force varies as the masg. 

II. The eentrifiufal force varies as the square of the 

velocity when the radius is constant. 

III. The centrifugal force varies inversely as the radius 
when the velocity is constant. 

87. The Laws Illustrated. ^ That the centrifugal 
force increases with the velocity of rotation ia illustrated 
by the bursting of grindstones and balance wheels when 
run at too high a speed. By the boy's sling is illustrated 
not only the increase of centrifugal force with an increase 
of velocity, but also the fact that it is affected by the length 
of the radius. On releasing one of the strings, the stone 
flies off in a line tangent to the curved path described by 
the sling. The overturning of a carriage, if the driver urges 
the horses to too high a speed when rounding a corner, is 
also an instance of centrifugal force affected by velocity. 

An ingenious application of the tendency of matter, 



force. Then AE = laf>. By Ocuni. 
AE- AC, nnd by Art. 43, AS = tt. 
ibBlltutlou B'P =^P ■ ir, ind henre i' = ar . 
5!. Now/- = ma(62). Henffe /■= '"?.'. 
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when moving in a curved path, to leave that path from 
inertia is seen in the centrifugal machines employed in 
laundries for drj'ing clothes, in sugar refineries for remov- 
ing molasses from the sugar, and in apiaries for extract- 
ing honey from the comb. Centrifugal force accounts for 
the opening out of the balls of a Watt's governor on a 
ateam-engine on any increase of speed, thereby regulating 
the supply of steam. 

The figure of the earth is an oblate spheroid, the diame- 
ter through the poles being less than that through the 
equator. This flattening at the poles was undoubtedly 
caused by centrifugal force when the earth was cooling 
down from a liquid to its present solid state. 



VI. ACCELERATED MOTION. — FALLIHO BODIES. 

88. Accelerated Motion. — It has been shown in Art. 
44 that the relations between velocity, time, space, and accel- 
eration, in the case of a body having uniformly accelerated 
motion, are expressed by the formulae v = at and g ^ JaC. 
To find the distance passed over during any unit of time, 
it will be necessary to subtract the distance passed over in 
(—1 units from that passed over in ( units. Representing 
this distance by s', we have «' = ^at* — Ja(( — l)** = Ja 
C2(-l). 

89. Laws, — From the foregoing formulae we derive 
the following : 

I. The velocity at the end of any unit of time is equal to 
the acceleration multiplied by the number of units of time. 

II. The acceleration is equal to twice the space passed 
over during ike first unit of time ; for if ( = 1, then s = Ja, 
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III. The dietanee passed over during any gingle unit of 
time is equal to one-half of the acceleration multiplied by one 
less than twice the number of units of time. 

IV. The total distance passed over is equal to one-half of 
the acceleration multiplied by the square of the number of 
units of time. 

90, Experimental Proof. — The lawa of accelerated 
motion were first verified experimentally by Galileo. His 
method consisted in reducing the velocity of falling todies 
by making only a part of the force of gravity effective in 
producing motion. In Art. 57 it was shown that if a body 
rests on an inclined plane only a part of the force of 
gravity is effective in moving the body down the plane ; 
hence the acceleration is less than that of a body falling 
freely, and the position of the moving body at the end of 
any unit of time can be easily marked. 

Exp — Select A straight plank about 16 ft. long, and tack length- 
wise of it a straight wooden strip about i in. square. To the lalei-al 
faces of this strip fasten strips of brass or zinc 1 in. wide, thus 
making a gi-ooved track, which should be straight and free from 
inequalities. Raise one end of the plank twelve inches higher than 
the other. The average of repeated trials will show that an iron 
ball will roll down this plane a distance of about one foot during the 
first second, four feet during two seconds, nine feet during three 
seconds, and sixteen feet during four seconds. These results may 
be tabulated as follows : 

niilBDCs added por 



IHMance. 


MOD Second. 


ft. = l'Xl 


1 ft.=(2Xl — 1) 1 


" =2'X1 


3 "^(2X2 — 1) 1 


" =3'Xl 


a "^(2X3 — 1) 1 


'■ =4»Xl 


7 "=(2x4—1) 1 



An inspection of the above table shows that the total 
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distance passed over at the end of any second is equal to 
the square of the number of seconds times the distance 
passed over the first second ; that the distance during any 
second is equal to one less than twice the number of seconds 
times the distance passed over the first second ; and that 
the distance passed over during the first second is one-half 
of the acceleration or gain in distance each second. 

01. Falling Bodies. — It has already been pointed out 
that bodies fall to the earth from the attraction of gravity, 
and that the intensity of this force is affect«d by distance; 
that is, the attraction between a falling body and the 
earth increases as the body approaches the earth. Unless 
the body falls from a very great height, it will be found 
that the increase in the attraction is so small that uo sen- 
sible error is committed by regarding the force of attrac- 
tion as constant. Hence, if we neglect the resistance of 
the air, the motion of a falling body will be uniformly 
accelerated, and the laws for falling bodies will be '^hose 
for uniformly accelerated motion. 

92. The Acceleration due to Gravity is denoted by g, 
and varies with the latitude, owing to the earth's rotation 
and its lack of perfect sphericity. The value is least at 
the equator and greatest at the poles. For the latitude of 
New York its value is 980 cm. or 32.16 ft. 

93. Laws of Falliag Bodies. — From what has pre- 
ceded it is evident that the laws of falling bodies may be 
derived from those for unifoi-mly accelerated motion by 

substituting^ for a, which gives v^gt,s'=^^(2.t — 1), and 

8 ^ \gt' in which t is to be given in seconds. 
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84, Deductions fK>m these Laws. — First, If t ^ 1, 
then v=^g, that is, tlie velocity of a body falling freely 
from a state of rest for one second is equal to the aecelera. 
tion. Second, If ( ^ 1, then « = ^g, that is, the total space 
passed over in one second by a body falling freely is one- 
half of the acceleration. Thihd, If the 



I have ) 



■is' 



from which 



i'=4\'2^«, showing that the velocity ac- 
quired by a falling body varies as the 
square root of the height. Fourth, It 
will be noticed that the formulae for fall- 
ing bodies contain no expression for the 
mass of the body. Hence we infer that 
the mass of a body does not affect its time 
of falling any given distance. Galileo was 
the first to point out this truth and to 
demonstrate it experimentally by letting 
unequal masses fall from the top of the 
leaning tower of Pisa. 



Hip. — A glass tube, about four feet long (Fig. 
30) . is closed at one eiul, and to the other is fitted 
a atop-cock ; within the tube place a shot and a 
pith-ball of equal size. Hold the tube in a 
verticat position, then suddenly invert it ; the shut 
reaches the opposite end first. Now connect the 

tube tt> an air-pump, and exhaust the air as perfectly as possible. 

On inverting the tube, the balls will reach the opposite end nearly 

together. 

It is suggested by this experiment that, if the resistance 
of the air could be wholly eliminated, the time of falling 
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would be independent of mass. If, however, the air be 
not eliminated, that body wliich has the less surface in 
proportion to its mass will fall the faster, since it suffers 
less resistance. 

The resistance offered by the air to 
bodies falling through it is illustrated 
by the case of a mass of water falling 
over a high precipice, it being divided 
up into fine spray before reaching the 
bottom. In a vacuum water falis like a 
solid, as is shown by the Water Hammer 
(Fig. 31), an instrument consisting of 
a closed tube of thick glass, half full of 
water, the air having been expelled by 
boiling the water before sealing the tube. 

05. Bodies Thrown Upward. — If a 
body be thrown vertically upward, its 
velocity will be diminished each second 
by g\ hence, neglecting the resistance 
of the air, the time of the ascent will be 
found by dividing its initial velocity by 

a : that is, ( ^ - - It also follows that the times of 

ascent and of descent are equal, and that a body re- 
turns to its starting-point witli a velocity equal to that 
with which it set out. 




Vn. THE PENDULUM. 
66. The Pendulum consists of an object supported so 
as to move to and fro about a fixed point. In investigating 
its theory, use is made of an ideal pendulum, which con- 
sists of a material particle suspended by a weightless 
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string. Such a pendulum can exist only in the imaginar 
tion, but its properties can be -approximately determined 
by suspending a small lead ball by a iine thread. 

07. Its Motion Explained. — Let JV (Fig. 32) be 

a particle attached by the tliread AiV" to A. If left to 
itself it takes the position 
of the vertical through A. 
If drawn aside to the posi- 
tion B and released, it 
will move toward N, be- 
cause of the component 
SC of the force of grav- 
ity BO- (57). As it ap- 
proaches N, this compon- 
ent grows smaller (the 
student should convince 
himself of this by drawing 
a figure with B nearer to 
JV), and is nothing at JV". 
The particle in falling 
from £ to iV is under the 
influence of a continuous 
force (8), and therefore ita motion is accelerated (42), 
and its kinetic energy continually increased, reaching its 
greatest value at N. On account of this motion it will 
pass through N, and rise to B as far on the other side 
oi N 3.3 B was, provided there is no resistance from the 
air. In moving from if to i^ it is opposed by the effec- 
tive component of gravity, which passes successively 
through the same values as in going from B to N, but in 
reverse order. The effect is to use up the kinetic energy 
possessed at iVin doing work against this component ; that 
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18, to convert it into potential energy at E of the same 
amount as previously possessed at S. Hence, it will 
oscillate to and fro between B and E for an indefinite 
length of time, 

08. Terma Defined. — A Simple Vibration is the motion 
of the particle from B to E, whereaa & Complete Vibration 
is the motion from B to E and back again. The Time or 
Period of Vibration is that consumed in moving from B to 
E and is half that of a Complete Period, which is that 
consumed in moving from B to E and back again, or more 
generally, in passing from any point to its next passage 
through that point in the same direction. Half the angle 
described by the swinging pendulum is the Amplitude; 
for example, BAN. 

99. Laws of the Pendulum. — It is shown in Dyna- 
mics that if the amplitude of vibration does not exceed 
about three degrees, the time of vibration depends solely 
on the acceleration due to gi-avity and on the length of the 
pendulum, and is given by the formula t:=7t-« /-, in which 

71 = 3,1416, ?=length, and (/ = the acceleration. As this 
formula contains but two quantities subject to change of 
value, namely, length and acceleration, the following laws 
are evidently comprehended in it : 

I. The time of vibration i« independent of amplitude, if 
the amplitude be small. 

H. The time of vibration at any one pla^e varies as the 
square root of the length. 

IJI. The time of vibration varies inversely/ as tke square 
root of the acceleratiov. 

IV. The vibrations at any place are made in equal times. 
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lOO. Bxperimental Veriflcation. — The above laws may 
be partly tested as follows : 

Suspend three lead balls as shown in Fig. 33. I^et the lengths 
of the supporting threads, taken in each case to the centre of the 
ball, be 1 ni., i at., and ^ m. respectivel;. Find the (jme of a single 
vibration in each case bj counting the number made in, say, 10 
sec. These times will be found to be I sec., j sec., and | sec. nearly, 
showing that the times are directly proportional 
to the square i-oot of the lengths. Again, construct 
a pendulum, using an iron ball. Place a powerful 
magnet beneath it, so that the swinging ball will 
just escape touching it. If we determine the time 
of vibration, and then redetcTTnine it with the 
magnet in position, we shall hnd that the mag- 
net's ftttraetion perceptiblj lessens it Placing 
the magnet beneath the iron ball is equivalent to 
moving the pendulum to a place where the ac- 
celeration due to gravity is greater The experi- 
ment shows that the time would be lessened by 
such a change in the conditions. 

101. A Second's Pendulum at any 
given place is one which makes a single 
vibration in one second. Its length for 
p. the latitude of New York can be com- 

puted by making ( ^ 1 and e/ = 980.19 cm. 

in the formula' — 7t-* /-and solving for I. [To be done 

by the student.] Since g increases on going from the 
equator toward either pole, it is evident that t must in- 



102. A Compound Pendulum is a body supported on 
a horizontal axis, and free to swing about that axis under 
the action of the force of gravity. It is evident that 
every actual pendulum is compound. The most common 
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form consists of a heavy metallic weight (Fig. 34) called 
the Boh, supported by a slender rod, thin 
and flexible at the top. 

103. Centres of Suspenaion and of 

Oscillation. — Let AB (Fig. 35) repre- 
sent a bar suspended from C, so as to 

have freedom of motion round that point; 

then C is the Centre of Suspension. Let 

G- represent the centre of mass. This 

bar is a compound pendulum, and may 

be considered as composed of as many 

simple pendulums as there are material 

particles in it. According to the law of 

length, those particles nearer to C will 

strive to complete a vibration in less time 

than those more remote. The effect will 

be that the particles near C will accelei- 

ate the movement of those particles far- 
ther away, and those farther away will 

in turn retard the motion of those nearer 

^ to C. It 13 evident that there 

is some intermediate point, as 
-D, which is neither acceler- 
ated by those above it, nor 
retarded by those below it, for 
the reason that its distance ^j ^ 
from O is such that, under the 
law of length, its time is that of the bar under 
consideration. This point is the Centre of 
Oscillation. As the particle at this point ful- 
fils all the conditions of a simple pendulum 
whose time is that of the compound pendulum, 
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the lertgih of the compound pendulum may be regarded as the 

distance between the centres of suspension and oseiltation. 

104. These Points luterchanereable. — Huyghens, a 
celebrated Dutch physicist, discovered that the centres of 
suspension and oscillation are interchangeable, that is, if a 
pendulum be reversed in position and be suspended from 
what was its centre of oscillation, the time of vibration 
will be unchanged. This discovery makes it possible to de- 
termine by experiment the true length of a pendulum, by 
observing the time of vibration of a compound pendulum, 
and then finding by trial the position of a second point on 
the other side of the centre of mass, about which the time 
of vibration is the same. The distance between these 
points is the length of the pendulum, 

105. Utility of the Pendulum. — Galileo is said to have 
been the first to point out that the pendulum performs its 
successive vibrations in equal intervals of time. This 
property commended it to him as a valuable measurer of 
time. The common clock is merely an instrument for keep- 
ing the pendulum in vibration, and recording the number 
of its vibrations. Since the vibration-period is affected by 
any change in the length of the pendulum, it is evident that 
if regularity is to be secured, invariability of length must 
be maintained. It is well known that heat lengthens rods 
and cold contracts them ; hence it follows that clocks will 
lose time. on exposure to heat, and gain on exposure to 
cold. To correct for such variations, the bob can be raised 
or lowered by means of an adjusting screw, thus changing 
the length of the pendulum. In astronomical clocks, the 
pendulums are made of two different metals, so combined 
that their changes in length act against each other, pro- 
ducing nearly perfect compensation. 
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The pendulum is of great value in measuring the accel- 
eration due to gravity. This is evident from the formula 

( = 71- /£; for, if we determine ( for a pendulum of known 

length at any place, we can readily compute the value of ff. 
Like all rotating or vibrating bodies, the pendulum 
maintains its plane of vibration unchanged. Foucanlt was 
the first to apply this fact in the experimental demonatra- 
tion of the earth's rotation on its axis. 



1. A toy-car whose mass is i lb. runs at the rate of 5 miles an a.},i ' 
hour on a level circular railway 20 feet in circumference ; caloulate 

the horizontal pressure un the rails in pounds, also in poundals. 

2. A mass of 20 pounds is revolving uniformly, once in 5 
seconds, in a circle whose radius is A feet. Find the centdfu^l 
fore. 9-^./*>- -- V?* "' 

3. A mass of 1 lb. is placed on the vim of a wheel 2 ft. in diam- 
eter, which revolves on its axis, and is otherwise balanced. The 
linear velocity of the rira being 30 ft. per sec, what is the pull on 
the axis caused by the mass of 1 lb. P s T»ff^ii«- 

4. If a tower were 200 ft. high, with what velocity would a stone 
dropped from the top strike the gi-ound ? // 1 .f 

6. A rifle ball is shot vertically upward with a velocity of 1,500 
ft. per second ; in what time will it reach the ground? '/ '■■ fl-'' ' 

6. A stone thrown over a tree reaches the gi-ound in 3 sec. ; what 
is the height of the tree ? 3 1.?'.*' 

7. The accelei-ation due to gravity at Paris is 9.81 metres per ^ 
second; what is the length of the second's pendulum at I hat place ?fi-'/ 

8. What must be the value of g in order that a pendulum one 
metre long shall vibrate seconds? ^^i* -7 ^ 

/■ 9. What must be the length of a punduluin that shall make 70 
/^vibrations per minute, when j,== 32.10 ft.? %-^li*' 
I 10. A pendulum 10 ft. in length mates 10 eomplclc vibrations in 
36 seconds; w hut is the valne offf at tl»e place? • »» ro 
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VUI. SIBIPLE MACHINES. 



lOG. A Machine is any contrivance having for its ob- 
ject the transference or the transformation of energy. An 
electric lighting plant illustrates both of these uses. The 
energy of the steam is communicated to the moving parts 
of the engine, to be transferred by belts to the armature of 
the dynamo, where it is transformed into electric energy. 

In mechanics it is customary to restrict the term " ma- 
chine " to such devices as merely transfer energy. This 
is clearly the duty of those known as Simple Machines or 
Mechanieal Power». They are six in number, the Lever, 
Wheel and Axle, Pulley, Inclined Plane, Wedge, and Screw. 
All other machines are but combinations of two or more 
of these. 

107. Forces Involved. — In every machine there are 
two forces involved, the Weiffkt and the Power. By the 
former is meant the resistance to be overcome, which may 
be a weight to be lifted in opposition to gravity, or a body 
to be moved in opposition to some force, as cohesion; by 
the latter Is to be understood the force necessary to over- 
come such resistances. 

108. Mechanical Advantage. - — Tlie general problem 
in machines consists in finding the ratio of the weight to 
the power, in terms of some easily determined dimensions 
of parts of the machine in question. This ratio is called 
the Mechanical Advantage. In elementary discussions of 
machines it is the practice to neglect all friction and to as- 
siime that the parts are perfectly rigid and without weight. 

109. Law of Machines. — Every machine must con- 
form in its use to the principle of Conservation of Energy 
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(71), that is, the work done hy the power is equal to the work 
done in overcoming the resistance. Let the power be repre- 
sented by P, the weight by W, the distance through which 
the power acts by D, and that through which the resist- 
ance is moTed by D'; then P X I> = W X I>'; that is, the 
power multiplied hy the distance through which it acts is 
equal to the load multiplied by the distance through which 
it is moved. 

110. The Bffloiency of a Machine. — In all machines 
there are, in practice, two classes of resistances, — the U'se- 
ful, that which the machine was specially designed to over- 
come, and the Wasteful, such as friction,' rigidity of cords, 
etc. Hence, in every machine two kinds of work are done, 
the Useful and the Wasteful, corresponding in character 
to these two kinds of resistances. The l^ciency of a 
machine is the ratio of the useful work done by the 
machine to the total work done on the machine. If we 
represent the E^dency by M and the Useful Work by 

W 
Wu, then M^ pJ^T) ' W*^" '^i^ '■**io is unity we have 

a perfect machine, consuming no energy, and hence, if set 
in motion, would continue forever, a condition of things 
. clearly impossible of realization. 

111. The Lever is an inflexible bar movable about a 
fixed axis called the Fulcrum. The parts of the lever 
into which the fulcrum divides it are called the Arms. 



when highly pollghed Ihcre arc etill mlDnto IrreguladtleB. Tleace, when brought <t 
(T Is spent eliher In breuklng off the projeciiona ot In lifiiog lbs body out of th< 
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When the arras are in the same straight line the lever is 
Straight, otherwise it is Sent. If the fulcrum be between 
the points of application of the power and the weight, 
the lever is of the 
First Kind (Fig. 
36) ; if the weight be 
between the power 
and the fulcrum, 
the lever is of the 
Second Kind; if 
the power he be- 
tween the weight 
and the fulcrum, 
the lever is of the 
Third Kind. 



*' 112. Illustrations. 

— The Seam Sat- 

anee (Fig. 37) and the Common Steel-yard (Fig. 88) 

are levers of the first kind, diffeiing from each other in 

that the former usually 

has equal arms. Scissors 

and most pincers are 

double levers of the first 

kind, the arm of the 

weight or resistance 

varying with the position 

of article being cut or 

held. The crow-bar 

when used for lifting a 

weight by resting one 

end on the gi'ound is a lever of the second kind. Two 

persons carrying a weight slung from a pole are ein- 
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ploying a lever of the seeond kind. Table nutKirackers are 
double levers of tins kind. In a swinging door we have a 
lever of either the second or the third kind according as the 
force which moves it is 
applied near the knob or 
near the hinges. (Where 
is the point of applica- 
tion of the weight?) 
When a weight is lifted 
in the hand, the fore- 
arm acts as a lever of 
the third kind, for the 
fulcrum is at the elbow 
and the power is ap- 
plied through the ten- 
sion of the tendons at 
I point between the weight and the fulcrum. 



113. Mechanical Advantage of the Lever. — Let AB 
(Fig. 39) be a lever whose arms are FA and FB. For 
simplicity, suppose the bar to be without weight, or else 
loaded at on 
endsothatonn 
moving P and TT ^ 
it will balance 




Therefore, by Art. 109, P X aC=WX 
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Therefore -= ^ ^n=. Hence the following law : 

Tfte meehanU-al advantage of a lever equals the inverse 
ratio of its arms. 

114. The Wheel and Axle (Fig. 40) consists of a 
wheel and cj'Under fitted to- 
gether so as to turn on the same 
axis. The power is applied to 
the circumference of the wheel, 

5, and the weight to that of the » 

cylinder, A, by means of a rope 
winding round it in a direction 
opposite to the motion of the 
wheel. 



115. Illustrations. — A common fonn of the wheel and 
axle is the Wind- 
lass (Fig. 41), a 
machine used for 
raising weights, 
as earth from a 
well, brick to the 
top of a wall, etc. 
The power is ap- 
plied to the end 
of a lever, OF, 
called the Crank 
or Winch, which 
may be conaidered as the radius of the wheel. 
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T?te Capstan (Fig. 42) illustrates the axle in a vertio^ 
position, the power being applied by means of levers in- 
serted in holes in the upper end. The machine is used 
in moving buildings, and on ship- 
board for raising the anchor or draw- 
ing the ship to the dock. 




116. Mechanical Advantage of 
Wheel and Axle. — An examina- 
tion of the machine shows that 
during each revolution of the wheel 
the power acts through C, the cir- 
cumference of the wheel and the weight through c, tlie cir- 
cumference of the axle. Therefore, by Art. 109, J* X C= 

W C OR 

W X <!, or p ^= — . By Geometry, — ^ — , K and r repre- 
senting radii of the wheel and axle respectively. There- 

W R 
fore, -p= — • Hence, the law : 

The mechanical advantage of the wheel and axle equals 
the ratio of the radii of the wheel and the axle. 

117. Modifications of the Wheel and Axle. — It fre- 
quently happens that the wheel and the axle are on separate 
axes, the motion of one being communicated to the other 
by means of friction, belts, or teeth on the circumferences 
of the wheels. In such eases the law is obtained by using, 
instead of the ratio of the radii, the ratio of the circum- 
ferences, or that of the number of teeth on these cir- 
cumferences. 

118. The Pulley is a wheel free to turn about an axis ; 
the power and the weight are attached to a cord which 

DolizodbvCoOglc 



76 



ELEMENTS OF PBY8ICS. 



works in a groove cut in the circumference of the wheel. 
The frame supporting the pulley is called 
the Block, and the pulley is either Fixed 
or Movable, according as the block is 
stationary', or moves during the action of 
the power. 

119. Syatema of Pulleys. — Combi- 
nations of pulleys may be made in endless 
vaviety, the principal ones being : 1st, when 
the same cord passes round all the pulleys ; 
and 2d, when a separate cord is used for 
each pulley. In practice two or more pul- 
leys are frequently mounted in the same 
block and turn on the same axis. An ex- 
ample of this is found in the common 
" Block and Tackle " (Fig. 43), used in 
moving buildings and in raising weights. 



120. Mechanical AdTantaiees of the Pulley, 

mechanical prin- ^ 
ciple involved in 
all calculations 
with the pulley is 
the constancy of 
the tension in all 
parts of the cord. 
The only purpose 
served by the pul- 
ley itself is to 
diminish the fric- 
tion. When the 
cord passes in succession around each pulley, 



-The 




i in Fig. 

^oiizodbyGoogle 



MECUANtCS OF SOLIDS. 



17 



44, it ia evident that the weight is sustained by the 
several parts of the cord, the tension on each part 
being P, the force applied. Hence, if there are h parts ■ 
to the cord, the total tension going to support W is 



PXn\ that is, Tr= Pxn and 



W 



n. Therefore : 



The mechanical advantage of the pullet/ when a slrtgle cord 
ia used equals the number of parts of the cord which support 
the weight. 

121. The Inclined Plane is a frictionless surface which 
is inclined to a horizontal surface. 

When a body is placed on such a surface, the action of 
gravity is not only to produce pressure on the plane, but 
also to cause motion 
down the plane (57). 
To maintain the posi- 
tion of the body on 
the plane, force may 
be applied in one of 
three ways: 1st, Par- 
allel to the face of the 
plane; 2d, Parallel to 
the base of the plane ; 3d, Making an angle with the face 
of the plane other than the angle of the plane. 

122. Mechanical Advantage of the Inclined Plane.— 
Case I, When the force is applied parallel to the surface 
of the plane, the value of the force acting down the plane 
can be found by resolving TFinto two components (Fig, 45), 
WE and WF, the former perpendicular to the plane and 
representing the pressure on the plane, the latter parallel to 
the plane and representing the magnitude of the force act- 
ing down the plane. WF must be balanced by an equal 
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force, WF', in order to maintain the body on the plane, and 
consequently W!P^ P. An inspection of the figure shows 
that the triangles GFW and ACB are similar. Hence, 

by Geometry, ^ = 4^" Since F7> = W, WF = P, 



W I 



'; that is 



WF BC 
AB = I, 3.iiA BO =h, then 

The mechanical advantage of the inclined plane when the 
force is applied parallel to the plane equals the ratio of the 
length of the plane to the height. 

Case II. When the force is applied parallel to the base 
of the plane, the value 
of the force necessary 
to retain the body on 
the plane can be found 
by resolving W into 
two components, WE 
and WF (Fig. 46), the 
former perpendicular 
to the plane and the 
latter parallel to the base. W^is neutralized by the reac- 
tion of the plane, and WF by P acting in the opposite 
direction to it. Hence WF= P. By Geometry, the tri- 
WI> AC 




Fig. «. 



WI'~Bd' 



angles I>FW and AOB are similar, and 
■p = ■^, that 18 : 

The mechanical advantage of the inclined plane when the 
force ig applied parallel to the base of the plane equals the 
ratio of the base of the plane to the height. 

Case III. When the force acts at an angle to the sur- 
face o£ the plane, the mechanical advantage cannot be ob- 
tained without the aid of Trigonometry. An approximate 
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solution can be obtained by a graphic process. For example, 
a plane is inclined to 
the horizon at an angle 
of 30"; find the force 
necessary to sustain a 
weight of 100 lbs. on 
this plane, when ap- 
plied at an angle of 60° 
to the horizon. Draw 
c AB (Fig. 47), malting 
an angle of 80° with 
AC; irZ*, representing 
100 lbs., one inch long; and WF making an angle of 60° 
with AC. Resolve WD into the components TTiJ* and WE, 
the latter being perpendicular to AB. The value of WF 
will be the force required. By the aid of dividers and scale 
it is found to be .58 in. long. Hence J" = 58 lbs. nearly. 

123. The Wedge (Fig. 48) is merely an inclined plane, 
with the power applied parallel to the base, causing the 
plane to move. The power is generally applied by per- 




m, and although the principle of the machine is that 
of the second case of the inclined plane, yet no accurate 
determination of the meclianieal advantage is possible, 
owing chiefly to the fact that it is used merely to force 
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surfaces apart, and these act as levers materially aiding 
the power applied. Cutting instruments, nails, pins, etc., 
are examples of wedges, 

124. The Screw is a cylinder on the outer surface of 
which there is a uniform spiral projection called the 

Thread. The faces 
of this thread are of 
the nature of in- 
clined planes, as will 
be seen by wrapping 
a triangular piece of 
paper around a cylin- 
der (Fig. 49). The 
hypothenuse of the 
triangle will trace 
out a spiral on the 
cylinder resembling 
the threads of a 
screw. The screw, 
Fi^ 45^ when in use, works 

in a block called the 
Nut; on the inner surface of which is cut a groove 
which is the exact counterpart of the thread (Fig. 50). 
The power is applied at the end of a lever fitted either to 
the nut or to the cylinder (Fig. 51). When the lever 
makes a complete revolution the screw or nut moves 
through a distance equal to that between two contiguous 
threads, called the Pitch. 

125. Mechanical Advantage of the Screw. — As 

already stated, the screw is merely an inclined plane, 

W 
and it is not a diEBcult matter to find the value of -„ 
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by applying tlie principle of the inclined plane. Since, 
however, the screw is usually combined with the lever, it 

W 
will be quite as simple to find the ratio -p by applying the 

principle of work as expressed in the general law of ma- 
chines (109). If the pitch be 
represented by d, and the lever 
arm by /, then when P makes a 
complete revolution, the work 
done will be -P X 27tZ. Since the 
screw moves through the distance 
between two contiguous threads, 



Rg. 50. FIfr SI. 

or (?, while the arm is raakingone revolution, then the work 
done by the screw iaWXd. Hence WXd = PX 2ni, and 

P d 

The mechanical advantage of the screw equals the ratio of 
the distance travc-reed hy the power in one revolution to the 
pitch of the screw. 

126. Applications. — The screw is used for overcoming 
great resistances, as in raising buildings, compressing hay 
or cotton, pulling stumps, propelling ships, etc. In the 
majority of cases it depends on friction for its efficiency, 
and hence it is not feasible to verify experimentally the 
law governing its action. 

The screw is also employed to measure small distances 
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where great accuracy is required. An example of this is 
seen in the Wire Micrometer (Fig, 52), where a fine screw 
has its large circular head divided into a number of equal 
parts, so that it can be 
turned through any re- 
quired part of a complete 
revolution. If, for ex- 
ample, the pitch of the 
screw is ^ of an inch, and 
the head is divided iuto 20 
equal partfi, then at each 
revolution of the screw the end advances or recedes ^ of 
an inch, and if the head be turned through one of the divis- 
ions upon it, the end of the screw moves but ^ of ^^ or 
tAtt of an inch. 




1. A man weighing 75 kilogrammes is lowered into a well by 
means of a windl&ss, tbe arm aod axle uf which are 80 cm. and 20 
em. respectively. Find the force which mugt be applied to support 
him at any point durlDg the descent. ^*6 ■/' 

2. Suppose that we havesevenweightleaspulleys.three movable 
and four fixed, connected by a single cord, and that a weight of 200 
ibs. is raised ; find the force applied. - •, :'■'. l.'*^\ 

3. A screw, tbe pitch of which is i' in., is turned by means of a 
lever 4 ft. long; find the foree which will raise 250 lbs. ii. >*' 

4. The thread of a screw makes 12 turns in a foot of its length ; 
the power is applied at the end of an arm 2 ft. long ; it is found tlmt 

when the power is 30 lbs., it can just raise 1,200 lbs, ; what portion of QfaS 

the power is used in overcoming friction, and how many foot-pounds -f 

of work are done by the power when the weight is raised 2 feet.' •7,7*' 

5. On a lever of the second kind a weight of 20 kilos, is suspended y 
at a distance of 20 cm. from the fulcrum ; the power is 5 fcOos. ; find 19H" ' 
the length of the lever. Z'X'-'-i'X > -=. W'^t** . 

6. A weight of 1,000 lbs. rests on an inclined plane whose eleva- 
tion is I ft. in 10 ; find the power, applied parallel to the slope, neccs- 
Bary to keep it from moving down the plane. j^^ 



MECHANICS OF FLUIDS. 



CHAPTER III. 

f 

j MECHANICS OP FLUIDS. 

I. NATURE OF FLUIDS. 

127. Fluidity. — Fluids do not possess invariability of 
form, as is seen in the readiness with which they assume 
the shape of the containing vessel. This is due to the ease 
with which the relative position of their molecules can be 
changed, A Perfect Fluid is one which offers no resist- 
ance to change of shape. Such a fluid is ideal, since every 
actual one, so far as known, offei-s resistance to the passage 
of a body through it ; that is, exhibits Viscosity. The 
degree of viscosity varies with the substance, being, for 
example, very large in tar, as compared with that of hy- 
drogen gas. Some solids may not improperly be classed as 
fluids of large viscosity, since they slowly change their 
shape under the influence of pressure. Sealing-wax, pitch, 

a^ and cobbler's-wax are familiar examples. 

128. Liquids and QaaoB Compared. — Experiments 
- show that liquids are slightly compressible, the compressi- 

^'^^ j^^,^Iity varying with the nature and the temperature of the 

yir"*** substance. Water, under a pressure of 14.7 pounds to the 

square inch, is reduced the 0.00005th part of the original 

volume, and mercury the 0.000005th part. On removing 

the pressure, in every case the liquid's original volume is 
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exactly restored, showing the possession of perfect elas- 
ticity. Gases, on the otlier liand, are highly compressible 
and perfectly elastic. Under suitable conditions of tem- 
perature and pressure, any gas can be reduced to a liquid. 
MM. Pictet and Cailletet liquefied oxygen gas by sub- 
jecting it to a pressure of 800 atmospheres (144), at a 
temperature of — 29° C. 

Bip. — Fill a small rubber foot-ball half full of air, and pliwfe it 
under a bell-jar on the air-pump table. As Che air is exhausted from 
the bell-jar, the sides of the ball will be seen to move outward, and 
the ball will have the appearance of being fully inflated. What prop- 
erty of air is illustrated by this eiperinient? 

Exp — Push the piston into the cylinder of a pop-gun. If the 
piston be well fitted, on removing the hand it wiil return nearly to 
its original position. What properties of air are illustrated? 

Is the fact that the piston does not retuni exactly to its original 
position inconsistent with the statement that gases possess pei'fect 
elasticity ? Explain. 



n. TRAHSMISSION OF PRESSURE. 

129. Pascal's Law. — Fig. 53 illustrates the position 

that a number of balls would assume on being placed in a 

vessel. If we endow these in 

imagination with freedom of 

motion and perfect elasticity, it 

is evident that on applying a 

pressure of, say, 10 grammes to 

the ball A, it will push the balls 

B and C apart, causing them to 

force apart'-F and K and D and 

E, just as if the pressure had been applied directly to each 

of these balls. These balls in turn act on those adjacent to 
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them, till the whole mass of balls is affected, each one as if 
the pressure had been applied directly to it. Therefore, the 
force, 10 grainiiies, applied to the ball A, becomes multi- 
plied in its effect by as many balls 
as compose the mass, and accord- 
ingly the pressure exerted on the 
sides of the containing vessel is a 
number of grammes equal to ten 
times the number of balls touch- 
ing them. 

A body of fluid may be consid- 
ered as made up of a number of 
molecules possessing perfect elas- 
ticity and freedom of motion, and 
hence if pressure be applied to 
any one or to a number of them, 
it will be transmitted in a manner 
similar to that described above. 
From such considerations as these, 
Pascal, a celebrated physicist of " ^ 

the seventeenth century, deduced the following important 
principle : 

Pressure exerted on any given area of a fluid enclosed in 
a vessel is transmitted undiminished to every equal area of 
the interior of that vessel. 

130. lUuetrationa. — b^p — Fit accurately to the mouth of 
a thin-walled pint bottle a ulose -grained cork (Fig. 51). Fill the 
bottle full of water, and then foree in the cork by pressure. The 
probable result will be a broken bottle. Explaio. 

Bxp — Glass-blowera make a form of S3T:inge which is attached 
to a hollow sphere provided with several small openings (Fig. 56) . 
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Fill the apparatus with water, and gently push the piston into the 
cylinder. The water will escape in a series of jets, and apparently 
the streams have equal Telocities, not- 
withstanding the fact that only one of 
these jets is in tine with the piston. 

— An apparatus, shown in sec- 
tion in Fig. 56, can be easily made out 
of bi-ass tubing and glass tubing. Fill 
it with water, and then insert fJie piston, 
holding the cylinder vertically. The 
is foiled up these several tubes to 
me height, showing an equality of 
the different dii-eetions. 



131. Hydraulic Press. — Prob- 
ably the most convmeing proof 
of the truth of 
Pascal's law is 

furnished by the Hydraulic Press. 

This instrument, shown in section in 

Fig. 57, consists of two cylinders, 

connected by the tube CCO. The 

small cylinder, aa, is provided with 

two valves at the bottom (not shown 

in the figure) similar to those in a 

force-pump (162), and with a small 

plunger worked by the lever L. 

Water is thus drawn from a surround- 
ing reservoir and forced through the 

tube COC into the large cylinder V, 

in which a large plunger, AA, works. 

The large plunger is thus forced up- 
ward and carries with it the plate 

B£' and the goods placed on it. r.g. se. 
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The force applied to the handle L is multiplied by means 
of the lever, producing a much greater force at /, press- 
ing down the small plunger. This force is again multi- 
plied by the ratio of the areas of the two plungers, a fact 
easily proved by a dynamometer. If, for instance, the 



large plunger has 100 times the cross-sectional area of 
the small one, the multiplying power is 100. 



III. PRESSURE DUE TO GRAVITY. 
132. PresBure in Different Directions Compared.— 

Since the earth attracts each particle of a fluid toward its 
centre, each one must exert pressure on those beneath, and 
these will transmit it to all of the others, causing thereby 
lateral and upward pressures at each point. An examina- 
tion of any fluid enclosed in a vessel will not reveal the 
existence of any currents, the only motion detectable 
being that of a species of molecular wandering, known as 
diffusion (37). This absence of currents would imply 
that these internal pressures at any point must be in 
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equilibrium ; that 



Fig. 5B. 



, the preisurf exerted in a fluid by 
gravity at any point i» equal in all 
directions. 

133. Proved for Liquids.— Bip. 

— Bend a stout glass lube inW the form 
shown in Fig. 58 (a) ; and also three 
shorter pieces into the forms shown in 
(6), (c), and (d). In the U-shaped part 
of (a), pour enoug-h mercury to rise 
about I cm. in each arm. Attach tlie 
tube (b) to the lower end of (tt) with a 
short piece of rubber tubing, and hold 
the apparatus vertically in a vessel of 
water, observing the distaoce of the 
mouth of (6) below tlie surfa<^ of the 
water; and also the position of the mef- 
cuiyin (a). Now substitute successively 
the tubes (c) and {d) for (6), and sub- 
merge the apparatus to the same depth 
as befoi-e. The mercury in (a) will be 



m every case, proving 
that tlie pressure in a 
liquid at a point is 
equal in every direc- 



134. Proved for 
Gases. — Exp- — Tie 
a piece of sheet-rubber 
over one end of a 
bladder - glass (Fig. 
59), place it on the 
table of the air-pump, 
and exhaust the air. 
The rubber will be 
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pressed into the glass as if a weiglit were placed on it. If wc turn 
the pump on its side, or even upside down, the result is the same. 
Hence, we see that the air exeris pressure in every direction, daum- 
ward, upward, and laterally. 



Bxp — Manufacturers of physical apparatus construct accurately 
fitting hollow metallic . 
hemispheres, known as 
Magdeburg Hemispheres 
(Fig. 60), which can be 
connected to an air-pump, 
and the air exhausted. 
When this is done they 
will be held firmly to- 
gether by the pressure of 
I the ^mosphere. In pull- 
iug them apart, it matters 
not in witat position we 
place them, the force 
necessary to eflfeet the 
separation is the same for 
the same degree of ex- 
haustion, showing that 
Ihe pressure exerted by 
tke atmosphere at any 
point is equal in all 
directions. 




That the hemispheres are held together by the pressure 
of the atmosphere is shown by their falling apart when 
they are placed under a bell-jar on the air-pump table and 
the air around them is exhausted. 



IV. PRESSXTKE ON THE BOTTOM OF A VESSEL. 

135. Affected by Depth. — Bip— Grind one end of a glas 
tube, 15' cm. long and 2.6 cm. in diameter, till a didk of brass or ti: 
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closes it water-light (Fig. 61) . Suspend the disk by a cord from one 
end of a scale-beam and counterpoise it. When the scale-beam is 
horizontal the disk should he in contact with the ground end of the 
vertically supported tube. Now plaxje, say, 200 grammes on the 
scale-pan and pour water into the cylinder until its pressure detaches 



the disk, marlfing the depth. Repeating the experiment with double 
the weight on the pan, we find that the depth of water necessary to 
release the disk is twice as great, showing that 

The downward presmre of a liquid is proportional to the 
depth of the liquid. 

136. Affected by Kind of Liquid. — Eip.— Using the ap- 
paratus of the last experiment, we find that a certain depth of water 
is necessary to detach the disk. If, however, we use kerosene oil, a 
liquid specifically lighter than water, we discovev that a greater depth 
is necessary, showing that 
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The downward pressure of a liquid depends on the density 
of the liquid. 

137. Affected by Area of Base. — Bip.-Asin Art. 135. 
prepare two gliwjs cylinders, one having twice the cross-sectional area 
of the otiier. Proceeding as in that experiment, we find that tlie disk 
is detached from tlie larger cylinder when the depth of liquid is but 
half that required for the smaller one. Hence : 



The downward pressure of a 
area of the base. 



liquid is proportional to the 



138 UnafFected by 
Shape of Veeael. — Bip. — 

Proceed as in Art. 13o. using 
suceeaaiTely ttree vessels difi'er- 
ing in shape but having equal 
bases (Fig 62). It will be found 
that with a given weight in the 
scale pan the disk will be de- 
tached nhen the depth of water 
■a the same in each case. Hence : 



The downward pressure of 
% liquid is independent of the shape of the vessel. 




139. BuleB for Pressure. — Since the downward press- 
ure depends on the depth and nature o£ tlie fluid, and the 
area of the surface pressed upon, we derive the follow- 
ing rule : 

The downward pressure of a fluid on a horizontal surfaee 
is equal to the weight of the column of fluid whose base is 
the area pressed upon, and whose altitude is the distance of 
the given surface below the surface of the liquid. 
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In applying this rule to water, the pressure in pounds 
esQ be obtained by obaerving that one cubic foot of water 
weighs 62,5 lbs. 

Since the preasure at any point in a fluid is equal in all 

directions, it follows : 

First. The lateral pressure of a fluid on any vertical 
surface is equal to the weight of the column of fluid whose 
base is the area pressed upon, and whose altitude is the 
distance of the centre of area of this surface below the surface 
of the fluid. 

Second. The upward pressure of a fluid on any horizontal 
suiface is the same as the downward pressure on an equal sur- 
face similarly placed with respect to the surface of the fluid. 



T. EQUILIBRIUM IN FLUIDS. 

140. Conditions of Equilibrium. — Any fluid remains 
at rest when the resultant of all the forces acting on it is 
zero. If for any cause a greater downward pressure is ex- 
erted at any point of the fluid than at others, it will not be 
balanced by the pressures transmitted from these parts, and 
hence motion of matter toward these parts is the conse- 
quence. This is seen in the case of currents in both air 
and water. The air or the water, as the case may be, for 
some cause or other may exert less pressure at one point 
than it does at points adjacent, and hence there is a move- 
ment of the fluid toward the point of less pressure. 

141. Surface of a. Liquid at Best. — If a quantity of 
liquid is confined in a vessel, its surface to be at rest must 
be horizontal. For if it has any other form, as ABD 
(Fig, 63), any particle out of level, as B, will at once begin 
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to move in obedience to the force SC, one of the compo- 
nents of the weight 5 W, of the 
particle. The other compo- 
nent, BU, being perpendicular 
to the surface of the liquid, 
is neutralized by the resist- 
ance of the liquid. When 
the surface is level BO van- 
islies and tlie motion ceases. 
It is evident that when 
gravity is the only force acting ou the liquid the surface 
is perpendicular to the plumb line. In the case of a sur- 
face of large area, since all plumb-lines nearly meet at the 
centre of the earth, the surface is nearly spherical and 
would be exactly so were it not distorted by the centiifu- 
gal action due to the earth's rotation on its axis. 



142. Commun ioating Vessels. — Fig. 64 illustrates a 
number of vessels of various shapes and capacities con- 
nected together through 
the horizontal tube, mn. 
On pouring water into one 
of them, it will rise evenly in 
the others, maintaining the 
same height in each. For 
if not, the column of great- 
est height would exert a 
downward pressure which 
would cause an equal up- 
ward pressure in each of 
the other tubes, and unless 
neutralized by an equal 
downward pressure in these tubes would cause the water 
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to move up these tubes till equilibrium is secured, that is, 
till the depth is the same as in the first one. 

In systems of city water-works, we have an illustration 
of connected vessels on a large scale. Springs, fountains, 
water and spirit levels also illustrate the same principle. 



VI. THE BAROMETER. 



143. Torricelli's ExperimeDt. 
about 80 cm. long, and closed at on* 




suit Eoutledge's "History of Science." 
144. Pressurs Measured. - 



— Select a stflut glass tube, 
end. Fill it with mereury, 
close the open end with the 
finger, and invert it in a cup 
of mercury (Fig. 66). On 
removing the finger, the 
mercury settles away from 
the top end a few centime- 
tres, leaving a vacuum. If 
we measure the height of 
this mercury column from 
time to time, we find that 
it varies. If we carry the 
apparatus up a high hill, 
we find that it settles away 
atill fai-ther. If we place it 
under a tall bell-jar on the 
air-pump table, the column 
also falls on removing the 
air. Hence, it is evident 
that atmospheric pressure 
sustains the mercury in the 

This experiment was first 
performed by Torricelli. 
For a full account of his 
work the student may con- 



6 of communicat- 
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ing vessels it was seen that the area of the cross-section 
did not affect the height at which the liquid stood, as in 
the ease of Torricelli's experiment the size of the tube 
does not influence the height, provided it is 
not so small as to be affected by capillarity. 
Hence, if a tube of one square centimetre 
eross-section be employed, the height will 
be just the same as if a smaller, or a 
lai^er tube be used. Experiments made 
at the level of the sea show an average 
height of 76 em. for the mercurial column. 
Then, with a tube of one square centi- 
metre cross -section, the volume of mercury 
supported in it will be 76 ccm. Since 1 
ecm. of mercury weighs 13.596 gi-ammes, 
the weight of the mercury will be 76 
times 13.596 grammes, or 1033.3 grammes; 
that is, the atmosphere exerts an average 
pressure on each square centimetre of sur- 
face at the level of the sea of 1033.3 grammes, 
or 14.7 pounds per square inch. Such a 
pressure is called an Atmosphere. 

145. The Mercurial Barometer, in its 

simplest form, consists of a Torricellian tube 
about 86 em. (nearly 34 in.) long, firmly at- 
tached to an upright support (Fig, &6). A 
scale, whose zero is at the surface of the mer- 
cury in the cistern, is fastened by the side of ^^ ^ 
the tube, to give the height of the mercury 
column. All readings must be taken with the tube in a 
vertical position. Why? With the fluctuations in the 
height of the mercury in the tube, it is evident that the 
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surface o£ the mercury in the cistern changes its level, 
and consequently afEects the zero of the scale. To obviate 
this error, the top of the cistern is made large, or the 
bottom is adjustable. 

Since mercury is a very heavy liquid, the changes in the 
barometric readings are seldom very great, and small 
changes in atmospheric pressure may escape notice. Glyc- 
erine is about one-tenth as heavy as mercury. If it were 
used as a substitute, a tube nearly ten times as long as that 
used in mercurial barometers would be required. Such an 
instrument would be very sensitive, since a change of one 
millimetre in the reading of the mercurial barometer would 
be about one centimetre on the scale of the glycerine 
barometer. 

146. Barometric Variations. — Since the mercury in 
the tube of the barometer is sustained by the pressure of 
the column of air resting on it, any change in this pressure 
will produce a change in the barometric reading. Experi- 
ments show that changes of this kind are going on con- 
tinually at everyplace. Certain very slight changes are 
found to be periodical, but the greater changes follow no 
known laws. These irregular movements point to corre- ■ 
sponding fluctuations in the pressure of the air, and, con- 
sequently, herald important atmospheric movements. 

147. Uses of the Barometer. — The barometer is a 
faithful indicator of all changes in atmospheric pressure- 
Experience has shown that these changes are generally 
indicative of conditions which determine changes in the 
weather according to "the -following rules i 

T. The risiv^ of the mercury indicates the approach of 
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fair weather; the falling of the mercury shows the approach 
of foul weather. 

II. A sudden fall of the mercury denotes the approach 
of a storm. 

III. A rise of the mercury frequently precedes the clear- 
ing up of a storm. 

Since the pressure of the atmosphere diminishes as we 
ascend from the surface of the earth, the height of the 
barometric column is evidently connected with the alti- 
tude of the place. Various rules have been proposed for 
determining the altitude of a place, based on a knowledge 
of the barometric reading at that place, but they are more 
or less inexact. See Cooke's " Chemical Physiea," Art. 167. 



1. The diameter of the cylinder and tho tube of ii hydi'aulic press 
are, respectively, 4 inches and 1 inch, the lever 5 feet long, and 
the piston-rod 10 inches from tlie fulcrum ; what resistance can be 
overcome by a power of 100 pounds ? z i"- ^ 

2. What is tlie upward pressure on an inch board 12 feet long 
and 12 inches wide, sunk 6 feet under water P ^i/,iJ 

3. What pressure resists the separation of a pair of Magdeburg 
hemispheres 44 inches indiameter when the barometric reading is 
29 inches? 4 *»"-♦• **^ 

4. If we let bubbles of air pass up through a glass of water, 
why will they become larger as they ascend ? 

5. In digging canals, ought the curvature of the earth to be 
taken into consideration P 

6. On applying the pressure-gauge to a water-pipe In a building 
it registers 75 Ito— How high ia tlie supplying reservoir above that 
point? (75'?/'' 

7. What would be the height of a water barometer when a mer- 
curial one reads 28.5 inches ? 'i- '- -.i * 

8. Calculate in dyn,es per square centimetre the atmospheric 
pressure when the barometer stands at 78 centimetres. ,»t*-* 
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9. Find the pressure in graiames per square centimetre at the 
bottom of a vessel 1.76 metres deep, full of mercury. 2- ' 7' 
■-' 10. A canal look is 12 feet wide, 8 feet deep, and 60 feet long. 
Find the total pressure on the gate and on the bottom of the look, 

VII. THE AIE-POTUP AND CONDENSER. *^^ 

148. The Air-pump, as its name denotes, is a device 

for removing air or any gas from a vessel, and depends for 

its action on the elastic force of the gas. Fig, 67 repre- 



sents the essential parts of one of the best forms made at 
the present time. A piston P, with a valve S in it, worka 
in a cylindrical barrel, communicating with the outer air 
by a valve at its upper end, not shown in the figure, and 
with the receiver .B by the horizontal tube. The valve S' 
is carried by a rod which passes through the piston, fitting 
tightly enough to be lifted by the piston when the up- 
stroke begins ; but its ascent is almost immediately arrested 
by a stop near the upper end of the rod, and the piston 
slides on this rod during the remainder of the up-stroke. 
This allows the air from E to flow into the space below the 
piston. In the down-stroke, the piston first carries down 
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the valve rod with it and closes the valve *S". During the 
latter part of this movement the valve S is opened by the 
elastic force of the air confined in the lower part o£ 
the cylinder, and the air escapes into the top part to be 
■ Ibrced out by the next upwai-d movement of the piston. 
Each complete double stroke of the piston removes a cylin- 
der full of air, but as it grows rarer with each double stroke, 
the mass removed each time grows less. On account of 
the tendency of gas to fill the containing vessel, irrespective 
of quantity, the removal of all the air from the reservoir is 
not possible, although we could continually approach a 
vacuum were it not for the unavoidable mechanical defects 
of the pump, such as leakage of valves, and the like. 

149. Ezperimenta with Air-pump. — A number of ex- 
periments requiring the use of the 
air-pump have already been given. 
To these are added the following ; 

1. The Bladder-glass ExperimeTii. — 
Over the end of a, cjlindrieal receiver 
cement a disk of writing paper (Fig. 
68). When dry, pla«e it on the table of 
the air-pump and exhaust the air. The 
paper will break with a loud report. Ei- 
pMn. 

2. The Bacchus Experiment. — Select 
two lour-ounee 
bottles, lit to one of 

them a perforated 

stepper. Connect 
the two bottles by a bent tube reaching 
nearly to the bottom of each (Fig. 69). 
Fill the stoppered one nearly full of water 
and plaee them on the table of the air-pump '"'*' '^ 

beneath the receiver. Exhaust the air. Explain why the wafer 




ELEMENTS OF PHYSICS. 
it of the stoppered bottle and runs back on admitting 



3. The Vacuum Fountain. — Fit a good perforated stopper to a 
si-ge bottle (Fig. 70), and through the stopper insert a jet-tube. 
Connect the bottle to air-pump 
with a rubber tube and exhaust 
the air. Disconnect from the 
pump and insert the tube in a 
Teasel of water. Why does the 
water rush into the bottle ? How 
long a bottle would be necessary 
to prevent the jet from striliing" 
the bottom of the bottle? 



4. The Lungs Experiment. — Tie a glass tube about 20 cm. long 
into the mouth of a large rubber toy balloon. Place the balloon 
within an open-topped receiver with the tube passing through a cork 
accurately closing the top of the receiver (Fig. 71). Hold the re- 
ceiver in a deep vessel of water and account for the enlargement of 
the balloon on lifting the receiver, and its contraction on pushing the 
receiver downward. 

This experiment illustrates the mode of action of the lungs in 
breathing, the surface of the water lo the receiver being the dia- 
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phragm. A more marked action can be got by placing the 
on the table of the air-pump instead of in the Teasel of water. 

5. Liquid Condition of Mailer dependent on Pressure. — Fill ai 
tube with water and invert it in a tumbler of water. Introduce 
the tube a few drops of sulphuric ether. The ether will rise to 
lop of the tube. Place the apparatus under the air-pump 
and exhaust the air. The water will fall in the tube (why ?) s 
the liquid ether will raporize and fill the tube. On admitting Uje 
a original condition. 



150. The Condenaine Pump. — Tf the air-discharging 
pipe of an air-pump be connected with a suitable vessel, the 
pump during its action will force air into it. Such a device 
would be a Gondensing Pump. Since the valves of the 
ordinary air-pump will not 
stand high pressures, a pump 
designed as in Fig. 72 is better 
adapted to forcing gas into ves- 
sels. The plunger is solid, and 
in the bottom of the cylinder 
are two valves, one opening in- 
ward and the other outward. 
As the piston moves upward 
the gas is admitted through the 
left-hand tube, the valve being 

lifted by the pressure of the gas below it. When the piston 
descends tliis valve closes and the right-hand one opens, 
affording an exit for the confined gas. 

This machine is evidently an air-pump when the left- 
hand tube is connected to a receiver, but is not capable of 
producing a very low degree of exliaustion, owing to the 
heavy valves necessary to give it strength for compressing 
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151. Applications. — Both the air-pump and the con- 
denser are extensively used in the arts, Sugar-refinera 
employ the air-pump to reduce the boiling point of the 
syrup ; manufacturers of soda-wat€r employ the condenser 
to charge water with carbonic acid gas ; in pneumatic dis- 
patch tubes, now employed in many large cities for rapidly 
transferring small packages, both instruments are used, the 
former to remove the air from the iron tubes in front of 
the closely fitting carriage, and the latter to force com- 
pressed air into the other end of the tube, thereby propel- 
ling the piston-like carriage with great velocity. The 
condensing pump is also employed to improve the draught 
of furnaces, to facilitate the ventilation of mines, and to 
operate machinery in places difficult of access. 



Vm. LAW OF BOYLE. 

152. La\r of Boyle. — It was shown experimentally in 
1662 by Robert Boyle, au English physicist, that the fol- 
lowing simple relation exists between the amount of com- 
pressibility of a gas and the pressure applied : 



Hie volume of a ga» varies invereely as the force of com- 
pression, the temperature remaining constant. 

If the volume Kof a gas under a pressui-e p becomes V 

on changing the pressure to p', then-p.j=£-. Hence 

Vp ^ V'p', that is, the product of a given volume of gas hy 
its pressure is constant. 

153. Til© Law^ Verifled. — Bip. — Ftr«(, bead a stout glass 
tube to the shape of the letter J, the short arm being about 25 cm. 
long and closed at the end, while the long one is about 170 cm. 
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long and terminates in a small funnel. Fasten the tube to a wooden 
support, and place a scale of equal pails by the side of each arm with 
the zero just above the bend of the tube (Fig. 73) , Pour into the tube 
snflicient mercury to fill it ex- 
actly to the zero of the scale. 
The air enclosed in (he short 
arm will be under a pressure 
indicated by the barometer- 
reading at the time of (he ex- 
periment. On pouring more 
mercury into the long arm, the 
air column in the short arm 
will contract, since it is under 
a pressure greater than at the 
beginning by that jiroduceU by a 
column of mercury whose length 
isequal to the difference between 
the two mercury columns. If 
a number of volume-readings 
and corresponding pressure- 
readings be obtained, it will 
be found that the product of the 
corresponding ones is nearly 
constant, showing that when 
the pressure exceeds that of 
the atmosphere, llie volume of 
a gas varies inversely/ as the 
prensurc. 

Secondly, close one end of a 
stout glass tnbe that la about 
80 cm. long. Fill it with 
mercury to within, say, 20 ^'& "■ 

em. of the end. This 20 cm. 

of air is under a pressure indicated by the barometric reading at 
the time. Close the tube with the finger and invert it in a vessel of 
mercury. The mercuiy will fall part way in the tube, and the air 
column will occupy consiJcrably more than 20 cm. in length. It is 
evident that (he column of mercury exerts pressure in opposition to the 
air that presses on the mercury in the vessel. Hence, the air in the 
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tube is under a pressure represented by the difference between 
Ihe bai-ometiic i-eading and the mercury column in tlie tube. It will 
be found tliat if the initial volume of air be multiplied by the baro- 
metric reading, the pi'oduct will nearly equal that of the final vol- 
ume multiplied by the reduced pressure, showing that for a pressure 
less than tliat of the almosphei'e, the volume of a grnt varies inversely 
as the pressure. 



164. InexaotnesB of the Law. — Experiments made by 
Dulong, Ai-ago, and others show that the law of Boyle is 
only approximately true, some gases being more com- 
pressible than others, and all o£ them deviating from the 
law as they approach the point of liquefaction. 



IX. THE SIPHON AND THE WATER-PtTMP. 
155. The Siphon, in its simplest form, is a U-shaped 
tube designed for con- 
veying Huids from one 
vessel over an elevation 
to another vessel at a 
lower level by means of 
atmospherie pressure. 
To set it in action, the 
usual way is to fill the 
tube with the liquid, 
close the ends, place the 
shoiter branch in the 
vessel of liquid, and open 
the ends. The flow will 
continue as long as the 
liquids in the two ves- 
t's- '*■ sels are at different 
levels, and the shorter braiich dips into the liquid. The 
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siphon may also be started by suction ; in the ease of 
corrosive liquids a suction tube (Fig. 75) is attached in a 
manner to prevent contact of the liquid with the mouth. 
The vertical distance of the highest part of the siphon 
above the surface of the liquid in _ 

the vessel being emptied equals the 
length of the Short Arm of the 
siphon, as cd (Fig. 74) ; the ver- 
tical distance of this highest point 
above the outlet of the siphon, if 
not within the liquid of the receiv- 
ing vessel, equalg that of the Long 
Arm, as ab. When the outlet is 
within the liquid, the measure- 
ment must be made to the plane of 
the surface of the liquid and not to the end of the tube. 

166. The Sipbon's Action dependent on the Inequal- 
ity of the Arms. — Eip — With the long arm of a, siphon connect 
a piece of rubber tubing, so that the length of that arm can be varied 
by nusing or loweiing the end of this tube. Set the siphon in opera- 
tion and you will find that tie rate of flow will increase as you 
lengthen the outer arm, and decrease as you shorten it, becoming 
nothing when the arms are equal in length. 

Bip. — Construct a siphon of the form shown in Fig. 76, where 
the short ai-m is provided with a jet-tube opening within a bottle. 
On increasing the length of the long arm the force of the fountain 
jet within the bottle will be found to increase. 

These experiments show that the arras of the siphon 
must be unequal, and that the magnitude of the ilow de- 
pends on the excess of the long arm over the short one. 

157. Its Action dependent on Atmospheric Pressure. 
—Hip. — Using a siphon of small bore, set it in action on the air- 
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pump table. Cover it with a bell-jar, and as quickly as possible 
exhaust the air. The liquid will stop flowing, but will resume flow- 
ing on admitting the air. 

Bip. — Use the apparatus of the last experiment with mercury at 
the liquid. On exhausting the air it will be found tiiat when the 




pump-gauge shous that the elastic ten'^ion of the air m 
measured on the gauge about equals ' the difference of the arms of 
the siphon, the flow stops. Hence we see that the atmospheric 
pressm-e is necessary to the working of the siphon, and that the 
elevation over whioh a. liquid can be siphoned is equal to the 



reglilen leii thui tbe height of th« ■Ipbou. 
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height of a column of that liquid which the atmospheric pressnre 
will support. 

\/ 

158. The Siphon Explained. — The foregoing experi- 
ments justify the following explanation of the siphon : 
The atmospheric pressure at d (Fig. 74), by Pascal's Law, 



exerts an equal upward pressure in the tube ; let this press- 
ure be represented by f. This is lessened by the down- 
ward pressure w of the liquid in that arm. Hence there 
is a resultant force acting upward in the tube equal to 
f — w. Similarly there is a force acting upward in the 
long arm equal to f — w', in which «/ is the downwai-d 
pressure of the liquid in tliat arm. Now, ^ — wand^ — w' 
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are forces acting in opposite directions, p — w being the 
greater. Hence, their resultant is (^ — w) — (p — w') or 
w' — w; that is, there is an unbalanced force acting toward 
b, measured by a column of liquid whose depth is the 
difference between the arms, and causing the liquid to 
move toward J, a vacuum in the tube being prevented by 
the atmospheric pressure at c. It follows from this dis- 
cussion that the elevation over which a liquid can be 
siphoned can not exceed the height of a column of that 
liquid which the atmospheric pressure will support. 

169. The Intermittent Siphon. — Eip. — Cut off the bot- 
tom of a litre bottle, and support it in the ring of the iron stand. 
Bend a glass tube into the form shown in Fig. 77, and fit it to the 
bottle. The outlet E should be below the inner face of the cork, 
and the point D should be below the top of tlie vessel A. Adjust 
the tube F to supply water at a rate somewhat less than the siphon 
ean axrvy off. As the vessel A fills with walev the air is driven out 
of the siphon ; and when the point H is reached the water passes over 
into the arm DE, thereby 
-.^-~' starting the siphon. Thefiow 

will continue till the vessel 
is emptied, and then will stop 
till the vessel is i-efilled to H, 
when the a^^tion will be re- 
newed. 

Natural intermittent 
springs and fountains, 
except geysers, are ex- 
plained on the theory 
that a reservoir slowly 
fed by drainage or by a 
small stream has a siphon- 
shaped outlet (Fig. 78) acting in a manner exactly like 
the above intermittent siphon. 
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160. Applications. — The siphon is used for convey- 
ing water over small hills. (What is the height of the 
highest hill over which it is possible to siphon water?) 
It is also of service when either the top or the bottom of a 
liquid is to be drawn off without disturbing the other part. 

161. The Suction Pump, — In the suction pump, a 
piston c, in which there is a valve opening upward, 
moves practically air-tight in a cylinder, at the lower 
part of which is an aperture iitted 

with a valve v, also opening up- 
ward (Fig. 79). From this aper- 
ture a pipe 8 leads down to the 
water in the well, the end of the 
pipe being below the surface of 
the water. When the piston is 
drawn upward, the valve in it is 
closed by the pressure of the air 
above it, and a vacuum will be 
formedin the cylinder below it. The 
pressure of the air in the pipe s 
will open the valve v, and the space 
between the piston and the water 
will be filled with air under a re- 
duced tension. Henee, the pressure 
of the air on the water in the well F'g- '»- 

will force the water up the tube 

8 to a height sufficient to restore equilibrium. When the 
piston descends, the valve v will close, while the valve in 
the piston will open and allow the air in the space below 
the piston to escape. 

Thus it appears that each double stroke of the piston 
removes some air from the cylinder, thereby lessening the 
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tension, and causing the water to rise in the pipe higher 
and higher from the pressure of the air on the water in 
the well. If V is distant from the water in the well less 
than 34 feet, provided the barometric reading is 30 inches, 
the water will be forced through v into the space above the 
piston, and by it will be lifted till it flows out of the aper- 
ture on the side. 

162. The Force Pump. — In this pump (Fig. 80) the 
piston is solid, and the aperture through which the water 
escai)es is placed between it and the 
valve V, and is closed by a valve open- 
ing outward from the cylinder. The 
explanation of the working of the pump 
is similar to that given for the suction 
pump. As in the suction pump, the 
valve II at the top of the pipe 8 must 
be within 34 feet of the water in the 
well. The height to which the water 
can be forced in the pipe d depends 
on the force applied to the piston. 

In powerful pumps, the water usu- 
ally passes into an air-chamber called 
the Air-Dome. Its object is to give 

— - steadiness of flow to the water from the 

^''^' ^' delivery-tube. Fire^ngines and almost 

all pumps operated by steam are constructed in this way. 



Z. THE PRINCIPLE OF ARCHIMEDES. 

163. The Buoyant Force. — Exp. — Suspend a stone (rom 
the liook of a spring- balance, and mark the position of the index. 
Now submerge the stone in a vessel of water; the indeK-reiiding is 
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less. H we use salt water the loss is still gi-eater; but if we use 
kerosene it is not so great. 

Erp. — In the paDS of a short^beam hand-balanee, counterpoise a 
large cork with a piece of lead. Fill a large, wide-mouth ad jar with 
carbonic oxide, and support the balance in it. The equilibrium will 
be destroyed, the cork acting as if it were held up by some agent. If 
a jar of hydrogen be used instead, or if the air be exhausted from 
the jar, the effect is exactly the opposite. 

It appears from these experiments that when a body is 
immersed in a fluid it loses in weight, or rather it is 
partially supported by the fluid, the amount of support 
varying with the nature of the fluid. This upward force 

is called the Buoyant Force. 

164. Cause of Buoyant Force. — If a body be sub- 
merged in a fluid, it will be subjected to pressure on all 
sides. Let a cube of marble be 
immersed in water, as shown in 
Fig. 81. The lateral and opposite 
faces, a and 6, will be equally 
pressed in opposite directions. 
The same will be true of the 
other pair of lateral faces. On d . 
there will be a downward press- 
ure equal to the weight of the 
column of water resting on it. Fig.ar. 

This column has the face d for a 

base, and dn for height. On c there will be an upward 
pressure equal to the weight of a column of water whose 
base is e, and whose depth is en. Tlie resultant of 
these opposing pressures will be a force equal to their' 
difference and acting upward. This difference will be 
the weight of a column of water whose base is c, and 
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whose depth is cd ; that is, the weight of the wat«r dis- 
placed by the cube. 

This truth, discovered by Archimedes, may be enun- 
ciated as follows : 

A body gvhmerged in ajluid is buoyed up by a force equal 
to the weight of the fluid displaced by it. 

165. Experimental Proof. — Bip. — Procure a. solid metaUio 
cylinder 3.5 cm. long, and 1.9 cm. diameter. Its volume will be 
very nearly 10 com. Suspend it by a fine thread or hair beneath one 
of the pans of a balance, and counterpoise it. Now hold a dish of 
water beneath it, so that the cylinder is Bubraerged. The equilibrium 
will be destroyed, and will be restored by placing a 10-gramme 
weight in the pan above the cylinder. Since the cylinder displaces 
10 com. of water, weighing ten grammes, and loses ten gi'amraes 
in weight when submerged, it follows that the body was buoyed up 
by a force equal to the weight of the liquid displaced. 

166. True and Apparent Weight. — We have seen 
that wlien a body is submerged in a fluid, it is pressed 
upward by a force equal to the weight of the fluid dis- 
placed. Hence, every body in air is buoyed up by the 
weight of the air displaced by it, making its apparent 
weight differ from its frM« weight. [What correction must 
be applied to give true weight ?] 

167. Floating Bodies. — When a body is placed in a 
fluid, it may displace a weight of fluid less than its own 
weight, equ^il to its own weight, or greater than its own 
weight. In the first ease, the upward pressure of the fluid 

. will be less than the weight of the body and hence the 
body will sink. In the second case, the upward pressure 
will equal the weight of the body, and hence the body will 
be in equilibrium, remaining in the liquid wherever placed. 
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In the third ease, the upward pressure will exceed the 
weight of the body, and hence the body will move upward 
till the portion remaining within the fluid displaces enough 
to cause an upward pressure equal to the weight o£ the 
body. Hence, the Principle of Flotation : 

A body floats on a fluid when it displaces a volume of 
the fluid whose weight equals that of the body. 

168, Principle of Flotation Proved. — Bxp. - Cat a 
wooden bar 20 cm. long and l.!> cm. square. Bore in one end a hole 
such as will contain shot sutBcient to give the bar a vertical position 
when floating in water. Graduate a millimetre scale on one edge of 
the bar. Find the weight of the bar in grammes and then ascertain 
what part of it is submerged wlien floating in water. The volume of 
the submerged portion will be that of the water displaced; and allow- 
ing one cubic centimetre of water to weigh one gramme, we have the 
measure of the buoyant force. This will be found to be nearly 
equal to the weight of the bar, the difference being readily accounted 
for by the unavoidable erroreof observation. Hence, a floating body 
displaces iUt weight of the sustaining fluid. 



XI. DENSITY AND SPECIFIC GRAVITY. 

1S9. The Density of a substance is the mass of a unit 
of volume. In practice, it is convenient to consider it as 
the mass in grainines of a cubic centimetre of the sub- 
stance at 0° C. 

The Specific Gravity of a substance is the ratio of its mass 
to that of an equal volume of some standard. In practice, 
it is customary to consider it as the ratio of its mass, if the 
substance he either solid or liquid, to that of an equal 
volume of distilled water at 4° C. ; but if gaseous, it is 
compared with either air or hydrogen at 0° C. and 76 cm. 
pressure. 
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170. To flndtheDensityof a Solid insoluble in "Water. 

— Find the weight of the body in air, and also its weight 
as it hang8 suspended in ice-water. Let w grammes equal 
the weight in air, and w' its weight in water. Then, by the 
principle of Archimedes, w — w' equals the weight of the 
water displaced. For most purposes one cuhie centimetre 
of ice-water may be considered as weighing one gramme. 
Hence w — w' will express in cubic centimetres the volume 

of the substance, and _, will equal the weight of one 

cubic centimetre, that is, -Z> =^ —^ — , . 

171. To find the Density of a Solid soluble in Water. 

— Find the weight of the body in air, and also its weight 
as it hangs suspended in some liquid of known density in 
which it is not soluble. Let w equal the weight of the 
substance in air, and w' the weight in a liquid whose 
density is s. Then, w — w' equals the weight of a volume 
of the liquid equal to that of the boily. Why ? Since 1 
ccm. of the liquid weighs » grammes, the volume of the 
liquid displaced, that is, the volume of the solid, must 

equal . Hence, cubic centimetres of the 

,. , . , J -n . W W' Wg 

solid weigh w grammes, and 7>=w-j ^ ;, 

172. To find the Density of a Solid lighter than 
"Water. — Weigh the body in air. Then, to make it sink 

in water, attach to it a heavy body whose weight in water 
is known, and find the. weight of the two bodies when sub- 
merged in ice-water. Let w equal the weight of the given 
substance in air, a and b that of the sinker in air and in 
water respectively, and w' that of the substance and sinker 
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in water. Then w -\-a equals the weight of both in air, 
w + a — Ml' that of the water displaced (why ?) and hence 
the volume in centimetres of the substance and sinker 
combined, and a — J the volume of the sinker. Why? 
Therefore, w + a — ic' — (a — ft)=iW — wj'+6t= the 

volume of the substance, and _Z> ^= j-t-t ■ 

W W +0 

173. To find the Denaity of a Liquid. — First. Method 
with the Specific Gravity Bottle. The specific gravity bottle 
(Fig. 82) is a bottle constructed to 
hold a given weight of distilled water 
at a specified temperature. Its capacity 
is usually 10, 25, 50, 100, or 1000 
grammes at 4° C. To use it, find the 
weight of the bottle, when empty, 
and also when filled with the gi\en 
liquid. Let a be the weight of the 
empty bottle, w that of the bottle when 
filled with the liquid, and 100 grammes 
the amount of water required to fill the bottle. Then, 

-o-Tsr- ■»">?' 

Secondly. By weighing a Solid in it. Weigh a solid in 
air, then in ice-water, and finally in the liquid. Let w be 
the weight in air, w' in water, and w" in the liquid. Then, 
w — w' equals the weight of water displaced (why?), and 
• hence the volume in centimetres of the solid and also that 
of the liquid it displaces; andw — w" equals the weight 
of the liquid displaced by the soHd. Why? Therefore 



Thirdly. By the Hydrometer. The Hydrometer consists 
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essentially of a straight stem, either wood, glass, or metal 
(Fig, 83), weighted at the lower end 
so as to float in a liquid in a vertical 
position. By observing the depths 
to which it sinks in two different 
liquids, the relative weights of these 
liquids can be determined. The 
stem is graduated either in some 
arbitrary manner or by trial, the zero 
being placed at the point to which it 
ainks in pure water. These instina- 
ments are used chiefly to determine 
. the degree of concentration of such 

liquids, as acids, alcohol, milk, etc., 
and are graduated specially for the liquid under in- 
spection, 

174. To find the Specific Gravity of a Substance. — 

An inspection of the preceding problems will show that in 
each case the weight of a volume of water equal to that of 
the substance is obtained. If the weight in air be divided 
by this quantity, the quotient will be the specific gravity. 
It should be noticed that this weight of water when ex- 
pressed in grammes is numerically equal to the volume 
of the substance in cubic centimetres. Hence, the specific 
gravity of a substance, when water is the standard, is 
numerically equal to the density in the metric system. 
If other units, as inch, foot, ounce, pound, be employed, 
this coincidence does not appear. 

175. Useful Fonnulse. — By definition D^^; hence 

M 
M^ VD and K^-^. Since the weight varies as the 

mass M, then we may write W instead of M. See 
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"Elementary Practical Physics," Vol. I., Chap. V., by 
Stewart and Gee. When English units are employed, 
W^=VX 62.4 lbs. X sp. gr. where V is cubic feet, 

and V= ^ 



8p. gr. X 62.4 



1. Why can 


stones be moved under water so much mt 


ire easily 


than out of wati 


jrP 




2. A body ^ 


weighs 62 grammes in air and 43 grammes i 


a water ; 


fiod its density. 


5 A 




3. A solid TH 


weighs 100 grammes in nir and 64 grammes ir 


1 a liquid 



... -.dCO- 

i. A specific gravity bottle, when filled with water, weighs 
64.485 grammes, and, when filled wilh methylated spirit, 63.462 
grammes. If the bottle weighs 15.063 grammes, what is the density 
of the liquid P . _-i^ "1 

5. A solid weighs 120 grammes in air, is found to weigh 90 
grammes in water, and 78 grammes in a strong solution of zinc sul- 
phate; what is the density of the solution? /.'/ 

6. Find the density of a solid from the following data: 

Weight of solid in air . . . 0.5 g. ^ 

" " sinker in water . . 3.5 g. y"^ 

" solid and sinker in water, 3.375 g. 

7. A bar of aluminium (density 2.6) weighs 54.8 grammes in . i." 
air; what will be the loss of weight when it is weighed in water? ^'' 

8. A body whioh weighs 2i grammes in wr is found to weigh 20 
grammes in water; what will be its apparent weight in alcohol of 
density 0.8? / (', ^' 

V 9. The density of sea-water is 1.025 ; calculate the pressure in 
grammes per square centimetre at a depth of 40 metres below the 
surface of the sea. . ^t»'Hl*''' " If 1"' 

10. A tube 120 tm. long holds 600 g. of mercury (D = 13.6) ; 
find its cvoss-section and internal diameter. ;■ : ;■ ta . 

11. Compute the weight of a lead half (bssil.3) one inch in 
diameter. '■ / ? 65 ' 
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12. Compute the dmmeter of an iron ball (D^7.8) .whose 
weight is 300 grammes. "''• 'tf- c.*- 

13. An ounce of silver (D:= 10.15) ia suspended in water. Find 
the tension of the supporting string. '"J - -is "■ ''^ """^' "P" - ' ■'' 

14. If the density of aea-wateris 1.025, wHSt^portion of an ice-T = 
berg (D = . 917) isabove water? "^ ■ a .^ 

y'. V -- Yf^-'^l , , ,., 

>, A- .% r,.c , .. .,,;^^ ' ' 



,c 



f.','' 



* 1 
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CHAPTER IV. 



I. NATURE OF HEAT. 
178. Heat, a Form of Energy. — Previous to about 
1840 it was generally believed that Ifeat was an invisible 
and extremely subtle fluid without weight, which, by 
entering bodies and possibly combining with them, caused 
all thermal phenomena. The experiments of Davy, Rum- 
■ ford. Joule, and many others, have demonstrated the in- 
correctness of this view, and have led to the adoption of 
the modern Kinetic Theory. This theory, briefly stated, 
is as follows : The molecules of all bodies have a certain 
amount of independent motion, generally very irregular. 
When this molecular agitation is increased, the body is 
warmed, and when decreased it is cooled, rieat is, there- 
fore, a form of energy, and can be transferred from one 
body of .matter to another, or can be transformed into 
other types of energy. 

177. The Temperature of a body is that condition of 
^it which determines its power of communicating Iteat to 
any body with which it is put in contact. If two bodies, 
A and S, are brought together, and if neither parts with 
any heat to the other, then they are at the same tempera- 
ture. If A parts with some of its heat to B, j1 is at a 
higher temperature than B; and since B receives heat 
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from A, it is at lower temperature. The temperature of 
a body depends, od the kinetic enei^y of the molecules 

composing it, and is wholly independent of the quantity 
of matter. A pint of water in a vessel may be at a much 
higher temperature than the water in a lake, yet the latter 
contains a vastly greater quantity of heat, owing to the 
greater quantity of water, as would be seen it we should 
utilize it in melting snow. 

178. Hot and Cold. — A body feels hot when it is im- 
parting heat to our body, and cold when our body im- 
parts heat to it. A cold body is at a lower temperature 
than our body, and, consequently, heat flows from our 
body to it ; in the case of a hot body, the conditions are 
reversed. 

179. Sensation Unreliable. — Bip. — Select three basins, 
A, B, aod C. Fill A with hot water, S with cold water, and C with 
tepid water. Hold one hand in A and the other in B for a minute; 
then transfer both to C. The water of C will feel cold (o the hand 
from A and warm to the hapd from S. 

Hence, it is evident that the sense of touch cannot be 
depended on to give accurate information regarding the 
relative temperature of bodies. 

180. Measurement of Temperature. — Bip. — Fit to a 

short teat-tube a perforated stopper, through which passes a glass 
tube, say 15 cm. long. Fill the appai-atns with colored water part 
way up the glass tube, marking the height. Hold the test-tube for 
a few minutes in hot water; the volume of the liquid is noticeably 



Hence, we conclude that the heating of a body is at- 
tended by an increase of it« volume. Experiments show 
that the amount of expansion of a body is definitely re- 
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lated to the increase of temperature. An application of 
this fa'ct ia to be found in the thermometer. 



n. THE THERHOUETER. 

181. A Thermometer is an instrument for measuring 

temperatures. The most common form consists of a nar- 
row tube of uniform bore, having a bulb at 
one end, and hermetically sealed at the other 
(Fig. 84). This bulb and part of the tube are 
filled with some liquid, generally mercury. " 

Either on the tube, or the supporting frame, is 
a scale of equal parts for measuring the rise or 
the fall of the liquid. 

182, To Construct a Mercurial Thermome- 
ter, — A capillary glass tube of uniform bore 
is selected. A bulb, either spherical or cylin- 
drical, is blown on one end. Pai't of the air 

is expelled by heating, and while in this condi- i 

tion the open end of the tube is dipped into 
a vessel of pure mercury. Aa the tube cools, 
mercQiy is forced into it by atmospheric press- 
ure. Enough mercury should be introduced 
to fill the bulb and a small part of the tube at Fig. 64. 
ordinary tempei-atures. Heat is again ap- 
plied to the bulb till the expanded mei'cury fills the 
tube ; and while in this condition the top of .the tube 
is sealed by fusing the glass in the blowpipe flame. If 
the work has been successfully done, the tube will contain 
no air, ajj may be easily ascertained by inverting it when 
cold and observing whether the mercury falls to the end 
on jarring. 
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183. Necessity of Fixed Points. — In order that the 
indications of different thermometers may be compared, 
some uniform plan of graduation is necessary. It is evi- 
dent that spaces of equal lengths on two tubes may not 
represent equal changes of temperature, since one tube 
may be of iiner bore than the other, and the bulbs may not 
be equal in volume. In consequence of either of these 
differences, equal changes in the height of the two mer- 
curial columns will not indicate the same change of tem- 
perature. Why? Hence, two points must be found on 
every thermometer stem, each of which represents an 
invariable temperature. They are known as the Fixed 
Points, and correspond respectively to the temperature of 
melting ice and of boiling water. Both of them are found 
by experiment to be constant under the same eonditions. 

184. Location of Fixed Points The thermometer 

is packed in finely broken ice, 
as far up as the mercury ex- 
tends. The containing vessel 
is provided with au opening at 
the bottom to let the water run 
away. After standing in the ice 
for several minutes the position 
of the' mercuiy is marked on the 
tube. This is called the Freezing- 
Point. 

The Boiling-Point is found by 
observing the position of the 
mercurial column when the ther- 
mometer is wholly enveloped in 
"* steam under an atniosplieric press- 

^''<^-^^- ure of 76 centimetres (29.922 
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inches). Since this pressure is difficult to obtain, it is 
customary to observe the position of the column as the in- 
strument is enveloped in steam and compute the position 
for a pressure of 76 cm. by the rule that a difference o£ 



2.68 cm. in atmospheric pressure causes a difference of 1° C. 
in the temperature of the steam. 

185. The Scale. — The distance between the fixed 
points is divided into equal paiia called Decrees, The 
number of such equal parts being wholly arbitrary, differ- 
ent scales have come into use. In the Fahrenheit Scale 
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(Fig. 87), the freezing-point is marked S"2° and the boiling- 
point 212°, the apace between being divided into 180 equal 
parts ; in the Celsiux or Centigrade, the freezing-point is 
marked 0" and the boiling-point 100"* the space between 
being divided into 100 equal parts ; in the Reaumur, the 
freezing-point is marked 0" and the boil- 
ing-point 80°, the space between being 
divided into 80 equal parts. Each of 
these scales is extended beyond the fixed 
points as far as desired. The divisions 
below 0" are read a& negative ; for exam- 
ple — - 10° signifies 10 degrees below zero. 
The scales are distinguished by affixing 
the initial letter of the name ; for exam- 
ple, 5° F.,5°C, andS" R. signify 5 degrees 
above zero on the Fahrenheit, Centigrade, 
and Reaumur scale respectively. 



186. Relation of the Scales. — Since 
180° F. = 100° C. = 80° R., then 1° F. = 
Fig 97 ^ of 1° C. = i of 1° R. ; 1° C. = g of 1° F. 

= ^ of 1° R. ; and 1° R. =| of 1° F. = J of 
1° C. Hence, to convert Fahrenheit degrees into Centigrade 
degrees, multiply the number by f, and to convert Centi- 
grade into Fahrenheit, multiply the number by f . (How 
would you change Centigrade into Reaumur or Fahrenheit, 
and conversely?) In converting any reading into the 
Fahrenheit scale, 32° must be added to the product, since 
the zero of that scale is 32 below the zero of the othera. 
In the converse problem, 32 must be subtracted before 
multiplying. The following formulae will be found con- 
venient : F = f C. -f 32=f R.+ 32; C.=4(F. — 32) 
= SR.; R. = «(F.-32)=JC. 
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,)/' EXEBCISES. ,,,/■ 

■^ 1. Express in the Centigrade scale the following: 30" F.,-*" 
F^, 25° R..-10°;^,r40° F.-o j ^ j.>= 

loi^- JEsMfSs'ip, ."tfi'e^ Fahrenheit scale the following: 200° C, 
20° C5--l° C.HS^ R..-40° C. 'A»0 ^jY 

- ^SJ^Expresa itr the Reaumur scale the following: 75° C, 16° 
C.7390F., 212° F. 

4. How would it aifect the readings of a mercurial thermometer, 
if, after graduating, tlie bulb should contract ? 

5. How would it affect a thermometer if the bore grew larger 
from the*feck of the bulb to the lop end? 

18^ Limit to the Employment of the Mercurial 
Thermometer. — Since mercury freezes at — SS^.S C, and 
boilfi at 350° C, it is evident that beyond these 
temperatures the mercurial thermometer can- 
not be employed, and even near these limits its 
indications are untrustworthy on account of 
changes in the rate of expansion of mercury, 
especially at the upper end of the scale. For 
temperatures below — 38° C, alcohol is substi- 
tuted for mercury. This liquid freezes at about 
— 130° C. To estimate temperatures much 
above 300° C, the expansion of a metallic rod 
is employed, or an air thermometer with a por- 
celain or platinum bulb, 

, 188. The Air Thermometer, in its simplest 
form, consists of a glass bulb attached to a tube , 
of small bore, the lower end of which dips into Kj.-^m| 
colored water. The tube is supported in a ver- 
tical position, in front of a scale of equal ^e-^^- 
parts. In Fig, 88 the cork of the bottle serves as a 
support. (Ought it to fit the bottle air-tight?) By 
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heating the bulb some of the ait is tfxpelled. On cool- 
ing, a column of colored water rises in the tube. Any 
slight change of temperature in the air of the bulb 
changes tlie height of the liquid column. When used to 
make comparisons with the mercurial thermometer it is a 
complex instrument, because corrections must be made for 
changes due to variations in the atmospheric pressure. 
Why ? The ' instrument is remarkable for its sensitive- 
ness, that is, foi- large movements of the index for small 
changes of temperature. 



1. How would jou construct a wat«r therm nmeterP 

2. If the bulb of a thermo meter be plunged into hot water, the 
mercury at first falls. Why? 

3. What elFect will it have on the distance between the lixed 
points to use a tube with a very small bore ? To use a large bore P 

4. Why is a cylindrical bulb to be preferred to a spherical one 
for a thermometer P 

5. What efifeot would the presence of air in the .thermometer 
tube have on the indications of the instrument P 



m. SOVKCES OF HEAT. 

189. The Sources of Heat may be divided into two 
great classes : those which are Natural, over which man 
has no control beyond that of utilizing them; and those 
which are Artificial, of man's own devising. Among the 
former, we may mention the Sun and the Earth's Interior; 
among the latter, are all those cases in which some exist- 
ing form of energy is transformed into heat. 

190. Heat due to CoUieion. — Bip. — Hold a piece of 
hardened steel between the thumb and forefinger of the right hand. 
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aDd strike a glanciog blow, against the sharp edge of a piece of flint. 
Sparks will be seen at each blow ; their number and brilliancy will 
be found lo depend upon the vigor of the blow struck. 

Exp. — Pound u strip of lead with a hammer. Its tempera- 
ture will be noticeably increased, as can be ascertained by touch- 
ing it, or by bringing it in contact with an air thermometer. If the 
amount of pounding be increased, a higher temperature will be 
indicated. 

These experiments are illustrations of the transformation 
of mechanical energy into heat. The falling hammer is en- 
dowed with energy, which is transferred in part to the lead 
on collision, thereby increasing the irregular vibratory 
movement of its molecules, which manifests itself as an 
increase of tempei-ature. The same explanation applies to 
the heat produced by striking the flint with steel. 



191. Heat due to CompresBion. — Bip. — Pla. 
piece of tinder in the cavity at the end of the piston of 
a Fire-Syringe (Fig. 89). Introduce the piston into the 
barrel and force it in quickly. Withdraw it with as little 
delay as possible ; the tinder will probably be ignited. 

The work done on the piston accounts for the 
increased heat energy of the inclosed air. 



192. Heat due to Friction. — Savages kindle 
fire by rapidly twirling a dry stick, one end of 
which rests in a notch cut in a second dry 
piece. The axles of carriages and the bear- 
ings in machinery are heated to a high tempera- 
ture when not properly lubricated. The 
heating of drills and bits in boring, the heating 
of saws in cutting timber, the burning of the 
hands by a rope slipping rapidly through thera, 
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stream of sparks flying from an emery wheel, are illiis- 
tratioiis of the transformation of part of the energy due to 
their motion into heat, or energy of the molecule. 

193. Heat due to Chemical Action. — Bip. — Place a 
small piece of phosphorus ' on a board and drop on it a few crystals 
of iodine. In a few seconds the phosphoi'us will burst into a blaze, 
owing to the heat developed by these substances combining to form 
a compound of a red color known in chemistiy as the iodide of phos- 
phorus. 

This experiment is but one of the many which chemistry 
furnishes showing that in most eases where chemical com- 
binations are effected there is an evolution of heat. The 
combustion of wood, coal, etc., are instances of chemical 
action, the oxygen of the air combining with the constitu- 
ents of the substances. The potential energy due to the 
affinity between the substances combining is transformed 
into kinetic enei^y and appears in the heat generated. 

194. Animal Heat is due to oxidation. During respi- 
ration oxygen enters the lungs, passes by osmosis through 
the walls of the cells of the lungs into the blood, and com- 
bines with the carbonaceous matter found there, convert- 
ing it into carbonic oxide and water. This chemical 
action is attended by heat, the amount depending on the 
amount of oxidation. Any cause increasing the supply 
of oxygen will increase the amount of heat, and accord- 
ingly raise the temperature of the body. 

TV. DISTHIBUTION OF HEAT. 

195. Bip- — Hold one end of a metallio rod in a Bunsen flame. 
The end in the hand will soon begin to grow warm. 
tion of the rod will show that all its parts are heal 
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highly fts the flame is approached. Hold the hand above the flame ; 
it will be warmed by a current of wami air rising from the flame. 
Hold the hand by the side of the flame ; Again it seasation of warmth 
will be perceived. 

In this experiment we recognize three distinct modes 
by which energy in the form of heat is transmitted from 
one point to another: 

1. Conduction, in which heat is communicated from 
each molecule to the adjacent ones, as in the case of the 
metallic rod. 

2. Convection, in which heat is transferred by trans- 
ferring the heated particles of some kind of matter, as in 
the case of the heated air rising and warming the hand. 

3. Radiation, in which one body loses and another 
gains heat by means of a process of such a nature that the 
intervening medium is not heated ; such was the case 

- when the hand was warmed at the side of the flame, the 
intervening air not being perceptibly affected. 

196. Conduction. — Bip. — Select two stout wires, iron and 
copper, of the same gauge-number, each about 40 cm, long. Twiat 
them together for 
about 10 cm., and 
then sepavate the un- 
twisted parts, bend- 
ing them to give the 
apparatus the form 
of a fork. Support 
the wires on a wood- 
en frame, and apply ^s- ^O- 
he.1t lo the twisted 

part. After several minutes flnd the point on each rod farthest from 
the flame where an ordinary match ignites on touching it. This 
point will be found to be some distance farther along on the copper 
than on the iron, apparently showing that copper is a much better 
conductor ot heat tlian iron. 
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Exp. — Fasten a cylinder of wood ioto a brass tube, so that the 
two have the same outside diameter. Wrap a piece of writing- 
paper tightly around tlie junction and hold it in a flame (Fig. 91). 
The paper in contact with the 
wood soon burns, whereas that 
in contact with the brass is not 
injured. The metal conducts 
away the heat so rapidly that the 
paper arouad It does not reach 
the temperature of ignition as 
soon ss that around the poorer 
conductor. 

Hence, we see that sub- 
stances differ in ability to 
conduct heat. '^S' ei. 

Conclusions as to relative conductivity, however, are 
likely to be erroneous, if, in our experiments, we assume 
that it takes the same amount of heat to raise equal quan- 
tities of two substances through the same difference of 
temperatures, and that radiation goes on alike from both. 
The poorer conductor may appear to be the better. Such 
would be the case with lead and iron, if we should com- 
pare them by fastening balls to bars of each by means of 
shoemaker's wax, and then record the time necessary to 
release the balls when heat is applied to the ends of these 
bars. The heat that will raise a mass of lead four degrees 
will raise an equal mass of iron only about one degree. 
Hence, the lead will acquire the temperature necessary to 
melt wax and release the balls long before the iron ; and 
although it is in reality the poorer conductor, the experi- 
ment would give it the appearance of being the better con- 
ductor. 

Among solids the metals are the best conductors ; sub- 
stances in a powdered state are poor conductors, owing to 
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a tack of continuity in the material. Wood, leather, flannel, 
and organic substances generally are poor conductors. 



197. Conductivity of Liquids. —Bip.— Pass the stem of an 
nir thermometer through a cork fitted into the neck of a large funnel. 
Support the apparatus as shown in Fig. 
92, adjusting it so that the lower end of 
the stem dips into a vessel of colored 
water. Fill the funnel with water, cover- 
ing the bulb to the depth of about two 
centimetres. Support on the top in a 
wire frame a small porcelain dish with 
its bottom dipping info the water directly 
over the bulb. Pour a spoonful of alco- 
hol into the dish and set it on fire. By 
observing the position of the colored 
water in the tube, it will be seen that the 



of the thermometer. On stirring the 
water the liquid index moves rapidly 
downward. 

It thus appears that water is a 
very poor conductor of heat. It is 
very doubtful if water, and, in fact, 
most liquids, conduct heat at all, Fi^. ea. 

the distribution of heat through 
them being due to currents set up in them (200) a 
to diffusion. 




198. Conductivity of O-ases. — On account of radiation 
it is almost impossible to determine whether gases have 
any conducting power. The probability is that they are 
absolute non-conductors, and that any heat which they 
transmit is by currents produced in them and by diffusion. 
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199. Applications. — Some articles in a room feel cold 
to the touch when others feel warm. An examination of 
the matter will reveal the fact that those which feel cold 
are good conductors of heat, whereas the warm ones are 
bad conductors. The former lead the heat away from the 
hand faster than the body supplies it, causing the sensation 
of cold ; the latter do not carry off the heat, and conse- 
quently there is a sensation of warmth. 

The handles on metallic instruments are usually made 
of some poor conductor, as wood, bone, etc., or else are in- 
sulated by the insertion of some non-conductor, as in the 
case of the handles to silver tea-pots, where pieces of 
ivory are inserted to keep them from becoming heated. A 
small coil of copper wire held in the flame of a candle will 
frequently extinguish it by conducting away the heat, 
thereby lowering the temperature below the point of com- 
bustion. 

The non-conducting character of air is utilized in houses 
with hollow walls, in double doors and double windows, 
and in clothing of loose texture. The warmth of woollen 
articles and of fur is due mainly to the fact that much 
air is enclosed within them on account of their loose 
structure. 

An interesting illustration of the high conductivity of 
copper is seen in the fact that a copper tea-kettle begins 
to " sing " at a lower temperature than an iron one. The 
heat passes through the copper more readily, and causes 
bubbles of vapor to form more rapidly. These on rising 
through the cold liquid above collaiise in such rapid suc- 
cession that a musical sound is produced. If we boil water 
in a glass vessel no singing is noticeable, owing to the 
slowness with which heat passes through the glass, and to 
the smoothness of the internal surface. 
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1. Why do not snow and ice on melting liquefy at once P 

2. Why does a metal liquefy so rapidly on beginning to melt? 

3. Why does snow protect from cold P 

4. Why will a current of air extinguish flame ? 

5. Account for the non-melting of ice when packed in sawdnst ? 

6. Why do men working about smelting-fumaces wear flannel 
clothing P 

7. Account for the slowness with which ice increases in thickness 



8. What explanation would the molecular theory of matter 
suggest for the poor thermal conductivity of fluids ? 

9. Why are many culinary vessels made with copper bottoms ? 

10. Why is it difficult to boil water in a " furred " kettle P 
H. Why is paper so effective in protecting plants from frost? 

200. Convection. — It has already been pointed out 
that a liquid expands on being heated, and hence has its 
density lessened. Why? Therefore, it follows that if 
any portion of a liquid in the lower part of a vessel be 
heated, it will rise in obedience to the principle of 
flotation (167). The same is true in the case of gasea. 
The currents produced in this way are called Convection 
Currents. 

Szp. — Construct out of glass tubing a rectangle about 50 cm. 
long by 15 em. wide. At one corner, by means of rubber con- 
nectors, insert a T-tube, for convenience in fltling, and also as a 
provision for expansion (Fig. 93). Fill the apparatus with water, 
freed from air by boiling, and intioduce a few paper raspings. Now 
hold one corner of the rectangle in a vessel of boiling water. The 
particles of paper will soon begin to move around the rectangle, 
ascending on the under side and descending on the upper. Why ? 
By applying ice to the under side the direction of the flow is re- . 
versed. Why ? 
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Buildings and railway coaches are frequently heated by 
the cireulation of hot water through pijjes. Many of the 
ocean currents are illustrations of convection. 

Bip. — Fill a large glass jar or beaker about three-fourths full of 
cold water, and pour on it carefully some wai'm water colored with 



Fig. 93. 

aniline blue, in sufBcient quantity to form a layer about 2 cm. iu 
tliickness. Hold in tlie colored water a lump of ice ; (his will cool 
the surface layer, and presently streams of colored wa(er will be 
seen descending through the uncolored liquid. Explain. 

Bip. — Heat to redness a piece of sheet iron. Hold above it a 
.set of paper vanes balanced on a bent wire in such a way as to 
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rotate freely. The heated air rises, strikes against these vanes and 
causes them to rotate rapidly. Why ? To make such a set of vanes, 
cat a disk of cardboard about 10 cm. diameter. Make, say, eight 
radial cuts in it, not reaching quile to the centre. By bending the 
material, set each sector obliquely to the plane of the circle. 

By burning touch-paper ' it will be seen by the move- 
ment of the smoke that there is a movement of the air on 
all sides toward the space directly over the heated plate- 

201, Ventilation. —Hxp. — Support in a shallow dish a short 
piece of candle and place over it a lamp-ehimney. Pour enough 
water into the dish to close the lower end of the chimney. The flame 
is soon extinguished. Why? Relight 

the candle, and insert a cardboard parti- , .^ , 

tion in the chimney, as in Fig. 9J. The 
candle will now continue to bum, and if 
we hold a piece of lighted touch-paper 
over the top of the chimney we shall find 
that there is a current of air down one side 
and up the other. 




The office of a chimney is to in- 
crease the supply of oxygen to the 
ilame. The air within it being 
heated by the flame rises, and cold 
air moves in through the bottom to 
restore the equilibrium, becomes 
heated in passing over the fire, and ^'•e- 9**- 

thereby maintains the high tem- 
perature. (Why does increasing the height of the chimney 
increase the draught?) This principle underlies most 
methods of ventilation of rooms. A flue in the wall car- 
ries off the impure air of the room, and air flows into the 
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room to take itji place, passing over heated pipes or a 
heated furnace in so doing. 

Sometimes flues fail to work because they are too wide ; 
in which case the cold air may flow down one side and up 
the other just as if there was a partition in it. They may 
also fail to work because they do not open at the highest 
point of the building, in which case the pressure will be 
reversed and the current in the flue will be downward. 
Why? More frequently the failure is caused by the 
flues being placed in an outside wall, and hence the air 
within it is no warmer than that without ; in which case 
the air will flow down the flue into the room, because the 
air of the room is less dense than that without. Why? 

That the existence of flues opening into a room does 
not ensure ventilation, unless means are adopted to make 
certain the upward movement of the air in such flues, is 
illustrated in the following experiment : 

Bip. — Fit to a wide-mouthed bottle of about 2 1. capacity a cork 
through which pass two glass tubes, each at least 2 cm. diameter 
and SO cm, in length, the upper .ind the lower 
ends of these tubes being at the same level. A 
wire also passes through the cork, canying a 
piece of candle at the lower end. The shape of 
the wire is such that (he candle can be brought 
directly nnder either tube, or can be turned away 
from both of Ihem. First, set the candle in the 
latter position, light it, and insert the cork with its 
tube in the bottle. The flame will soon go out, 
no air entering through either tube, although both 
are open. Secondl}-, blow out the foul gas, 
relight the candle, turn the wire till the flame is 
directly under one of the tubes, and in^rt the 
cork ill the bottle. The candle will continue to 
p. g_ bum brightly. If we apply lighted touch paper 

to the top of these tubes in succession, we shall 
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s a downward current in one and an upward c 



202. Eadiation. — A person standing near a hot stove 
experiences a sensation of warmth. The heat received is 
not communicated by contact, neither is it conducted 
through the air. Why? Physicists are of the opinion 
that the rapidly vibrating molecules of the heated body 
set up in a subtle medium called the ether, which is 
believed to fill all apace, a variety of wave motion. When 
these waves strike our bodies they produce the sensation 
of heat. Heat propagated in this way is, for convenience, 
referred to as Radiant Meat, although it does not pass 
from point to point as heat, but rather as radiant energy 
transformable into heat by absorption. It is in this way 
that heat reaches the earth from the sun. 

203. Laws of Heat Radiation. — Experiments prove 
the following laws : I. Radiation proceeds in straight 
lines. This is illustrated in the use of fire-screens and 
sun-shades. 

II. The amount of radiant energy received hy a body 
varies inversely as the square of the distance from the source. 

III. Radiant energy is reflected from a polished sur- 
face so that the angles of incidence and reflection are equal. 
Archimedes is said to have set fire to the Roman ships 
during the siege of Syracuse in 212 B.C., by concentrating 
on them the heat of the sun by the aid of a large concave 
reflector. 

The power of substances to reflect radiant energy 
8 both on the polish of the surface and the nature of 
the material. Polished brass is the beat reflector, and 
lampblack is the poorest. 



. .■,z<,i:,.,C00glf 



1S8 ELEMENTS OF PHYSICS. 

V. The rate at which the temperature of a cooling body 
falls by radiation is proportional to the excess of its tempera- 
ture over that of the surroundinff medium. This is known 
&s Newton's Law of Cooling, and is- very nearly correct 
where the excess ia under 20° C. 

304. Absorption of Heat. — Bip— In slots, 10 cm. apart, 

cut in a narrow board, suppoi't two pieces of bright tin plate, each 
10 cm. square. Coat the inner face of one of theae squares of tin 
with lampblack. Stick balls of equal size at the centre of each out- 
side face with shoemaker's wax, using as littlo as possible. Hold 
a heated block of iron midway between the two plates. The ball 
will soon fall from the blackened plate, showing that lampblack 
is a ready absorbent of heat. 

By coating one of the plates successively with different 
substances, it will be found that substances differ in their 
power of absorbing heat. Leslie discovered that the beat 
absorbers, as lampblack, ashes, rough surfaces, are bad re- 
flectors ; while good reflectors, as polished metals, are bad 
absorbers. 

206. Selective Absorption. — Bip. — Ml a large flat 
bottle, about 3 cm, thick, with alum-water, place it between the 
sun and the bulb of an air thermometer, and compare with the effect 
obtained when nothing interrenes. Repeat the experiment, using 
in place of the alum-water a solution of iodine in carbon disulphide. . 

A comparison of the results reached will show that 
alum-water cuts off nearly all radiant heat, whereas the 
solution of iodine does not perceptibly affect the intensity. 
Substances which transmit radiant heat are called Diather- 
manous, and those which do not, Athermanous. Rock-salt 
is the most highly diatherinanous substance known. On 
the other hand, alum, sugar, glass, water, and ice are ex- 
tremely athermanous. The diathermanous character of a 
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substance varies witli the nature of the radiant. Such 
substances as alum, water, etc., transmit little or none of 
the radiation fi'om a surface of low temperature, but allow 
considerable to pass when the radiating body is one of 
high temperature. The radiant energy from the sun 
passes readily through the atmosphere to the earth, 
warming its surface ; but that from the earth is stopped 
by the enveloping atmosphere. Likewise, the radiant 
heat from the sun passes readQy through the glass of 
the greenhouse, but that from within is unable to pass 
outward. 



}. The moon has no atmosphere. What effect must thia have on 
the monthly range of temperature on its surface P f i.o. '/''■'• 

2. If Newton's law of cooling be true, calculate the following : 
The temperature of a room ia 60°F., and a thermometer cooling in it 
indicates the readings 180° and 140'-~ at an interval of one minute. 
What will be its reading after another minute? ** '. ^^'''■j 

3. On the top of a high mountain a person is blistered in the sun 
and frozen in the shade. Explain. 

4. la brick or polished tile the best substance for the back of a 
fire-place P 

6. Which will heat the sooner in the sun, a polished or a rough 
piece of brass? Explain. 

6. Large tin cans are employed in carrying milk. It is desirable 
to keep the milk as cool as possible. Would it be wise to paint the 
cans on the outside? 

7. Ought the bottom of a tea-kettle to be polished P 

8. Account for winds. 

9. Why does snow near a tree melt sooner than in the open field P 

10. How are safes made fire-proof P 
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206. EzpELnsion of SolidB.—Bzp.— Fasten a motal rod 
about 30 cm. long to a heavy wooden block. Let the other end of 
the rod reat against a pointer pivoted to a vertical board. The bear- 
ing should be as near the pivot as possible. Place a flame under the 
rod. The moving pointer will indicate that the rod ii 



Sxp — Cut a round hole in a sheet of tin so that a selected metallic 
ball will just pass through it. On heating the ball it will be found ■ 
tliat it is too large for the opening, showing that it has expanded in 
every direction. 

Ezp — Bivet together at intervals of 2.5 cm. n strip of sheet iron 
and one of copper, each about 20 cm. long. Heat the middle of thia 
compound bar in a flame. In a few minutes it will be appreciably 
curved, with the copper on the convex side, because the two metals 
expand unequally. 

Such experiments as these estabhsh the following laws: 

I. Solids expand when heated and contract when cooled. 
Iodide of silver is the only known exception. 

II. The amount of expansion varies with the substance. 
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207. Expansion of Liquids. — Eip. — Select several glass 
tabes of ihe same bore, and each about 15 cm. long. Close one end 
of each by fusion. Fill euch lo the same height with some liquid, as 
water, alcohol, glyceiioe, etc. Hold them In a vessel of hot water. 
The liquids will rise in the tubes, but not to the same level. 

Hence, we conclude that liquids expand, the amount vary- 
ing with the substance. 

208. Expansion of Gases. — Bip — Select two Florence 
flasks of the sarae shape and volume. Fit to each, air tight, a per- 
forated stopper, through which is a bent delivery-tube. Fill one 



Fig. 97, 

flask with air and the other with coal-gas. Insert each flask to the 
same depth in a vessel of hot water. The gases, expanded by 
the heat of the water, escape through the delivery-tubes. Collect the 
escaping gases in graduated test-tubes over water. On removing 
the water-bath, the gases cool and water enters the flasks. A care- 
ful inspection of the test-tubes will show that they contain about 
equal quantities of gas. Hence ; 

I. Seat expands gases and cold contracts them. 
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II. For a given change in temperature, gages suffer a 
greater change of volume than either lipids or solids. 

III. All gases expand at the same rate. 

200. Applications. — Many familiar phenomena are 
explained by expansion. If hot water be poured into a 
thick glass vessel, it will break because of the strain due 
to the sudden expansion of the inner surface. Glass is 
a poor conductor of heat, and hence glass vessels which 
are to be subjected to extremes of temperature must be 
thin, in order that the two surfaces may not differ much 
in temperature and cause unequal expansion. In laying 
the iron rails of a railroad in cold weather, spaces are left 
between the ends to permit of expansion. We have 
already seen that in the thermometer the principle of 
expansion is utilized, or rather the principle of differential 
expansion, for if the mercury and the glass expanded 
alike, the instrument would not Work. Why? The 
metallic thermometer utilizes the unequal expansion of. 
metals ; a compound bar, as it changes its shape with the 
changes of temperature, moves a pointer over a graduated 
scale. Glass and platinum expand very nearly at the 
same rate. For that reason platinum wires can be fused 
into glass vessels and not crack out on cooling. 

210. Coefficient of Expansion. — It has been shown 
that substances when heated expand in every direction. 
This is called Cubical Expansion, in distinction from Linear 
Expansion, or expansion in one direction only. The Go- 
effieient of Linear Expansion of a body is the fraction of 
its length which a body expands when heated from 0° to 
1° C. The Coefficient of Cubical Expansion is the fraction 
of its volume which a body expands when heated from 
0° to 1° C. 
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In the case of solids, it is found that the coeffleient is 
nearly the same at whatever temperature the measure- 
ments are made, increasing, however, slightly as the 
temperature rises. Cubical expansion can best be ob- 
tained by computation from linear expansion. If the 
specimen under consideration have tlie form of a cube, 
then if we represent one side by a, and heat expands it 
to a + i, its volume will have changed from a" to (a -|- by 
or a' + Sa'b + 3aJ' + b'. Since the quantity 5 is very 
small compared to a, it is evident that 3a5' + 5' may be 
omitted without serious eiTor, and the volume will be ex- 
pressed with sufficient accuracy by a' -\- Sa'b, the increase 
being Za*b. Hence, the coefficient of cubical expansion is 

Ba'h 3i Tj , ^ . M «: ■ ^ r I- 

—3- or -—. out — IS the coethcient 01 linear expansion. 

Therefore, the coefficient of cubical expansion is three 
times that of the linear expansion. \^ 

In the case of liquids and gases, it is possible to measure 
only the expansion in volume. Even this offers great 
difficulties, owing to the expansion of the containing ves- 
sel. Investigations relating to the uniformity of expan- 
sion of fluids show that liquids are far from regular, but 
that gases under constaut pressure have a nearly constant 

coefficient of ^Yti or 0.00366. Mercury is quite regular be- 
tween ~S6° and 100° C. but above 100° C. the coefficient 
gradually increases in value. Perhaps the most striking 
departure from regularity is shown by water. In heating 
it from 0° to 4° C. it contracts in volume ; after this point 
any increase of temperature causes it to expand, slightly at 
first, but more and more rapidly as it approaches its boil- 
ing-point. 

211. Expansion on Crystallizing. — Bzp.— Fit tu a small 
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bottle a perforated cork through which passes a gla.ss tube. Fill the 
apparatus half way up lie inserted tube with water, freed from air 
by boiling, and then pack in a mixture of finely broken ice and 
salt. The water-column will slowly fall for a few minutes, and 
then it will begin to rise till water flows out of the top of the tube. 
On examination it will be found thai the water is frozen. 

Those substances which crystallize on cooling as a rule 
expand when their temperature approaches that of the 
solidify in g-point. Crystalline structures occupy more 
space than the same matter in a liquid form. . 

212. Force of Expanaiou and Contraction. —Bzp.— 

Four about one ccm. of water into a small test-tube and close the 
end by fusion. Lay it in an empty sand-bath on the ring of the iron 
Htand. Apply heat and stand at a safe distance. In a few minutes 
there will be a loud report due to the bursting of the tube. 

The force of expansion or of contraction of a substance 
is evidently equal to that necessary to compress or ex- 
pand it to the same extent by mecbauical means, and 
hence can be computed by proceeding in the manner il- 
lustrated in the following example : A bar of malleable 
iron, one square inch in cross-sectional area, if placed un- 
der a tension of one ton, increases in length .0001 of itself. 
The coefficient of linear expansion of iron is .000012204. 
Since .0001 -^ .000012204 = 8 +, a change of temperature 
of about 8° C. will produce the same change in the length 
of the bar as a force of one ton. 

Applications of this great contractile force are numerous. 
In litting tires to wheels, they are cut somewhat smaller in 
diameter than the wheels, then expanded by heat till they 
slip on. On cooling they contract and bind the parts 
firmly together. In riveting together the plates of a 
steam-boiler, the bolts are heated so that on cooling .the 
plates may be forced together and the joints made water- 
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tight. In all heavy metal structures, such as railroad 
bridges, one end at least must have freedom of motion ; 
otherwise, the changes of length during variations of tem- 
perature would result in the deformation of the structure. 



1. Why will heating the neck of a bottle frequently loosen the 
glass stopperp 

2. Why does a dock lone time in summer and gain in winter ? 

3. A rod of zinc measures 1 ft. 3 in. at 0° C. ; what will it measure 
at6°C.P i) £ f 'J 2 ■? ?'. - ■ '■■ ■ -•■ :--, 

4. A cube of copper measures 1 ft. on each edge at 15° C. Find 
its volume at 180° C. C ' • |\ ■ 

•^ 5. Why does temperature affect density P 

6. A pond is just about to freeze ; what will be the temperature 
of the sui'face water? what that at the bottom? 

7. Find the coefficient of expansion of a rod of brass from the 
following dala; at 16" C. it measures 2 ft. long; at 95" C. it 
measures 2.003 ft. . " . , j 

8. At 0" C, the Toiume'of a certain mass of air is 1092 cu. ft. 
What will be the volume at 20° C, and at — 20" C. ? 

9. The coefficient of expansion of brass is .000019. A certain 
distance measured with a brass yardstick is 420 ft. 6 in. The teni- 
perature was 21° C. ; the yardstick was coiTect at 16° C. Find the 
correct distance. ^ ' ■ 

-10. 15 lili-ea of oxygen at 10° C., will have what volume at 

o°c.? , J. ='^YK ~- ^■■^"^///r 

11. Three gallons of gas at 10° 6, shrinlTio' ^i'galloris at what " 
temperature ? 

12. A litre of air at 0" C. and 760 mm. pressure weighs 1.293 
gram. ; what will a litre of air at 16° C. and 763 mm. weigh P 7 _, » l/ 

/ . I ' ■• ■ 7' 

213. Liquefaction. — One of the most familiar effects 

of heat is the change in the state of the aubstance. When 

a body passes from a solid to a liquid condition it is said 

to Melt or Liquefy, and the act of changing is called Lique.- 
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faction. The temperature at which this change occurs is 
the Melting-Point. 

214. Solidifioation. — Nearly all liquids have been 
changed to the solid form by lowering their temperatures, 
that is, they Freeze or Solidify. The temperature at 
which this change occurs is usually the same as the melt- 
ing-point. Some substances, as water and sulphur, if 
undisturbed, can be cooled several degrees below their 
true solidifying-poiut and still remain liquid. On the 
slightest disturbance, however, solidification at once sets 
in and the temperature rises to that of the usual solidifying- 
point. 

315. Laws of Fusion.^ It is found experimentally 
that the fusion of bodies is in accordance with the follow- 
ing laws : 

I. Every substance begins to melt at a certain temperO" 
ture, invariable for each substance, if the pressure be constant. 

II. The temperature of a substance when slowlg melting 
remains constant till all is melted. 

III. Substances which contract on melting have their 
melting-points lowered by pressure, and vice versa. 

216. Disappearance of Heat during Liquefaction. — 
During the process of liquefaction there is no rise of 
temperature, although heat is constantly applied to the 
substance. When this fact was first observed, it was gen- 
erally believed that heat was a kind of matter. This led 
to the introduction of two terms, Sensible Seat and 
Latent Heat, the former denoting that form of heat which 
affects the temperature ; and the latter, that form which 
it was supposed to assume when it no longer affects 
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it. These terms have been retained, notwithstanding the 
falsity of the materialistic theory of heat, and definitions 
in harmony with the kinetic theory have been given them, 
In order that a substance may pass from the solid to the 
liquid state, work must be done against the force of co- 
hesion. To effect this, energy must be expended, and this 
is supplied by the heat which is communicafed to the 
substance. Hence, the energy transferred to the body is 
in part transformed into the potential form, which does not 
increase the kinetic energy of the molecules, and does not 
cause an increase of temperature. Therefore, it appears 
that when heat is applied to a body, part goes to increase 
the molecular kinetic energy, which appears as Sensible 
Seat ; and part goes to increase the molecular potential 
energy, that is, becomes Latent Heat. 

217. DiBappearanoe of Heat during Solution. — Brp. — 
Four a few cubic centimetres of water into a beaker and ascertain its 
temperature. Then add a few crystala of sodium sulphate. Ths 
temperature will fall as they dissolve. 

Just as in melting, the cohesion of the substance has to 
be overcome in effecting the solution, and hence some of 
the kinetic energy is transformed into potential energy, or, 
in other words, heat disappears. It will often happen that 
this absorption of heat is disguised by the heat evolved by 
chemical action between the substances. 

218. Evolution of Heat during Solidification. — When 
a liquid solidifies it must part with the energy necessary 
to maintain its liquid condition against cohesion. This it 
does in the form of sensible heat. The potential heat of 
liquefaction then changes to the kinetic form when solidi- 
fication takes place, the amount of heat now appearing 
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being evidently equal to that which disappears during 
fusion. 

An application of the above principle is seen in protect- 
ing cellars from frost by placing in thera tubs of water. 
The water on freezing gives off heat, which maintains the 
temperature sufficiently high to protect the vegetables. 
The amelioration of the cold of winter and the heat of 
summer by large bodies of water is similarly accounted 
for. 

219. Freezing Mixtures. —Bip- — Mix together one part 
by weight of common salt, and two parts of snow or pounded ice. 
A thermometer placed in the mixture will probably indicate a tem- 
perature as low as — 20° C. 

Bxp — Powder together equal weights of ammoaium chloride 
and potassium nitrate, and dissolve in twiee their weight of water. 
A thermometer in the solution will show a fall of about 20° in tem- 
perature. 

All such freezing mixtures are based on the principle 
that heat is absorbed (rendered latent) in the passage of 
bodies from the solid to the liquid condition. 

220. Vaporization is the act of changing a substance 
into a gaseous condition. If this change takes place 
slowly, without producing any noticeable disturbance in 
the body of the substance, it is called ^Evaporation. If, 
during the act, the body is visibly agitated, it is called 
Ebullition. 

221. Illustrations. — Bxp. — Pour a few drops of ether into a 
beaker and cover it loosely with a plate of glass. Let it stand for a 
few moments, then bring a lighted mateh to the mouth of the vessel. 
A sudden flash will show that the vapor of ether fllleil the vessel. 

Bip — Support on the iron stand a beaker two-thirds full of water. 
Apply heat; in time bubbles of steam will rise from the bottom of 
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the beaker, through the liquid, and burst at the top. The water is 
now "boiling." 

232. Laws of Evaporation. — Experiment sliowa that 

evaporation takes place in accordance with the following 
laws; 

I. The rate of evaporation increases with increase of tem- 
perature. 

II. The rate of evaporation increases with the free surface 
of the liquid. 

III. The rate of evaporation is accelerated by a continual 
change of the air in contact with the liquid. 

IV. The rate of evaporation is accelerated hy diminution 
of pressure. 

223. Explanations and ApplicatiOQB. — That a large 
surface should be favorable to evaporation is easily ac- 
counted for by the fact that a great number of points is 
afforded for the formation of vapor. The principle is 
utilized in the manufacture of salt by having large shallow 
pans for the brine, or by having the brine trickle over large 
bundles of twigs. 

The effect on the rate of evaporation due to changing 
the air next to a liquid has a most familiar illustration in 
the action of wind in drying the roads after a rain, and in 
dryingwet articles wheil hungup. Were the surrounding 
air at rest, it would soon become saturated with moisture, 
and the molecules in their erratic movements would return 
in as great numbers to the body from which they came as 
those escaping from it, thus neutralizing any loss from 
evaporation. This is prevented when the air is in motion. 

In order that syrups may be Concentrated at a low tem- 
perature to avoid burning, the operation is carried on in 
large covered pans from which the air and the vapor are 
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exhausted by air-pumps. The space above the liquid does 

not become so crowded with molecules as to impede the 
movements of the molecules leaving the surface of the 
liquid. 

324. Laws of Ebullition. — Experiment reveals the 
following laws regarding the boiling-point of a liquid : 

I. Each liquid hag its own boiling-poijit, which i» in- 
variable for that substance under the same conditions. 

II. The boiling-point is dependent upon the character of 
the surface of the containing vessel. 

III. The boiling-point is raised by salts and lowered hy 
gases dissolved in the liquid. 

IV. The boiling-point increases with the pressure. 



225. Franklin's Experiment. 




— Fit to a Florence flask a 
delivery-tube as shown in 
Fig. 98. The bore of the 
tube should be smnll, and 
the cork should fit air- 
tight. Fill the flask about 
one-third full of water and 
bring it to the boiling- 
point. Aftef the boiling 
has continued for a few 
minutes, remove the lamp, 
and let the delivery-tube 
dip into a small dish of 
water. As the water in 
the flask L'ools, that in the 
beaker will rise ia the tube. 
Why? Ia a few minutes 
it will begin to flow over 
into the flask, and a violent 
boiling of the water In the 
flask will take place. 
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The introduction of the cold water condenses the vapor 
above the water in the flask and lowers the pressure, with 
the result that the water boils vigorously, though its tem- 
perature is eousiderably below that of the true boiling- 
point. 

226. Measurement of Heights by the Boiliner-Point.'— 

Since atmospheric pressure decreases with the elevation, 
it is evident that the boiling-point of a liquid must 
also decrease. Hence, the boiling-point of water may be 
used as an indicator of the height of a place above the 
level of the sea. A close approximation to the altitude of 
a place is obtained by allowing 295 meti'es for each degree 
C, or 538 ft. for each degree F., that the observed boiling- 
point of water is below the boiling-point at sea level. 
Thus, at Quito, the highest city in the world, where the 
average boiling-point of water ia 90.1° C, the height above 
sea level would be 295 X 9-9 = 2921.5 metres, a quantity 
greater than the true height by 34.4 metres. 

227. Disappearance of Heat during Evaporation.— 

If a thermometer be suspended in the vapor above a 
boiling liquid, its reading is constant so long as the 
pressure remains unchanged, although large quantities of 
heat are continually imparted to the substance. The large 
amount of heat rendered latent ia accounted for by the 
work done in separating the molecules bej'ond the range 
of cohesion, and overcoming the pressure of the air and 
vapor above the liquid. 

228. Cold by Bvaporation. — Bip. — Pour a few drops of 
ether on the bulb of an air thermometer. A rapid fall of tempera- 
ture will result. 

In the vaporization of the ether work is done, some of 
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the kinetic energy of the air in the bulb is transformed into 
potential energy, that is, part of its heat is used to vaporize 
the ether, thereby lowering its temperature. Many appli- 
cations are made of the principle that evaporation is 
attended by a lowering of temperature. The rapid evap- 
oration of liquid ammonia is utilized in the artificial pro- 
duction of ice. Sprinkling the floor of a room cools the 
air, because of the heat rendered latent by the evapora- 
tion of the water. Professor Dewar has recently liquefied 
oxygen on a large scale by means of a very low temper- 
ature, obtained by the successive evaporation of liquid 
sulphur, dioxide and ethylene. 

229. Heat by CondenBatioii. — When a vapor is lique- 
fied all the heat that disappeared during vaporization is 
again generated or rendered aensible. Application is made 
of this in steam-heating, 

230. Distillation is an application of the principles of 
evaporation and condensation. Fractional distillation con- 
sists in the sep- 
aration of two 
or more liquids 
of different 
boiling - points 
from one an- 
other. The 
apparatus used 
for vaporizing' 
the liquids is 
called the 
SHU; and that 

Fif. 99. for liquefying, 
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the Condenser. In practice, the condenser frequently con- 
sists of a coiled tube, called the Worm, surrounded by water. 
The following experiment illustrates the process aa carried 
on in laboratories : 

A mixture of alcohol and water is placed in the flask F (Fig. 99). 
The delivery-tube passes through a large tube J, which is supplied 
with cold water, as shown in the figure. By keeping the flask at a 
temperature intermediate between the boiling-points of water and 
alcohol, the vapor which escnpes will be largely that of alcohol. 
This will be condensed by the cold water surrounding the delivery- 
tube and collected in tbe flask S. 



1. How can pure water be obtained from sea wat«r ? 

2. How can water be heated above the oi^dinary boiling-point P 

3. How high is a mountain where water boils at 85°C, ? 

4. Mt. Washington ia 6,288 feet above the aea-level; at what 
temperature will water boil on its top? 

6. Hang a thermometer under the receiver of an air-pump, ex- 
haust the air, and account for the falling temperature. 

6. Why will a thermometer with moist bulb register lower in the 
wind than when protected ? 

7. Pour water at the temperature of the room into an unglazed 
eaithen vessel. Insert a thermometer. Account for the lowering of 
the temperature. 

8. Aecount for the low lemperature on the tops of mountains. 

9. Why is an iceberg frequently enveloped in a fog ? 



VI. CALORIMETRY. 
231. Terms used. — The quantity of heat necessary to 
raise the temperature of unit mass of water is called the 
Thermal Unit. If a gramme is the unit of mass, the 
thermal unit is called a Calorie. Any unit of mass may 
be taken as a standard in fixing the magnitude of the 
thermal unit, provided this ixnit of mass is not changed 
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throughout any problem. The Thermal Capacity of a sub- 
stance is the number of thermal units necessary to raise its 
temperature 1° C. The Specific Heat of a substance is the 
thermal capacity of unit mass of the substance. For ex- 
ample, the specific heat of mercury is 0.0335, meaning that 
the heat which will raise the temperature of unit mass of 
water 0".0335 C. or 0.0335 of unit mass 1'' 0. will i-aise the 
temperature of unit mass of mercury 1" C, (How many 
times greater is the thermal capacity of a gramme of water 
than that of a gramme of mercury ?) 

932. Thermal Capacity of "Water. — Eip. — Select two 

thin gkiSS beakei-s of about one litre capacity each. Four into enuh 
401) giiimmes of 'water, one at the temperature of the room and the 
other at about 60° C. Now pour the Jiotter of the two into the colder. 
The temperiitare of the mixture will be about the aritlimetical mean 
of the temperatures of the two vessels before mixing. For example, 
if the temperatures were 20° and 60° respectively before mixing, 
that of the mixture will be about 40°, the small discrepancy being 
due to radiation and absorption by the vessel. 

Hence, we see that the heat which raises a quantity 
of water from 40° to 60" is sufficient to raise an equal 
quantity from 20° to 40° ; or the quantity of heat which 
will I'aise a quantity of water 20° at one part of the ther- 
roometric scale will raise an equal amount 20" at another 
part of the scale, a result which would not be reached, if 
the thermal capacity of water were not approximately the 
same at all temperatureB. 

233. Determination of Specific Heat. — Eip, — Make a 

loose coil of sheet lead, weigh it, and suspend it by a thread for 
sevei'al minutes in boiling water. Take the temperature of the 
water and you will have that of the lead. Weigh out in a beaker a 
<juantity of water sufllicicnt to cover the lusul and bring it to the 
temperature of the room. Now transfer to it the eoil of lead from 
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the boiling water, stir the water gently with a thermometer and re- 
cord the temperature as soon as it ceases to rise. The number of 
thermal units gained by the water (which is the number lost by the 
lead) will be the product <if the mass of the water by the gain in 
temperature. This divided by the lead's loss of temperature will be 
the thermal capacity of the lead, and this by the mass of the lead will 
be its specyfc keat. Why? 

The above method of finding the specific heat of a sub- 
stance is known as the Method of Mixture. To obtain 
accurate results the data obtained must be corrected for 
radiation and absorption by the vessel. 

234. One Cause why SubBtances differ in Specific 
Heat. — When heat is applied to a body, part goes toward 
raising its temperature, and part is consumed in doing 
internal and external work, or in doing work against co- 
hesion and outside pressure in giving new positions to 
the molecules. Since in different substances the force of 
cohesion differs considerably, we should expect to find 
that varying araoimts of heat-energy are spent in doing 
work against it. This becomes latent, and consequently 
not the same quantity remains in each substance to pro- 
duce changes in temperature. 

235, The Latent Heat of Fusion is the number of 

thermal units of heat required to melt unit mass of the 
substance without raising its temperature. The following 
experiment shows how it may be obtained for water : 

Pour into a beaker 600 grammes of water at a temperature of 
60° C. Add to it, in small pieces, 200 grammes of ice. Take the 
temperature of the water as soon as the ice is melted. Suppose it 
is 20°, The number of calories of heat consumed will be 500 times 
the fall of temperature, that is, 500 X 40 = 20000. But 200 grammes 
of ice-water were raised from 0° to 20°. Hence, 200 X 20 = 4000 
calories were expended in heating the ice-water up to 20"; while 
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20000— 4000 = 16000 calories were required to melt 200 g. of ice. 
Theretbre, 16000 -r- 200 ^= 80 calories is the amount of heat required 
to melt one gramme of ice. 

When corrections for radiation and absorption are made 
it is found that the heat of fluidity of water is 79.25. 

236. The Latent Heat of Vaporization is the number 
of thermal units required to change unit mass of the sub- 
stance at its boiling-point into vapor at the same tempera- 
ture. It may be found for water as follows : 

Set up an apparatus like that aliown id Fig. 100. Boil water in the 
flask and convey Ute steam into a beaker containing a known quan- 
tity of water. The increase 
in the weight of the water 
gifes the amount of steam 
condensed, and the in<Tease 
of temperature gives the 
amount of heat given off. The 
*■ trap " in the delivei-y-tuhe 
catches the water that con- 
denses before reaching the 
beaker Suppose that the 
expenment furnishes tlie fol- 
lowing data : Amount of 
water in the beaker 400 g. at 
the beginning, 414 g. at the 
end Tempei-ature at the be- 
giinmg''0°C., at the end 40° 
C Observed boiling. point 
_ 19° C Then, there were 

14 g. of steam introduced, 
which first condensed to water 
at 99°C., and afterwards fell 99° — 40°^59°. 400 g. of water 
increased 20°, for which 400 X 20=8000 calories were required. 
14 X 59 =826 calories eame from the condensed wat«r in cooling from 
99° to 40°, Hence, 8000 — 826 = 7174 calories came from the steam 
in condensing to water at 99°; 7174 -»- 14 = .'jl2.4, the number of 
calories given out fay one gramme of steam in condensing. 
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When corrections for absorption and radiation are 
made it is found that the latent heat of steam is 535.9. 



1. Equal masses of boiling water aad of mercury at — 5° C. are 
mixed togethei' with a resulting temperature of 96°. 65 C, Find the 
specific heat of mercury, .a i z^ 

2. How much ice at 0° C. will be melted by 500 grammes of boil- 
ing water ? t ^ ' ' ? 

V- 3. How much ice must be dissolved in a litre of water at 20° C. 

in order to reduce its temperature to .^° C. ? l 7 i ■ 4 
' V 4. Find the result of mixing 2 lbs. of ice at 0° C. with 3 lbs. of 

water at 46° C. " 

5. 30 g, of iron nails at 100° C. are dropped into 60 g. of water at 
13°. 2 C, and the final temperature is 18°. 6 C. What is the specific 
heat of the nails P 

6. How much heat is required Ic raise 150 g. of copper (sp. ht.= 
0.095) from 10° to 150° C. ? 

7. 120 g. of ice melted in 300 g. of water at 50° C. reduced the 
temperatui'e of the water to 13° C. Compute the latent heat of 
fusion of water. 

i/%. lOg. of steam at 100" C. condensed in one kilogramme of water 
at 0° C. raised the temperature to 6°. 3 C. Calculate the latent heat 
of steam. ^ . . 

V 9. How much steam at 100° 0. is required to raise 150 g. of water 
from 0° to 100° C. ? i "1 

V 10. How much heat would it require to vaporize 260 g. of ice at 
0°C.? 

Vn. HEAT AND WORE. 
237. Relation between Heat and Work, — By a series 
of experiments carried on by Dr. Joule, of Manchester, be- 
tween 1843 and 1849, the following important proposition 



The disappearance of a definite amount of mechanical 
energy is attended by the production of a definite amount of 
heat. 
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The number of units of work necessary to produce one 
unit of heat is known as the Mechanical Equivalent of Heat. 
One method pui-sued by Dr. Joule in finding its value 
was that of measuring the heat produced in a ves- 
sel of water by agitating it with a set of paddles driven by 
a known weight falling through a known height. His 
conclusion was that the quantity of heat which will raise one 
pound of water through 1° F. was equivaletit to 112 foot- 
pounds of work or IZQO foot-pounds for 1° 0. If we employ 
metric units, the quantity 
of heat which will raise 
one kilogramme of water 
through 1" C. is equivalent 
to 424 kilogram me -metres 
of work. Recent ex^ieri- 
ments by Prof, Rowland 
show that 778 and 427 re- 
spectively are the more 
probable values. 

238. The Steam -Bn- 
eine is a device for trans- 
forming the energy stored 
in Mteam into mechanical 
motion. In the more com- 
mon of its many modern 
forms it consists of a strong 
cylinder in which a piston 
— is made to move to and fro 

by applying the pressure of 
steam to its two faces alternately. 

In Fig. 101 is shown an engine divested of many of the 
more complicated accessories designed to improve its effi- 
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cieney. The cylinder in represented in section. The pis- 
ton M moves to and fro in the cylinder D by virtue of 
the pressure of the steam supplied by the boiler through 
the tube F. In the Steam-Ckett E works the Slide- 
Valve R which admits the steam alternately to the ends 
of the cylinder through N and 0. When the valve is 
situated aa shown, the steam passes into the upper end 
of the cylinder and drives the piston down. At the 



same time the other end is connected with an exhaust-pipe 
shown at P, through which tlie steam either escapes into 
the air, as in High Pre»»ure or Non- Condensing engines, 
or into a large chamber, as in Low-Pressure or Con- 
den»ing engines, where it is condensed to water, thereby 
reducing the pressure on that face of tlie piston. The 
slide-valve is moved by the rod H, connected to an Sei-en- 
trie C, a wheel pivoted a little to one side of its centre, on 
the horizontal shaft K. This shaft receives its motion 
from the piston by means of the jointed rod A, and the 
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Crank T. The Fly-Wheel L serves the double office o£ 
belt-pulley and reservoir of energy. It is made with a 
heavy rim in order that when the piston is at the end of 
the cylinder, and the direction of motion must change, the 
energy stored up may be sufficient to carry the shaft be- 
yond these Dead Points where the piBtou can again turn 
the shaft. It alao serves to give uniformity of motion to 
the shaft, which would otherwise vary on account of the 
effective part of the force exerted on the crank not being 
constant, being considerable when the crank is at right 
angles to the connecting-iod, and diminishing to nothing 
when parallel to it. 

In order that the piston-rod may always move in a 
straight hne, and the piston maintain a steam-tight fit in 
the cylinder, the former is attached to a transverse bar, or 
cross-head A, which slides on two guide-bars B, B, (irmly 
bolted to the framework of the engine, and adjusted accu- 
rately parallel to each other and to the piston-rod. In 
many large engines (Fig. 102) the cylinder is given a hori- 
zontal position. 
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MAGNETISM AND ELECTBICITT. 



I. MAGHETS. — POLARITY. — INDUCTIOH. 

230. Natural Magnets. — There is found, widely dis- 
tributed in nature, an iron ore, consisting of iron and 
oxygen, which sometimes possesses the property of attract- 
ing iron. This substance was probably first obtained near 
Magnesia, in Asia Minor, and hence the name Magnet is 
applied to it. 

Exp. — Dip a piece of natural magnet 
to iron filings or small iron tacks. On 
1^;; withdrawing it, quite a large quantity will 
adliere in tufta to opposite parts of the 
Kie- 103. magnet (Fig. 103). 

Bxp — Make a stirrup out of wire, place in 
it the [Hece of natural magnet, and suspend it 
by an untwisted thread (Fig. 104) away from 
masses of iron. Carefully exclude all air- 
currents and allow the magnet to eome to 
vest. Note the position, then disturb it slightly, 
and again let it <!ome to rest. It will be found 
that it invariably returns to the same position, 
the line connecting the two parts to wbich the filings adhered in the 
preceding experiment lying north and south. 

This property of the stone was early turned to account 
in navigation, and secured for it the name of Lode- 
stone (teading-stone). 




Fig. 104. 
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240. Artificial Magnets. —Exp- — Stroke a large darning- 
needle from end to end, and always in one way, with one of the 
ends of the lodestone. Dip it into iron filings and they will cling in 
tufta to it as they did to tiie lodestone. The needle has become a 
magnet. 

Exp. — Use the needle of the last experiment to stroke another 
needle. This secoiid needle also ncqnires magoetic properties, and 
the first one has apparently suffered no loss. 

Artifinal Magnets are those made from steel by the 
application of a lodestoiie or 
^fes:=J : £ , :„ , ,Z:7 . ^ g^;;^ -]^ some other kind of magnetiz- 
ing force. The process of 
making such a magnet is called 
Magnetization. The success 
of tlte operation depends 
largely on the quality and 
temper of the steel, the shape 
of the piece, and the mode of applying the magnetizing 
force. The principal forms of artificial magnets are the 
Bar and the Horseshoe (Fig. 105), so called from their 



ng.106. 



241. Polarity, — Bxp. — Roll a bar nis^net in iron filings. 
They wOl cling, in somewhat irregular tufts, near the ends, and but 
few, if any, near the 
middle (Fig. 106). , ,Jg faj|Mtt.i, ._^ _^ 

The experiment ^i^ g gg- ';a^__ ^ 

indicates that the ^ 

Frg. 106. 

attractive power of 

the magnet is concentrated in two opposite parts. These 

are called its Poles. The line joining these poles is the 

Magnetic Axis, and the line at right angles to the axis, 

marking the place of no atti-action, is the Mquator of the 

magnet. 
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242. Poles Distingnished. — Exp. —Lay a darning-needle 

on a piece of t-ork, floating in a glass vessel of water; noie its 
position after it comes to rest (Fig. 107). Repeat llie opei-atiou 
several times ; it will gener- 
ally be found that there is 
no uniformity in the direction 
it assumes when at I'est. Now 
stroke the needle from end to 
end with one ptile of a magnet g 
and repeat the tests. It will ~- 
then be seen that the needle 
always conies to rest lying 
nearly in a north and south 
line with the same end toward Fig. 107. 

the north. 

This fact has suggested that the name North-Seeking 
Pole be given to that pole of a magnet which tends to 
turn toward the north, and South-Seeking Pole to the 
opposite one. 

243. Conseqaent Poles, — Eip. — Draw the temper of a 
knitting-needle slightly at two or three points. After stroking it 
with a strong magnet, roll it in iron filings. They will adhere in 
tufts along the needle as well as at lie ends, showing the existence 
of several poles. 

It has been found impossible to make a magnet with 
but one pole, two poles being the least number possible. 
Sometimes, however, through the lack of uniformity in 
the steel, or through defects in the method of magnetiza- 
tion, other intermediate poles are formed, called Conge- 
quent Poles. 

244. Action between Magnets. — Bip. — Suspend in 
succession, after the manner shown in Fig. 104, two similar bar 
magnets and deterniine which are their N-seeking poles. Now 
leaving one of them suspended, bring successively to iis N-seeking 
pole the poles of the other magnet. In like manner, present them 
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to the S-seeking pole. The reaulta obtained are conveniently 
expressed in the following law ; 

Like poles repel each other, and unlike poles attract. 

246. Compound Magnet, — Exp. — Dip one pole of a bar 
magnet into a dish of small iron taeks and obsei've the quantity ad- 
hering on withdrawing it. Now slide the opposite pole of a second 
bar magnet over it, when most or all of the taeks will fall off, 
showing that the second magnet has nearly or wholly neutralized the 
attractive power of the first one. Repeat the experiment with the 
two magnets placed side by side, like poles adjacent. The numl 
of tacks lifted will be considerably greater. 

Two or more magueta so grouped as to make their like 
poles coincident form a Compound Magnet. 

246. A Magnetic Substance is one which is attracted 
by A magnet or is capable of being magnetized. Faraday 
proved that almost all substances ate influenced by 
powerful magnets. Ordinary magnets, however, affect 
noticeably but few substances besides the compounds of 
iron. Cobalt, nickel, and liquid oxygen are about the only 
ones worthy of mention. Steel is said to lose its magnetic 
qualities when alloyed with 20 per cent, of manganese. 
Some substances, like bismuth and antimony, are slightly 
repelled by strong magnets, and are called Diamagnetic. 

247, Magnetic Transparency. — Bip, — Cover the pole of 
a strong bar magnet with a thin plate of glass. Bring the face of 
the plate opposite the pole in contact with a pile of iron tacks. A 
number will be found to adhere, showing that the attraction takes 
place tlirough glass. In like manner, try thin plates of mica, wood, 
paper, zinc, copper, and iron. No perceptible difference will be 
seen except in the case of the iron, where the number of tacks lifted 
will be considerably less. 

Magnetic force acts tlirough all substances, except 
those which are classed as Magnetic. Soft iron serves as a 



^laiiizodbvGoogle 



MAGNETISM AND ELECTBICITY. 



165 



screen to magnetism, more or less completely, depending 
on the mass used and the power of the magnet. Watches 
are now protected from magnetism by using an inside case 
of soft iron. 



248. Induoed Magnetiem. — Bip. — Hokl one end of a 
short r<Ht of soft iron near one pole of a strong bar magnet, and while 
in this position dip the other end into ii'on filings. They adhere to it 
us to a magnet, hut fall off on removing the magnet. 

Magnetism produced in magnetic substances by the 
influence of a magnet is said to be Induced. 

249. Polarity of the Iron Bar. — Bip- — Support a strong 
horseshoe magnet in a vortical plane, with ils yolee 
uppermost, and the line joining them horizontal 
(Fig. 108). Suspend by a thread a short rod of 
soil iron so iJiat it hangs horizontally above and 
near the poles of the magnet. Now bring near one 
end- of this ixid a bar magnet so that its pole is 
opposite in name to that of the yeitical magnet 
The repulsion of the rod indicates that its polaritj 
is the same as that of the 
bar magnet, and hence the 
reverse of that of the horse 
shoe magnet. 



Hence, it appears that 
when a magnet is 
brought near a piece of iron it magnetizes 
it, and that the attraction exhibited is that 
between unlike poles. The inductive action 
can take place through a series of iron rods, 
a phenomenon seen in the atti'action of a 
bunch of filings or tacks. 

250. Inductive Action of Magnets on Magnets. ~ 
Exp. — Support a bar magnet in a horizontal position and hold up to 
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one pole a quantity of iron ta^-)cs, noting how many adhere. Place 
a. second magnet beneath this one, so that opposite poles are adjacent 
and about six or seven centimetres apart. Again teat the upper 
magnet with the tacks. Its power will be greatly increased. Now 
reverse the position of the lower magnet, placing like poles atyaoent ; 
the power will be lessened. 

In the first case, the S-seeking pole of the eecond 
magnet induced a stronger N-seeking pole in first one, 
as shown by the increased number of tacks lifted. In the 
second case, the effect was the reverse. 



n. NATURE OF MAGNETISM. ^ 

251. Maffnetism a Molecular Phenomenon. — Exp. — 
Magnetize a darning- needle, then heat it red hot and lest it for 
magnetism. It will be found to have lost the power of attracting 

Szp. — Magnetize a knitting-needle and And by averaging several 
trials how many tacks can be lifted by it. Now hold one end firmly 
against the edge of the table and, by plucking the free end, cause 
the needle to vibrate vigorously for a few seconds. On tesHiig the 
power of the magnet to pick up tacks it will be found considerably 
lessened. 

Bzp. — TaJie a piece of iron wire, about 30 cm. long and 1.5 mm. 

diameter, and carefully anneal it. Bend it to the form shown in 

Fig. 109. Stroke it carefully 

r ii im -|in rn several times with a strong 
j| magnet. It will be a magnet. 
Rg.l09. " (How shown?) Now hold it 

by the tumed-up ends : 



give the wiie a sudden twist. On retesting it nearly all magnetism 
will be gone. 

In each of the preceding experiments the molecular 
arrangement has been disturbed ; and it is interesting to 
note that in each the magnetism also has been disturbed. 
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The conclusion is that, whatever Hjagnetistn is eventually 
proved to be, it will in some way be connected with the 
molecular arrangement of the substance. 

262. Further Bvidence. — Esp. — Magnetize a knitting- 
needle; notice tiiat it has two poles, one at eauh end, the tientre 
being neutral. Break it at the neutral point; the pieces will be 
found to have two poles, two new ones having been formed at tho 
point that was formerly neutral. If these pieces be in turn broken, 
their pails will be magnets similar in character to the original. 

There seems to be no limit to the extent to which this 
process may be carried, indicating that possibly if carried 
as far as the molecules, they may prove to be magnets. 

E!ip. — Fill a slender glass tube nearly full of steel filings, closing 
the ends with oork. Stroke the tube from end to end with a strong 
magnet; it acquires magnetic properties. Shake up the filings 
thoroughly ; all polarity is lost. 

An examination of each steel particle will show that it 
is a magnet. The loss of polarity is evidently due to the 
neutralization of the actions of many little magnets 
through their indiscriminate arrangement. The polarity 
would undoubtedly be restored if the particles could be 
restored to their original positions. The experiment 
strongly supports the theory that each particle of a mag- 
netic substance is a magnet. 

It is worthy of notice that magnetization is facilitated 
by jarring the substance, or by heating it and then cooling 
it while under the magnetizing influence- 

253. Coercive Force. — Eip. — Prepare three bars of the 
same size, one each of soft iron, soft steel, and harf steel. Succes- 
sively dip one end of eath into iron filings, and bring a strong magnet 
in contact with the other end. On withdrawal the greatest quantity 
of filings will adhere to the soft iron and the least to the hard steel. 
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The difference exhibited by these substances is due to 
what is called the Coercive Force, or the ability to retain 
maguetism. 

354. The Phyaioal Theory of MagnetiBm. — The fore- 
going experiments have suggested the following theory of 
maguetism : 



Each molecule of the magnetic substance is a magnet. 
In an unmagnetized bar the arrangement is such that ex- 
ternally the polarity of the different molecules is neutral- 
ized. These molecules resist displacement from their 
normal positions. A rearrangement is, however, more 
or less completely accomplished when the substance is 
brought under the influence of a magnet. When all the 
molecules have their like poles pointing the same way the 
bar is magnetized to saturation. 
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m. THE MAGNETIC FIELD. 

255. A Magnetic Field is the space surrounding a mag- 
net within which magnetic substances are influenced. 
Faraday's method of studying the distribution of magnetism 
in such a field is illustrated in the following experiment : 

Place a sheet of paper Or glass over the magnet and then sift iron 
filings evenly over it from a muslin bag, tapping the paper gently to 
faeilitate the movement of the filings. Thej arrange themselves in 



curved lines, diverging from one pole of the magnet and meeting 
again at the opposite pole. 

These lines are called Lines of Force, or Lines of Mag- 
netic Induction. Each particle of iron on falling on the 
paper becomes a magnet through induction ; hence the 
lines mapped out by the filings are the lines along which 
magnetic induction takes place. Fig. 110 shows the lines 
of force in one of the planes which passes through the 
magnet. They are to be considered as extending outward 
from the N-seeking pole of the magnet, curving round 
through the air to the S-seeking pole, and completing the 
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circuit back through the magnet. Fig. Ill shows the 
field between the unlike poles of two magnets when near 
each other; Fig, 112 between the poles of a horseshoe 



magnet ; and Fig. 113 between the like poles of two bar 
magnets. In the last case the lines curve away from 
one another as if repelled. Lines of magnetic force are 



always to be regarded as possessing elasticity or resiliency, 
and to be under tension. They map out the lines of mag- 
netic strain in the ether of a magnetic field. When for 
any reason these lines are distorted, their resiliency always 
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causes them to tend to recover from the distortion or to 
react against it. Hence it is easy to see that Fig. Ill is a 
picture of the attraction exhibited by poles of unlike sign, 
while Fig, 113 is one of repulsion between poles of the 
same sign. 

266. Direction of Lines of Force. — The direction 
of a line of force at any point is that of the rectilinear 

tangent to the curve at that point ; it is the same as 
that toward which a free N-seeking pole is ui^ed. If a 
magnetic needle, free to move about a vertical axis, is 
brought near the N-seeking pole of a magnet, as has been 
shown, its N-seeking pole is repelled. Hence, if an ob- 
server stands with his back to the N-seeking pole of a 
magnet, he is looking in the direction of the lines of force 
^hich pass out from that pole. 

(Queries : Wliat is the direction of the lines of force opposite the 
middle of a bar magnet f What is the direction of the lines of force 
between the poles of a horseshoe magnet P) 

257. Permeability. — Experiment shows that if a piece 
of iron is placed in a magnetic field, the lines of force are 
concentrated by it. This property possessed by iron of 
increasing the number of lines of force when placed in a 
magnetic field is known by the term Permeability. Iron 
offers superior facilities for the formation of lines of force, 
and this fact explains the action of magnetic screens (247). 
In the case of the watch shield, the lines of force pass 
through the iron and not across it, and the watch is thus 
protected from magnetism because the lines of force do 
not enter it. 
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IV. TERRESTRIAL HAONETISH. 
258. The Earth a Magnet. — Bi»- - Place a long bar mag- 
net on the table and suspend over it a magnetic needle mounted so 
as to turn readily about a horizontal axis. When over the N-seeking 
pole, the needle will be vertical, with its S-seeking pole down ; when 
over the middle, it is horizontal ; and when over the S-seeking pole, 
the needle is again vertical, but reversed in position. 

In like manner the earth acts toward such a needle when 
moved over its surface from pole to pole. At a point in 
Boothia Felix, west of Baffin's Bay, the needle is nearly 
vertical, with its N-seeking pole down ; at points succes- 
sively farther south, it departs from a vertical, becoming 
horizontal near the earth's equator, and again gradually 
inclining toward the vertical, with its S-seeking pole down 
as it iiears the south magnetic pole of the earth. If a bar 
magnet, about half the length of the earth's diameter, were 
thrust through the earth's centre, making an angle of about 
20° with its axis, it would account for many of the phe- 
nomena of terrestrial magnetism. 

259. Earth's Induction. — Em. — Procure a thoroughly 

annealed iron bar 75 cm. long, showing little or no polarity when 
tested with a magnetic needle while the bar is supported horizontally 
in an east-and-west line. Hold this bar in a meridian plane, but witli 
its nortli end dipping down some 70° below the horizontal. Tap the 
bar with a hammer and then teat for polarity. The lower end will 
be founil strongly N-seeking, and the upper end S-seeking. If the 
bar is turned end for end, and again tapped with a hammer, the 
lower end again becomes N-seeking. 

The experiment illustrates the inductive action of the 
earth. If we examine any iron object which has remained 
undisturbed for some time, as the stove or the supporting 
columns of a building, we shall find that they are polarized 
similarly to the bar of the above experiment. The induc- 
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tive action of the earth undoubtedly accounts for the 
existence of natural magnets. 

260. Magnetic Dip. -^ Exp. — Ttrust through a cork an 
unraagnetizod kuitting- needle, and at right angles to this two short 
pieces (Fig. 114). Support tlie 

apparatus on the edges of 
glass tumblers, with the asi 
an east-and-west line, and the 
needle adjusted so as to rest 
horizontally. Now magnetize 
the needle, being careful not to 
displace the cork. It will no 
longer assume a horizontal posi- 
tion, the N-seeking pole dipping 
down as if it had become heavier. 

The angle made by this needle with the horizontal plane 
is called the Inclination or Dip of the needle. A magnetic 
needle mounted so as to move 
freely in a vertical plane, and 
provided with a graduated arc 
for measuring the inclination is 
called a Dipping Needle (Fig. 
115). 

The magnetic poles of the 
earth are points where the dip 
is 90" ; the dip at the magnetic 
equator is 0°. Lines on the 
earth's surface, passing through 
points of equal dip, are called 
Isodinic Lines ; they are irregu- 
lar in character, though resembling in some measure the 
parallels of latitude. 

261. Declination. — The magnetic poles do not agree 
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with the terrestrial poles, and consequently in most 
places the direction of the magnetic needle will not be 
that of the meridian of the place. The direction of 
the magnetic needle at any place is that of the magnetic 
meridian of that place. The DecliTiatian of the needle 
is the angle between the magnetic and the geographical 
meridian. 

263. The Line of no Declination passes through 
those places where the needle points true north. Such 
a line runs from the north magnetic pole (lat. 70° 5' N. 
and long. 96" 46' W.) across Hudson Bay and Lake Erie, 
enters Ohio near Cleveland, passes down across Virginia 
and North Carolina, and leaves the mainland near Cape. 
Lookout, on its way to the south magnetic pole. The 
returning line through the eastern hemisphere is quite 
iiTegular in direction. At places east of this line the 
needle points west of north, and west of the line it points 
east of north. Lines passing through points of equal dec- 
lination are called Isotonic Lineg. 

V. STATIC ELECTRICITY. 
263. Electrical Attraction. — Erp. — Cut a. number of 
smal! balls out of the pith of common elder. Place tliem in a pile 
on the table and touch them with a rod of sealing-wax. Notice that 
the rod does not affect the balls in the leasl. Now rub the rod with 
dry ilannel and again bring it up to the pile of balls. They will be 
alternately attracted and repelled. 

Rods of glass, shellac, sulphur, very dry wood, ebonite, 
etc., may be substituted for the sealing-wax, and a collec- 
tion of any light objects for the pith-balls. 

Bodies which exhibit the power of attracting light 
bodies after being rubbed are said to be Electrified. Eleo- 
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trification may be brought about in a variety of ways, i 
will appear in the course of this chapter. 



E«). — Prepare ft glass ti 
. long. Kemove all sharp c 



264. Attraction Mutual. - 

of ftbout 2 cm. diameter and 40 ci 
ners by fusion in the flame of a 
blow-pipe. Electrify the tube by 
friction with a piece of silk, and 
hold it near the end of a long 
wooden rod resting in a wire 
stirrup suspended by a silk 
thread (Fig. 116). The sus- 
pended rod is attracted. Now, 
replace the rod by the electrified 
tube. On holding the rod near 
the rubbed end of the glass tube, 
the latter movea as if attracted 
by Ihe former. 

The experiment teaches 
that eacli body attracts the ^«- "*■ 

other ; that is, that the action i» mutual. 



365. Electrical Bepulaion. — B^qi. — Suspend several pith- 
balla by fine linen threads from a glass rod, and touch Ihem with 
an electrified glass tube (Fig. 117). 
At first they are attracted, but soon fly 
away from the tube and from one an- 
other. On removing the tube the balls 
no longer hang side by side, but keep 
apart for some little time. If we bring 
the hand near the balls they will move 
towai'd it as if attracted, showing that 
the balls are electrified. 

It thus appears that bodies be- 
come electrified by coming in 
contact with electrified bodies, 




DolizodbvCoOglc 



176 ELEMENTS OF PHTSIC8. 

and also that electrification may manifest itself by repul- 
sion as well as by attraction. 

266. Two Kinds of Electrifloation. — Eip— Rub a glass 
tube with silk and auspetid it aa in Fig. 116, Excite a second glass 
tube and hold it near one end of the suspended one. The suspended 
tube is repelled. Bring neai- the suspended tube a. rod of sealing- 
■ wax excited by friction with flannel. The suspended tube is now 
attracted. Repeat these tests with an electrllied rod of sealing-wax 
io the stirrup instead of the glass tube. The electrified sealing-wax 
will repel tiie electrified sealing-wax, but there will be attraction 
between the sealing-wax and the glass tube. 

The experiment indicates that there are two kinds of elec- 
trification: one developed by rubbing glass with ailk, and 
the other by rubbing seal- 
ing-wax with flannel. In the 
former case the body is said 
to be positively electrified ; in 
the latter case negatively elec- ' 
trifled. 

267. Action of Electrified 
Bodies toward Each Other. 

— It was seen in the last 
experiment that there was 
repulsion between the electri- 
fied glass tubes, and that the 
electrified sealing-wax at- 
tr'acted the electrified glass. 
These facts are expressed by 
Fig. 116. the following law: 

Electrical charges of like sign repel each other ; electrical 
charges of unlike sign attract. 
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268. The Blectrosoope, as the name implies, is an in- 
strument for detecting electrical charges. The most com- 
mon form is the Gold4eaf Ulectroscope. It consists of a 
glass flask, through the cork of which passes a brass rod 
terminating in a ball or disk (Fig. 118) on the outside, 
and two strips of thin metal foil, preferably aluminium, on 
the inside, hanging parallel and close together. If an 
electrified object is brought in contact with the rod, the 
metal strips become similarly charged, and hence are 
mutually repelled. 

269. Use of the Bleetroacope. — In order to deter- 
mine tlie kind of electricity with which a body is chargi 
transfer some of the charge 
to the ball of the electro- 
scope by means of a Proof- ' '^ ■ ss^^^^s 
plane (Fig. 119), which is pg H9, 
usually a small metal disk 
cemented to the end of a glass, ebonite or shellac rod. To ' 
charge the electroscope, slide the metal disk of the proof- 
plane along the surface to be tested, and then touch it to 
the knob of the electroscope. Now excite a dry glass tube 
by friction with silk. Charge the proof-plane from the tube, 
and then, without delay, transfer this charge to the elec- 
troscope. If the leaves diverge farther, the body in ques- 
tion was positively charged ; if the leaves collapse, its 
charge was probably negative. Since the leaves would 
collapse if the proof-plane were either neutral or less highly 
charged with the same kind of electricity, an increased 
divergence of the leaves is the only sure t«st. Hence, 
whenever the leaves collapse, repeat the test, using a rod 
of sealing-wax and a rubber of flannel in place of the silk 
and the glass tube. 
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270. Simultaneous Development of the two Elec- 
tricities. — EUp. — Fit to the end of a rod of sealing-wax a cap of 
flannel, three or four inches long, with a silk 
eord attached to the end by ■whicli it can be 
drawn off (Fig. 120). Electrify the rod by 
I turning it around inside of the cap, and then 
touch it to the knob of tlie electroscope. No 
divergence will be observed. By the aid of 
i the cord remove the flannel cap, and present it 
to the positively charged electroscope. The 
increased divergence shows that the cap is 
positively charged. In like manner, if we 
teat the rod of sealing-wax, it will be found 
to be negatively charged. 

The exjjeriment shows (1) that one kind of electricity is 
not developed vntkout a development of the other; and (2) 
that the two kinds of eleetrieity are produced in equal 
quantities^ as was shown by the fact tliat the quantity in 
the rubber exactly neutralized that on the rod when the 
two were in contact. The two charges behave like equal 
positive and negative quantities. 

271. Conduction. — E:^. — Support a smooth metallic button 
on a rod of sealing-wax. Connect it to the knob of the electroscope 
by a fine copper wire, 50 to 100 cm. long. Touch the button with 
an electrified glass tube. The divergence of the leaves indicates 
that they are electrified. If we repeat the experiment, using a silk 
thread in place of the wire, no effect is produced on the leaves. 

The communication of electricity to a body through a 
second one is called Conduction, the communicating body 
serving as a Conductor. As seen in the above experiment, 
bodies differ widely in the readiness with which they con- 
duct electricity. Those offering very little resistance to 
its passage are called Good Conductors, those which offer 
such great resistance that practically no passage occurs 



^laiiizodbvGoogle 



MAGNETISM AND ELECTBICITT. ' 179 

are called No-n^Conductor», Imulators, or Dielectrics. Be- 
tween these two extremes we find a great many bodies 
varying in their conductivity, so that it is not possible 
to draw a sharp line between the two classes. The fol- 
lowing classification is only relative : 

Good Conductors: Metals and carbon. 

Semi-Oonductors and Bad Insulators: Water, aqueous 
solutions, moist bodies, wood, cotton, hemp, liquid acids, 
rarefied gases. 

Good Insulators: Paraffin, turpentine, silk, sealing- 
wax, India-rubber, gutta-percha, dry glass, porcelain, mica, 
shellac, air at ordinary pressures, liquid oxygen. 

Conductivity in bodies is affected by temperature ; some 
insulators, like glass, become good conductors when 
heated. 

272. Probable Nature of Electrification. — It was 

suggested by Faraday, and a multitude of facts tend to 
confij-m his views, that electrification is a strained con- 
dition of a body communicated to it by the ether which 
surrounds it and pervades it. Conductors differ from in- 
sulators in this: in the former, the molecular mobility is 
such that this state of strain is continually giving way, 
whereas in the latter considerable distortion is possible 
before the molecular structure yields to the strain. The 
phenomena of attraction and repulsion exhibited by elec- 
trified bodies are due to the attempt of the strained ether 
in and around the bodies to return to its normal condition. 
In producing electrification, work is done in distorting the 
medium ; hence electrification is a form of potential enei^. 
Electricity, however, is not energy. 
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VI. INDUCTION. 



273. Electrification by Induction. ~ Bip- ~ Excite a 
glass tube by friction with silk. Bring it gradually near the ball 
of the electroscope. The leaves begin to diverge when the tube is 
some distance from the knob, and the amount of divergence increases 
as the tube is brought nearer. On removing the rod the leaves 
collapse. 

It is evident, since the leaves do not remain apart, that 
there has been no transfer of electricity from the rod to 
the electroscope. The electrified condition, produced in 
the electroscope when the electrified body is brought near 
it, is due to what is called Electrostatic Induction. Why 
such an effect should occur is easily understood when we 
recall Faraday's views of electrification, that it is a distor- 
tion of the ether about the body. Evidently, then, any body 
placed within this Mlectrical Field should be electrified. 

274. Charging a Body by Induction. — Exp. — Support 
a smootli njotallic hall on a dry plate of glass. Connect it with the 
knob of the electroscope by means of a metallic wire, the ends of 
which are bent into a loop and smoothly soldered. The ball and the 
electroscope now form one continuous conductor. Bring near the 
ball an electrified glass tube ; the leaves of the electroscope diverge. 
Before removing the excited tube, remove the wire, handling it with 
some non-conductor. The electroscope remains charged. On test- 
ing it, it will be found to be positive. A similar test made of the 
ball will show that it is negatively charged. Repeat the experiment 
without removing the connecting wire. No signs of electrification 
exist on removing the excited lube. 

Hence, we learn two things : (1) When an electrified 
body is brought near an object it induces the opposite kind of 
electricity on the side next it and the same kind on the remote 
side ; (2) the two kinds of electricity are developed in equal 
quantities. 
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975. Attraction explained. — Since an electrified body 
induces the opposite kind of electricity on the near side of 
a neighboring object, an attraction will, in consequence, 
exist between them. If the neighboring object were a 
non-conductor, the electrical separation would be pre- 
vented, and no attraction would take place. This may be 
proved by suspending a small ball of sealing-wax by a silk 
thread and bringing near it an electrified glass tube. 

276. Chargring: an Electroscope by Induction. — e:^.— 
Hold one linger on the ball of the electroscope and bring near it an 
electrified glass tube. Remove the finger before taking away the 
I'od and the electroscope will be charged. Esplain. What kind of 
electricity will then be in the electroscope ? How can you modify 
the intensity of the charge P 

277. Inductive Capacity.— Bip.— Suspend an electrified 
brass ball above an electroscope, and distant far enough to pro- 
duce only a alight effect on the leaves. Take a cake of paraffin or 
sulphur whose thickness is a little less than the distance between the 
ball and the electroscope, pass a gas flame over its surface to re- 
move all traces of electrification, and insert it between the ball and 
the electroscope knob, being careful not to touch either. The leaves 
of the electroscope will diverge further, as if the ball were bi-ought 
nearer to the knob. 

The experiment shows that induction depends on the 
nature of the intervening medium. The property which 
bodies have of transmitting electrical induction is called 
Specific Inductive Capacity, and the bodies themselves are 
called Dieleetries. All non-conductors or insulatora are 
dielectrics ; but equally good insulators have different 
specific inductive capacities. 

Til. ELECTRICAL DISTRIBUTION. 

278. Effect of Material — Eip.-Eub one end of a glass 
tube with silk. On testing it electrification will be found confined to 
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insulated metallic ooDdu<;tor 
JDg it all parts will be found 



the end rubbed. Touch one end of ai 
with an electrified substance. On tej 

electrified. 

Hence, it appears that the distribution of electricity o 
a surface is dependent on the electri- 
cal conductivity of the material. 

279. The Charge on the Outside 
of a Conductor. — Brp.— Support a 
metallic cylindrical vessel of about one 
litre capacity on an insulated support 
(Fig. 121). One free from sharp edges 
should be selected. Electrify strongly and 
test in succession both the inner and the 
outer surface, using a proof-plane to con- 
vey the charge to the electroscope. It 
will be found that the inner surface gives 
no sign of electrification.' 

Hence, it appears that the elec- L- 
trieal charge of a conductor is con- 
fined to its outer surface. 

280. EfFeot of Shape. —Exp. 
— Charge electrically an insulated 
egg-shaped conductor (Fig. 122). 
Charge the proof-plane from it by 
placing it against the large end, 
and then convey the charge to the 
electroscope. Notice the amount 
of separation of the leaves. In like 
manner test the small end of the con- 
ductor. A greater divergence of the 
leaves will be observed in the latter 

The distrihution of the charge 

is, therefore, affected by the shape 
of the conductor, the electrical 



Fig. 121, 
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deneity beiruf greater the greater the curvature. By l^lee- 
trical Benxity is meant the quantity of electricity on unit 
area of the surface of the conductor. The last experi- 
ment shows that the electrical density is greatest at the 
small end of the conductor. 

281. Effect of Area. — Bip. — Eraplojing an electroscope 
proyided with a disk instead of a ball, place on it a chain, and charge 
the electroscope by induction so that the leaves diverge widely. 
Now lift the chain by a dry glass rod, thereby increasing tlie sur- 
face. The leaves of the electroscope will slowly collapse. On 
lowering the chain they will again diverge. 

Hence, electrical density varies with the surface. 

382. Action of Points. — Exp. — Cement a pin at the middle 
to the end of a glass tube. Charge the electroscope and then place 
the head of the pin in contact with the knob. Observe that the 
electroscope is rapidly discharged. 

From this experiment it is apparent that a conductor 
provided with points cannot retain an electric charge. This 
conclusion might be drawn from Art. 280, If, by increas- 
ing the curvature of the end, the density of the charge 
becomes very great, the charge communicated to the adja- 
cent air-particles is also correspondingly great, thus facili- 
tating the discbarge. These particles are charged with 
electricity of the same sign as the conductor and are re- 
pelled. Their places are then taken by other particles, 
which are in turn charged and repelled. The air current 
thus produced is called an Ulectric Wind. 

283. Applications. — Since the charge is conlined to 
the outer surface of a body, it follows that if a hollow 
conductor envehip the electroscope, the. latter will not be 
affected by any charge on the envelope or by any clmrge 
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external to it. Such an electric screen can be made out 
of fine wire-cloth. 

In placing the proof-plane on any conductor to test its 
electrical condition, care must be taken to lay it aa flat as 
possible, in order that the electrical distribution on the 
conductor may not be disturbed by any change of shape 
due to the proof-plane. 

On account of the action of points, electrical apparatus 
should have the parts smoothly rounded and free from dust. 

EXEBCISES. 

1. Whj will not an electrified body remain charged for an in- 
definite length of time ? 

2. If a posilirely charged body be suEpended by a silk thread 
within a hollow insulated conductor what will be the electrical con- 
dition of the inner surface? What will bo the condition of the outer 
Hurface ? 

3. Why must a metal rod be separated from the hand by some 
Bucb substance as rubber in order to electrify it by friction. 

4. Why must all electiical appliances be kept free from moist- 

5. Account for the fact that brining the point of an uninsulated 
needle near the knob of the electroscope discharges it. 

^ Vm. ELECTRICAL CAPACITY. 

284. Potential. — When an electrified body is brought 
in contact with an insulated conductor, an electric charge 
is given to the entire sui-faee of the latter. Since electrifi- 
cation is energy in the potential form, the flow of elec- 
tricity from one body to another, or from one part of a 
conductor to another part, is determined by what is known 
as the relative Potential of the two bodies or parts of the 
same body. It is analogous to temperature. As heat 
flows from places of higher to places of lower temperature, 
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tending to equalize the difference of temperatures, so elec- 
tricity flows from bodies of higher potential to those of 
lower potential. The flow continues till an equalization 
of potential is reached. This flow is known as an Meetric 
Current. 

The Difference of Potential between two condnctors is 
the work required to transfer unit quantity of electricity 
from one conductor to the other. 

285. Zero Potential. — For purposes of comparison 
and measurement the potential of the earth is assumed to 
be zero. Although different parts of the earth's surface 
are not at the same potential or electrical level, yet the 
potential of the earth is a convenient standard of 
reference. A body positively charged is at a higher 
potential than the earth, and one charged negatively is at 
a lower potential. If a conductor of positive potential be 
connected to the earth by an electrical conductor, positive 
electricity will flow to the earth. If the conductor is at 
a negative potential, the flow is in the other direction. 

286. Difference of Potential made Visible. — Bxp. — 
Charge an electroscope positively, produeing a small separation of 
the leaves. In like manner charge a second one. producing a wide 
separation of the leaves. The latter is charged to the higher potential. 
Connect the knobs by a wire, handling it by means of a non-con- 
ductor. The divergence of tlie firet electroscope increases and the 
second one decreases, showing that electricity flows from the place 
of higher potential to that of lower. 

287. The Electric Spark. — Bip- — Turn the handle of an 

electrical machine (298) a few limes, and hold the knuckle near the 
metallic conductor. A bright spark wUl pass between them. Ob- 
serve that a longer spark can be got by giving the machine several 
turns before bringing liie hand near the conductor. 
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The spark is produced because the difference of 

potential, or the electric strain, is so great that the re- 
sisting air gives way, and a transfer of electricity tabes 
place between the machine and the hand. The potential 
energy of the electric charge is converted into heat. 

288. Electrical Capacity. — Exp. — Suspend a small, 
smooth metallic bull by a silk thread. Charge the gold-leaf elec- 
troscope till the leaves diverge widely. Bring the small ball in 
contact with the knob of (he electroscope ; the leaves will partially 
collapse, showing that the potential has been lowered. 

The Electrical Capacity of a conductor means the 
quantity of electricity necessary to raise it from zero to 
unit potential. The above experiment shows that it is 
depejiiienf upon the surface of the conductor. 

286. Condensers are devices for 
holding large quantities of electricity. 
They increase the electrical density with- 
out increase of potential. Two conduc- 
tors separated by a dielectric constitute 
a condenser. 

290. The Leyden Jar is the most 
common and convenient form of con- 
denser. It consists of a glass jar coated 
part way up, on both the inside and 
the outside, with tin-foil (Fig. 123). 
Fig. 123. Through the wooden or ebonite stopper 

passes a brass rod, terminating on the 
(lutside in a ball or disk and communicating with the 
inner surface of the jar by a metallic chain. The inner 
foil represents the collecting surface, and the glass the 
dielectric separating the two conductors. 
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291. Charging and Diacharging Jara. — To charge ii 

Leyden jar connect the outer surface with the earth, 
either by a metallic con- 
ductor or by holding the 
jar in the hand. Place 
the ball in contact with 
the source of electricity, 
as, for example, the con- 
ductor of an electrical 
machine. To discharge 
a Leyden jar bend a wire 
into the form of the letter 
V. With one end of the 

wire touching the outer surface of the jar (Fig. 124), 
bring the other around till it touches the ball, and the 
discharge will take place. 

292. Action of Jar explained. — When a charge of 
positive electricity is communicated to the inner surface 
it acts inductively through the glass, making the outer sut^ 



face negative. These two charges act inductively on each 
other through the glass and are said to be "bound," in 
distinction from that condition where a conductor is 
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chained with electricity and is at some distance from any 
conductor, in which case the whole charge is ■' free." If 
the outer surface of the jar is connected with the earth, 
the electrical capacity of the jar is lai'gely increased. 

293. Seat of Charge. — Exp.— Charge a Leyden jar made 

with raovable metallic coalings (Fig. 125). Lift out Uie inner coat- 
ing Z* by means of a glass tube. Then remoye tlie outer coating 
C friim the gloss vessel B. The coatings exhibit no sign of 
electrification. Bring the ginas vessel near a pile of pith balls; they 
will be attmcted to it, showing Ihat the glass is electrified. Now 
bnild up the jar by putting the parts together ; the jar will still he 
found to be highly electrified and may be discharged in the usual 

This experiment, due to Franklin, shows that the elec- 
trification is a phenomenon of the glass. Faraday proved 
that during the act of charging the jar the glass is strained, 
the office of the conductors being to facilitate the release 
from strain. This is supported by the facts that thin jars 
can be broken by 
over-charging ; that a 
jar enlarges on chain- 
ing; that on heating 
a jar its charge dis- 
appears ; and that on 
charging a jar heavily 
and then discharging 
in the usual way a 
second charge accu- 
Fig, 128. mulates after a few 

minutes, the time 
being lessened by tapping the jar, as if the glass were 
strained or distorted to so great a degree that, like a 
twisted glass fibre, it does not return at once to its nor- 
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mal state when released. This second charge is called 
the Mesidual Charge. 

294. Battery of Leyden Jars. — Since the capacity of 
a condenser is proportional to its surface, it follows that a 
greater quantity of electricity can be stored by connecting 
together the inner surfaces of two or more Leyden jars by 
conductors, and at the aanie time joining their outer sur- 
faces. Fig. 126 illustrates such a battery. 



1. Stand a charged Leyden jar on a cake of paraffin. Toftch the 

baU ; it is not discharged. Why P 

3. Connect the inner surface of an uncharged Leyden jar to an 
electroscope, and insulate the outer surface from the earth. Notice 
that a very small quantity of electricity causes a violent separation 
of the leaves. Discharge and connect the outer coating to the earth. 
A much gieater quantity is needed to affect the electroscope to the 
same extent as before. Explain. 

3. If a fine wire two or three feet long connect the knob of the 
eleclrascope to a proof-plane, and the proof-plane be placed la con- 
tact with different parts of the egg-shaped conductor (Fig. 122) when 
charged, no difference in the divergence of the leaves will be noticed. 
ExpMn. Now remove the wire, discharge the electroscope, then 
test different parts of the egg-shaped conductor, and explain why one 
proof-plane charge from the point affects the electroscope more than 
one chai'ge from any other part. How do you reconcile this result 
with the first one i* 



IX. ELECTRICAL HACHUTES. 
295. The Blectrioal Machine. — The quantity of elec- 
tricity which can be obtained by rubbing a glass tube or a 
rod of sealing-wax is very small. When larger quantities 
are needed, larger surfaces must be used and some more 
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convenient method must be devised to excite them. The 
Electrical Machine is such a device. It consists essentially 
of two parts, one for producing, the other for collecting, 
the electricity. 

296. The Electrophonis, invented by Volta in 1775, 
consists of a bed of resinous 
material, or a disk of vulcan- 
ite, resting on a metallic plate 
(Fig. 127), and a metallic 
disk provided with an insu- 
lating handle. 

To use the instrument, rub 

the bed with a warm woollen 

cloth or strike with a cat's 

skin. Rest the metallic disk 

Fi(j27. upon it and touch the upper 

surface momentarily with the 

finger. Lift the disk by the insulating handle ; it will be 

found highly electrified. On discharging it, it may be 

recharged many times before the bed loses any perceptible 

portion of its charge. 

2S7. Explanation. — If the bed he tested, it will he 
found to he negatively charged. Since its surface is 
uneven and the material is non-conducting, the metallic 
disk touches it at only a few points, so that scarcely any of 
the electricity passes from the bed to the disk, unless 
they are left in contact for a long time. The two disks, 
with a very thin layer of air between, form a condenser of 
gieat capacity. The electrified bed, acting by induction 
on the disk, develops positive electricity on the lower side 
and negative on the upper. The negative is removed on 
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touching the disk with the finger, leaving it positively 
charged. On raising the disk, the charge, being no longer 
" bound " by that of the bed, distributes itself over the 

91IT&Ce. 

i( 
298. The Holtz Machine is a representative of a class 
of machines depending on the employment of a small 



Fig.lSS. 

initial charge which acts inductively on the conductors of 
the machine, producing other charges which are conveyed 
by the moving parts to other points, there to increase the 
initial charge or electrify a suitable conductor. In its 
latest form, it consists of two vertical plates, A and B 
(Fig. 128), placed about half an inch apart, the former 
stationary, and the latter arranged to rotate on an in- 
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sulated axis. The stationary plate is usually about two 
inches greater in diameter than the other, and has two 
openings, P and J*, called Windows, cut at opposite points 
on a nearly horizontal diameter. Two varnished pieces of 
paper, / and /', called Armatures, are cemented to the 
plate, one above the left-hand window, and the other below 
the right. That portion of the paper armatures next to 
the windows is usually of gilt paper, and cut with teeth 
projecting part way into the openings. On the front side 
of the moving plate, and opposite the serrated edges of 
the armatures, are insulated conductors with sharp points 
nearly touching the plate. These conductors are called 
Oombg. At right angles to these are two brass rods con- 
necting them with two large brass balls, through which 
slide two rods, terminating in the balls m and n, which 
form the positive and negative conductors of the machine, 
as well as a discharging apparatus. Also on the front of 
the moving plate is a diagonal conductor D, the inner 
faces of the parts extending over the paper armatures 
being furnished with sharp points. The inner surfaces of 
small Leyden jars, J" and J', are connected to the system 
of conductors to increase their capacity. 

To work the machine, place m and n in contact, and 
charge one of the armatures, using a Leyden jar or elec- 
trophorus for the purpose. Rotate the plate steadily and 
rapidly, the direction of motion being toward the teeth on 
the armature. After a few turns, slowly separate m and n ; 
a shower of bright sparks will pass between them and 
greater effort will be necessary to drive the machine. 

209. The Action of the Machine is in general as fol- 
lows: Suppose m aad n in contact and /' positively charged. 
This armature acting on the conductor opposite induces 
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negative electilcity on the comb and positive electricity at 
the other end of this conductor, which is the comh oppo- 
site/. The effect of the points is to discharge these elec- 
tricities upon the revolving plate, to be carried along by 
it, making the lower part negative and the upper part 
positive. The positive charge of the comb opposite /acts 



inductively on/ and induces a negative charge on it. The 
chaises of the revolving plate act on the stationary plate 
through the air, and are in a measure "bound" except in 
those parts opposite the windows, where they are "'free " 
and charge the armatures to higher potential. On sepa- 
rating m and n the conductor is broken, and if/ and/' are 
not of sufficient difference of potential to act inductively 
on this pai-ted conductor and effect a discharge across the 
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break, the action of the machine will cease and the charges 
of /and/' will be dissipated through the air. To remedy 
this is the office of the conductor S. The positive charge 
of /', acting inductively on its lower end, draws negative 
electricity upon the plate, and in like manner/ draws posi- 



tive electricity upon the upper part of the plate. These 
charges go to build up / and /'. Hence, when the action 
through the horizontal conductors ceases, owing to the 
separation of m and n, the increase of the difference of 
potential between /and/' still goes on through the agency 
of D, to be aided, of course, by each discharge between m 
and n. 
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300. The Voss Machine (Fig. 129) differs from the 
Holtz machine in that the windows are omitted, and 
metallic buttons J) are cemented to the front of the re- 
volving plate, over which sweep small tinsel brushes B, B, 
which are electrically connected with the armatures on 
the stationary plate. These brushes becoming electrified 
through friction, and being connected with the armatures, 
set lip a difference of potential between them for some un- 
known reason, this difference being afterwards increased 
as explained in the Holtz machine. 

301. The WimBhurat Machine (Fig. 130) consists of 
two varnished glass plates revolving in opposite directions. 
On the outside of these plates strips of tin-foil are ce- 
mented radially. Two conductors at right angles to 
each other extend obliquely across the plates, one at the 
front and the other at the back. These conductoi-s ter- 
minate in brushes of tinsel, which, as the plates revolve, 
electrically excite the strips. The discharging part of the 
machine is in connection with two insulated conductors, 
provided with combs and connected to small Leyden jars. 
The distance between the balls can be regulated by means 
of insulated handles, connected to the discharging appara- 
tus. This machine is superior to the Holtz and the Voss 
because it is less affected by moisture and does not reverse 
its polarity when in action. 



X. EXPERIMENTS WITH ELECTRICAL MACHINES. 

302. Attraction andBepulaion.—Bip. — Charge the elec- 
trophorus as directed. Before lifliii<; the plate, place a handful of 
small bits of paper on it. Account for their flying ofl' on rmsing the 
plate. 
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Eip. — Support a metallic plate on a block of wood ; on it place 
the bladder-glass (134), and resting on this glass a second metallic 
plate. Connect the bottom plate to one conductor of the Holtz 
machine and the top one to the other. In the glass vessel put u 
handful of pith balls. Work the machine and acoouat for the 
dancing of the pith balls. 

Dip. —Fill a small glass funnel, having an aperture of about 
one-eighth of au inch, wiiJi line dry sand. Support the apparatus in 
some suitable way. Notice that the sand runs out in a smooth fine 
stream. Pass one end of a wire into the sand in the funnel, and 
connect the other end with one of the conductors of an electrical 
machine. Set the machine in action, and observe how the sand of 
the escaping stream scatters. Explain. 



303. Lichtenberg's Figures. — Hxp. — Charge a I^yden 
jar positively, and with its knob trace a small cirele on the eleetro- 
phorus bed. Chai-ge a second Ley- 
dcn jar negatively, and with its 
knob trace a cross within the cii-- 
cle. Though a muslin bag shake a 
mixture of sulphur and red-lead 
f i-om a height of several inches upon 
the figure. The i-ed-lead will 
accumulate around the cross and 
the sulphur around the circle (Fig. 
131). What must have been the 
electrical condition of the sulphur 
and of the red-lead? How did they 
Fig. 131. become olectiificd? 




304. Action of Points. — Eip. — Suspend two pith-balls 
side by side from one of the conductors of an eleettical machine. 
On working the machine, tlie balls sepai-ate widely. Why? Now 
liold the point of a needle near the conductor ; tlie balls drop, show- 
ing that the conductor is discharged. Explain. 

Exp. — Fasten a short, pointed wire to one of the conductors of an 

elecCi-ical machine, so that the point projects. Try to charge the 

. machine. Account for the failure to obtain sparks between the 
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conductoi-s. Hold the flame of a candle 
away as by a wind. Account for this aii 

B^.— Connect an Electric Whirl (Fig. 
132) U> one of the conductors of an elec- 
trical machine. Notice the shape of its 
arms. Work tlie machine ; the whirl rotates ^ 
rapidly. Why P 



^ 



305. Mechanical Effects of Dis- 
charge. — Bip. — Between the discharging 
conductors of an active electrical machine, 
hold a piece of uardboard. It is perfo- 
rated by the passing spark. ' A thin dry 
plate of glass may be perforated in like ms 
charge. 



r by a very heavy 



306. Heating Bffects. — Sip — Charge a Lejden jar. Con- 
nect its out«r surface to a gas-burner by a chain or wire. Turn on 
the gas and bring the ball of the Leyden jar near enough to the 
mouth of the burner for a spark to pass. The gas will he lighted by 
the discharge. Explain. 



) spoon by proceeding s 



I the last 



Bip. — Fire ether i 
experiment. 

Exp. — Make a torpedo as follows: Fit corks to the ends of a 
paper tube, about 5 cm. long and 2 cm. diameter. Through one of 
them thrust two pieces of copper wire, the ends within the tube not 
quite touching. Fill the tube with fine gunpowder, close It, and place 
at a safe distance. Discharge a heavily-charged Leyden jar through 
it, using long wires for connections. Account for the result. 



307. — Many interesting experiments illustrating other 
effects of the discharge or electric current are possible, 
such as those showing chemical, magnetic, physiological, 
or luminous effects. These will be given in a subsequent 
part of this chapter. 

DolizodbvCoOglc 



198 ELEMENTS OF PUYSIVS. 

/ 

i^XI. ATMOSPHERIC ELECTRiaTY. 

308. Lightning. — It wa« demonstiated by Franklin 
in 1752 that lightning is identical with the electric spark. 
He sent up a kite during a passing storm, and found that 
as soon as the string became wet long sparks could be 
drawn from a key attached to the string, Leyden jars 
could be charged, and all the effects produced that char- 
acterize electricity. Lightning is but an electric discharge 
between two clouds, or between a cloud and the earth. 

309. Kinds of Lightning, — Three kinds of discharge 
are recognized: 

1. Chain-Lightning, when the path of the discharge is 
a zigzag, often consisting of several parts, and branching 
out in a very erratic fashion. The form is due, perhaps, in 
part, to the uneven conductivity of the air through which 
the discharge takes place, the line of least resistance having 
the irregular form marked out by the discharge. 

2. Sheet-Lightning, when the reflection of the flash 
from the clouds is seen. It is often observed near the 
horizon during the hot weather of summer, and hence has 
been called Heat- Lightning. 

3. Globular- Lightning, when balls o£ fire are seen to 
move slowly along and finally explode with great 
violence. This form is very rare, and no satisfactory 
explanation of it has ever been offered. 

310. Thunder is the sound which follows a flash of 
lightning. The air is heated along the line of discharge 
prodiieing sudden expansion and compression. This is 
followed by a violent rush of the air into the partial 
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vacuum produced. When the path of the lightning is 
short and straight, there is a sharp " clap " like an explo- 
sion ; when long and zigzag, there is the well-known 
" rattle.'' The rumbling or rolling sound is due to echoes, 
the reflections of the sound by the clouds and other objects. 

311, The Lightning-Rod is a metallic conductor placed 
on buildings to shield them from the effects of a discharge 
from the cloud. To be effective it should fulfil the fol- 
lowing conditions : 

1. The upper end should have several branches termi- 
nating in sharp points, and elevated above the highest 
part of the building. 

2. The lower end should pass down into the earth till 
it meets with a good conducting stratum, and he deep 
enough to avoid damage to foundations and gas and water 
mains. 

3. The conductor should be perfectly continuous, and 
of sufficient size to resist the heating effect of any dis- 
charge through it. Recent experiments show that iron is 
as suitable as copper for the purpose, and that the con- 
ductor should be either a flat strip or a bundle of wires 
with the several strands somewhat separated, 

4. All metallic parts of the roof should be connected 
with the main conductor, and no insulators should be 
employed in securing the conductor in position. Maxwell 
suggested that a building should be covered with a aet- 
work of wires, so that the building would form, as it 
were, the int«rior of a conductor (279). 

312. Theory of the Bod. —If a highly electrified cloud 
is over any portion of the earth's surface, it charges all 
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objects below it by induetioa with the opposite electricity. 
If these objects are armed with points, this electricity 
escapes from them, neutralizing that of the cloud. If the 
neutralizing action takes place too slowly to keep down 
the rapidly rising potential and prevent the disruptive 
discharge, the rod should offer the line of least resistance 
and protect the building. But it is now known that 
the discliarge does not always follow the path of least 
resistance. In such cases the rod may not insure protec- 
tion. Its protective agency is probable, however, if not 
absolute. In any case, the area protected by a single point 
is very limited; a building should therefore be provided 
with many points placed at angles and projecting corners. 

313. The Aurora is a luminous phenomenon which 
occurs in the regions of the poles. That seen in northern 
latitudes is called the Aurora Borealis, or NortJiern Lights ; 
that in soutliem, the Aurora Australig, or Southern Lights. 
The aurora is probably due to electric discharges through 
the higher and thinner portions of the atmosphere, the 
cold air of the poles differing in potential from the warmer 
and moister air coming up from the tropical regions. 

XII. CURRENT ELECTRICITY. 

314. The Electric Current. — When an electrified body 
is discharged through a conductor, there is produced in 
it an electrical state called the Electric Current (284). 
Electrification is probably a state of strain (272) ; the 
electric current rapidly transfers this strain through the 
discharging conductor. If this strained condition is re- 
produced by the generator as fast as it is relieved by the 
conductor, the result is a continuous current. The devices 
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thus far considered are not well adapted to maintain the 
condition described by the expression " difference of 
potential ; " moreover, the electrical capacity of bodies is 
so small that the currents obtained are insignificant com- 
pared with those produced by the voltaic battery, 

315. The Simple Voltaic Cell. — Bip. — Cot a strip of 
heavy sheet zinc and one oi sheet copper, each about 10 cm. long 
and 3 cm. wide. Scour the zinc with emery paper lill it is bright. 
Support these strips side by side in a glass tumhlei- two-thirds full 
of dilute sulphuric acid (one part acid to twenty of water). On 
touching the strips together, a shower of bubbles of gas will rise 
from the copper strip, and some also from the zinc. This gas can be 
shown to be liydrogen. KemoTe either strip, or do not allow them 
to touch, and the chemiciLl action is much diminished. If a little 
mercury be now rubbed on the zinc strip, no gas will be given off by 
it; but if the upper ends of the two strips be connected by any of 
the substances in the list of good conduetors (271), gas will again 
come off freely fri>m the copper. This action will cease if tlie con- 
nection be mado by any of the list of non-conductors. If the action 
is continued for some time, the zinc will be found to waste away, 
while the copper is unaffected. 

Such a combination of two metals, immersed in a liquid 
which acts chemically on one of them, when tliey are con- 
nected by a conductor, constitutes what is known as a 
Voltaic Cell or Element. The name ia derived from an 
Italian physicist, Volta, who fii-st described such a cell in 
1800, On applying the proper tests it ia found that an 
electi'ie current flows through the conductor from the 
copper plate to the zinc during the continuance of the 
chemical action. 

316. Chemical Action in the Voltaio Cell. — Each 
molecule of sulphuric acid consists of seven atoms, of 
which two are hydrogen (ffj), one sulphur (^S'), and four 
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oxygen (O4). When amalgamated zinc is placed in the 
dilute acid under the conditions in the last article, the fol- 
lowing chemical action takes place : 

Zn + H^SO^ = ZnSO^ + ff,. 

Zine and sulphuric acid produce zinc sulphate and hydrogen. 

This action takes place at the surface of the zinc, but 
the hydrogen appears at the surface of the copper. The 
hydrogen is thus transferred through the liquid, not as 
free hydrogen gaa, but by a succession of intermolecular 
exchanges, taking place when the two plates are electri- 
cally connected and a euri'ent of electricity is flowing 
through the circuit, from the copper to the zinc outside 
of the cell, and from the zinc plate to the copper through 
the liquid of the cell. 

The hydrogen is thus transferred through the cell in the 
direction in which the current is flowing, while the re- 
mainder (5O4) of each sulphuric acid molecule is trans- 
ferred the other way. The action may then be represented 
as follows : 

Z« M^SO^ , H^^O^^^^'S^O^ i Ou 



-^ 



The arrow shows the direction of the current through 
the liquid, and the braces show the chemical connections 
to be made by the first step in the transfer. After this 
first step the chain of molecules becomes 

ZnSO^ i MjSOi 1 H^SO^ \ H^-Cu. 
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It will thus be seen that zine sulphate has been fornied 
at the zinc plate, sulphuric acid has disappeared, and 
hydrogen gaa has been set free at the copper plate. This 



process is repeated indefinitely aa long as the current con- 
tinues to flow. It is known as the theory of Grotthus. 



317. 

the win 
allel to 



Detection of Current. — Bip. — Solder a copper wire 
of the strips of the voltaic cell (315). Stretch a portion of 
J over a mounted mHgnetic needle (F%. 133), holding it par- 
it and as near as possible without touching;. Now bring the 
free ends of the wires together And 
observe that the needle is deflected, 
and after a few oscillations comes 
to rest at an angle with the wire. 
Next form a rectangular loop of the 
wire, and place the needle within it 
(Fig. 134). A greater deflection is 
now obtained. If a loop of several 
turns is formed, the deflection ia still 
F«- 1^- greater. 

This experiment, first performed by Oersted in 1819, 
shows that the region round the wire has magnetic prop- 
erties during the flow of electricity through it. The 
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magnetic needle employed in this way becomes a Q-alvan- 
oacope, a detector of electric currents. 

318. Current-Direction Detected. — Exp. — Using the 

apparatus of Art. 317, compare the direction of the current through 
the wire with that in which the N-seeking pole of the needle turng. 
Cause the current to pass in the reverse direction over the needle ; 
the deflection is revei-sed. Now hold the wire below the needle, and 
the direction of deflection is ag^n reversed. 

The direction of deflection may always be predicted by 
the following rule : Place the palm of the right hand next 
the wire, but on the side opposite the needle, so that the 
outstretched fingers point in the direction of the current. 
Then the outstretched thumb will point in the direction of 
deflection of the N-aeektng pole of the needle, 

319. The Circuit is the entire path traversed by the 

electric current, including both that within the cell and 
that without. The plate on which the chemical action 
takes place is known as the Positive Plate, the other as 
the Negative Plate. The wire attached to the negative 
plate is called the Positive Pole or Electrode ; that joined 
to the other plate, the Negative Pole. Closing the circuit is 
joining the two electrodes ; breaking the circuit is separating 
them. 

320. Local Action. — Bip. — Place a strip of commercial 
zinc in dilute sulphuric acid. Hydrogen is liberated dunng the 
chemical action, and after a few minutes Ihezinc becomes black from 
particles of carbon exposed to view on dissolving away the surface. 
If the experiment is repeated with both pure zinc and zinc amalga- 
mated with mercury (315), there will be little or no chemical action. 

The experiment shows that the amalgamation of com- 
mercial zinc with mercury imparts to it properties similar 
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to those of pure zinc. If in the experiment with the simple 
voltaic cell, a galvanoscope is inserted in the circuit both 
before the zinc has been amalgamated and afterwai-ds, it 
will be found that a larger deflection will be obtained in 
the second case. 

The chemical action going on in a voltaic cell which 
contributes nothing to the current flowing through the cir- 
cuit is known as Local Action. It is probably due to the 
presence of particles of carbon, iron, etc., in the zinc ; and 
these with the zinc form small voltaic cells, the currents 
flowing round in short circuits from the zinc through the 
liquid to the foreign particles and back to the zinc again. 
Adjacent hard and soft portions of the zinc act in a similar 
way. 

This local action is prevented by amalgamating the 
zinc ; that ie, by coating it with an alloy of mercury and 
zinc. The amalgam brings pure zinc to the surface, covers 
the foreign pavticles, and above all forms a smooth surface, 
so that a fllm of hydrogen clings to it and protects it from 
chemical action save when the circuit is closed. 



391. Polarization. — Exp, — Connect the poles of the voltaic 
celt to the galvanoscope and note the iimount of deflection. T^et the 
cell remain in circuit witli the galvanoscope for eome time, the de- 
flection will gradually become less and less. Now stir up (he liquid 
vigorously with a glass rod, inserting it between the plates and 
bi-ushing off the adhering gas bubbles ; the deflection will increase to 
nearly its original amount. 

This diminution in the intensity of the current is due to 
several causes, but the chief one is the film of hydrogen 
which gathers on the copper plate, causing what is known 
as the Polarization of the cell. The hydrogen on the 
negative plate not only introduces more resistance to 
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obstruct the flow of the current, but it also dimiiiiahea the 
electromotive force (352) to wliich this flow is ascribed. 
The origin of the electromotive force (^U.M.F.^ is the 
superior aflinity of zinc for oxygen over that of copper. 
Since hydrogen has an affinity for oxygen greater than 
that possessed by copper, its presence on the copper plate 
sets up an inverse £. M. F. which either reduces or stops 
the flow of the current. 

Hxp. — Place enough meruury in a quart jar to cover the bottom, 
and hang above it a piece of sheet zinc. Fill tiie jar with a nearly 
saturated solution of suit water, and place in the mercui'y tlie ex- 
posed end of a copper wire insulated with gutta percha, the upper 
end forming the positive pole of the battery. 

If now the circuit is closed through a telegraph sounder (386) or 
relay (387) of about fifty ohms resistance, the armature will at first 
be atti'acted strongly ; but in the course of a few minutes it will be 
released and will be drawn back by the spring. Polarization has 
then set in to the extent that the current is insufficient to operate the 
instrument. 

Next take a small piece of mercuric chloride {Hg Cl^) no larger 
than the head of a pin, and drop it in on the surface of the mercury. 
The armature of the sounder will instantly be drawn down, showing 
that the current has recovered its normal value. The hydrogen has 
been removed by the chlorine of the mercuric chloride. In a few 
minutes the chlorine will be exhausted, and polarization will again 
set in. A little more of the chloride will again restore the activity 
of the ceil. 

322. The Remedies for Polarization are two in num- 
ber: 1. Roughening the negative plate to lessen the 
adhesion of the gas. 2. The use of some oxidizing agent, 
as uitric acid, chromic acid, or manganese dioxide, to 
oxidize the hydrogen before it reaches the negative plate. 
Attempts to prevent polarization have given rise to a 
great many forma of cells or batteries. 
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323. The 8inee Cell consists of a plate of ttilver or 

lead between two zinc plates, dipping into a glass vessel 
containing dilute sulphuric acid (Fig. 
135). Polarization is in a measure 
prevented by roughening the negative 
plate by means of a coating of finely- 
divided platinum. This coating also 
raises the electromotive force. The 
remedy, however, is but partial. 

394. The Daniell Cell (Fig. 136), 

in its most common form, consists of 
a glass vessel containing a solution 
of copper sulphate in which stands Rg.ise- 

a sheet of copper bent into a cylin- 
drical fonn. Within the copper cylinder is a porous 
vessel of unglazed earthenware containing dilute sul- 
phuric acid, or, preferably, a solution of zinc sulphate. 
In this porous cup stands a zinc prism. To the top 
of the copper plate is often fastened 
a perforated pocket in which are 
placed crystals of copper sulphate 
to keep the copper sulphate solution 
saturated. 

When the circuit is closed, the 
action of the acid on the zinc liber- 
ates hydrogen which travels toward 
the porous cup by a series of molec- 
ular exchanges, as explained in Art. 
316. At the porous cup it meets the 
Fig. i3e. copper sulphate and supplants the 

copper atoms, forming sulphuric acid. 
The copper then travels in like manner with the current. 
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and is finally deposited on the copper plate. The action 
may be represented thus: 

Zn^ I If^SO^ I H^SO^ II OuSOt \ Ou SO^ \ Ou^ 



-^ 



After the iirst step in the reaction this becomes 

Zn^_j \ZnSOt] H^ SO^ \\ H^ SO^ \ Cu SO^] Cm^+j 

The arrow shows the direction of the current, and the 
double vertical lines represent the porous cup. It will be 
seen that the zinc has lost one atom, and the copper has 
gained one. Also one molecule of zinc sulphate has been 
formed, and one molecule of copper sulphate has dis- 
appeared. The hydrogen is intercepted by the Cu SOi, 
and never reaches the copper plate. Polarization is thus 
entirely prevented, and the cell is one of the most con- 
stant known. 

326. The Gravity CeU (Fig. 137) 
is a modified Daniell. The porous cup 
is omitted, the partial separation of the 
liquids being seciired by difference in 
density. The copper plate is placed 
at the bottom in saturated copper sul- 
phate, while the zinc is suspended near 
the top in a weak solution of zinc sul- 
phate, floating on top of the copper 
Fig.137. sulphate. The zinc should never ba 

placed in the solution of copper sul- 
phate. The saturated copper sulphate is more dense than 
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the dilute zinc salt, and so remains at the bottom, except 
as it slowly diffuses upwards. 

326. The Grove Cell (Fig. 138) consists of a glass 
vessel containing dilute sulphuiic aoid in which is im 
mersed a hollow cylinder of zinc 

Within this zinc cylinder is a porous 
cup containing strong nitric acid and a 
strip of platinum. 

The hydrogen produced by the action 
of the acid on the zinc meets with the 
nitric acid at the porous cup, and is oxi 
dized to water. The nitric acid mole 
cule is broken up by this action, yielding 
a brownish-red gas, which is very corro- 
sive and poisonous. 

327. The Bunsen Cell (Fig. 139) differs from the 
Grove cell in the substitution of carbon for the platinum. 

The chemical action is the 
same. To avoid the poisonous 
fumes a solution of chromic 
acid in dilute sulphuric acid is 
sometimes substituted for the 
nitric acid. Then the chemical 
action is similar to the chromic 
acid battery. 




328. The Chromic Acid 

Cell usually consists of a plate 

Fij.139. of zinc between two carbon 

pbites dipping into a glass 

vessel containing dilute sulphuric acid to wliicli is added 
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either ehromic a«id or the bichromate of potassium or of 
sodium. The sodium salt ia much 
to be preferred to the potassium. 
With the bichromates an additional 
quantity of acid is needed to liber- 
ate chromic acid. 

Fig. 140 illustrates a form of this 
battery called the Grenet or Bottle 
Battery, which is very convenient, 
but is open to the objection that 
since the carbon plates are left 
standing in the solution, the liquid 
soon works up and attacks the con- 
nections at the top, making it diffi- 
cult to keep the cell in good order. 
The zinc is attached to a sliding 

rod, so that it may be lifted out of the liquid when the 

battery is not in use. 



DiailizodbvGoOgle 



MAGNETISM AND ELECTRICITY. 211 

The hydrogen evolved by the action of the acid on the 
zinc is oxidized to water by the chromic acid, and polarizar 
tion is prevented. 

Fig. 141 illustrates a form of chrpmic acid battery, 
where the several cells composing it have their carbons 
and zincs suspended from a frame. It is known as a 
Plunge Battery, and is a very convenient form for experi- 
mental work. 

329. The LecIanchS Cell (Fig- 142) consists of a glass 
vessel containing a saturated solution of 
ammonium chloride (sal ammoniac) in 
which stands a zinc rod and a porous 
cup. In this porous cup is a bar of 
carbon very tightly packed in a mixture 
of manganese dioxide and graphite, or 
granulated carbon. 

The zinc is acted on by the chlorine of 
the ammonium chloride, liberating am- 
monia and hydrogen. The ammonia in ''*'* 
part dissolves in the liquid, and in part escapes into the 
air. The hydrogen is slowly oxidized by the manganese 
dioxide. The cell is not adapted to continuous use, as the 
hydrogen is liberated faster than the oxidation goes on, 
thereby polarizing the battery. If, however, it is allowed 
to rest, it recovers from polarization. 

Xm. EFFECTS OF ELECTRIC CURREKTS. 

a. HEATING EFFECTS. 

S30. Heating Bffects. — Exp. — Close the circuit of a 
chroiuic aciil battery through a piece of No. 30 platinum wire about 
3 cm. long, 'i'he wire becomes red hot and poasiblf maj fuse. U 
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copper wirA is substituted for the platinum, a smaller change of 
temperature will be observed. 

In a battery, the potential energy of chemical separa- 
tion is transformed into the energy of an electric current. 
When the current does no work this energy is all converted 
into beat in the circuit. The relative amounts of the heat 
developed in the external circuit and in the battery ifaelf 
are strictly proportional to the external and iTitemal re- 
sistances. If in the experiment the circuit is closed with 
the fine wire omitted, more heat is generated in the liquid 
of the battery than with the fine wire in the circuit. 

331. La'vs of the Development of Heat by a Current. 
— Joule demonstrated the truth of the following laws : 

I. The heat developed U proportional to the square of the 
current strength, 

II. In any portion of a circuit it is proportional to the 
resistance of tkcU portion. 

III. The heat is also proportional to the time during 
which the current flows. 

The thermal effects of the electric current are utilized 
in firing blasts and cannons, in exploding torpedoes, in 
cauterizing, in electric heating, and in electric lighting. 

b. CHEMICAL EFFECTS. 

332. Electrolysis. — Bzp- — Bend a glass tube of about 
1.5 cm. diameter and 15 cm. long into a V-foim (Fig. 143). Close 
the ends with corks and thrust through them platinum wires, termi- 
nating within the tube in narrow strips of plalitium foil. Support 
the tube in some convenient way after filling it two-thirds full of 
a solution of sodium sulphate, colored with the extract of purple 
cabbage. Connect the terminals to the poles of two or three cells 
joined in series (S55). On closing the circuit for a few minutes, the 
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liquid around the positive pole tuma red, showing tlie presence of 
an acid, while tliat araund the negative pole turns green, showing 
tlie presence of an albali. 

The experiment shows 
that the electric current in 
its passage through a liquid 
decompoaes it. To this 
process of decomposing 
liquids by means of an 
electric current Faraday 
gave the name of Eleetrol- 
y»ig ; to the substance de- pig. i43. 

composed, Electrolyte; to 
the parts of the separated electrolyte, long. 

333. Electrolysis of Copper Sulphate. — Exp. — Fill the 

V-tubo of the last experiment about two-tliirds full of a solution of 
copper sulphate. After the circuit has been closed a few minutes, 
the negative electrode will bo covered with a deposit o( copper and 
bubbles of gas wiil rise from the positive electrode. These bubbles 
are oxygen. 

The action has been to separate the copper sulphate 
into copper and sulphion {SO^. By the process of mo- 
lecular exchanges already explained in connection with 
batteries (316), the copper is transferred along with the 
current and the sulphion against the current. At the 
positive pole, where the sulphion would be liberated, it 
abstracts hydrogen from water, forming sulphuric acid, and 
sets free oxygen, which then comes off as bubbles of gas. 
If the positive electrode were copper the sulphion would 
unite with it, reforming copper sulphate at this pole as 
fast as it is decomposed at the other. 

334. Electrolysis of Water. — Bip. — Cut the bottom from 
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ft wide-mouthed bottle. losert a good cork in tbe mouth, and through 

it thrust two platinum wires terminating within tl)e bottle in strips of 

plaUnum foil set parallel to each other, and about two centimetres 

apart (Fig. 144). Fill the bottle two-thirds full ot water acidulated 

with sulphuric acid, and support it iu the ring of the iron stand. 

Over these electrodes invert test-tubes filled with 

acidulated water. Place the apparatus in circuit 

with two or more chromic acid cells connected 

in series (355). Bubbles of gas at once be^n to 

rise from the electrodes. If tlie action be allowed 

to continue for a few minutes the tube over the 

negative eleetrode will be seen to contain about 

twice as much gas as the other. This can be shown 

to be hydrogen, the otJier oxygen. 

During the passage of the current the 

hydrogen of the sulphuric acid moves with 

Fig. 144. the current, and the sulpliion (^SO^') against 

it, and finally releases oxygen from the 

water by taking away the liydrogen to reform ff, SO,. If 

copper or brass electrodes be used, the sulphion will attack 

the positive one and no oxygen will appear, 

335. Electroplating conaista n covering bodies with 
coatings of any metal by means of the electric current. 
The process may be summarized as follows. Thoroughly 
clean the surface to remove all fatty matter. Attach the 
article to the negative electrode of a battery, the electro- 
lyte being a solution of some chemical salt of the metal to 
be deposited. If silver, cyanide ot silver is used ; if cop- 
per, sulphate of copper. To maintain the strength of the 
solution a piece of tlie metal of the kind to be deposited is 
attached to the positive electrode. The action is similar 
to that heretofore given. Articles of iron, steel, zinc, tin, 
and lead cannot be silvered or gilded unless first covered 
with a thin coating of copper. 
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336. Electrotyping consists in copying medals, wood- 
cuts, type, and the like in metal, usually copper, by 
means of the electric current. A mould of the object is 
taken in wax or plaster of Paris. This is evenly covered 
with powdered graphite to make the surface a conductor, 
and treated very much as an object to be plated. Whga.^- ' 
the deposit has become sufficiently thick it is removed 
from the mould and backed or filled in with type-metal. 

337. The SecODdary or Storage Battery.— Exp. — Con- 
nect the apparatus of Art. 834 to a suitable battery. Aft«r passing 
tbe current for a. short time, causing an evolution of gas, disconnect 
the battery and put a galvanoacope in its place. Tlie needle will be 
deflected, showing tliat a current is now p.issing through the apparatus 
in a direction opposite lo the battery current. 

If large plates of lead are used as electrodes, and dilute 
sulphuric acid as the electrolyte, we have an an-angement 
which illustrates the construction of the Storage Battery of 
Plant4. The electrolysis of the water liberates oxygen on 
one plate, which combines with the lead to form a deposit of 
lead peroxide (PJ Oj). Hydrogen accumulates on the other 
plate. On disconnecting the battery and connecting the 
lead plates the oxygen of the peroxide combines with the 
hydrogen of the liquid, liberating oxygen which in turn 
combines with the hydrogen of the adjacent molecule, and 
BO on till the hydrogen on the other lead plate is reached. 

The storage battery stores up energy instead of elec- 
tricity. The energy of the charging current is converted 
into the potential energy of chemical sepai-ation in the 
storage cell. Wlien the circuit of the secondary cell is 
closed the potential chemical energy is reconverted into 
the energy of an electric current in precisely the same way 
as with a primary battery. 
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338. Magnetic Character of the Current. — Bxp- — 

Jonnect two nr three chi-omic acid cells in parallel circuit (Jibfi). 
Close the cir- ■ 
CD it through a 
heavy wire, and 
ng-140. then dip a por- 

tion of it into 
fine iron filings. A thick cluster of them will adhere to the wire 
(Fig. 146). 

The mf^netic properties of a conductor carrying an 
electric current were also seen in its action on the mag- 
netic needle (317). 

339. Magnetic Field about Conductor. — Exp. — Snp- 

port horizontally a sheet of stiff paper. Pass vertically through it a 
wire which connects the poles of a 
battery of two or more chromic acid 
cells (Fig. 146) . Close the circuit and 
sift a few very fine iron filings on the 
paper, jarring it slightly with a pencil 
as they fall. They arrange them- 
selves in circles with tlie wire at the 
centre. Plaoe a small mounted mag- 
netic needle on the paper near the 
wire. The needle sets itself tangent 
to these circles, and points in the op- 
posite direction to Ihat traversed by 
the hands of a wafch when the cur- 
rent enters the plane of the paper ng. iio. 
from below. (What is the direction of the lines of force ?) 

The experiment shows that the lines of force of this 
magnetic field are concentric circles. Their direction is 
given by the following rule : 

Hold the doled right hand so that the extended thumb 
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points in the direction of the current ; then the fingers vdll 
indicate the direction of the lines of force. 

340. Properties of a Circular Conductor. — Bip. — Bend 
a piece <jf about No. 16 copper 
wire ioto the form shown in 
Fig. 147, the diameter of 
the circle being about 20 cm. 
Suspend it by a long thread, so 
that the ends dip about one 
millimetre into mercuiy con- 
tainttd in shallow dishes, 
ijend ft current through the 
suspended conductor by dip- 
ping the poles of a battery 
into the mercury. A magnet 
brought near the face of the 
circular conductor will cause 
the latter to turn about a 
vertical aiiis and take np a po- 
sition at right angles to the 
magnet. 7^/i.":^- a^^- ^~-=-~ 

Fig, 147, 

This experimeat, due to 
Arago, shows that a circular current acts like a disk 
magnet, whose poles are its faces. The lines of force 
surrounding the conductor in this 
form pass through the circle and 
come round from one face to the 
other through the air outside the 
loop (Fig. 148). 

341. The Helix. — If mstead 
of a single turn of wire we take 
a long insulated wire and coil 
it into a circle of several layers, 
the magnetic effect will be in- 
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creased. Such a coil is called a ffelix or Solenoid ; and 
the passage of an electric current through it gives to it all 
the properties of a cylindrical bar magnet. 

342. The Electro-Maemet. — Eip- — Wind neatly oa a 

paper tube, of about 2 cm. diameter and 15 em. long, three layers of 
No, 18 insulated copper wire. Pass an electric current through it 
and test its magnelic properties by bringing it near a mounted 
magnetic needle. Now fill the tube with straight pieces of soft iron 
wire and again bring it near the needle. Its magnetic effect will be 
greatly increased. 

This device, consisting of a helix encircling an iron core, 




is called an Electro-Magnet. The presence of the iron core 
greatly increases the number of lines of force running 
through the helix from end to end, by reason of its per- 
meability (257) or its conductivity for lines of force 
(Fig. 149). When a core is not used, many of the lines 
leak out at the sides of the helix, and but few extejid from 
end to end. The core not only diminishes the leakage of 
the lines of force, but also adds many more to those pre- 
viously existing. Hence the magnetic strength of a helix 
is greatly increased by the iron core. 
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343. The Form given to an electro -magnet depends 
on the use to which it is to be put. The Horseshoe or 
U-shaped (Fig. 150) is the most 

common. The advantage of this 
form becomes apparent when at- 
tention is directed to the fact that 
ever If magnetic circuit is a closed 
one; that is, the lines of magnetic 
induction are continuous, passing 

through the core from the south to the north pole, and 
completing the circuit by passing 
through the air from the north pole 
back to the south. Now the sliorter 
the air path of the magnetic lines, the 
larger their number and the stronger 
the magnet. The approach of the 
two poles in the f-shaped magnet' 
shortens the air gap and hence in- 
creases the number of lines of force. 
If now a bar of soft iron, called an 
Armature, is placed across the poles, 
^*''^'' the air gap is further diminished 

when the armature is made to ap- 
proach the poles (Fig. 151). With 
the armature in contact with them 
the magnetic circuit is all iron, 
and the maximum number of mag- 
netic lines traverse it (Fig. 152), 

344. The Polarity of a Solenoid 

may be determined by the following 
role : 



Grasp the coil with the right hand 
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80 that the fingers point in the direction of the current; the 
north pole will then be in the direction of the extended 
thumi. 

In Fig. 153, if the fingers 
of the right hand are parallel 
to the arrows and point in the 
same direction, the extended s 
thumb will point toward N, as 
the noi'th pole of the coil. 
The converse of the rule 
enables one to ascertain the 
direction of the current, when *' 

the polarity of the solenoid is known, 

345, Mutual Action of Two Currents, — Bip. — Con- 
struct A rectangular frame, about 25 cm. square, out of insulated 
copper wire No. 20, by 
winding four ov five 
layers round the edge 
of a square board. 
Slip the wire off the 
board and tie the paits 
together in a number 
of places with thread. 
Bend the ends at right 
angles to the frame, 
giving one end the form 
of a hook (Fig. ISO- 
Bend a narrow strip 
of bi'ass into aJ-form, 
making a depression 
in the short arm to hold 
a small globule of mer- 
Fig_ 154 cnry. Suppoit the strip 

in a woo<len clamp, 
and hang the wire rectangle from it with the straight end dipping 
into a vessel of mercury below. Adjuii^t the shape of the hook so 
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thai the upper and tower edges of the frame are horizontal, the frame 
keeping any position given it and turning on the application of the 
slightest force. The supporting point of the hook should be a piece 
of a large sewing needle soldered to the wire, good contact being 
secured by the globule of mercury. Connect one pole of a battery 
of several cells to the J-support, and tlie other to the vessel of 
mercuiy. 

Wind several layers of insulated wire round the edge of a board 
about 20 cm. by 10 cm. Connect this coil in the same circuit with 
the rectangle EF, and hold it so that the current in the adjacent 
portions F H shall be parallel and in the same direction. The 
suspended frame will turn so that the side F will approach H. Now 
turn HKro\xr\A so that the current through the adjacent parts of the 
coils are parallel, but in opposite directions. F is new repelled. 
Place HK within the rectangle EF, so that the etlge H makes an 
angle with the lower side of EF. ^Fwill then turn in such a way 
as to briug the current in the lower side parallel to that in /f and 
flowing in the same direction. 

These results may be expressed by the following Laws 

of Action between Currents : 

I. Parallel currents flowing tn the same direction attract. 

II. Parallel currents fiotoing in opposite directions repel. 

III. Currents making an angle with each other tend to 
become parallel and to flow in the same direction. 

Maxwell included the entire phenomenon under one law, 
viz. ; The two circuits tend to move to that they shall include 
the largest number of lines offeree common to the two. 

XIV. ElECTRICAL QUANTITIES. 

a. ohm's law. 

346. Frequent mention has been made in the preceding 

pages of certain electrical magnitudes, such as Resistance, 

Electromotive Force, and Strength of Current. We shall now 

' define them more fully and explain the relation existing 
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between them, which is known as Ohm'ii Law. This law 
forms the basis of most electrical measurements of steady 
currents. 

347. ReaUtance. — No conducting body possesses per- 
fect conductivity, but every conductor presents some 
obstruction to the passage of electricity. This obstruction 
is called its Electrical Resistance. It is the reciprocal of 
Conductivity. The greater the conductivity of a conductor 
the less its resistance, the one decreasing in the same ratio 
as the other increases. 

348. The Unit of Resistance. — The practical unit 
of resistance is the Ohm. It was defined by the British 

Association Committee on electrical units and standards 
in August, 1892, with the concurrence of electricians from 
other countries, as follows : That the resistance of 14.4521 
grammes of mercury in the form of a column of uniform 
cross-section, 106.3 cm. in height, at 0" C, be adopted as 
the practical unit of resistance. 

349. LawB of Beeistanoe. — I. The resistance of a 
conductor is proportional to its length. For example, if 39 
ft, of No. 24 copper wire (5 and S gauge) have a resist- 
ance of 1 ohra, then 78 ft. of the same wire will have a 
resistance of 2 ohms. 

II. The resistance of a conductor is inversely/ proportional 
to its cross-sectional area, and in the case of round tinre is in- 
versely proportional to the square of its diameter. For ex- 
ample. No, 24 wire has a diameter of .0201 inch and No. 
30 has a diameter of ,01 inch, or nearly one-half of No, 24, 
39 ft. of No. 24 has a resistance of 1 ohm, and 9.7 ft. of 

Ko. 30, which is nearly -^ , has a resistance also of 1 ohm. 
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III. The reiiitanee of a conductor of a given length and 
crosB-iectional area depends upon the matetial of which it ia 
made, and is affected by any cause which modifies its molec- 
ular condition. For example, the resistance of 2,68 ft. of 
German-silver wire No. 24 is 1 ohm, whereas it takes 39 
ft. of copper wire of the same diameter to give the same 
resistance. Moreover, this is true only at a definite tem- 
perature ; if these substances are heated, the resistance of 
the copper increases nearly ten times as much as that of 
Gernian silver, and twenty times as much as an alloy 
called platinoid. All metals have their resistance in- 
creased by increase of temperature. Carbon and all 
electrolytic conductors decrease in resistance as the tem- 
perature rises. 

Bip. — Connect the poles o( a fresh chromic acid cell with a piece 
of fine platinum wire of such a length that the current heals It to a 
dull red color. Now appiy a piece of ice to one portion and notice 
the rise in temperature of the remaining portion. Expl^n. 

350. Formula for Besistance. — The above laws are 
conveniently expressed in the following formula; 



in which I represents the length of the wire in feet, d its 
diameter in thousandths of an inch, and i is a constant 
depending on the material and is of such a value that r 
is obtained in ohms. The following table gives the ap- 
proximate value of k for several metals, when the tempera- 
ture is 20° C. : 

Silver 9.84 Zinc 36.69 German-silver 128.29 

Copper 10.45 Platinum 59.02 Mercury 586.24 

Iron 68.35. 
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851. The Strength of a Current determines the mag- 
nitude of the effects produced by it. Either the chemical, 
electro-raagnetic, or heating effects may be made the basis 
of a system of measurement. The quantity of an ion de- 
composed in a second furnishes a convenient magnitude 
for the determination of unit strength of current. The 
unit of current strength is the Ampere. It is that current 
which will deposit by electrolysis, under suitable condi- 
tions, 0.001118 gramme (0.017253 grain) of silver, or 
0.0003287 gramme (0.005072 grain) of copper in one sec- 
ond. The ampere deposits 4.025 grammes of silver in 
one hour. A milUampere is a thousandth of an ampere. 
It is to be remarked that the electrolytic method measures 
only the quantity of electricity passing through the de- 
composing cell, called a Voltameter, in the given time. 

352. Electromotive Force is the name given to the 
cause of an electric flow. It is often called Electric Press- . 
ure from its superficial analogy to water pressure. The 
unit of electromotive force (^E.M.F.) is the Volt. It is 
the E.M.F. which will cause a current of one ampere to 
flow through a resistance of one ohm. The E.M.F. of a 
battery depends upon the materials employed, and is en- 
tirely independent of the size and shape of the plates. The 
E.M.F. of a Daniell cell is about 1.1 volts ; of a fresh 
chromic acid cell, 2 volts; and of a Lelanch^ cell, 1.5 
volts. The E.M.F. of a Carhart-Clark standard cell is 
1,44 volts at 15° C. 

\ 

353. Ohm'a Law. — The definite relation existing be- 
tween strength of current, resistance, and E.M.F. was 
first announced by Ohm in 1827. It is known as Ohm's 
Law, and may be expressed as follows : 
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The strength of a current, equals the M3I.F. divided by 
the resixtanee ; or m symbols : 

where C is the current in amperes, E the E.M.F. in 
volts, and R the resistance in ohms. Applied to a bat 
tery, if R is the resistance external to the cell, and r the 
internal resistance of the cell itself, then 

r + U 
Thus, if a chromic acid cell of 2 volts E.M.F. and half 
an ohm internal resistance is closed with a wire having a 
resistance of one and a half ohms the current will be 

2 
1.5 + 0.5 



= 1 ampere. 



From the equation C ^ p ' ^® derive E = GR ; that is, 

the effective E.M.F. equals the product of the current 
and resistance. 

354. Methods of Varying Strength of Current. — It 
is evident from Ohm's law that the strength of the cur- 
rent furnished by an electric generator may be increased 
in two ways : 1. By lessening the resistance. 2. By in- 
creasing the E.M.F. 

The E.M.F. may be increased by joining several cells 
in series, and the internal resistance may be diminished by 
connecting them in parallel. Enlarging the plates of a 
battery or bringing them closer together diminishes the 
internal resistance. 

355. Connecting in Beries. — If several cella are cou- 
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nected so that the posttiTe pole of one is joined to the 
negative pole of the next and so on, 
then the total E.ifJ'. is the sum of . 



the H.M.FJ't of the several cells. *6, i 



.JLB^ 



The cells are then said to be joined 

in Series. Fig. 155 represents the 

conventional sign for a single cell. 

The short, thick line represents the 

positive plate, and hence the line from it is the negative 

pole ; the long, thin line represents the negative plate, and 
. hence the line ^m it is the positive pole. 
Fig. 156 represents six cells joined in 
series. If each cell has an E.M.F. of 
2 volts, then the total E.M.F. will be 
6 X 2 or 12 volts. In connecting cells 
in this manner the interna] resistance is 
also increased about six times, since the 
liquid conductor is six times as long as in 
one cell. The current for any esternat 

resistance R is then C = ^^ . 

Or + tf 

356. Coimeotuis in Parallel. — When 
all the positive terminals are connected 
together on one side and the negative 
on the other, the cells are grouped 
in Parallel or Multiple Are. With 
n similar cells the effect of such a 
grouping (Fig, 157) is to reduce the 

internal resistance to — th that of a single 

ceU. It is equivalent to increasing the 
area of the plates n times. All the cells side by side 
contribute equal shares to the output of the battery. 
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357- Belative Advantages of the Series and Multiple 
Grouping. — It is evident from Ohm's law that when the 
external resistance in small, there is 
nothing gained by increasing E and at "^"^ 
the same time increasing r, since then 
remains practically unchanged. But 
when R is large, then the increaiSe in r 
due to joining cells in series is more 
than counterbalanced by the increase 
in H. Consequently C is greater the 
larger the number of cells joined in 
series. For example : A battery of 6 
cells, each having an E.M.F. of 2 
Tolts and an internal resistance of 0.5 
ohm, acts, first, through an external 
resistance of 0.1 ohm, and, secondly, 
through one of 500 ohms. If joined 
in parallel circuit, then when B = 0.1, 
= 10.9 amperes, and 



0.1 + 



TTS^ 



when R — 500, C = 



0.6 



600+ -^ 
= 0.004 ampere. If joined in series, 
then when -R = 0.1, = 



6 X i 



'0.1 + 6 X 0.5 
6X2 



= 3.87 amperes, 
= 0.024 ampere. 



and when R = 500, C =- ,^-rr^-^~. rr - 

600 + 6 X 0.5 

A comparison of these results shows that when the ex- 
ternal resistance is small, the greater current ia obtained 
by grouping in parallel ; but when the external resistance 
is large, the series arrangement gives the greater current. 
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b. INSTRUMENTS FOR MEASUREMENT. 

358. The Galvanometer. — If comparison of currents 
is made by means of their magnetic effects, the instru- 
ment used for the purpose is called a Galvanometer. If 
the galvanometer is calibrated, so aa to read directly in 
amperes, it is called an Ammeter. A galvanoscope becomes 
a galvanometer by providing it with a scale so that the de- 
flections may be measured. In very sensitive instruments 
a small mirror is attached to the movable part of the 
instrument; it is then called a Mirror G-alvanometer. 
Sometimes a beam of light from a lamp is reflected from 
this small mirror back to a scale, and sometimes the light 
from a scale is reflected back to a small telescope, by 
means of which the deflections are read. In either case the 
beam of light then becomes a long pointer without weight, 

359. The Tangent Oalvanometer consists of a vertical 
coil of wire (Fig. 158) of from ten to twelve inches in 
diameter, at the centre of which is supported a magnetized 
needle about three-quarters of an inch long, furnished with 
a long, light pointer moving over a graduated scale. 

Owing to the size of the coil the 
magnetic field at the centre is 
nearly uniform, that is, the lines 
of force there are sensibly parallel 
straight lines ; and any movement 
of the short needle round a verti- 
cal axis will not carry its poles 
into a magnetic field of different 
strength. Under these conditions 
the strength of the current h pro- 
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portional to the tangent of the angle of deflection. For ex- 
ample, if two different batteries, placed successively in 
circuit with a tangent galvanometer, give deflections of 
55° and 35^° respectively, then the strengths of these cur- 
rents are as - — ttt-t^^ r.' •, ■, , = % that is, the strength of 
tan 35j° 0,714 ° 

one current is double that of the other. 

In its most useful form the helix consists of several 
coils, so connected to suitable binding-posts that any or 
all can be placed in circuit, thus making the instrument 
either a long or a short coil galvanometer at pleasure. 

360, The d'Arsonval Oalvanometer. — One of the 
most useful forms of galvanometer is the d'Arsonval, Fig. 
159. Between the poles of a 
strong permanent magnet 
swings a coil suspended by a 
fine wire in such a way that 
the current is led in by the 
suspending wire and out by 
the wire connecting the coil 
to a spring at the bottom. 
Inside the coil is a soft iron 
tube supported from the 
back. In some of the most 
recent forms of this instrument 
tlie coil is made narrower and 
the iron tube is omitted. In 

this galvanometer the coil is movable and the magnet 
is fixed. Its chief advantages are simplicity of construc- 
tion, almost total independence of the direction and 
strength of the magnetic field at the place where it 
is used, and the quickness with which it comes to rest 
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after the coil has been deflected by a current through 



361. Resistance Coils. — Coils of wire of known re- 
sistance, for use with the galvanometer in measuring 
resistance, can be purchased of makers of electrical instrn- 
ments. They should be mounted as shown in Figure 160. 
The coil is wound on the spool double, the inner ends 
being connected so that the current passes an equal num- 
ber of times in both directions 

^,;f||^ round the spool, and the coils 

do not become magnets. This 

winding also diminishes what is 

, known as self-induction (368), 

which is an E.M.F. affecting 

the current on opening and 

closing the circuit. The ends 

of the coils are connected to the 

heavy brass blocks, C", C", C, 

Fij.ieo. on top of the box. When a brass 

plug, as P, is inserted betweeu 

two blocks, as C and t", the current practically all goes 

through the plug ; but when the plug is withdrawn, as 

between C^ and C", the current must go through the 

corresponding coil. 

The resistance of these coils is often arranged in ohms 
of the following numbers: 

1, 2, 2, 5, 10, 10, 20, 50, 100, 100, 200, 500, etc. In this 
way any number of ohms from one up to the full capacity 
of the resistance box can be thrown into circuit by with- 
di-awing the proper plugs. 

362. Divided Circuits. — When the wire leading from 
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any electric generator is divided into two branches, as at 
B (Fig. 161), the current also divides, part flowing by one 
path and a part ,^ 

by the other. The 
sum of these two 
currents is always 
equal to the current 
in the undivided 
part of the circuit, since there is no accumulation of elec- 
tricity at any point. Either of the branches between B 
and A is called a Shunt to the other, and the currents 
through them are inversely proportional to their reaist- 



363. ReBistance of a Divided Ciromt. — Let the total 
resistance between the points A and B be represented by 
B, that of the branch BmA by r, and of BnA by r'. The 
conductivity of BA equals the sum of the conductivities 
of the two branches; and as conductivity is the reciprocal 
of resistance, then the conductivities of SA, BmA, and 

BnA are -wi — , and — respectively, and -^ = -■ -\- -r- 

From this we easily derive M = . < ■ To illustrate, let 

a galvanometer whose resistance is 100 ohms have its 
binding-posts connected by a shunt of 50 ohms resist- 
ance; then the total resistance of this divided circuit is 

1 (10 -I- 't O ^ ^^^ ohms. The introduction of a shunt lessens 
the resistance between the points connected, as A and B. 

364. Fall of Potential along a Conductor. — When a 
current flows through a conductor a difference of potential 
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exists, in general, between different points on that con- 
ductor. Let A, B, C be three points on a conductor con- 
veying a current, and let there be no source of E.M.F, 
between these points. Then if the current flows from A to 
S, the potential at J. b higher than at B, and the poten- 
tial at £ is higher than at 0. If the potential difference 
between A and B and that between B and O be measured, 
the ratio of the two will be the same as the ratio of the 
resistances between the same points. This is only another 

E 

statement of Ohm's law. For since C = ^i and the cur- 
rent is the same through the two adjacent sections of the 
conductor, the ratio of the effective E.M.F.''s to the re- 

of the 




a conductor it proportional to the resistance passed o 



two sections is 
the same, since 
E.M.F:s in this 
case mean poten- 
tial differences. 
This important 
principle, of which 
great use is made 
in electrical meas- 
urements, may be 
expressed by say- 
ing that the fall 
of potential along 



366. The Wlieatstone Bridge consists of four resist- 
ances connected as shown in Fig, 162. The four conduc- 
tors R, B, R", X constitute the Arms, and the conductor 
OJ) the Bridge. On closing the circuit the current 
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diTides at B, the part^ reuniting at A. The fall of poten- 
tial along BCA is the same as that along BDA. Now 
if no current flows through the galvanometer, then 
the potentials of C and B must be the same. Under 
these conditions the fall of potential from S to C is 
the same as from B to B. We may get an expression for 
these two potential differences, and plaoe them equal to 
each other. Let V^ and V^ be the potentials at B and 
A respectively. Then the fall of potential from B to O 
m to the whole fall from £ to A as the resistance R' is 
to the vfhole resistance R-^ R'\ or 

Fall from £ to C : T, — T, : : R' : R-\~Rf. 
Hence, fall from £ to C = ( T, — T,) ^.j^ i • 
In the same way we find ; 

Fall from BtoB^iV^— V^) x+R ' 
Therefore (^1- T,)^, = (F,- T,) ^^,. 

R' R" 

**^ R + H'-X+W'" 

B' R' 



and 



:^= y 



When no current passes through the galvanometer, the 
four resistances in the arms of the bridge form a propor- 
tion. If three of them are known the proportion gives 

RB" 
the formula, X= - n, • 



1, How shall several chromic acid cells be connected in order U 
heat as hot as possible a piece of platinum wire P Why P 
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3. If a circuit has a large reslstaacti, would a long-coil or a 
sfaort-coil gaivanometer stow the greater deflection ? Why ? 

3. If an electro-magnet has a helix of a few tnrns of heavy cop- 
per wire, how would you join four chromic iicid cells in order to 
make the magnet the strongest possible? 

4. What facts indicate an intdmate relation between the electric 
current and magnetism P 

5. In the process of electrotyping, why must the article to ba 
plated be connected to the negative electrode? 

6. A single Daniell cell will not electrolyze acidulated water, but 
two joined in series will. Explain. 

7. Boget suspended a spiral of fine elaatic wire with its lower 
end just touching a dish of mercury. By connecting the poles of a 
battery to the upper end of the wire and to the mercury respectively 
tlie spiral vibrated up and down, producing bright sparks at the point 
of contact of the spii'al with the mercury. Explain. 

V 8. What will be the resistance of a mile of copper wire whose 
diameter is 0.033 inch P 

9. How many feet of German-silver wire whose diameter is 0.01 
inch will be needed for a resistance coil of 1000 ohms P V?' .\ 

10. On measuring the resistance of a piece of copper wire 18.12 
yds. long, it was found to be 3.03 ohms ; wliat must be the length of 
another piece ,j^ the same diameter to have a rasiatance of 23.65 
ohms ? \, -'^^ 

11. If an incandescent lamp of 80 ohms resistance takes a cur- 
rent of 0.75 ampere, what E.M-F. is required to light it ? \j^ 

13. A battery consists of 5 Daniell cells, each having an E.M.F. 
of l.I volts and an interna] resistance of 4 ohms; what current 
will they furnish when in parallel circuit through an external resist- 
wiceof 7 ohms.* ,\ * ''--V^- 

13. How many cells iu series, each of 1.8 volts E.M.F. and 

1.1 ohms internal resistance, will be required to send a current of 0.5 
ampere through an external resistance of 50 ohms P ') i. 'i '■ ' ,- 

14. With an external resistance oi' 9 ohms a certain battery gives 
a current of 0.43 ampere ; when the external resistance is inci'eased 
to 33 ohms the curreut falls to 0.3 ampere. What is.the resistance 
of the battery P 

15. How much silver will be deposited in one hour by a cell 
whose f.JIf.J'. is 1.8 volts, the total resistance of the circuit being 

2.2 ohms ? ..>^ 
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16. A g^tranomuter whose resistfttice is 50 obms is to be reduced 
\o one of 5 obma bj a shuDt. Compute the resistance of the shunt. 

XV. CURRENT HTDUCTIOH. 

366. Currents mduced by Magnets. — T^t^ — Placea coil 
of insulated wire in circuit with a seDsitive galvanometer (Fig. 163). 
Thrust suddenly into the helix the N-seeking pole of a strong bar 



Fig. 163, 

magnet. The needle will be deflected in a direction showing ttiat 

a uomeDtary current has been started iu the coil opposite to 
that in which the hands of a watch nioyc. On removing the 
magnet a current is produced in the opposite direction. If tiie S- 
seeking pole be used, results the reverse of these are obtained. If 
we substitute a helix of a smaller number of turns, or a magnet Qf 
less strength, the deflection is less marked, showing that a weaker 
current is set flowing, and hence a smaller E.M.F. is set up. If the 
rate of approach or recession be less, tie current produced is less. 

The momentaiy currents set up in the helix are known 
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as Induced Current». When the relative positions of a 
magnet and a closed conductor are so altered that a con- 
tinuous variation is produced in the number of the lines of 
force threading through the conductor, induced currents 
are set up in the conductor in accordance with the 
following laws: 

I. An increase in the numher of lines of force threading 
through a helix produces an indirect current, while a de- 
crease in the number of lines produces a direct current. By 
direct current is meant one flowing in the direction of the 
motion of watch-hands, and by indirect current, one flow- 



ing in the opposite direction.. The observer must always 
be looking along the lines of force.. Thus, if in Fig. 164 
the magnet be thrust into the coil in the direction of the 
arrow, the current will flow counter clock-wise, as shown 
by the arrowB on the coil. The motion of the magnet 
into the coil carries its lines of force with it, and thereby 
Increases the number passing through the coil. 

II. The E.M.F. produced is equal to the rate of increase 
or decrease in the numher of lines of force threading through 
the helix. 

^xp Wind a number of tui'ns of fine insulated wire around the 

i^i'mature of n horseaboo magnet, leaving the ends of the iron free 
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to come in contitct with the poles of the permanent ma^et. Con- 
nect the ends of the coil to a sensitive galvanometer, tlie armature 
being in contact with the magnetic poles, as shown in Fig. 166. 
Keeping tlie mngnct fixed, suddenly pull off the armature. The 
galvanometer will show a momentary current. Suddenly bring the 
armature up to the poles of the magnet; another momentary current 
in the reverse direction will flow through tho circuit. 

With the armature in contact with the poles of the 
magnet, the number of lines of force passing through the 
coil is a maximum. When it is pulled away, the number of 



magnetic lines threading through the coil rapidly dimin- 
ishes. This illustrates Faraday's method of obtaining 
electric currents by the agency of magnetism. 

/ 
367- Ourrents indaced by Other GurrentB. — Bip- — 

Insert within a helix coonccfed ti> a aeuaitive galvanometer a second 
helix in circuit with a battery (Fig. 166). The effects are exactly 
like those obtained by the use of the magnet, even to the direction of 
the galvanometer deflection, when the polarity of tho beli:i (314) 
coiTcsjionda with that of ihc magnet. Furthermore, Ihe effects are 
ihe same if the helix Is inserted before closing the cii'cuit. 

The experiment shows that the approach of a current to 
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a closed conductor, or it» recession from it, Jiaa the game 
effect in inducing a current a» a magnet. This was to be 
expected, since we have seen that a helix carrying a cur- 



rent has properties identical with a magnet. The coil 
connected with the battery is called the Primary Coil, 
and the other the Secondary Coil. 



368. The Extra Current or Self-induction, 



batiei 



s. long hel! 
t up 



With 
able gal' 
a circuit as shown in Fig. 
107, On closing the cir- 
cuit, the needle is deflected 
by a part of the current 
passing Ihrougli the coil of 
tlio galvanonietei'. Sow 
biing Iho nei-dlu back lo 
zero, and place some ob- 
stacle in its way so that it 
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cannot move in that direction, but fs free to swing in the oppo- 
site. Break the ciivuit at K; the needle will be deflected, showing 
a momentary current through the galvanometer in an opposite direc- 
tion to the battery current. 

This current is due to an E.M.F. of aelf-induction 
generated by the inductive action of the several turns of 
the coil on one another at the moment of opening the 
circuit. It flows through C in the same direction as 
the battery current, hut completes the circuit through 
the galvanometer instead of the bat- 
tery, and hence reverses its deflection. 
It is often called the Extra Current, 
but should always be recognized as 
a current of self-induction. A study 
of Fig. 168 may make its origin clearer. 
Let A and B represent adjacent con- 
volutions of the helix. On closing i 
the circuit some of the lines of force 
which belong to one coil thi'ead 
through the other, thereby increasing 
the number. Hence, each will induce Fig-ies 

an opposing M.M.F. in the other 
(366). On breaking tlie' circuit, the reverse will be the 
case. The E.M.F. generated is proportional to the cur- 
rent strength and to the number of convolutions of the 
helix ; in other words, it is proportional to the number of 
lines running through the coil, and is therefore increased 
hy adding an iron core (342). 




369, The Induction Coil is an apparatus for producing 
currents of very high E.M.F. It consists of a helix of 
coarse insulated wire surrounding an iron core, and this 
again surrounded by a second helix of a laige number of 
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turns of fine wire (Fig. 169). The inner or primary coil 
ie connectetl to a battery through a current interrupter ; 
also through a device called a Commutator for changing 
the direction of the current. At the " make " and 
" break " of the circuit currents are induced in the 
secondary coil in accordance with the laws of current 
induction (366). 
In coils designed 
to give sparks be- 
tween the poles of 
the secondary coil 
a Condenser is 
added. This is 
placed in the sup- 
porting base of 
Fig. 169. the coil, and con- 

sists of two seta of 
interlaid layers of tin-foil, separated by paper coated with 
shellac varnish. These two sets are connected to two 
points of the primary circuit on opposite sides of the cur- 
rent interrupter. 

370. Action of Coil. — Let Fig. 170 represent an in- 
duction coil, showing the arrangement of the various 
parts. The current entering at m ascends the spring 0, 
■ crosses to the spring S", which carries the soft iron /', then 
along q to the primary coil P, around which it circulates, 
making the right-hand end the iV^eeking pole of the 
helix ; and finally back through I to the battery. Its iron 
core I becomes a magnet and attracts to itself I\ thereby 
breaking the circuit by separating iT from the horizontal 
screw. At the instat.t the current begins to circulate in P 
a current is induced in the secondary coil flowing counter 
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clock-wise, that ia, from S' to -S* through the wire (366). 
When the current ia broken in the primary a momentary 
current from 5 to 5' is induced. Hence, momentary 
alternating currents are induced in the secondary coil by 
the intermittent current in the primary. On account of 
the great number of coils of wire composing the secondary 




coil a very high E.M.F. is set up in it. This is increased 
bj' the action of the core in increasing the number of lines 
of force which pass through the entire helix. 

The self-induction of the primary has a very important 
bearing on the action of the coil. At the instant the cir- 
cuit is made, the counter E.M.F. opposes the battery 
curi-ent, and thereby prolongs the time of reaching its 
greatest strength. Consequently the E.M.F. of the sec- 

DolizodbvCoOglc 



242 ELEMENTS OF PHYSICS. 

ondary coil will be dimioished by self-induction in the 
primary. The E.M.F. of self-induction at the " break " 
of the primaiy is direct, and this added to the E.M.F. of 
the battery produces a spark at the break points H, 0. 
For an instant the primary current may actually be in- 
creased at the break of the circuit. 

371. The Condenser. — The addition of a condenser 
increases the E.M.F. of the secondary coil in two ways : 
1. It gives such an increase of capacity to the priraaiy 
coil that at the moment of breaking the circuit the poten- 
tial difference between the pohits H, does not rise high 
enough to break across the air-gap. The interruption of 
the primary is therefore more abrupt, and the E.M.F. of 
the secondary is increased. 2, After the break, the sur- 
face C of the condenser being of higher potential than C, 
and connected with it through the battery, the condenser 
discharges back through the battery and the primary coil, 
thereby sending a reverse current, which materially aids 
in demagnetizing the core. Rapid demagnetization of the 
core means great rate of change in the lines of force thread- 
ing through the secondary, and hence high E.M.F. On 
breaking the circuit, the direct induced E.M.F. in the 
secondary is therefore much higher than the inverse in- 
duced E.M.F. on closing the circuit. 

372. Sjxperiments with the Induction Coil : 

1. Physiological Effects. — Hold fa the bands the electrodes of a 
very small induction coil, such aa are used by physiciana. On closing 
the batteiy circuit a peculiar muscular contraction is prodaced. 

The "shock" from large coils is very dangerous, owing 
to the high E.M.F. generated. The physiological action 
of such shocks is not fully understood. It appears that 
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the danger decreases with the increase in rapidity of the 

impulses or alternations. Recent experiments with in- 
duction coils, worked by alternating currents of very high 
frequency, have demonstrated that the discharge of the 
secondary may be taken through the body without injury. 

2. Mechanical Effects. — Hold a piepe of cardboard between the 
electrodes of a coil throwing a spark an inch long. The card will 
be perforated, leaving a burr on each 

side. Thin plates of any non-conductor 
can be perforated in like manner. 

3. Heating Effects. — Make a torpedo 
(306) and place it in eii'cuit with an in- 
duction coil. On closing the battery cir- 
cuit the powder will be exploded. 

4. Chemical Effects. — Place on a 
plate of glass a strip of white blotting- 
paper moistened with a solution of potaa- 

.sium iodide and starch paste. Attach one 
of the electrodes of a small induction coil 
to the margin of the paper. Handle the 
other electrode with an insulator and 
trace characters with it on tlie paper 
when the coil is in action. The discharge 
decomposes the chemical salt, as shown 
by the blue mark. This blue mark is due 
to the reaction between the iodine and the 
staixih. 

5. Luminous Effects. — Exhaust the 
air from thejiumra 3^/6e (Fig. 171), and 
connect its extremities to the poles of the 
induction cuil and observe its appearance 
in a dark room. If the tube is well ex- 
hausted and a little vapor of alcohol or naphtha is afterwards intro- 
duced into the tube the light will be beautifully stratified. 

Coat a vase or glass goblet with tin-foil, a little over half-way 
up inside, and place it on the table of the air-pump, benoath a 
l)ell-jar provided with a brass slidiiig-rod passing air-tight through 
the cap at the top (Fig. 172). Surround the part of the rod inside 
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the Jar with a glass tube and push the tube down till it touches 
the tiu-foil. Connect the rod »nd the air-pump table to the elec- 
trodes of the inductioa coil. On exhausting the 
air a beautiful play of light will fill the bell- 
jar. If the vase is made of ui-anium glass, or if 
it stands on a block of tliat material, the effect 
is still more beautiful. This experiment, known 
as OassinPs Cascade, shouhl be conducted in a 
dai'kened room. 

Geissler Tubes (Fig. 173) are glass lubes of 
various patterns containing highly rarefied vapor 
or gas. PlatiDura wires are fused into the 
glass for the admission of the current. Exceed- 
ingly beautiful effects are obtained by placing 
*' ' such a tube in circuit with the induction coil. 

6. The irUermiltent character of the discharge la demonstrated 
by the multiple images of any moving object in a dark i-oom 
near a luminous Geissler tube: for instance, the hand moved to 
and fro over the tube gives 
the impression of several 
hands. The phenomeiioi) is 
due to the intermittent char- 
acter of the light, and the 
fact that images formed on 
the retina of the eye are re- 
tained for a finite length of 
time. 



XVI. THE DYNAMO. 
373. The Dynamo is a machine for converting the 
energy of mechanical motion into the energy of an electric 
current. The so-called generation of electricity consists 
always in the generation or production of an E.M.F. or 
of electric pressure. The quantity of electricity at our 
command is as definite and invariable as the quantity 
of energy. No battery, dynamo, or other device createa 
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electricity. It creates electromotive force, by means of 
which electricity may be accumulated on an insulated 
conductor and in a condenser ; or by means of which 
electricity may be made to flow through conducting cir- 
cuits. 

Ill the conducting circuit, external to the region where 
the electric pressure is applied, the electricity flows from 
a higher electric level or potential to a lower, as water 
flows from a higher elevation to a lower. Within that 
part of the circuit where the E.M.F. originates the elec- 
tricity is forced from a lower electric level to a higher, as 




Fig. 174. 



water is pumped from a lower to a higher level. In a 
voltaic cell this latter region appears to be at the crossing 
of the current from the zinc to the liquid ; in the dynamo 
machine it is in that part of the machine called the arma- 
ture, which usually revolves between the poles of a power- 
ful electro-magnet. 

The dynamo is based on the principles of current induc- 
tion. It contains a system of closed conductors, revolving 
in a magnetic field in such a way as to vary continuously 
the number of lines of force threading through them. 

874. The Ideal Simple DTnamo. — Suppose a single 
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loop of wire to revolve between the poles of a magnet N3 
(Fig. 174) in the direction of the arrow and round a hori- 
zontal line as an axis. The lines of force run across from JV 
to i9, as indicated by the light lines. The loop of wire in 
the position shown encloses the largest possible number of . 
lines of magnetic force. When it has revolved through 90°, 
or a quarter of a turn, the lines of force will be parallel to its 
plane and none will thread through it. During this quarter 
turn, the number of lines has been decreasing and con- 
sequently a direct current has been produced, looking 
from iV toward S, as shown by the arrows. During the 
nest quarter turn the lines will increase again, but will run 




through from the opposite side of the loop. Hence, the 
current will continue to flow in the same direction round 
the loop. During the next half revolution the current 
round the loop will flow in the opposite direction. The 
current through the loop reverses twice, therefore, in each 
revolution. 

376. The Shuttle Armature. — If the number of turns 

of wire composing the revolving coil be increased from 
one to many, the E.M.F. generated by the revolution of 
the coil will be increased in the same ratio. If, further, 
the "magnetic field" between the poles JTand iS contain 
iron, the number of lines of force will be augmented 
(257). These results were secured first by Siemens in 
the ShiUtle Armature (Fig. 175), of which Fig. 176 is a 
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cross-section. Two broad grooves are ploughed in an 
iron cylinder on opposite sides, and in these grooves are 
wound the spirals or loops of wire. This 
form of armature is not suitable for laig;e 
currents, since cuiTcnts are produced in 
the iron core as well as in the insulated 
wire; and these absorb energy and heat 
the iron. Moreover, the current falls to 
zero every half revolution, and this is ''' 

veiy undesirable for operations requiring steady cur- 
rents. This armature, however, is extensively used in 
the " magneto bells " used 
for "calling up" on tele- 
phone circuits. 

376. The Commuta- 
tor. — In order to have the 
successive oppositely - di- 
rected currents flow in the 
same direction through 
the external circuit, a 
special device must be em- 
ployed called a Commutator. The shuttle armature employs 
a two-part commutator, shown in Figs. 177 and 178. It 
consists of a split tube with the two halves insulated from 
each other, and from the shaft on which 
they are mounted. The two ends of 
the coil on the armature are connected 
with the two halves of the tube. Two 
brushes bear on the commutator, and 
they are so placed that they exchange 
' connections with the commutator seg- 
ments at the same time that the current '^'' ''^" 
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reTerses through the coil. In this way one of the brushes 
is kept always positive and the other negative, and the 
current flows from the positive brush through the external 
circuit back to the negative brush, and thence through the 
armature to-the starting point. 

377. The Field-Magnet. — In dynamo machines the 
magnetic field is produced by a large electro-magnet ex- 
cited by the current flow- 
ing from the armature, 
which is led either wholly 
or in part round the field- 
magnet cores. When the 
entire current is carried 
round the coils of the field- 
magnet the dynamo is 
said to be a Series Dynor 
mo. Such a one is shown 
diagrammatically in Fig. 
179. "When the field- 
magnet is excited by coils 
of many turns of fine wire 
connected as a shunt to 
the external circuit, the 
dynamo is said to be Shunt 
Wound. The connections 
of the field and external circuit are shown in Fig. 180. 
A combination of these two methods of exciting the field- 
magnet is called Compound Winding. The residual mag- 
netism remaining in the cores is sufficient to start the 
machine. The currents thus produced increase the vaaig- 
netism and so increase the E.M.F. 




378. The Drum Armature. ■ 



- The modern Ihwm 
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Armature (Fig. 181> is a direct outgrowth of the shuttle 
armature. Instead of a 
single coil wound in a 
groove, it has a good 
many coils or sections 
wound on the outside of 
a cylindrical iron core, 
made of thin disks of soft 
iron insulated from one 
another. A single sec- 
tion is wound on, the 
armature is then turned 
through a small angle, 
and another section is 
wound, and so on till the 
entire circumference has 
en gone over. The 
^'*'^°' sections ate then all 

joined together in series, and the junctions of the sections 
are connected to bars, insulated from one another, on the 
commutator. It will readily be seen that when the 
brushes bear on opposite bars of the commutator, the cur- 
rent has two paths through the armature, and divides 
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Rg. 181. 

equally between them. The binding wires round the 
outside hold the coils in place. With this winding and 
with numerous sections, sometimes as high as ninety-six 
or even more, the current is almost perfectly continuous. 

_ Cockle 
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XVn. THE ELECTRIC U6HT. 
379. Electric Lights are of two classes, Are and 
Incandescent. The former is produced by a current of 
from six to ten amperes passing aci'oss from one carbon rod 
to another through the highly heated vapor as a conductor. 
.The carbon rods are placed in electrical connection with 
the two poles of a dynamo, and the current is established by 
bringing the carbon points to- 
gether. Upon separating them 
they are heated to an exceed- 
ingly high temperature and 
the current continues to pass 
across through the heated va- 
por. The ends of the carbon 
rods are disintegrated, a de- 
pression or crater forming in 
the positive (Fig. 182) and 
a cone on the negative carbon. 
Most of the light of the elec- 
tric arc comes from the bottom 
of the crater, which is the hot- 
Sir Humphrey Davy, who first 
produced the electric are light, obtained an are between 
two charcoal points four inches in length. For this pur- 
pose he used a great battery of 2000 cells. The pores of 
the charcoal sticks had been filled with mercury. Des- 
pretz, with 600 Bunsen cells, obtained an arc 7.8 inches 
long. The arc light may be produced in a vacuum. The 
intense heat is not due, therefore, to combustion, but is 
due to the conversion of the energy of the current into 
heat by means of the resistance of the are. The electric 
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arc light may be produced even in water, but its brilliancy 
is much reduced and the water is rapidly decomposed. 



380. The Adjustment of the CarbonB. — The distance 
between the ends of the carbon rods for a teu-ampere citr- 
rent, and a potential difference between them of 50 volts, 
is about one-eighth of an inch. As the carbons wear away 
they must be made to approach each other automatically. 
For the purpose of separating the carbons and keeping 
them at the required distance the arc lamp is provided with 
two electro-magnets, one of coarse wire to carry the entire 
current through the lamp, and the other of fine wire and of 
about 100 ohms resistance, placed 
as a shunt around the arc. A small 
part of the current then passes by 
way of this shunt or bj-path, the 
strength of the shunt current 
depending upon the difference | 
of potential between the two ear- i 
bons. As the carbons bum away 
and the arc lengthens this poten- 
tial difference increases and more 
current goes through the shunt. 
The apparatus is so made that 
the shunt magnet operates to 
make the carbons approach each 
other when the current through 
it reaches a predetermined value, 
which is adjustable by means of 
a spring. The shunt magnet ac- Fie.ie3, 

complishes this result either by 

removing a detent so as to allow a train of wheels to drop 
the upper carbon, or it releases a clutch, which normally 

DolizodbvCoOglc 




252 ELEMENTS OF PHYSICS. 

graspB the carbon holder, and which then allows it to 
slide through. The shortening of the arc reduces the 
potential difference between the car- 
bons, and the shunt magnet immediately 
ceases to operate. This process is re- 
peated as soon as the carbon rods wear 
away again to the feeding point. Fig. 
183 shows one form of the Brush arc 
lamp. 

Arc lamps to the number of eighty are 
Bometimes placed in series, requiring 
an E.M.F. of at least 4000 volts to 
operate them. 

381. Inoandesoent Lamps. — The 
smaller subdivision of the electric 
l^ht is made by means of carbon filar 
p, 184. ments enclosed in exhausted glass 

bulbs (Fig. 184). These small lamps 
are usually placed in parallel across from one main con- 
ductor to the other (Fig. 185). The carbon filaments 
have a resistance of from 25 to 200 ohms when hot, ac- 
cording to the voltage used and the candle power of the 



Fig.lBB, 



lamps. On account of this resistance the filament becomes 
heated to high incandescence. No combustion takes place, 
but the carbon gradually deteriorates and is thrown off bo 
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88 to blacken the bulbs. The lamp then gives less light, 
and if burned long enough, the carbon filament will break 
and interrupt the current. 



XVm. ELECTRIC MOTOR AND TELEGRAPH. 

382. An Electric Motor is a device which does me- 
chanical work at the expense of electric energy. Almost 
any dynamo can be used as a motor. If an electric cur- 
rent is sent through the armature, it becomes a magnet 
whose magnetic axis forms an angle with that of the field- 
magnet. Henoe it is caused to rotate by action of the 
field-magnet upon it. 

383. The Telegraph is a device for transmitting signals 
through the agency of an electric current. Its essential 
parts are the Line, the Transmitter or Key, the Receiver or 
Sounder, and the Battery. 

384. The Line is a heavy wire, iron or copper, insulated 
from the earth, except at the ends, and serving to connect 
the signalling apparatus. The ends of this conductor are 
connected to large metallic plates buried in the earth. By 
this means the earth is made a part of the circuit of the 
electric generator employed. 

386. The Transmitter or Key (Fig- 186) is merely a 
current interrupter, and usually 
consists of a brass lever A, turn- 
ing about an axle at B. It is 
connected to the line by the 
screws and B. On pressing 
the lever down, a platinum point 
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projecting under the lever is brought in contact with 
another platinum point E, thereby closing the circuit. 
When not in use, the circuit is left closed, the switch F 
being used for that purpose. 

386. The Receiver or Sounder (Fig. 187) consists of 
an electro-magnet 
A with a pivoted arma- 
ture B. When the cir- 
cuit is closed through 
the terminals J) and E, 
, the armature is at- 
tracted to the magnet, 
producing a clicking 
■"'« '^'- sound. On breaking 

the circuit, a spring C pulls the armature away from the 
electro-magnet. 

-When the resistance of the line is 
large, the current is not likely to be strong enough to 
operate the sounder with sufficient enei^y to render the 
signals distinctly audible. To remedy this, an electro- 
magnet, called 
a Relay (Fig. 
188). whose 
helix A is com- 
posed of many 
turns of fine 
wire, is placed 

in the circuit by ^*- '^ 

means of its terminals Cand i) As its armature Amoves 
to and fro between the points at K, it opens and closes a 
second and shorter circuit through E and F, in which the 
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sounder is placed. Thus the weak current, through the 
agency of the relay, brings into aotiou a atrong current 
which does the necessary work. 

388. The Battery consists of a large number of cells, 
usually of the gravity type, connected in series. (Why ?) 
It is generally divided into two sections, one placed at 
each terminal station, these sections being also connected 
in series through the line- 
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889. The Signals are a series of armature clicks sep- 
arated by intervals of silence of greater or less duration, 
a shoit interval between the clicks being known as a 
" dot," and a long one as a " dash." By a combination of 
" dots " and " dashes " letters are represented and words 
are spelled out. 

390. The Telegraph System described in the preced- 
ing articles is known as Morse's, from its inventor. 
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Fig. 189 illustrates diagrammatically the inatruments 
necessary for three stations, together with the mode of 
connection. 

301. The Electric Bell 

(Fig. 190) consists of an 

electro-magnet E, one end 

of whose helix is con- 
nected with the binding- 
post P, and the other end 

is connected, through the 

spring R and the screw 

N, to the post W. These 

posts are connected by 

wire to the poles of a 

battery. In this circuit 

is a PuBh Button B, or 

some other form of circuit-closer. A cross-section of 
the push button is shown in Fig. 191. On 
closing the circuit, the electro-magnet draws 
the pivoted armature to it, thereby causing 
the ball T to strike the gong. The contact 
between the spring Jt and the screw N is 
now broken, the armature is released, the. 
spring A carrying it back till R and ^are in 
contact, when the circuit is again closed, and 
the action is repeated. 

XIX. THE TELEPHONE AlfD MICROPHONE. 
392. The Bell Telephone (Fig. 192) consists of a 
steel magnet 0, one end of which is inserted in a helix 
of fine copper wire J, whose ends are connected to the 
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binding-posts t and t. At right angles to the magnet, and 
not quite touching the pole within the belii:, is an elastic 
diaphragm or disk a of soft sheet-iron, 
l^ept in place by the conical mouth-piece 
d. If the instrument is placed in an 
electric circuit when the current is un- 
steady, or alternating in direction, the 
magnetic field due to the helix, when com- 
bined with that due to the magnet, alters 
intermittently the number of lines of force 
which branch out from the pole, thereby 
varying the attraction of the magnet for 
the disk. The result is that the disk 
vibrates in exact keeping with the changes 
in the current, Fig.'BB. 

393. The Microphone is a device for rendering an 
electric current unsteady by means of a variable resists 
ance in the circuit. One of its simplest forms is shown 
in Fig. 198. It consists of a rod of gas-carbon A, whose 
tapering ends rest loosely in conical depressions made in 
bars C, O, of the same material attached to a soundings 
board B. These bars are placed 
in circuit with a battery and a 
Bell telephone. While the cur- 
rent is passing, the least motion 
of the sounding-board, caused 
either by sound-waves or by any 
other means, moves the loose 
Rj, IBS. carbon pencil and varies the 

pressure between its ends and 
the supporting bars. Since a slight increase of pressure 
between two conductors when resting loosely one on the 
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other lessens the resistance of the contact and conversely, 
then the vibrations of the 
sounding-board cause varia- 
tions in the pressure at the 
points of contact of the car- 
bons and consequently corre- 
sponding fiucluations in the 
current and vibrations of the 
telephone disk. 



3©4. The Blake Trans- 
mitter is a form of micro- 
phone used in connection 
with the Bell telephone in the 
telephone service of our cities 
and towns. An idea of its 
construction and mode of ac- 
tion can be got from an ex- 
amination of Fig. 194, which 
illustrates diagram matically 
two places connected by tel- 
ephone. A conical mouth- 
piece A has back of it a 
diaphragm of elastic sheetr 
iron secured by its edges to 
the supporting frame. Back 
of this disk are two springs 
^ and C, insulated from each 
other at the top. The spring 
C has a carbon button D 
attached to its lower end, 
against which rests the light 
These springs 




hammer^baped end of the other spring. 
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are connected respectively to the poles of a battery, 
through the primary coil of a small induction coil. One 
of the poles of the secondary coil is connected to the 
earth; the other pole is connected to the line wire leading^ 
to the other station. In circuit with this secondary coil 
is a Bell telephone. 

Sound-waves striking against the diaphragm A cause 
a varying pressure between tiie free ends of the springs 
E and C, which act as a microphone. The battery cur- 
rent is consequently unsteady, and capable of inducing 
currents in the secondary coil (367). These induced 
currents, although of higher H.M.F., will yet have 
all the peculiarities of the inducing current. The tele- 
phone in this secondary circuit will be affected by these 
induced currents, and will accordingly send off sound- 
waves similar to those which disturbed the disk of the 
transmitter. * 

If a telephone is used as a transmitter as well as a re- 
ceiver, its action is as follows: Sound-waves striking 
the diaphi-agm set it in vibration, and cause alternating 
currents to flow through its helix and the external circuit 
(343, 366). These currents operate the receiving tele- 
phones. No battery is used in this ari-angemeut. 
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CHAPTER VI. ' 



I. WAVE-MOTION. 

396. Tibration. — EIxp. — Suspend a ball by a long thread 
and set it swinging like a pendulum. Notice that the ball returns 
periodically to the starting point. Now set the ball moving in a 
circle, the string describing a conical surface. The ball again re- 
turns periodically to the starting point. 

A Vibrating Body is one whose parts are moving in 
such a manner that each returns periodically to its initial 
position. A Complete Vibra- 
tion, or simply a vibration, ia 
the motion comprised between 
two successive passages of the 
object in the same direction 
through any position. 

396. Vibrations classi- 
fied. — Exp. — Clamp one end ot a 
strip ot lath in a vise (Fig. 195). 
Draw the free end aside and then 
release it. It fliea hack, passing 
through its original position to a 
point nearly as far on the oppo- 
Pj ,9g_ site side. Each point of the lath 

executes a vibratory movement in 
a path at right angles to its length. 

Vibrations of this character are called Transver»e 

Vibrationi. 
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Szp. — Fasten one end of a long spiral spring ' to a hook in the 
wall and hold the other end in the hand. Insert a finger-nail be- 
tween two turns of the wire, a short distance from the hand, and 
pull them asunder. On releasing the coils, they are set swinging to 
aod fro in line with the length of the spiral. Fig. 196 shows the 
appearance of » portion of the spiral after releasing the coils. 



Vibrations of this character are called LongitudirMd 
VibrtUiona. 

Exp. — Rigidly fasten a heavy ball to a line wire about one metre 
long and support it like a pendulum. Turn the ball part way 
around on its axis. On releasing it, it returns periodically to this 
position, as the wire alternately twists and untwists. 

Vibrations of this character are called Torsional Vibror 
tions. 

397. The Conical Pendulum.— Bip. — Suspend aball bya 
long thread. Set it swinging in a circle and count how many vibiii- 
tions it makes in some period of time, as 30 sec. Place the eye on a 
level with the ball and it will appear to move to and fro in a straight 
line, increasing its speed from either end to the middle and decreas- 
ing its speed as it recedes from the middle. Now set it swinging in 
a small arc like a common pendulum, and count how many com- 
plete vibrations it makes in the previously selected period of time. 
The two pendulums will be found to have the same period. If the 
eye were placed below the common pendulum, the ball would ap- 
pear to move to and fro in a straight line, changing its speed much 
like the conical one. 

398. Looatine the Vibratlns Body. — Let the circle 

■ Bncb ■ apilng nuij tM made bj winding tion or bni* wlra, TSo. IB, on • long rod. 
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whose centre is D (Fig. 197) represent the circular path 
of the conical pendulum bob, and A(} its apparent linear 
path. Let h, c, d, etc., mark the positions of the ball 
at equal intervals of time. Then 
B, 0, 2). etc., will mark the coire- A'''~\~~~~i-. 

sponding apparent places on the line J \ \ | V 
^G^ J\ J I i l\„ 



Fig, 197. 



399. Simple Harmonio Motion. 
— A body moving to and fro along a 
straight line in the manner that the 
pendulum bob appears to do is said to have Simple Har- 
moniv Motion. The distance DA or DGis the Amplitude 
of Vibration. The Period of Vibration is the time-interval 
between two succeasive passages of the body through any 
point in the same direction. 

400. "Waves. — biip — Lay straight on the floor a §oft coU<mi 
rope, about 6 feet long. Holding the olher end of the rope In the 
hand, set up vibrations in the rope by a quick movement of the hand 
up and down. Eayh point of the rope will bo seen to vibrate trans- 
versely with simple harmonic motion, and the disturbance started by 
the hand will move along the rope. 

The curved forms which are seen traveraing the rope are 
called Waves; these may, in general, be defined as the 
configuration of a body caused by its parts vibrating, and 
passing successively thi-ough corresponding positions. 

401. Graphic Kepreaentation of Waves. — Let a num- 
ber of particles A, B, 0, etc., at equal distances apart, 
move to and fro in parallel straight lines, with simple 
harmonic motion, each particle beginning its journey 
at ^th of the period behind the one to the right. Let 
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the problem be to locate these moving points at some 
moment of time and determine the wave-form. 

Draw the circle (Fig. 198) with a radius equal to 
the amplitude of vibration. The paths AA', BB', CC, 
etc., of the particles will each be the apparent path of a 
particle moving uniformly in the circumference of this 
circle. The particle at 1 will appear at A ; the one at 2, 
being y'^^th of a period in advance, will appear at b ; the 
one at 3 will appear at c; and so on for d, e, /, etc. If we 
pass a smooth curved line through these points, we have a 
picture of a wave-motion like that seen in the rope. An 



inspection of the figure shows that this wave-form is the 
result of compounding, at right angles, a simple harmonic 
motion with a uniform linear motion. 

The following experiment will assist in making this 
subject clear : 

Clamp a strip of lath by one end in a viso. To the other end 
fttt:U!li a le.-ul pencil, the apparatus to be an-angod so that the point 
of the ponoil Just touuhes a sheet of cai-dboanl resting on the table. 
Set UiQ bar in vibnitioti and slowly draw the eardboard under the 
pencil ii) a line pai-.^Uoi to Iho bar. The pencil will ti-aeo a wave- 
like lino on llin papcv. A camel's hair brush itud ink may be used 
instciul of tlie peneil. 

402. Wave-Lenffth. — The Length of a wave is the 
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distance from any particle in the wave to another particle 
similarly placed; as from A to Q, I> to 2", J" to F", etc. 
An inspection of Fig. 198 sliowa that while the wave-form 
travels from ^ to ^, or ^ to A, particle A makes a com- 
plete vibration. Hence, the wave4ength is the distance 
traversed by the wave during one vthraiionrferiod. 

403. Waves on a Medium. — Exp. — Drop a pebble into a 
vessel of water. Circular waves will be seen moviDg outward from 
the disturbed point to the sides of the vessel. A small cork floating 
on the surface merely rises and falls with the movement of the 
water and is not carried along with the wave. 

The waves on the surface of a liquid are due to its par- 

tides moving in closed curves, circular when the ampli- 
tude is small. That such a motion will produce a wave- 
form is shown by Fig, 199. Each circle is divided into 
eight equal parts ; a particle is supposed to move in 
the circumference of each circle at the same rate, but 
in any two consecutive circles to be at points sepa- 
rated by gth of a period. Then when a has completed 
one revolution, h will be |th behind, e will be fths be- 
hind, etc. A smooth curve traced througli the points 
thus located represents the form of the surface of the 
water. 

Waves of this kiud on liquids and in ropes are known 
as Waves of Trough* and Oresls. 

404. Waves througrb a Medium. —Bip.—Plnco on the 
table ft tin tube at>oul 3 metres long and 10 cm, in diuniclcr, ono end 
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of which tapera to ft diameter of about 2.5 cm. (Fig. 200). Tie oiyer 
the large end a paper membrane, and in front of the small end 
place the flame of a lighted candle. Tap the membrane with the 
finger; the candle is visibly agitated and perhaps extinguished. 

On tapping the membraDe, it is made to move for- 
ward suddenly. In so doing it compresses the air imme- 



diately in front of it. These ait particles are forced apart 
by their elasticity and compress the air further along the 
tube. The continued repetition of this process carries 
the disturbance through the tube to the flame. Each air 
particle vibrates to and fro in a short path in line with the 
direction of the propagation of the disturbance. (What 
kind of a vibration is this ?) The arrangement of the air 
particles at the time of propagation may be represented 
by the lines of Fig. 201. 



nil 



A study of the figure shows that the particles are sepa- 
rated by more than the average distance at the points A, 
C, E, etc., and by less than the average distance at B, D, 
F, etc., these letters marking the places of greatest rare- 
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faction and condeusation respectively. Particles at A and 
Care said to be in the game phase, because they are in the 
same stage of vibration. The distance j4C is a wave-length 
and comprises a rarefaction and a condensation. Such 
waves are usually spoken of as Waves of Condensation and 
Rarefaction. 

405. Velocity of Waves. — Bip. — Stretch side by side 
twosirailarrubber tubes, about .'ini. loDg. giving them equal tensions. 
Strike the tuties with a ruler, a short distance from the end, cuiisiug 
a depression in each. Those depressicms will move along ea^h tube 
to the other end, where they will be reflected aa elevations, return- 
ing together to the end firat disturbed. Now increase tlie tension of 
one of the tubes, so as to increase the elasticity. Again start at the 
same time a depression in each tube. It will travel mut^h faster 
along the tube of greater elasticity. Stretch a third tube filled with 
sand beside the other two. A wave in it will travel more slowly 
than in the others. 

Hence, it appears that the velocity of the propagation of 
a wave-motion along a substance depends both on its elas- 
ticity and its density. Sir Isaac Newton demonstrated 
that, if the coefficient of elasticity of a substance be repre- 
sented by E and the density by D, the velocity v = -i/j^- 



EXERCISES. 

1. Account for the waves which are often seen moving aci-oss 
fields of grain. 

2. On what does the length of a wave depend P 

3. How could you prove that there is no motion of translation in 
water waves ? 

^ II. SOURCES OF SODKD. 

40G. Sound, as distinguished from hearing, consists of 
those vibratory motions of matter which are capable of 
affecting the organs of hearing. 
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407> Its Origin. — Bzp. — Suspend a small ball so as to toncb 

the edge of a large bell-jar, Strike the edge of the jar with a cork 
mallet. The ball will be repeatedly tlivown away fram 
the jar so long as the sound is heaivl. What must be the 
condition of the jai'F 

Eip. — Stretch a steel wire between two screw-eyes In 
a boai'd. Draw a wolin-bow across the wice, and then 
touch it with a light ball suspended by a thread. So 
long as the wire emits snund. the ball will continue to be 
thrown away from the wire. Inference? 

Exp. — Tap a tuning-fork (Fig. 202) against a block of 
soft wood, and while sounding, touch one prong to the 
surface of wat«r. In what condition is the fork shown to 
beP 

Bip. — Insert a short wooden or tin whistle in one end 
of a glass tube about 40 cm. long and 2 cm. in diameter 
(Fig, 203). Close the other end with a cork, having ""' 
distributed evenly within the tube a little line dry cork-dust, ob- 
tained by filing a cork. Hold tho tube in a horizontal position, 
and blow the whistle. Notice the agitation of the cork-dust, and 
that it is deposited in little piles transverse to the axis of the tube. 
Wliat must be the conditioD of the air in the tube while the whistle 



is sounding? Does the effect on the cork -dust suggest a vibratory 
motion of the air particles, or one of translation f 

These experiments clearly teach that sound-emitting 
bodies are vibrating bodies, and that where there is no 
sound there is either no motion, or the motion is too 
feeble to affect the organs of hearing. Bodies emitting 
sounds are called Sonorous Bodies. 
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m. TRANSMISSION OF SOUND. 

408. The Queetion Stated. — If sound is caused by a 
vibrating body, the question arises, How is the energy of 
this vibratory movement transmitted to the ear? Must 
there be a material medium connecting the sounding body 
with the ear, and must this medium have any special prop- 
erties ? 

409. Air a Medium. — Exp. — Place an alftrm-clock od felt 
under a bell-jar on the air-pump table. Exhauat the air, and you 
will notice that the sound is very feeble. 

The air remaining in the bell-jar is under low pressure 
and possesses correspondingly weak elastic force. The 
experiment shows that sound is not well propagated in a 
medium of feeble elasticity, and su^ests that it cannot be 
propagated in a vacuum. 

410. Any Gas a Medium. — Bip— Fit to a large, heavy, 
wide-mouthed bottle a rubber stopper with two holes in it. Pass a 
glass ru<l through one of the holes, and attach to it as large a bell as 
will CDter the moulh of the bottle. Through the other opening insert 
a glass tube, and connect it by a rubber tube to the air-pump. Es- 
iiaust the ^r as completely as possible from the bottle. Close the 
rubber tube with a pinch-cock, disconnect the tube from the pump and 
connect it to a supply of hydrogen. After the gas is introduced, the 
sound of the bell can be distinctly heard. Other gases cwi be tested 
in a similar manner. 

Hence, it appears that any gas can serve as a medium 
for sound. 

411. Liquida as Media. — Eip. — Fill a tumbler nearly foil 
of water and place it on an empty chalk-bos. Stick the stem of a 
tuning-fork into a small disk of wood. Set the fork in vibraUon and 
hold ft with the wooden disk resting on the water In the tumbler. 
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The Bound of the fork will be heard aa If coming from the box, hav- 
ing been trttDBmitted lo it by the water. If any other liquid be used 
ID the tumbler, the result will be mucli the same. 

We conclude from this that liquids are good conductors 
of sound. 

412. Solids as Media. — Bxp. — Place a vibrating tuning- 
fork against one end of a long wooden rod. Hold the other end 
tirmly agfunst the door of the room. The sound of the fork will 
seem to come from the door, the vibrations having been transmitted 
to it by the rod. If a thick layer of cotton-wool be placed betiveen 
the door and the rod the sound Is scarcely audible. 

Wood is highly elastic, but the cotton-wool is not; 
hence it appears that solids transmit sound provided they 
are elastic. 

413. The AoouBtio Telephone is a familiar instance of 
a solid transmitting sounds. It consists of a string or 
wire, of any desired length, attached to the thin elastic 
bottoms of two small boxes. If the string be properly 
stretched, any sound produced in the one box is easily 
heard by applying the ear to the other. 

Solids are the best conductors of sound. The report of 
a cannon has been heard more than 250 miles by applying 
the ear to the solid earth. The great eruption of Cotopaxi 
in 1744 was heard distinctly over 500 miles, although 
several gigantic mountains and numerous deep valleys 
intervened. 

414. Sound-Wavea. — When a body, as a tuning-fork, 
is set in vibration, disturbances, known as Sound-Waves, 
are produced in the air around it. These waves consist of 
a series of condensations and rarefactions, succeeding each 
other at regular intervals, and forming concentric spheri- 



^oiizodbvCoOglc 



ELEMENTS OF PHTSICS. 



cal shells of air of different densities. Each air particle 
swings to and fro in a very short path along the radius of 
the sphere, that is, the vibrations are longitudinal. 



IV. REFLECTION AHD REFRACTION OF SOUND. 

415. Reflection ofWaves. — Bip. — Connect the bnttnms 
of two eniptj chalk-boxes by tlie spiral spring of Ail;. 39G, gently 
stretching the apiial. Start a pulse through it by pressing together 
a few of its turns at one end and suddenly releasing them. The 
wave moves rapidly along the spiral till it reaches the other end; 
then it retums, as if ivflecteil, to tlie starting point, and continues 
ti-avelling to and fro till the energy is dissipated. 

The experiment anggests that a wave-motion can be re- 
flected from a surface. 



416. Reflected Sotmd-Waves.— Bip — Placealargecon- 

cave reili'Ctor, suuh as is used behind wall lamps, whore the light of 
the snn can strike it squarely and asccvtjiin where the light I'eBccted 
from its surfftL-e is brought most nearly to a point. That point will 
be the focus (oCi) o( 
the reflector. Now 
suspend a loud-tiult- 
iug watch a few 
inches in fvtmt of this 
focus, as at W (Fig. 
2IU), and observe that 
by standing rit a cer- 
tain distance, as E, in 
front of the refleetor 
thenr the watch 




distinctly; but if the reflector b 
not quite, inaudible. 



removed, the ticking is nearly, if 



The sound-waves striking against the curved surface 
are reflected to a point in a manner quite similar to light- 
waves (501). 
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417. An Echo is the repetition of a sound due to its re- 
flection from some distant surface, as tliat of a building, 
cliff, cloud, body of water, etc. The time-interval be- 
tween producing a sound and hearing its echo is the time 
that sound takes to travel from the source to the reflect- 
ing body and thence to the ear. The sensation of sound 
occuiiies about -^jth of a second, and during that time the 
sound-wave travels about 110 feet (429). If then the 
reflecting surface be distant 55 feet, a sound having a 
duration of ^z^h of a second will be followed immedi- 
ately by an echo, since the first sound-wave will have 
just time to travel to the reflecting surface and back before 
the cessation of the original sound. Multiple or repeated 
echoes are due either to independent reflections from 
bodies at different distances, or to successive reflections, 
as in the case of parallel walls at a suitable distance apart. 
The roll of thunder is partly due to multiple reflection. 

If the distance of the reflecting body be too small to 
produce a distinct echo, then the reflected sound will tend 
to render the original sound indistinct, as is the case in 
large empty buildings ; or it will tend to strengthen the 
original sound, as illustrated by the greater ease with 
which a speaker can be heard in a room uf medium size. 

418. A WbisperLoe Oallery is a room where a whisper 
or other faint sound produced at some particular point 
is heard distinctly at some distant part of the building. 
The phenomenon is due to one of two causes: First, the 
walls of the room may be either elliptical or circular in 
form, and hence act like concave reflectors in converging 
all the sound-waves to one point; or, secondly, the sound 
may he reflected repeatedly from point to point, and thus 
be made to travel round the walls. This is the case 
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with long, circular passage-ways, which are somewhat like 
speak ing- tubes. 

419. Re&aotion. — Bip. — Fill a large rubber toy balloon 
with carbonic oxide. Suspend a loud-ticking watch from a support, 
and place yourself at a point where you cun hear it faintly. Now 
hold the inflated balloon between the watcli and your ear. By 
moving it slowly back and forth you will find a position where the 
ticking is much louder. 

This 13 due to the fact that the globe of dense gas 
acts on sound-waves like a convex lens on light-waves 
(525), converging them to a focue. If the balloon be filled 
with hydrogen gas, an opposite effect will be produced, 
the sound being diffused instead of being brought to a 
focus, similar to the action of a concave lens on light 
(526). 

The refraction of sound is caused by the change in ve- 
locity suffered by that part of the sound-wave which 
enters the globe of gas, a subject which will be more fully 
considered under refraction of light (516). 



1. Why is it that any sound produced in a forest is followed by 
several similar sounds coming from as many different directions? 

2. The report of a gun returns to the gunner in 2| seconds ; how 
far away is the reflecting surface? 

3. Why are there echoes in a very large emp^ room ? Why do 
they disappear when filled with people P 

4. Why does a partially deaf person place his open hand bock of 
his ear when listening to a speaker? 

5. Why is it that the wind blowing against a series of sound- 
waves deflects them upward, so that Ibe sound of a distant bell Is 
often audible at the top of a tower, when it is inaudible at the base. 
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1/ 

v. INTENSITT AMD LO0D!fESS.- 

420. The Phyeioal Intensity of a sound depends on 
the enei^y of the vibrating particles of the transmitting 
medium; whereas the Loudness of a sound depends not 
only on the energy of tfie vibratory movement, but also 
on the condition of the ear in which the sensation is pro- 
duced. The rate of vibration also plays an important part 
in estimating loudness, as the ear is not equally sensitive 
to all sounds. 

421. Effect of Amplitude. — nxp.~Set a tnning-fork in 
Tibmtion by Btriklng one of Mb phmgs a feeble blow with a block of 
wood. The sound emitted is faint, and the prongs when touched 
to water do not throw it with much energy. If yon strike it a sharp 
blow, the sound is much louder, and the prongs throw water on 
touching it with marked vehemence. 

To understand the above, it should be remembered that 
sonorous bodies, like pendulums, make their vibrations in 
equal intervals of time. In the second case, the amplitude 
of vibration is greater than in the first; consequently, the 
velocity of the prongs is greater, and also that of the dis- 
turbed air particles. Since the energy of these particles 
varies as the square of their velocities, the intensity of the 
sound must vary as the square of the amplitude. 

422. Effect of Density of Medium. — Eip — Place an 
alarm-clock under a bell-jar on the air-pump table. As the lur is 
gradually exhausted from the bell-jar, the sound of the clock grows 

Blip. — Fill a large bell-jar with hydrogen. As with one hand you 
hold it up,' introduce in it with the other a small bell. The sound is 
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much feebler than when the jar is filled with air. On repeating the 
experiment with the jar full of carbon dioxide, the sound is much 
louder tlian in air. 

These differences of loudness are due to differences in 
the energy of the wave-motions produced in the gases. 
Since energy depends on mass, the energy of the wave- 
motion set up in a rarefied or light gas is less than that in 
a dense one ; and since the energy of the vibratory body 
is absorbed less rapidly hy the rare medium, the body con- 
tinues in vibration for a longer time. On high mountains, 
where the air is quite rare, conversation is carried on with 
difficulty, and the report of a gun is no louder than the 
noise due to the breaking of a smalt twig under ordinary 
circumstances. 

423. BfiFeot of Distance. — As the sound-waves move 
outward from the vibrating body, each spherical layer of 
air imparts its energy to the enveloping one. Since these 
layers are surfaces of spheres, the number of particles 
composing them increases as the squares of their radii. 
Hence, the enei^y of the individual particles must decrease 
in like ratio, that is, the intensity of Bound varies inversely 
as the square of the distance from the sonorous body. 

During the vibratory movement of the air, heat is de- 
veloped through friction among the air particles, and 
some of the mechanical energy is transformed into heat. 
The decrease in the intensity of sound is therefore consid- 
erably greater than that given by the theoretical law 
of inverse squares, on account of the energy dissipated 
as heat. 

424. The 8peakiiig>Tube. — The weakening of sound 
from the enlargement of the sound-waves as they recede 
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from the sonorous body would evidently not take place if 
the sonorous body were witliiii a tube. Under such a con- 
dition the sound-waves would not be propagated as con- 
centric spheres, but the successive layera of air affected 
would be of equal mass, and the sound would be conveyed 
with but little loss of intensity. Tubes used iu this way 
are called Speaking-Tuhes. 

425. Effect of Area of Vibratinff Body. — Exp. — Com- 
pare the sound of a small tuning-fork with that of a large one of the 
same pitiih (-l*!)- The large one produces the louder sound. 

In order that a vibrating body may be a sonorous one, 
the condensations and rarefactions produced in the sur- 
rounding medium must he 
well marked. When the ob- 
ject is small, the particles of 
the medium can readily flow 
around it and thus prevent 
the formation of clearly de- 
fined waves. On the other 
hand, when it is lai^e, this 
is not possible, and conse- 
quently the condensations 
and rarefactions are more 
pTOnounced, thereby making 
the sound louder. Hence, 
the inteimty of sound depends 
on the area of the sonorous 
body. 

Illustrations of this fact 
are found in many stringed 

musical instruments, where the sound is intensified by 
placing two or more strings side by side when they are 
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fine ; and, secondly, by placing a sounding-board beneath 
them to be set in motion by the string. The loud sound 
produced by many wind instruments is due to the fact 
that the air within the broad aperture opposite the mouth- 
piece is a vibrating body of large area. 

426. The Resonator. — Bxp. — Hold a vibrating tuning- 
fork over the mouth of n cjliaclrical jar, of about 2 inches diameter 
and 12 inches deep (Fig. 205). Pour in water slowly, and notice 
that as the air-column grows shorter (he sound grows louder till a 
cerlain length is obtained, after which it grows weaker. If forks of 
different pitch are tried, each is found to have its own length of air- 
column which reenforces its sound. 

This strengthening of the sound is called Resonance, and 
any vessel enclosing a body of air producing this effect is 
called a Resonator. 



427. Its Action Explained. — 

When the prong a (Fig. 206) 
moves to i it makes half a vibra- 
tion, and hence generates half a 
sound-wave. The condensation it 
produces passes down the tube AB, 
is reflected from the bottom, and 
returns to unite with other waves 
sent out by the prong. Now, if AB 
is of the proper length, this conden- 
sation can move down the tube and 
return to combine with the con- 
densation produced by the prong 
moving from ft to a, thus making 
the condensation more marked, 
and thereby strengthening the sound. The effect of the 
fork on the column of air is to set it in vibration, and 
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the layer of air at its mouth has the sound-producing 
properties of a sonorous body of large area. 

If the tube is lengthened or shortened a trifle, the re- 
flected condensations and rarefactions do not issue at the 
mouth at the proper time to combine with those of the same 
phase produced by the fork in the air without the tube, 
and consequently they act against each other, causing an 
enfeeblement of the spund (421). 

428. Longrth of Air-Column. — The fork in swinging 
from a to J makes one-half of a vibration. During that 
time, if the condensation travels from AtoB and back 
again, then AB must be one-fourth of a wave-length. If 
AS be three-fourths of a wave-length, then the first 
condensation which passes down the tube will return in 
time to unite with the one produced by the prong as it 
begins its second vibration. Any odd multiple of the one- 
fourth of a wave-length will reenforce the sound. (Why?) 

It must be borne in mind that both theory and experi- 
ment show that the length of the air-column which will re- 
enforce a sound is affected by the diameter of the column. 
The column shortens on increasing the width, the true 
length being given in the ease of cylindrical columns by 
increasing the length by about two-flftbs of the diameter. 



^ VI. TEIOQTY OF SOTTND. 

429. History of the Problem. — It has long been 
known that sound is not propagated instantaneously. 
The first reliable experiments made to determine the 
velocity in air were those of a commission of the French 
Academy appointed in 1738, In 1822 another com- 
pany of physicists undertook a series of observations 
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to solve this problem. The method of procedure was to 
divide into two parties, each provided with a good chro- 
nometer and a small cannon. Each party recorded the 
interval between the observed flash of the cmnon and the 
report. An average of a large number of observations 
gave as a result 1118.152 feet per second at a temperature 
of 16° C. The defect in the method is that the percep- 
tions of sound and of light are not equally quick, and vary 
with different persons. Regnault, however, has succeeded 
in solving the problem, by a method free from these 
sources of error. Electrical means of recording the obser- 
vations were employed, and as a result, a velocity of 332 
metres, or nearly 1090 feet per second, at 0° C was 
obtained. 

430. Velocity in Oases.* — ^Since the velocity of propa- 
gation of a wave through any medium varies directly as 
the square root of the coefficient of elasticity and inversely 
as the square root of the density (405), it follows that 
sound travels four times as fast through hydrogen as 
through oxygen under the same pressure, the density of 
oxygen being 16, If a gas be subjected to pressure, its 
elasticity and density will change at the same rate, and 
consequently the velocity of sound in the gas will not be 
affected. Since heating a gas increases its coefficient of 
elasticity, it will also increase the velocity of sound. Ex- 
periment and theory show that the correction is 0.6 metre, 
or nearly two feet, for each degree centigrade. 

431. Velocity in Liquids. — Colladon and Sturm in 
1827 conducted a series of experiments in the water of 
Lake Geneva, and found that sound travels in water at 
the rate of 1435 metres per second at 8° C. Subsequent 
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experiments made at higher temperatures show that the 
velocity is considerably affected by changes of tempera- 
ture. Such great velocity is due to the high elasticity of 
water as compared with its density. 

439. Velocity in Solids. — Solids, like liquids, have a 
high coefBcient of elasticity, and accordingly transmit 
sound with great rapidity. In iron, sound has a velocity 
of 16,820 feet per second ; in glass, 14,850 feet per second ; 
in lead, a metal of low elasticity, only 4,030 feet per 
second , 

EXERCISES. ^ 

1. The flash of a cannon was seen, and t«n seconds later tho re- 
port was heard ; how far off was the cannon. Ihe temperature licing j ^^ 
70° F. ? , ' 

2. A stone dropped int') t^e mouth of a mine was heai'd to strike 
the bottom in two seconds ; how deep was the mine P 

3. Why is the echo weaker tlian the original sound? 

4. Does sonnd travel faster at the foot of a mountain than fttthe 
topP 

5. What is the velocity of souud in coal gas at 0° C, the density 
beingO.SP H^-'^^'^yf''' ' ^ V/ ' ., 

6. What must be the temperature of air in ordef that sound may , . . 
travel in it with the same velocity as in hydrogen at 02C. ? / J fr ? '>^ 

^—-"'^ VU. INTERFERENCE. 
433. Combining- Waves. — Exp. — Fasten one end of a 

soft cotton rope, about 20 feet long, to a suitable support. Hold- 
ing the other end in the hand, start a wave, or pulse, in it by a 
quick movement up and down. The wave will travel along the 
rope as an elevation or crest, and on reaching the fixed end will 
be reflected, rctuiiiing ta the hand as a depression, or trough. 
At the moment the wave is reflected at the far end, start a 
second wave. These will meet near the middle of the i-ope. The 
returning wave will tend to move this point downward and the 
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ftdvaDcing wave to carry it upward. If these forces are equal, t^e 
point will remain at rest ; but if not, its motion will be proportional 
to the difference. 

The experiment illustrates this principle; If two 
waves pass simidtaneou»ly through the same medium, the 




\. 



-./ 



actual motion of each particle is the resultant of the motions 
due to each system separately ; it equals their sum when the 
directions of motion are the same, and their difference when 
they are opposite. 

Let the first two curved lines (Fig. 207) represent two 
wave-motions in the same medium, having tlie same am- 
plitude, but differing in wave-length. The heavy line 
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will represent the resultant wave, the points being de- 
termined in the following manner ; A"a" ^ A'a' + Aa, 
B"b" = B'b' + Bh, C"c" = C'c' + Cc, etc. A study of the 
figure shows that sometimes the two waves act together, 
resulting in an increased amplitude, while at other times 
the motions impressed on the particles are opposite in 
direction, thereby reducing the amplitude, 

434, Interference is the result of two wave-motions 
traversing a medium at the same time. If two sound- 
waves of equal amplitude 
meet in opposite phases, 
the result will be an ex- i 
tinction of sound. This 
is illustrated by the follow- 
ing experiment: 

Eip. — Hold a vibrating tun- 
ing-forl( over a cylindrical jar, 
serving as a resonator. Turn 
it sigwiy round its axis, and 
notice that in certain positions 
it is nearly inaudible. When 

in one of these posilions slide a Fig. 208. 

small paper cylinder over one 

prong (Fig. 208), being careful not to touch it. The sound will be 
restored. 

Each prong sends a set of waves down the jar. When 
one prong is a little further removed from the jar than the 
other, the two sets of waves will not reach the bottom in 
the same phase. Hence, the two wave-motions act against 
each other, producing either partial or total extinction 
of sound. The correctness of this explanation is shown 
by the restoration of the sound when the waves from one 
prong are cut ofE by the paper cylinder. 
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43fi. Beats. — Bip- — Select two large tuning-forks giving the 
game tone. When the forks are set in vibnition, the sound is smooth 
as if only one fork were sounding. Fasten a piece of wax to a prong 
of one of the forks ; the sound will be marked by a peculiar palpi- 
tation or unsteadiness. 

These outbursts of sound, followed by momente of 
comparative silence, are called Beats. 

436, Number of Beats. — I/Ct two sounds be produced 
by 100 and 120 vibrations per second, respectively. 'l"hen 
the first takes i^^th of a second for one vibration, and the 
other, tJuI-Ii of a second. When the first has made one 
vibration, the second has made as many as -^ is contained 
in ^u, or ^^ ^ IJ. Hence, it appears that the second 
gains |th of a period during each vibration of the first, and 
at the end of 2^ vibrations on the part of the first, the 
second will be ^ of a vibration in advance, that is, will 
be in exactly the opposite phase, producing rarefactions, 
while the first is producing condensations. This will evi- 
dently destroy the sound, if the amplitudes are equal, or 
weaken it, if they are unequal. During the next 2J vibra^ 
tions, the second will gain another half vibration, and will 
be in the same phase as the first. For every 5 vibrations 
made by the first, there is then one beat, and iji = 20 per 
second. But 120 — 100 = 20. Therefore, the number of 
beats per second due to two sounds is equal to the differ^ 
ence of their vibration-rates. 



Vm. SYMPATHETIC VIBRATIONS. 

437. Forced and Sympal^etio Vibrations. — Bip- — 
Construct two pendulums to vibrate in the same time, using a hcary 
ball and a light one for boba. Suspend tliem from the same support 
and set the heavy one swinging; the other one will goon begin to 
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vibrate. If yon lengthen or shorten the light pendulnm it will not 
so readily acquire the motion. 

Exp. — Flace on the table, a few feet apart, two tuning-forks 
of the same piteh. If you keep one of them in yiolent vibration for 
a short time you will discover, on stopping it, that the second fork 
is vibrating. If the experiment be repeated, with the pitch of one 
of the forks slightly changed by cementing a small weight to one 
prong, no such effect will be obtained. 

These experiments prove that an elastic body can be 
thrown into vibration by another one whose vibrations 
have considerable energy, feebly, when they do not agree 
in time, and strongly when they do. The first illustrates 
what are called Forced Vibrations, and the second Sympa- 
thetic Vthrations. 

438. Explanation. — When two bodies of the same 
vibration-rate are placed near each other and one of them 
is set vibrating, the motions of the first are communicated 
to the second by the material medium connecting them. 
The pulses in the medium rpa^K.tKo p^i second to produce 
vals corresponding to its v'hen the number exceeds 38,000, 
is cumulative, each impulsther experimenters have placed 
the movement. If the tw)00. Most musical sounds are 
times, the impulses from ti 4.000 vibrations per second, 
with the motions started . 

turbance can not aecumuh Measured. — The exact meas- 
rate of a sonorous body is a difB- 

439. Illustrationa. — simplest methods is by the use of 
and the membrane of a b* is given such a speed that the 
the strings stretched ov^d to be of the same pitch as the 
tuning-fork naturally viion. The number of revolutions 
on account of unavoidatecond, multiplied by the number 
connected at the stem, thsed, will be the number of vibra- 
the slower one, and the d by the body. 
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the result being that they agree in rate. Objects in a 
room often respond to certain notes of the piano, the effect 
being generally to cause a tingling sound as if there was a 
loose pin on the sounding-board. 



IX. PITCH. 
440. Musical Sounds are those which are pleasant to 

the ear, and are caused by regular periodic vibrations. A 
Noiie is a disagreeable sound, either because of its short 
duration, as the report of a gun, or because the vibrations 
producing it are not periodic, or because it is a mixture of 
several discordant sounds (464), as the clapping of the 
hands. 

Bip. — Attach a rose gaa-bumer to a metal pipe about 16 in. long, 
and connect it to the gas service with a rubber tube. Light the gas 
and notice the rustling sound attending its burning. Now hold a 
large tin tube, several feet long, over the burner. At a certain posi- 
tion of the flame within the tin tube, a sountl like that of an organ- 
wniie liiB ^- . 1 ,„j,^ t..V« of different lengths, the sounds 
dently destroy the sound, if tn 

weaken it, if they are unequal. The experiment shows that 
tions, the second will gain anote rustling of the flame is 
be in the same phase as the firie to the mixing of many 
made by the first, there is then fferent sounds, the exist- 
second. But 120 — 100 = 20. ce of which, is proved by 
beats per second due to two sobir reenforcement by the 
ence of their vibration-rates. (erent aiiMiolurans. 

'-41. Pitch. — Eip. — Cut a 
Vm. SYMPATHETIC hoard dislc 15 cm. in diame- 

,„_ _ , . c ii. Draw on it four concentric 

437, Forced and Sympath* , , .... , ,„ 
, , . ... - es, having the diameters 13, 
Construct two pendulums to vibrate m ,' ,°. .■ , 

^ , . L i^ . ll>. and 8-5 cm. respectivelv. 

tail and » l.ght o.. for bob.. B»pen^ ^^ „,peotlvelj 

.nd ... the heavy on. swinging; th, \' ,,„, ' ' 



n cut round holes ,b cm. in 
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diametev. Mount the disk on the spindle of a whirling machine, nod 
rotate it rapidiy. With a glass tube direct a st«ady stream of Mr 
gainst one of Ibe rows of holes. A different musical sound ia 
produced for each circle. 

Such an apparatus is called a Siren. The sounds are 
due to vibrations set up in the air by the regular succession 
of air-pu£fs passing through the holes as they cross the 
stream of air from the tube. The number of puffs per 
second will differ for the different circles of holes and also 
with the speed of the disk, thereby causing a difference in 
the number of sound-waves produced per second, or a 
difference of Pitch. The pitch of a musical sound is de- 
termined by the number of vibrations made by the body 
in a second. When the number of vibrations per second 
is very great, the pitch ia acute ; when small, grave. 

442, Limits of Audibility. — The limits of perceptible 
pitch vary with the individual. According to Helmholtz, 
there must be at least SO vibrations per second to produce 
a continuous sound, and when the number exceeds 38,000, 
it becomes inaudible. Other experimenters have placed 
the limits at 16 and 41,000. Most musical sounds are 
comprised between 27 and 4,000 vibrations per second, 

443. Vibration-rate Measured The exact meas- 
urement of the vibration-rate of a sonorous body is a diffi- 
cult matter. One of the simplest methods is by the use of 
the siren. The siren disk is given such a speed that the 
sound obtained is judged to be of the same pitch as the 
sonorous body in question. The number of revolutions 
made by the siren per second, multiplied by the number 
of holes in the circle used, will be the number of vibra- 
tions per second produced by the body. 
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^AA:. Relation of Pitch to 'WaTe-ldnffth. — If atuning- 
fork makes 256 vibratious per second, and in that time a 
HOund-wave travels 1,100 feet, then the first wave formed 
will be 1,100 feet from the fork, on the completion of the 
256th vibration. Hence, in 1,100 feet there are 256 waves, 
and the length of each is VeV feet. Therefore, wave-length 
equals velocity of sound divided by vibration-rate, that is, 

l=—,in which v is velocity, I wave-length, and n vibra- 
tion-rate. 

446!' Intervala. — When two notes differ in pitch they 
are said to be separated by an Interval, the value of which 
is obtained by finding the ratio of their vibration-rates. 
The moat important interval is the Octave, the numerical 
value of which ia 2 ; the next ia the Fifth, the value of 
which is I ; then follow the FouHh, the Major Third, and 
the SUnor Third, equal to f, f, and % respectively, 

446. The Gamut or Diatonic Scale is a series, of eight 
notes which succeed each other with gradually increas- 
ing pitch, the two extremes being an octave apart. The 
first, or lowest note, ia called the Key-Note, and the laat is 
regarded as the key-note of another set of eight notes. In 
this way the series Is repeated till the limit of pitch ia 
reached or a sufficiently extended scale is obtained. The 
tones comprised in each octave are named C, D, E, F, G, 
A, B, C. The initial note of such a series may be given 
any pitch at pleasure. Physicists have agreed to assign to 
C (the "middle C" of a piano) 256 vibrations per aecond. 
Id rouaic there ia no legal standard of pitch ; that in gen- 
eral use in this country asaigna to C 261 vibrations per 
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447. The Dlatonio Scale aooouuted for. — It is found 
that when three notes whose vibration-numbers are as 
4:5:6 are sounded together, a pleasing effect is pro- 
duced on the ear. Such a combination of notes is called a 
Major Triad; and together with the octave of the lowest 
of the three they constitute a Major Chord. The major 
diatonic scale is built on three sets of such chords. Repre- 
senting by C the first of such a series, and assigning to it 
256 vibrations, then the second will have ^ X 256 = 320 
vibrations, the third one | X 256 ^ 384, and the fourth 
2 X 256 = 512. These are called C, E, G, and C. Now 
if we make G the first of another series of four, the second 
will have | X 384 = 480 vibrations, the third | X 384 = 
576, or 288 when reduced by an octave, the fourth 2 X 
384 = 768. The series now stands as follows : 

256 288 820 384 480 512 
C D E a B C 

It is evident that the intervals from E to G and from G 
to B are much larger than that between any other two 
consecutive notes. If we make C the third note of a 
major chord, we have for the first note J X 512 ^ 341J, 
and for the second J X 512 = 426J, which fitted into the 
series complete it as follows : 

Vib. No. . . 256 288 320 3411 884 426| 480 512 
Name ...CD EFGABC 

Vib. Ratio . . C JC iC jC \G JC ^C 2C 

Intervals . . « V ' 1! I V I !! 

It is also found that three notes whose vibration-rates 
are as 10:12:15 produce, when sounded together, an 
effect but little less agreeable than the major triad. Such 
a combination, together with the octave of the lowest. 
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conatitiites a, Minor Chord. The minor diatonic scale is 
built up in a manner similar to the major scale. 

448. Intervals of the Diatonic Boale. — An examina- 
tion of the table in the last article shows that there are 
three different intervals in the diatonic scale, and that they 
succeed each other in a certain order. In preparing this 
series of notes, C was chosen as the hey-note. Now if 
some other note, as D, be chosen as the key-note, and we 
multiply it by | to obtain the next note, we have a note 
of f X 288 = 324 vibrations, which differs slightly from E. 
Again, if we multiply 324 by -•/ ^® ^o.ve 360, a note 
differing widely from any note of the series. If we mul- 
tiply 360 by 41, we have 884, which is note G. If we take 
other notes of the series as key-notes and proceed in this 
way, we shall see that if this order of intervals is to be 
maintained in every key, several new notes must be 
interpolated in the series. Again, if the minor chords 
are to be provided for, it will be necessary to introduce 
several additional notes. These new notes are designated 
as the Flats or Sharpa of those between which they He, 
and are obtained by raising (sharping) or lowering (flat- 
ting) these notes by the interval s|. 

449. The Ohromatic Scale. — The interpolation of 
notes as .described above increases the number of notes to 
such an extent — seventy-two to the octave — as to be 
unmanageable in the practice of music, particularly in 
the case of music designed for such instruments as the 
piano, where each note is fixed. It becomes necessary, 
then, to reduce the number of notes by changing the 
values of the intervals. This process is called Tempera- 
ment. Of the several methods proposed by i 
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that of Equal Temperament is the one generally adopted. 
It makes all the intervals from note to note equal, inter- 
polates only one note in each whole tone of the diatonic 
scale, and thus reduces the number of notes in the octave 
to twelve. This scale of twelve notes is called the Chro- 
mattc Scale, 



1. How many beats are produced iD a second by two notes whose 
rates of vibration are respectively 291 and 388 ? 

2. What is the wave-length for a note due to 638 vibrations per 
second at 160 0. P i-'i.') Cm'' ;i,. a_'' — 

3. Determine the pitch of a note from the following data : 
Number of holes in siren disk 36; number of revolutions in 10 sec. 

when in unison 8t. S^O-'^ 

4. A piano is usually tuned so that C is 261 ; Hnd the pitch for 
each note of the gamut. ^ / , ^ ,. t ■, ;*-, . 'Xt i '^ 

b. Why is there a rise in pitch of a locomotive whistle when 
the train is rapidly approaching, and a con'esponding fall when 
moving away from you ? 

6. A tuning-fork is held over a tall glass jar, into which water 
is gradually poured until the maximum recnforcement of the sound 
is produced. This is found to be the case when the length of tlie 
column of air is Ct.8 cm. What is the vibration-number of the fork, 
the temperature being 16° C. ? ll]A 

X. VIBRATIONS OF STRINGS. 

460. Modes of Vibration. — Of the three ways iu 
which strings may vibrate, the transverse vibration is 
the most important. When used for the production of 
sound, strings are fastened at their ends, stretched to the 
proper tension, and made to vibrate either by drawing a 
violin bow across them, striking them with a light ham- 
mer, or plucking them with the fingers. An examination 
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of any stringed musical inBtrument, as a violin, will make 
it evident that by varying the tension, the length, or the 
mass of the wires or strings, tones of any desired pitch 
can be secured, 

461. Laws of StringB. — In order to study the laws 
obtaining in the case of strings, an instrument called a 
Sonometer is used (Fig. 210). This may be nothing more 
than a wooden box about 150 cm. long, 15 cm. wide, 
and 10 cm. deep. The material should be pine, free 
from pitch, straight-grained, and about 1 cm. thick, except 
the top, which may be 5 mm. thick. The ends should be 




Rg. 210. 



of hard wood, well seasoned, and have a thickness of 
about 25 mm. Near the ends are triangular pieces of 
hard wood, to serve as bridges across which to stretch the 
wires. The distance between them should be 120 em. In 
one of the head-pieces are inserted two stout pins and in 
the other two piano posta for changing the tension of the 
wires. On the same end is a small pulley for one of the 
wires to draw over, the tension being measured by 
attached weights. Beneath the wires is a scale graduated 
to half centimetres. 

Bip — Stretch a wire on the sonometer and then tune it till the 
pitch of the sound is that given by the inner i-ow of holes of tlie 
siren. Now shorten the string one-half by means of a movable 
bridge; the sound will be found in unison, agreeing in pitch, with 
that given by the outer row of holes of the siren. Shorten it a fifth ; 
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the souod will be ia naison with that given by the next to the inner 
row. Shorten it a t^ii'd ; the sound will be in unison with thiUi given 
bj the next to the outer row. Hence, 

The Law of Lengths. — The tenmon and the diameter 

hetTig conatant, the vtbration^umber varies inveraely as the 
length. 

Bxp — Stretch equally two wires of the same material having 
different diameters, and by means of a, movable bridge shorten the 
heavier wire till it sounds in unison with the finer one. H we meas- 
ure the diameters of the wires, we shall And that the ratio of tJiese 
diameters is the inverse of that of their lengttia, that is, i^=z.. But - 
j-^: — , that is, L, the length of the shortened large wire, is to I, the 
length of the whole wire, as N, the number of vibrations made by 
the whole wire, to n, the number made by the short wire, or, what 
is the same thing, the nninber made by the small wire. Therefore, 



The Law of Diameters. — The tension and the length 
being constant, the vibrationmumber varies inversely as the 
diameter. 

Exp. — Stretch two wires of the same size with unequal but 
known weights. By means of the movable bridge placed under the 
wire of lower pitch, put the wires in unison. If we compare tlie 
length with the tension, it will be found that £ = •^, in which T 
and t represent tbe tension. But as shown la the last experiment 
^= E. Therefore. ^ = ^- Hence. 

The Law of Tejisions. — The length and the diameter being 

constant, the vibration-numher varies as the square root of the 
tension. 

Exp. — Stretch equally a brass and a steel wire of the same diam- 
etei*. By means of the movable bridge under the wire of lower 
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piteh, put the wires in nnison. If we compare lengUia with densities 

of material we shall find that -, = ^~^, in which * and 8 repre- 
i ^a 

sent densilses. But ^ = — ■ Therefore, — = "^L- Henee, 
In n ^S 

The Law of Bengities. — The length, tension, and diameter 
being constant, the vibrationrnumber varies inversely as the 
square root of the density. 

462. Applications. — In the piano, violin, harp, and 
other stringed instruments, the pitch of each string is de- 
termined partly by its length, partly by its tension, and 
partly by its size. The tuning is done by varying the 
tension. 

XI. OVERTONES AND HARMONICS. 

453. The Fundamental Tone of any vibrating body 

may be defined as the lowest tone that the body can give. 

It is produced when the body vibrates as a whole. In the 



case of a string, its appearance is that of a single spindle 
(Fig. 211) whilst sounding its fundamental tone. 

454. Nodes, Antinodes, etc. — Eip. — Atiaeh a thread to 
the end of one of the prongs of a. largo tuning-fork. If such a fork 
cannot be had, it may be attached to the middle of one of the sonom- 
eter wires. Fasten the other end to a small rod held in a suitable 
clamp, so that the length and tlie tension nia,y bo varied at pleasure. 
Now set the fork in vibration, and vary both tension and the ten^h 
of the string till it vibrates in a numberof pans, giving it the appear- 
ance of a succession of spindles (Fig. 212). 



^laiiizodbvGoogle 



SOffSTD. 298 

The pulse started along AB by the fork is reflected at 
S, and, meeting new pulses on its return, produces poiuta 
of no vibration atif,iV", called Mdeg. The points V, V, V, 
are those of greatest vibration, and are called Antinodes. 



The portion of the wave from node to node, as AN, is 
called a Ventral Segment, and that from node to autinode, 
aa AV,& Semi-Ventral Segment. 

456. Overtones and HannonicB. — Bzp. — Stretch a wire 
on the sunoueter and set it in vibration by plucking or bowing it near 
one end. Hie tone beard most distinctly is its fundamental. Touch 
the wire lightly at its middle point. Instead of stopping the sound, 
a note an octave higher will be heard, showing that the wire is 
vibrating in two parts. If the wire be again plucked, both somids 
can be heard together. Touching the wire one-third from the end 
brings out a tone an octave and a filth higher, showing that the 
wire vibrates in three parts at the same time that it is vibrating as a 
whole. With a. long stnng, it is possible to prove that a Btillfurther 
subdivision of a vibrating string takes place. In conducting such 
experiments, care must be exercised In selecting the point at which 
the atring is plucked, for it is evident that there can be no node at 
that point. 

The tones produced by sounding bodies vibrating in 
parts are called Overtones or Partial Tones. If the vi- 
bration-rate of an overtone is an exact multiple of the 
fundameutal, it is often called a Harmonic. In strings 
the overtones may be harmonics, but in vibrating plates 
and membranes they are nsually not so. The overtones 
are named First, Second, Third, etc., in the order of 
their vibration-rates as compared with that of the funda- 
mental. 
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Xn. VIBRATION OF AIR IN TUBES. 

456. Gases aa Sonoroua Bodies. — It was seen in the 
use of the resonator that gases can be thrown into vibra- 
tion when they are confined in tubes, and thus become 
sources of sound. Such a column of gas can be set in 
vibration in two ways : By a vibrating tongue, as in reed 
instruments, or by a stream of air striking against the edge 
of a lateral opening in the tube, as in the whistle, flute, etc. 

457. Laws for Air-Columns.— Bip. — Selecta glass tube 

of about 2 cm. diameter and 3U cm. long. To one end flt loosely s 
cork piston on the end of a stout wire. Flatten the end of ft piece of 
brass tubing, and by means of it direct a stream of air across the 
mouth of the glass tube. If the position of the piston, as well as the 
force of the blast, be right, the tube will yield a pure tone. If we 
shorten or lengthen the aif-column by moving the piston, the pitch 
of the tone will rise or fall accordingly. IF we determine by trial 
the different lengths necessary to give the gamut, a comparison of 
them will give the continued ratio, 24 : 27 : 30 : 32 r 36 : iO: 45 : 48, 
(447) showing that — 

The pitch varies inversely/ as the length of the air-column. 

Bxp. — Prepare two glass or paper tubes, 20 and 10 cm. long, re- 
spectively, and about 3.5 cm. diameter. Hold the hand over one end 
of the shorter tube, and blow across (he open end so as to produce its 
lowest pure tone. A comparison of this t«ne with that obtained by 
blowing across one end of the longer open tube will show that the 
pitch is the same. Since the open tube has twice the length of the 
closed tube when the pitch is the same, it follows that 

The pitch of a closed tvhe is an octave below that of an 
open one of the same length. 

458. State of Air in Soundinsf-Tubes. — Eip — Pi-ocure 
a small Organ-Pipe, made either of glass or widi one glass side 
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(Fio^. 213), and a small wire ring covered wi!li thin paper. Stft 
a little fine sand over tlie p^iper membrane, and let it down by a 
threw! into the tube 8upp«rted vertically. Blow gently through the 
mouth-pieee, producing the fundamental tone. At the aane time 
move the ring ap and down within the tube. 
The sand will be agitiited the least when the 
membrane is near the middle of the tube, nnd the 
agitation inci'eases as the membrane approaches 
either end. 

Hence, when an open tube is sounding its 
fundamental, there is a node at the middle 
of the tube, and an antinode at each end. 

If we close the end of the tube with a 
p*f orated cork, and again search for 
nodes, we shall find that the only node in 
a stopped tube sounding its fundamental is 
at the inner surface of the cork, and that 
there is an antinode at the other end of 
the tube. 

450. Overtones. — Bip- — Blow a strong 
blast across the end of the longer tube used in 
Art. 457, and notice that notes of higher pitch 
than the fundamental are prod need. 

These tones of higher pitch are Overlones, 
caused by ihe air vibrating in parts or segments. 
In proof of tliis, insert a piston in the tube, and 
by means of it shorten the aii'-column till it gives 
as its fundamental the overtone previously ob- 
tained. 

Siuce there can be no vibration of the ait at the surface 
of the piston, it must mark a node, and since the tone is 
unchanged bj the pressure of the piston, there must have 
been a node at that point before the introduction of the 
piston. 
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460. LaVB of Overtones. — An inspection of Fig. 214 
will show th^it the following laws for overtones obtain : 

I. In open pipes the complete seriea of overtones is 
possible. 

II. In closed pipes only those overtones are possible whose 
vibrationrrates are S, 5, 7, etc., times the fundamental. 
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In Fig. 214 A represents the open pipe giving the fun- 
damental; B represents the first overtone of A, and 
there is a node one-fourth from the end of the pipe ; 
represents the second overtone of A, and there is a node 
one-sixth from the end of the pipe. D represents the 
closed pipe giving the fundamental ; E represents the 
first overtone of J), and there is a node one-third from 
the end of the pipe ; F represents the second overtone 
of -Z>, and there is a node one-fifth from the end of the 
pipe. 



^laiiizodbvGoogle 



Xm. QUALITY OR TIMBRE. 

461. Quality. — It has been shown that sonorous bodies 
can vibrate as a whole, and at the same time in parts, 
thereby giving to the sound a complex character, the 
sound-waves produced being the result of compounding 
the fundamental vfith its overtones. The form of the 
sound-wave will evidently depend on the relative phase 
and intensity of the overtones present, and tliia resultant 
wave-form will determine the Quality of the tone. 

462. Applications. — Every one has doubtless noticed 
that sounds of the same pitch and intensity often differ 
BO widely in character that there is no difficulty in dis- 
tinguishing them ; for example, the A of a piano is easily 
distinguished from the A of a flute, violin, or tuning- 
fork. The difference is due to the series of overtones 
present in each case. Voices differ for a like reason. 
Violins differ in sweetness of tone, for the reason that 
the sounding-boards of some bring out the overtones 
more perfectly than others. Voice culture consists in 
training and developing the vocal organs to the end that 
a better production of overtones may be secured and a 
greater richness be thereby imparted to the tones. Often 
in the reflection of sound by distant objects its character 
is greatly changed, owing to the suppression of overtones 
in the process of reflection. 

463. Complex Oharaotor Proved. — Helmholtz was 
the first to demonstrate the correctness of the explana- 
tion given for quality in the preceding ai'ticles. He 
constructed a series of resonators, consisting of hollow 

L ,l,z<»i:,.,C00gIf 
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metallic globes (Fig. 215) of different sizes, provided with 
two apertures of unequal diameters. The air within the 
globe has only one vibration-rate natural to it, aud that 
depends on the cubic contents and the size of the orifices. 
The series of resonators used comprised one that reen- 
forced a certain fundamental tone and one for each of 
its overtones. By placing these resonators successively to 
the ear, when a tone of the pitch 
of the fundamental is sounded, 
the presence of any of its over- 
tones is made evident by the 
' resonator responding. Proceed- 
ing in this way, Helmholtz was 
enabled to demonstrate that quality 

of sound is determined by the 
F\g. m. , ''. 

overtones present; that to give a 

tone richness and sweetness the first four or five overtones 
are essential. 

Helmholtz also proved that any quality of sound may 
be built up by combining a tone with its overtones. To 
do this he employed a set of tuning-forks, kept in vibra- 
tion by electro-magnets. The set consisted of ten forks, 
nine of which sounded the overtones of the tenth. Each 
fork was provided with a resonator to strengthen its 
sound. By means of &. set of keys any particular resona- 
tor could be brought into action, and the sound of the 
fork made audible at a distance. 



'1. A string sounding C is 18 inches long; liow much must it be 
lengthened to sound the note DP 

2. A string stretched by a weight of i lbs. sounds a certain note 
C ; wtiat weight will be needed to sound the F of the scale P 
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S. A stretehed string 10 feet long is in unison witl) a luning-fork 
marlced 356 ; the string is shortened 4 ft. ; how often will it now 
vibrate in a sucond? 

4. A string is fastened at one end to a peg in a horizontal lioard, 
and the other end passes over a pulley and carries 16 lbs. The 
string gives the note C. What weight must be used instead of the 
16 lbs. so that the string will give the octave bolow P 

5. A wire stretched by a weight of 13 kilos sounds a certain note. 
What must be the stretching weight to produce the major third? 

6. Compute the lengths of open pipes necessary to give the tones 
of a major chord at a tempei'ature of 16° C, calling C:=256, 



Xir. HAKHONT AND DISCORD. 

464. Oonsonance and Diasouance. — Two musical 
sounds of the same vibration-rate are said to be in Unison, 
and their combination produces a smooth and pleasant 
tone. When two notes differ in pitch and their combina- 
tion is agi'ceable to the ear, they are said to be Ooneonant ; 
when disagreeable, IHaonant. 

465. Cause of Diesonance. — Helmholtz proved that 
dissonance is due to beats (435), and is governed by the 
following rule : 

If the number of beats per second between the fundamen- 
tals of the two tones, or between their overtones, or between 
the overtones of the one and the fundamental of the other, is 
between 10 and 70, dissonance will occur. 

He found that maximum dissonance was caused by 
about 30 beats per second, and that consonance was ad- 
missible at 70, and all roughness disappeared at about 
130. 

To illustrate the above rule, let us apply it to the notes 
C and D, C and E, and C and G. 
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C 


D 





E 


C 


G 


Fundamental tone, 256 


288 


256 


320 


256 


384 


1st overtone, 


512 


576 


512 


640 


512 


768 


2d 


768 


864 


768 


960 


768 


1152 


3d 


1024 


1152 


1024 


1280 


1024 


1536 


4lh 


1280 


1440 


1280 


1600 


1280 


1920 


6th " 


1536 


1728 


1536 


1920 


1536 


2304 


6th 


1792 


2016 


1792 


2240 


1792 


2688 


7th ■■ 


2048 


2304 


2048 


2560 


2048 


3072 



Comparing these tones, we find a difference of 32 between 
the fundamentals C and D, showing 32 beats. This will 
be strengthened by 64 between their first overtones, also 
by 64 between the fifth overtone of D and the sixth of C, 
and also by 32 between the sixth of D and the seventh 
of C Hence, the tones C and D will yield maximum dis- 
sonance. 

The fundamentals C and E give 64 beats, which is sup- 
ported by 64 between the second of E and the third of C, 
and also by 64 between the fourth of E and the fifth of 
C. The result is a slight dissonance, or an imperfect 
consonance. 

Between Cand G there is no case of less than 132 
beats ; and we have in them no perceptible dissonance. 

XV. VIBRATING RODS, PLATES, AND BELLS. 
466. Vibration of Bods. — Rods of metal, of wood, 
and of glass may be made to vibrate either transversely 
or lon^tudinally. The former mode may be produced 
by fixing the rod and drawing a violin bow across the 
free end, or by striking it with a suitable hammer; 
the latter by clamping the rod at the middle and strok- 
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iDg it lengthwise with a cloth dusted over with pow- 
dered resin. The Jew's harp, music box, and gong of a, 
clock, when made of 
coiled wire, are illus- 
trations of vibrating 
rods clamped at one 
end. The tuning- 
fork may be regarded 
as an elastic bar free 
at the ends, and sup- 
ported in the middle 
by a stem which is 
subject to all the 
motion of- the middle 
of the ventral seg- 
ment, giving it an up and down motion which is trans. 
mitted to the supporting sounding-hoard (Fig. 216). The 
overtones possible are of very high pitch and feeble in- 
tensity, and soon vanish, 
leaving the tone pure. 



467. Vibration of 
Plates. — Exp — Support a 
squave brass plate as shown 
in Fig. 217. Scatter a little 
fine sand evenly over it, 
touch the plate at some 
point with the finger, while 
a violin-bow is drawn across 
the edge. The plate is thrown 
into vibration, the sand ar- 
ranging itaeli in symmet- 
rical figni-eswhoaecompleSity 
increases as the pitch becomes higher. 

A study of these sand figures makes it clear that the 
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plate vibrates transversely in segments, the sand being 
thrown to places of least vibration which lie between 
parts having opposite motions. The arrangement of 
nodal lilies is determined by the relative poaitinn o£ 
the point bowed to that pressed by the finger. This 
method of studying vibrating bodies was firat employed 
by Chladiii. 

468. Vibration of Bells. — Bip. — I>row a violin-bow across 

the I'dge of a liirge bctl or goblet nearly full of waler. It will yiulil 
a musical snund. nnd nt the same time the surface of the vater will 
be ciivered with ripples proceeiling from the suveral segmeots into 
which the vibratiDg body is divided. 

The lowest tone is obtained when the bell divides into 
four segments, the pitch rising with the number of seg- 
ments. Powdered sulphur sifted evenly on the water will 
render more conspicuous the position of the nodes. 

XVI. GRAPHIC AND OPTICAL STUDY OF SOUND. 
439. Q-raphio Methods of studying sound are of ser- 
vice in determining the vibration-rate of sounding bodies. 



Fig. 213. 

In one of the simplest a small style is attached to the 
vibrating body and traces its movements upon a piece 
of smoked paper or glass, which moves regularly beneath 
it. Generally, tlie paper is wrapped around a cylinder, 
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mounted on an axis, one end of which has a screw-thread 
on it, so that when the cylinder turns It also moves 
axially (Fig. 218). If the vibiating body is a fork, by 
measuring the time and counting the number of sinuosi- 
ties in the line traced on the cylinder, the rate of the fork 
is easily ascertained. 

470, The Phonograph is an apparatus invented by 
Edison for reproducing sound. Its essential features are : 

1. A mouth-piece into which the speaker talks. At 
the bottom of this is a 

thin elastic disk eariy- 
ing a sharp graver on 
its under side. 

2. A metallic cyl- 
inder mounted oa 
a screw axis and ar- 
ranged for regular 
rotation, either by a 
crank or an electric 
motor. 

3. A hollow cylin- 
der of wax, covering 
the metallic cylinder, 
in which the graver, 
moved by the sound- 
waves striking the ■"'«■ *"■ 

elastic disk, cuts a shallow furrow varying in depth with 
the wave-form. 

To reproduce the sound a smooth rounded style, at- 
tached to a thin disk, follows the furrow as the cylinder 
is turned, and the indented bottom imparts to the stjle 
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and disk vibrations similar to those which caused the 

indentations. 



471. Manometrio Flames. ~Bizp- — Cntoatof aboard, 2.5 

cm. thick, tistnp4cm. wide and 2/1 urn. long. Ne&r one end bore a hole 
2.6 cm. in diameter, half way through it. Cut a iecond piece of the 
same width nnd 5 cm. long, and bore into it a simitar hole. Screw 
these two pieces together bo that the two holes face each other, 
separating them, however, b; a membrane of gold-beaters' skin, thus 
forming a box divided 
into two pails by this 
elastic partition. Fasten 
iJie long; strip to a suita- 
ble board for a support 
(Fig. 219). Bore into 
the box three holes, two 
In one face and one in the 
other. Into the latter ce- 
ment a glass tube for the 
purpose of attaching a 
short rubber tube lead- 
ing to a funnel'Shaped 
mouth-piece. In the 
other holes cement a jet- 
tube, and a straight lubo 
for making connection 
with the gas supply. 
Admit gas to the box and 
light it as it escapes from the jet-tube. Rotat« in front of it a small 
plane mirror mounted on a spindle. The image of the flame will be 
a smooth band of light. Now sound a heavy C-fork in front of the 
mouth-piece or produce there any pure tone ; the appearance in the 
rotating mirror will be that of Fig. S20. A condensation entering 
the box acts on the inembi-ane, compressing the gas, and thereby 
extending the flame; a rarefaction entering it produces an opposite 
effect. Hence, a serrated band is seen In the mirror. Now sound 
a C'-fork, a simple tone nn octave higher than that first used ; the 
appearance Is lliat shown in Fig. 2-21, differing from the last In 
the teeth being half as wide. If we connect two mouth-pieces to 
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the box, using a T-pipe, and sound the C-fork in front of one, and 
C'-fork in front of the other, we obtain Fig 222, the short tongues of 
which are due to C, the octave of C. The same figure is obtfwned 
by singing the vowel sound o on the note Bi?. 

The experiment shows the possibility of analyzing 
sounds by the flame pictures they may be made to pro- 
duce. The method is due to Koenig of Paris, and has the 
great advantage of being independent of the sense of hear- 
ing. If this box or manoraetric capsule, as it is called, be 
attached to a Helmholtz resonator, the flame will respond 
whenever any sound is produced that affects the resonator. 
With a complete set of resonators, each with its niano- 
metric capsule, a most efficient apparatus is provided for 
the analytical study of sounds. 
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CHAPTER VII. 



I. ITS NATURE. 

472. Light is the immediate external cause of the sen- 
eation of sight. It is believed to be aperiodic disturbauce 
in a. very subtile and highly elastic medium wliich is sup- 
posed to exist everywhere in space, even pervading the 
intermolecular spaces in matter. This medium is known 
as the Ether, and vibratory disturbances in it gives rise to 
all the phenomena of radiant energy. These disturbances 
are propagated through it as waves, not of compi-ession 
and rarefaction, but more like those of the rope (400), the 
direction of vibration being transverse to that of propa- 
gation, 

473. A Luminous Body is one that emits light. Such 
a body can send light to the eye, and Jienee is visible. 
Bodies which emit light of themselves are said to be 
Self-Luminoui. The sun, stars, bodies heated to incan- 
descence, and matter undergoing rapid combustion are 
familiar examples. When a luminous body emits the 
light it has received from some other body, it is said to be 
MlwminaUd. Most of the bodies around us belong to thia 



474. Media Classifled. — In general, when light ia 
incident on a body, a part of it is reflected, a part is trans- 
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mitted, and the rest is absorbed. Transparent bodies allow 
light to pass through thera with so little loss that objects 
can be easily distinguished through them ; as glass, air, 
pure water. Translucent bodies transmit light so very im- 
perfectly that objects cannot be seen distinctly through 
them ; as horn, oiled paper, very thin sheets of metal or 
wood. Opaque bodies transmit no light, as blocks of 
wood or iron. This classification is one of degree ; no 
sharp line of separation between these classes can be 
drawn. 

No body is perfectly transparent. If several layers of 
glass are superposed, the distinctness of vision through 
them diminishes with the increase in the number of layere; 
stars which are invisible at the foot of a mountain are often 
visible at the top. (Why ?) Neither is any body perfectly 
opaque, since all substances when cut into very thin sec- 
tionfl are more or less translucent. 



n. THE PROPAGATION OF UGHT, ITS TELOCITY. 

475. Bays. — If an opaque object is placed between 
the eye and a luminous point, it hides the point from 
view, showing that liffkt is propagated in straight lines. 
Certain facts which will be considered in a subsequent 
article (510) make it necessary to modify this statement 
by adding the restriction, in a homogeneous medium. 

476. Rays of Light are the lines along which light is 

transmitted. These lines must be radii of spheres, since 
light is propagated as spherical waves whose origins are the 
points composing the luminous body. When the source of 
light is at a great distance, the several I'ays comprised in a 
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bundle of them are sensibly parallel, and constitute a Beam 
of Light ; for example, in the case of light from the sun or 
stars, the distance is so great that the rays incident on any 
small object are said to be parallel. Rays of light from a 
point form a Diverging Pencil, and rays toward a point, 
a Converging Pencil. 

477. ShadowB. — When light is incident on an opaque 
object, it is excluded from the apace behind the object, 
since it is propagated along straight lines. This space is 
called the Shadow. 

478. Parts of a Shadow.— Bxp—Holdaball between the 
flame of a. lamp and a white screen. Tlie section of the shadow 
on the screen is not equally dark in all its parts. Now make sevei-al 
pin-holes in the screen, having at least one in the darker part, one in 
the lighter, and one outside of both. On looking through these holes 
toward the light, no part of the flame can be seen through any bole 
in the darker portion. A part of the flame can be seen through any 
hole in the lighter portion, »nd the whole flame can be seen thi-ough 
any hole outside of the shadow. 

Hence, the darker part of the shadow, called the JTmbra, 
is due to the total exclusion of the light by the opaque 
object, and the lighter part, the Penumbra, to its partial 
exclusion. 

479. Different Oases. — Firgt. When the luminous 

object is a point. Let 
L (Fig. 223) be a 
luminous point, and 
AB an opaque body. 
Then the shadow 
must be bounded by 
the cone of rays, 
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ALB, tangent to the object. lo this case it is evident 
that the shadow has but one part, the umbra, and that 
its cross-section is greater as the distance from the object 
increases. 

Second. When the luminous object has magnitude and 
is smaller than the opaque body. Let XX (Fig. 224) be 
a luminous object, and 
AB an opaque one. 
Since each point of the 
luminous object acts 
as a radiant point, the 
cone of light from each 
point and tangent to 
the opaque body forms 

a shadow. The space ABJOC behind the opaque body 
and common to all the cones, evidently receives no 
light from XX; the parte between AO and AC, and 
between BD and BI>\ receive some light from the 
object, the amount increasing as AC and BD' are ap- 
proached. The cross-section of both the umhra and 
the penumbra increases as the distance from the object 
increases. 

Third. When the luminous objeet is equal in size to 
the opaque one. 

[Let the student draw the figure and discuss.] 

Fourth. When the luminous object is larger than the 
opaque one. 

[Let the student draw the figure and discuss.] 



480. Images by Small Apertures. — Ehtp — Support in 
vertical parallel planes two small sheets of cardbonrd, A and B 
(Fig. 22.')). In the centre of A cut a round iiole about 2 mm. in 
diameter, and place in front of it, at a distance of a few centimetres, 
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a lighted candle CD. There is formed on the other sheet an inverted 
ima^ of (be flame. If a triangular or a square hole ia used, an 
equally di.stinct image of the candle b formed, showing that the 
■ imnge is independent of the shape of the aperture. 

Now if the aperture is gradually enlarged, the imuge loses in 
distinctness of outline, gains in brightness, and gradually assumes 
the shape of the aperture. 

Hence, the definition and the brightness of the image 
are independent of the shape of the aperture, hut are gov- 
erned by its size. 

481. How Formed. — Each point of the object is the 
vertex of a cone of rays passing through the aperture and 




forming an image of it on the screen. These images will 
be symmetrically placed with reference to the points emit- 
ting the light, and consequently will build up a figure of 
the same form as the luminous object. Now it is evident 
that these numerous pictuies of the aperture overlap in 
forming a picture of the object, the number superposed 
at any one place determining the brightness of that 
place. The edges of the picture will, therefore, be 
less bright thau the other portions, and these differ- 
ences will be more noticeable the lai^er the opening. 
In the ease of a very large opening, the overlapping of 
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the images of the aperture destroys all resemblance of the 
image to the object, the resulting image being that of the 
aperture. 

482. IlluBtratione. — When the sun shines through 
the small chinks in the foliage of a tree, there may be 
seen on the ground a number of spots of light either 
round or oval. These are images of the sun. During 
partial eclipses of the sun such figures assume a crescent 
shape. 

In the photographer's camera, and in the eye, we have 
further illustrations of the formation of images by small 
apertures. In these cases, as will be seen in subsequent 
articles, the definitioti is improved by the aid of a lens 
(521). 

483. Velocity of Light. — Until 1675 it was believed 
that light travelled instantaneously. In that year, Roe- 
mer, a Danish astrono- 
mer, was engaged in 
studying the eclipses of 
Jupiter's moons, ft phe- 
nomenon which takes 
place when Jupiter is 
between the sun and 
the eclipsed moon (Fig. 
226). The moon near- 
est the planet is eclipsed ^ ^ 
at each revolution. Roe- *' 
mer noticed that if he determined by observation the in- 
terval between two successive eclipsea as seen from the 
earth at E, and from this predicted the times of all the 
eclipses during the passage of the earth from E to S \ 
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the eclipses fell constantly more and more behind, till at 
E" the delay was about 16.5 minutes. If, on the other 
hand, the eclipses were predicted from the time when the 
earth was opposite Jupiter, he found that they occurred 
before the computed time. Roemer'a explanation of the 
whole phenomenon is, that when the earth is at £", 
the light received from the sun by way of the planet 
travels the diameter of the earth's orbit farther than 
when the earth is at -B, and that the 16.5 minutes are 
consumed in traversing this increased distance. This 
assigns to light a velocity of about 186,000 miles per 
second. In 1849, Fizeau, by an ingenious device which 
enabled him to measure extremely short intervals of time, 
determined the time required for light to travel over a 
known distance on the earth's surface. Foucault, in 1850, 
showed not only that light occupies a measurable time in 
travelling any given distance, hut also that the velocity 
varies with the medium. These experiments have been 
repeated by other investigators, and the results, as 
summed up by Prof. William Harkness, show that the 
velocity of light in air is about 186,337 miles (299,877.64 
kilom.) per second. 



m. PHOTOMETRY. 

484. The Inteneity of illumination is the quantity of 
light received on a unit of surface. Every-day experience 
shows that it varies not only with the nature of the source, 
but tiiao with the distance at which the source is placed. 

486. Law of Intensity. — Bxp. — Cut from cardboard three 
sqaares, 4 era., 8 cm., and 12 cm., respectively, mounting them 
on wire wipporte. The centres of these acreeos should be at the 
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same distAUce above the table as the source of light. Use a. lamp 
giving a small flat flatue, and set it witli the flame tamed edgewiae 
to the surface of the largest screen, and distant about one metre. 
Between the light and this screen, place the medium-sized screen so 
that it exactly cuts off the light from the lateral edges of the largest. 
It' the source were a point, the light would now be cut off from the 
whole screen. In like manaer place the smallest screen with refer- 
ence to the intermediate. If these screens are located with care, it 
will be found that their distances from the light are as 1 : 2 ; 3. 
Now, as each screen exactly cuts off the light from the one next to it 
in the series, it follows that each screen, if the light were not inter- 
rupted, would receive equal amounts of light from the source. The 
surfaces of these screens are as 1 : 4 : 9, and hence the amount of 
light per unit of surface must, be inversely as 1 : 4 : 9 ; but 1, 4, and 
9 ai'e the squares of 1, 2, and 3 respectively. 

Therefore, the intensity of the illumination varies inversely 
as the square of the distance from the source of light. 

486. A Photometer is an instrument for companng 
the intensity of one light with that of another assumed 




as a standard. The principle applied is that the ratio ol 
the intensities of two lights equals the square of the 
ratio of the distances at which they give equal iUumina- 
tions. The standard in general use is the light emitted 
by a sperm candle of the size known as "sixes" when 
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baming 120 grains per hour. The illuminating power of 
a light is expressed bj stating the number of times it is 
greater than the standard candle. 

487. The Bimeen Photometer. — sup, — Drop some melted 
paraffin on a piece of unglazed white paper. Wheo cold remove 
all the excess with a knife. Heat the spot thoroughlj with a hot 
flat-iroD, in order to get the paraffin into the paper. The spot 
should have a diameter of about 3 cm. Mount the sheet of paper in 
a suitable frame, and support it in avertical plane. Place the stand- 
ard candle at one end of a long table, the light to be measured at the 
other, and the photometer disk between them, arranging the lights at 
tiie same height as the grease-spot and in a Bt™ght line with it (Fig. 
327). By trial find a position for the candle where the grease spot 
is either invisible or is least conspicuous to one viewing it from a 
position in line with the three objects. When this ocpura the disk is 
equally illuminated on the two faces. The square of the ratio of 
the distance of the light from the disk to that of the candle is the 
candle-power of the light. I£, for example, the distances of a lamp 
and candle were 8 fl. and 2 ft. respectively, lie candle-power of the 

lamp is f^ ) = ^^ > ^^^^ ^^< ^^^ lamp ie equivalent to 16 standard 
candles in illuminating power. 



1. In what respects does light differ from sound P 

2. What must be the relative positions of the sun, earth, and 
moon, in order that there may be an eclipse of the sun? 

3. What principle is recognized in aiming a rifle? 

4. Why is the image of an object formed by a small aperture 
inverted ? 

5. Oculists often introduce atropine into the eye to enlarge the 
pupil. Why is one then unable to see objects distjnctlyp 

6. If the distance of an object from the source of light ia 
doubled, how is the size of the shadow affect«d ? Show by figure. 
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IV. REFLECTION OF LIGHT. 

488. Regular Reflection. — When a beam of light 
falls on a polished surface AC (Fig. 228), the greater 
part of it is reflected in a definite direction. The angle 
that an incident ray makes with the normal PB to the re- 
flecting surface at the 

point of incidence is 
called the Angle of 
Incidence, as IBP ; 
and the angle be- 
tween the reflected 
ray and this normal 
is the Angle of Re- 
fleetiofi, as RBP. r<i. ass. 

489. Lawof Eefiection. — Exp.— Cut from aboai-d apiece 
somewhat greater than a semi-circle, giving it a radius of one foot. 
Pivot at the centre two arms, one hariag a candle or small lamp at 
its free end, and Ihe other a sci-een of oiled paper (Fig, 229). At 
the centre of the circle mount a piece of mirror with its reflect- 
ing surface perpendic- 
ular to the radius that 
Insects the curved edge. 

I Near the candle mount 
a convex lens (.'521). 
Between the lens and 
candle support a stout 
wire. If the lens and 
wire are given suitable 
relative positions an im- 
Fie. !59. age or picture of the 

wire will be found across 

the centre of the paper screen whenever the arms make equal angles 

with the noiiual to the mirror. 

Hence, The angle of reflection is eqital to the angle of in- 
cidence, and the two angles lie in the same plane. 

OOglf 
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490. Diffused Reflection. — Bip. — Fill a large glass jar 
with smi>ke. Cover the mouth with a piece of cavdboiird, through 
which is a hole about 1 cm. in diameter. With a small hand-glass 
reflect a beam of sunlight into the jar through the aperture in the 
cover. The whole interior of the jar will become illuminated. 

The small particles of smoke floating in the jar furnish 
a great many surfaces. The light incident on them is re- 
flected in as many different directions, the result being 
seen in the diffusion of the beam. 

All reflecting surfaces, to a greater or less extent, scat- 
ter light in the same way as these smoke particles, on ac- 
count of the irregularities of their surfaces. Fig. 230 




illustrates the difference between a perfectly smooth re- 
flector and reflectors as they actually are, more or less 
irregular according to the degree of polish, 

491. BenefitB from Diffused Befiection. — It is by dif- 
fused reflection that objects become visible to us. Perfect 
reflectors would be invisible. The trees, the ground, the 
grass, and particles floating in the air reflect in every 
direction the light from the sun, and thus fill the space 
about us with light. Aeronauts tell us that as they reach 
veiy high altitudes the sky grows black, owing to the ab- 
sence of floating particles to diffuse the light. 
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492. A Mirror ia any smooth surface. A Plane Mirror 
is one whose reflecting surface is plane. A Spherical Mir- 
ror is one whose reflecting surface is a portion of the sur- 
face of a sphere. 

493. ImaffSB. — If an object be placed in front of a 
mirror, an apparent object formed by the reflected light 
will be seen. This is called an Image. When the reflected 
rays come to the ej-e apparently but not actually from 
the place assigned to the image, the image is Virtual; 
but when the reflected rays unite to form an image, and 
the light comes from the image to the eye, it is Real. 
Such an image can he received on a screen. 



484. Images in Plane Mirrors. — First, Let A be a 
luminous point in front of a plane min-or JOT (Fig. 231). 
Any ray AB incident on 
the mirror is reflected in 
the direction BD, mak- 
ing the angle of reflec- 
tion FBJ) equal to that of 
incidence FBA. In like 
manner, a second ray, as ^— 
AC, is reflected along CE. i 

If BD and CE are pro- j 

daced, they meet at A'. { /'•' 

Join A and A. Then, by \/' 

geometry,' AA ia perpen- 




<Tb« ugle ABK = 



Tb8BnBleJCA-«Ji 
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Fig. 238. 
be found hy drawing fr 



dicular to MN, and A is as far back of MN as A is in 
front. Since AB and A C are any two rays diverging from 
A, and incident on the mirror, it follows that all rays 
from A, iricident on MN, must be reflected from MN as 
M . if they came from a point as 

far back of MN as ^ is in 
front. Hence, A' will appear 
to the eye like A ; that is, 
an image of A is seen at A'. 
Therefore, the image of a point 
in a plane mirror is virtual, and 
is as far hack of the mirror as 
the point is in front ; it may 
% the point a perpendicular to 
the mirror, and producing it till its length is doubled. 

Second. Since the image of an object is an assemblage 
of the images of its points, it follows that the image of an 
object can be located by locat- 
ing the images of its points. 
Let AB (Fig. 232) represent 
an object in front of the 
mirror MN. Draw the per- 
pendiculars AA' and BB', 
making A'C ^ AO,&nd B'D 
= BD. Join A' and B'. Then 
A'B' is the image of AB, and 
is evidently virtual, erect, 
and of the same size as the 
object. 




496. Path of the Rays to the Eye. — The rays which 
form the image for one observer are not those which form 
it for another. Let E and £'(Fig. 283) represent two 
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different observers. To fiud the path of the rays which 
eiiter the eye at E, locate the image A'B' as directed in 
the last article ; then draw lines from A' and B' to E. 
The intersections of these lines with MN are the points 
of incidence of the rays from A and B which are re- 
flected to E. In like manner, the rays which reach E' 
are determined. 



490. Experimental Proof of the Position of the Im- 
age. —Bip.— Support a pane of window-glass in a yei'tical plane. 
On one side of it place a lighted candle, und on the other a tumbler 
of water, each at the same distance from the glasB, and in a line per- 
pendicular to it. An im»ge of the candle will be seen in the tumbler 
of water, showing that the image is as far back of the mirror as the 
object ia in front. 

The experiment also explains how many optical illu- 
sions, such as Pepper's ghost, are produced. A large 
sheet of un silvered glass, 
with its edges hidden from 
view by cm'tains, is so placed 
that the audience have to 
look through it to see the 
actors on the stage. Other 
actors, strongly illuminated 
and out of view by the 
audience, are seen by reflec- 
tion in the glass and appear 
as ghosts on the stage. The 
magic cabinet and the disembodied head are also illusions 
produced by the aid of mirrors. 




497. Multiple Reflection. — Bip. — Place two mirrors at 
right angles with their reflecting surfaces toward each other (Fig. 
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234). Hold a lighted candle between them. Three images oi it 
will be seen. On varying the angle, we find that the number of 
ini^;e8 varies, increasing as the angle decreases, becoming very 
great when the mirrors are parallel. 

The effect is due to the repeated reflection from 
one mirror to the other and finally to the eye. The 
images 0' and 0" are formed by single reflections from the 
mirrors AB and AO separately (494). But the imi^e 
0"' is due to a second reflection, the light from being 
incident on AC, from which it is reflected to the mirror 
AB, which in turn sends it to E. The point h is found 
by drawing the line 0"' E, and a by the line 0" b. 0'" is 
to be regarded as the image of 0" in AB and the image of 
0' ixi AC; and since it is situated back of the plane of both 
mirrors, no images of it will be possible. 

The number of imf^es is governed by the angle be- 
tween the mirrors. When it is an aliquot part of 360°, 
the number is one less than the number of times it is 
contained in 360°. 

408. Illustrations. — The double image of a bright 
star or a candle seen in a hand-glass is an example of 
multiple reflection, the front surface of the mirror and the 
metallic surface serving as parallel surfaces. Theoreti- 
cally the number of images is infinite ; only two, however, 
are seen, on account of their faintness. The Kaleidoacope, 
a toy invented by Sir David Brewster, is an interesting 
appfication of the same principle. It consists of a tube 
containing three mirrors extending its entire length, the 
angle betweeu any two of them being 60°. One end of 
the tube is closed by ground glass, and the other by a cap 
provided with an aperture. Pieces of colored glass are 
placed loosely between the ground glass and a plate of 
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clear glass parallel to it. On looking through the aper- 
ture at any source of light, symmetrically arranged images 
of these pieces of glass are seen, forming figures of great 
beauty, which vary in pattern with every change in the 
positions of the ohjects. 



490. Spherical Mirrors are either Concave or Convex, 

according as the inner or the outer surface of the spherical 
shell is the reflecting one. The centre of the sphere is the 
Centre of Curvature of the mirror. Any straight line 
drawn through the centre is an Atis, and is perpendicular 
to the reflecting surface. The middle point of the mirror 
is its Vertex, and that axis which passes through it is the 
Principal Axis ; other axes are known as Secondary Axes. 



is measured by the angle 




The Aperture of the 

formed at the centre by the 
axes which pass through the 
extreme points of the cir- 
cumference. Let MN (Fig. 
2S5) be a curved mirror.* 
Then C is the Centre of 
Curvatuie, BA is the Prin- 
cipal Axis, DE and ffK are 
Secondary Axes, and MON 
measures the Aperture. 



600. A PocuB is a point towards which rays of light 
converge, or from which they diverge. When rays par- 
allel to the principal axis are incident on the mirror, their 
paths after reflection are found to have a common point 
called the Principal Focus, and its distance from the mir- 

iltahould ba noticed that tbs aiara* ot mliTOH amplorad IntUiahaptaruaHollou 
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TOT ia the Principal Focal Length. The foci of curved 
mirrors may be either Jteal or Virtual ; Real if the re- 
flected rays meet in front of the mirror; Virtual if they 
seem to diverge from a point behind the mirror. 
• 
501. Foci of Concave Mirrors. — A clear understand- 
ing of this subject may be reached through the considera- 
tion of the following cases : 

First. When the rays are parallel to the principal axis, 
that ia, the radiant point is at an infinite distance. 

Let MN (Fig. 236) be a concave mirror whose centre of 
curvature is C, vertex A, and principal axis BA. Let ED 
be parallel to BA. 
Then OD is the per- 
pendicular at D, and 
CDF, the angle of re- 
flection, must equal 
EDO, the angle of 
incidence. The ray 
BA will be reflected 
back on itself, beiug perpendicular to the mirror. Hence, 
the rays ED and BA have a common point F. If the 
point D is close to A^ the point F will be found on 
measurement to be midway between C and A. On 
drawing other rays parallel to t?^, and determining their 
course after reflection, they will be found to pass nearly 
through F. Hence, the Principal Focun is real and is half- 
way between the centre of curvature and the vertex of the 
mirror. 

Second. When the rays diverge from a point beyond 
the centre of curvature. 

Let the rays BA and BD divei^e from B and be inci- 
dent on the mirror MN (Jig. 237). BA will be reflected 
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back on itself (why?), and BD will be reflected as -Z>ff, 
making with the perpendicular CD the angle Ci)ff equal 
to the angle of in- 
cidence, BDC. The 
point B' common to 
these rays is the 
focus, being real and 
situated between the 
centre of curvature 
and the principal focus. 

Third. When the rays divei^e from the centre of cur- 
Tature. 

Since the rays are perpendicular to the mirror, they will 
be reflected back on themselves, making the focus' coinci- 
dent with the radiant point. 

Fourth. When the rays diverge from a point between 
the principal focus and the centre of curvature. 

Thia is evidently the converse of the second case, for 
the rays B'A and B'J) (Fig. 237) will focus at B. Points 
having these properties are known as Conjugate Foci. 
Fifth. When the rays diverge from the piiucipal 
focus. 

This is the con- 
verse of the first 
caae, the rays leav- 
ing the mirror 
parallel to the prin- 
cipal ?w^, giving no 
focus. 
Sixth. When the rays diverge from a point between 
the principal focus and the mirror. 

Let the rays BD and BA diverge from B and be inci- 
dent on the mirror MN (Fig. 238). BA will be reflected 
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back on itself, and BD will be reflected as BH. (Why?) 
Then B\\>&n\. of the mirror, is the point common to these 
reflected rays. Hence, the focus is iiirtual. 

602. Foci of Convex Mirrors. — Let MN (Fig. 239) 

be a convex mirror whose centre of curvature is C and 
vertex A. The ray 
BA will be reflected 
back on itself, ED will 
be reflected along DJT, 
the incident and re- 
flected rays making 
equal angles with the 
perpendicular CD. F 
is the point common 
'^' ' to these rays, and it is 

half-way between A and C. The principal focus is virtual, 

and is mid-^aif between the centre of curvature and the 

vertex. 

When the raya diverge from a point, as B, the focus will be 

virtual and will be situated between the principal focus and 

the mirror (Fig. 

240). It will also 

be found that the 

general effect is 

not changed if 

the degree of di- 
vergence of the 

rays 

Hence, the fo 

of a diverging 

penal incident on 

503. Formation of Images. — The image of an object 




Fig. 240. 

; mirror is always virtual. 
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formed by a curved mirror may be determined by finding 
the images of its 





Draw secondary axes (499) through the extremities of 

the object. Rays along these lines will retrace their own 

path aft^r reflection. Also draw 

through these same points rays parallel 

to the principal axis. These will be 

reflected through the principal focus. 

The intersection of two reflected rays 

which come from the same point of the 

object locates the image of that point. 

Fig. 242. " For example, in Fig. 241 the rays AD 

and AC are reflected through a, and 

BE and BC are reflected through h. Hence ah is the 

image of AB'. 

An examination of Figs. 
241-246 will establish the 
following facts : 

First. When the object 
is at an infinite distance 
the rays are parallel, and 
converge to the principal 
focus, making the image a 
point. 

See<md. When the ob- 
ject is at a finite distance, and beyond the centre of 
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currature, the image is real, inverted, smaller than the 
object, and situated between 
the centre of carrature and 
the principal focus. 

Third. When the object 
is at the centre of curva- 
ture the image is real, in- 
verted, of the same size as 
rit.244.. " ^^^ object, and situated at 

the centre of the curvature. 

Fourth, When the object ia between the centre of cur- 
vature and the focus, the ' ,.-, 
image is real, inverted, 
lai^er than the object, 
and situated beyond the 
centre of curvature. 
(Compare this with the 
second case.) 

Fifth. When the ob- 
ject is at the focus the 
rays are reflected parallel, no image being formed. (See 
the first case.) 

Sixth. When the 
object is between the 
focus and the mirror 
the imf^e is erect, vir. 
tual, and larger than the 
object. 

Seventh. The images 
formed by convex mir- 
rors are always virtual, 
erect, and smaller than 
the object. 
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604. Experimental Proof. — In a dark room support 
Ti-nicallj on a long table a spherical mirror of known focal i< iiglh, 
iini) [>lsL-e in fi-ont of it a lighted lamp. When thu image ia vit'lu:tl 
it can be seen by looking in the miiTor ; when real it etm l« reueived 
on a sheet of white c:irdboai'd held in front of the niin'or, the exikt;t 
pliiue being found by trial. It will be necessary to place the lamp 
on a secondary axis, otherwise the screen will out off the light frum 
the object and prevent the formation of any image. 

605- Focal Length Determined. —Bip— In a sheet of 
cardl)oard cut a round hole about 1 cm. in diameter. Across thu hole 
cement two threads at right angles. Place this screen in front of a 
concave mirror. Illuminate the hole and cross-threads by placing a 
lamp on the opposite siile from the miri'or. Now move the miiTor 
till the image of the apeiture formed on the screen ia welt de- 
fined, of the same size as the aperture, and situaleil close to the 
opening. Then half the dbtance of the screen from the mirror is 
the foeal length. (Why?) 

506. Spherical Aberration. — Hip — Project an image of a 
lighted lamp on a screen with a concave mirror. The outer ed^e is 
indistinct i thiit is, the image is not sharply defined. Now cover up 
the reflecting surface, exposing only the central portion. The image 
will be less bright (why?), but the definition will be sharper. 

This indistinctness is due to Spherical Aberration, all the 
rays from any point of the object not being focnsed by the 
minor at the same point. This 
ia miide evident by tracing the * 

course of the several rays of a — 

beam of light incident on a 

mirror of wide aperture (Fig. " ' c" 

247). To prevent spherical 

aberration, the aperture of Z^ZI^III^^ 

the mirror muat be small, ~ ■ ' 

not exceeding 10". Parabolic '' 

mirrors are free from this defect, and hence are used as 
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reflectors in light-houses and in the headlights of loco- 
motives. 

607. The Caustic — Exp. — Benii a strip of bright tin into 
as true a semicircle as possible. Place it on a sheet of white paper 
with its concave surface toward the 
source of light (Fig. S48) . The reflected 
light focuses along a curveil line, called a 
Caustic. 

The caustic may be seen very 
distinctly by allowing sunlight to 
fall on a new tin basin partly full 
of milk, or on a plain sold ring 
restnig on a white surface. 



1. Show bj a figure how it would be possible to see around an 
opaque object by the aid of mirrors. 

2. Why are the images seen in multiple reflection of nnequal 
brightness P 

3. Why are the images of trees and of other objects seen in the 
water always inverted ? 

4. What should be the position of the reflector of a wall lamp in 
order to secure the best illumination of the I'oomP 

5. Place two plane mirrora about the grease spot used in the 
Bunsen photometer so that the observer standing in the plane of the 
photometer disk can see both faces by looking in the miii'ors, and 
thus compare them for equality of illumination. 

6. A plane mirror is inclined to a horizontal plane at an angle 
of 45°. Find the position of the image of a vertical object in such a 

7. When a plane mirror is turned about an axis in its own 
plane, show by a diagram that the change in angle between the inci- 
dent and the reflected ray is double the angle through which the 
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V. REFRACTION OF UGHT. 

608. Beft-aotion.—Eip.— Place R rectangular tank, pTOTided 

with a glass face, so that the light from a candle passing over the 
upper edge of one end 
just illuminates the whole 
of the opposite end (Fig. 
249). The bottom of the 
tank lies wholly in the 
shadow cast by the end. 
Now fill the tank with 
water. The shadow no 
longer covers the whole 
bottom, since the rays are 
bent at aD angle at the 
edge of the tank. 





Fig. 2«9, 



This bentling of i 
ray when it passei 
from one medium to aoother is called Refraction. 



509. Terms Defined. — Let BA (Fig. 250) represent a 
ray of light in air incident obliquely at A upon the surface 
JOT of another medium, 
as water. Draw the 
normnl I)£ to the re- 
fi-acting surface. The 
angle between the inci- 
dent ray and the nor- 
mal to the surface at the 
point of incidence is the 
Angle of Incidence, as 
BAD', and tliat between 
the refracted ray and the 
normal is the Angle of 
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Refraction^ as CAM. Produce BA to H. The angle 
CAM measures the amount by which the ray is bent 
out of its original course, and ia known as the Angle 
of Deviation. With A as a centre, and a radius of one 
unit, describe a circle. Draw BF and C(?, perpen- 
dicular to BE. Then BF and CQ are the sines of 
the angles BAD and CAE respectively. The ratio 
of the sine of the angle of incidence to that of refrac- 
tion, that is, jqr, is the Index of Rtfra^tion. 

610. Laws of Beftactloii' — Bip. — Coveronefiioeof alarge 
rectaagular glass battery-jar with paper, and out of the centre of 

the covering cut as large 
a circle as possible (Fig. 
Sol). Across this circular 
opening draw a horizontal 
and a vertical diameter. 
Graduate the margin of 
the circle to degrees, tbe 
extremities of the vertical 
diameters to be marked 0°, 
and those of the hoiizon- 
tal, 90°. Provide a strip 
of cardboard ctmsiderably 
widir and longer than the 
topof Ihejar, and cut in it, 
crosswise, a slit 2 mm. 
Fig. 261. wide and 5 cm. long. Fill 

the jar with water exactly 
to the horizontal diameter of the circle. Place the cardboai'd con- 
taining the slit on the top of the jar. With a. plane mirror, reflect a 
beam of sunlight through the slit at such an angle as to he incident 
on the liquid exactly back of the centre of the circle on the face. 
Read on the circular scale the values of the angles of incidence and 
refraction and compute the ratio of their sines.' By changing the 
position of the slit and tlie miiTor, other angles can be compared. 
> Tbe TBlne of tbeas tlaet li oblslued by the uie ol IrtKODomalrlcal tablH. 



By proceeding as above it can be sbown that light 18 re- 
fracted in accordance with the following laws : 

I. When a ray of light poises obliquely from a lest re- 
fractive to a more refractive medium, it is bent toward the 
normal; when it passes in a reverse direction it is bent from 
the normal. 

II. Whatever the obligitity of the incident ray, the ratio 
of tM sine of the angle of incidence to the sine of the angle 
of refraction is constant for the same two media. 

III. The planes of the angles of incidence and refrac- 
tion coincide. 

611. Indioee of Beftootioii. — B j the Absolute index of 
refraction 13 meant the ratio of the sine of the angle of in- 
cidence to the sine of the angle of refraction when the ray 
passes from a vacuum into the substance. The Jielative 
index of refraction is the index for light passing from one 
medium into another. Since the absolute index of air is 
very small, for most purposes it may be neglected. The 
relative index of i-efraction from one medium to another 
is equal to the inverse ratio of their absolute indices. 
The lai^er the index of refraction, the greater is said to 
be the optical density of the substance. 

The following table gives the indices of a few sub- 
stances : 

AirHtO°C.a:id760mm., 1000294 Flint glass . . 1.576 to 1.643 

Water 1.336 Crown glass . 1.631 to 1.663 

Alcohol 1.372 Diamond. . . 2.44 to 2.75fi 

Carbon bisulphide . . 1.678 

For the purposes of this book, water will be taken as |, 
crown glass as }, flint glass as f, and diamond as f. 
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512. To Draw the Befraoted Bay. — Let MN (Fig. 

252) separate the two media, air and water; and let BA 
be a ray of light incident 
at A ; it ia required to 
draw the refracted ray. 
With Aas & centre and 
radii whose ratio is J, the 
index of refraction, draw 
two concentric circles. 
Through S, one of the 
intersections of BA with 
the smaller circle, draw 
UC parallel to the normal 

AD, cutting the larger circle at C. Draw AC. This will 

be the refracted ray, because j^ '= ^,a, fact easily shown 

by geometry.' 

When the ray passes into a less refractive medium, 
through one of the intersections of the incident ray with 
the larger circle draw a parallel to the normal, cutting the 
smaller circle. The line through this point and the point 
of incidence is the refracted ray. 




1. Trace a ray from air into glass, and conversely. 

2. Trace a ray from water into air. 

3. Trace a ray from air into diamond. 

4. Trace a ray from water into glaaa. 

613. Beftsction through a Plate with Parallel Faces. 
— Sip- — Ui'aw a straight line on a slieet of paper. Place a piece of 

'TbetrlugleafjlzrBnd^JVJ'ue ilmllu. Hiiuc«,^=d£. But £Zr= 00, idiI 
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thick plate glass on the paper so as to cover a portion of the line. 
On looking obliquely through the glass the line will Hppear broken 
. at the edge of the plute, the part under the glass appealing laterally 
displaced. 

To explain this, let MN (¥\g. 253) represent a plate of 
glass, and AB a ray of light incident obliquely upon it. 
If the path of the ray be deter- 
mined, the emergent ray will 
be parallel to the incident ray. 
Hence, the apparent position of 
an object viewed through a plate 
is at one side of its true position, 
a fact usually expressed by say- m 
ing that the ray has suffered 
Lateral Aberration. 

614. A Priam is that portion 
of a transparent substance lying 
between two intersecting planes. 
The angle between these planes i 
of the prism. 

Let ABC (Fig. 254) represent a section of a glass prism 

made by a plane perpendicular to the refracting edge A. 

^ Also let DH be a 

ray incident on the 

face BA. This ray 

will be refracted 

along -S:/" (512), and 

entering the air at 

the point f will be 

refracted again, taking the direction FH. 

An inspection of the figure sliows that the light is re- 
fracted toward the thicker portion of the prism, and coa- 
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Bequently the apparent position of an object s 
it ia displaced toward llie refiactiug edge. 



515. The Angle of Deviation. — Brp. — Mske a small hnle 
in the centre of a elieet of black i!ai-dlio:ml (Fig. S-io). Plai-e in 
front of the carrtb>)aiii a 
lighled spirit-lamp, with 
commrin salt sprinkled on 
the wick to produce a yel- 
low flame. Ariiuige the 
flame at the same height 
above the tikble as the 
apeiture in the screen. 
Behind the screen support 
a second "ne anil mark on 
it the position of the spot 
of light. Now phice a 
pi'icm behind tlie hole, 
with the refracting edge horizontal and parallel to the screen. The 
position of the spot of light is diflerent. The angle formed by the 
lines jiiining the two positions of the spot with the hole is roughly 
the Deviation . 

The Angle of Deviation is tlie angle included between the 
incident and the emergent ray, aa-ffZff (Fig. 254). By 
tracing different rays through the prism, and varying the 
angle of the prism, tlie deviation will be found to vary with 
the angle of the prism, with the index of refraction, and 
with the angle of incidence. The Least Deviation for any 
given prism takes place when the angles of incidence and 
of emergence are equal. 



516. Cause of Befraotion. — Experiments show that 
light travels with a smaller velocity in highly refractive 
Bubitanues like glass than it does in air. Let a ray, AB, 
(Fig. 256) issue from a luminous point, so far distant 



^laiiizodbvGoogle 



335 



that the wavea may be considered as straight-fronted, and 
let it be incident obliquely on a piece of glass. A series 
of parallel lines perpendicular to 
AB will represent the waves. 
One part of a wave, as /, will 
reach the glass before other 
parts, and on entering tlie glass 
will travel leas rapidly. The 
other portions on entering the 
glass will be retarded in suc- 
cession, the result being that 
the wave is swung around ; that 
is, the direction of propagation 
BC, perpendiculaF to the wave- 
front, is changed, or, in other 
words, the ray is refracted. 




617. Phenomena of Beftaotion. — Since light is re- 
fracted from the normal in passing from water into air, it 
follows that if we look obliquely at any object sub- 
, merged in water it will appear 

elevated above its true posi- 
tion. A familiar instance is to 
put a coin in an empty basin 
and place the eye in such a 
position that the coin cannot be 
seen over the side of the vessel 
(Fig. 257). On filling the 
basin with water the coin be- 
comes visible. The apparent 
shoaling in the distance of a pond of water is explained in 
the. same way. The apparent depth of water can not 
exceed J the real depth. 




Fig, 3ST. 
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Since the lower layers of air are denser than the upper, 
I ray of light coming to the eye from a star will be gradu- 
ally bent, describing 
*f a curve (Fig. 258). 

Then the direction 
■\^ in which the star ia 

seen will he that of 
a tangent to the curve 
at the eye. The ef- 
fect is to make the 
star appear higher np 
than its true position, 
making it possible to 
see it even when it ia 
below the horizon. 

518. Total Re- 
flection.— Eip— Using 

F:g. 259. the apparatus of Art. 

610, place the caitlboard 
against the end so that the slit is close to the bottom of the jar (Fig. 
S.^'J). Reflect a beam of light upon n mirror lying on the ttible 
closfl to (he flUt, at auch an angle that it passes through the slit iato 
the liquid and is incident on 
the surface of the water back 
of the centre of the circle. 
Notice that the angle of re- 
fraction is greater than that 
of incidence. Sow gradu- 
ally increase the angle of 
incidence. The angle of re- 
fraction will increase some- 
what faster than the angle 

of hicider.ce. At one posi- _ __- 

tion for the incident ray the 
refracted ray coincides with the surfuce, malting the angle of te- 
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fraction a right tingle. On passing this position the ray does not 
issue from the water, but is all reflected as if the surface were a 
perfect mirror. 

When the angle ol refraction is a right angle, the angle 
of incidence is called the Critical Angle. This angle va- 
ries with the substance, being about 48^° for water, 41° 
for crown glass, and 24° for diamond. When the angle of 
incidence exceeds the critical angle, the light suffers Total 
Internal Reflection. 



619. Construction for the Critical Angle. — Let MN 
(Fig. 260) separate two media, as air and glasa. With A 
as a centre draw two concen- 
tric circles, the ratio of their 
radii being the index of refrac- 
tion, |. The issuing ray must 
lie in AN. Hence AJSl' must 
pass through that point of the 
smaller circle determined by 
the normal to MN drawn 
through the point in which the 
incident ray produced cuts the 
larger circle (612). Cis that 
point, and the normal CE through it cuts the larger circle 
at B. Draw EA and produce it to B. BA is the incident 
ray, and BAB is the critical angle. 




530. lUustrations of Total Befleotlon. — Of all the 
rays divei^ing from a point at the bottom of a pond and 
incident on the surface, only those within the cone whose 
semi-angle is 4Sj-° can pass Into the air, on account of the 
separation of the refracted from the totally reflected rays 
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by total internal reflection (Fig. 261). Hence, an ob- 
server under water sees all objects without as if they were 

crowded within this cone; 

and beyond this cone, he 
' sees by reflection objects 

lying on the bottom of the 

pond. 

If a test-tube, part full of 

mercury, be held obliquely 

in water, and looked at from 

above, the empty part will 
appear much brighter than the filled part, since the former 
is seen by light totally reflected, whereas the latter is seen 
by ordinary reflection. 

Total reflection in glass is best shown by means of a 
prism whose croas-aection is a right-angled isosceles tri- 
angle (Fig. 262), A ray incident normally on either face 
about the right angle enters the prism 
without refraction and is incident on 
the hypothenuse at an angle of 45°, which 
is greater than the critical angle (518). 
Hence the ray suffers total reflection 
and leaves the prism at right angles to 
the incident ray. Such a prism makes 
the best possible reflector in any opti- 
cal instrument where it is desirable to 
change the direction of the light by 90°. 



Fig, 282. 



SXEBGISES. 

1. Construct the critical angle for water. 

S. Constract the critical angle for diamond. 

8. H jou hold a gl:iS3 of wnter with a spoon in it, a little above 
the level of the eye, and look upwards at the under surface of Ihe 
water, the lower part of the spoon is aeon reflected in U. Explain. 
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4. When glass is pounded into small particles it appears white 
aad loses its transparency. Why P 

6. I>raw a prism with a refracting angle of 60°, Let the angle 
o£ incidence for a ray be 75°. Trace the ray through the prism, 
assuming the index to be 1.5, 

6. Why does a sphere appear like a spheroid when underwater? 



621. A Lens is a portion of a transparent substance 
bounded by two curved surfaces, or one curved and one 



f 



Fig. 393. 

plane surface- Those most commonly met with are por- 
tions of spheres and ate classified as follows : 
■ 1. Double-Convex, — both sur-N 
faces convex. I 

2. Plano-Convex, — onesuifacel. Converging lenses. 
convex, one plane. / *1^'=^«'" »* ^''^ '^'^- 

3. Concavo-convex, - One sur- <^^^ ^^'"' »' the edges, 
face convex, one concave- / 
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4. Double-Concave, — both 8ur-\ 
faces concave. I 

5. Plauo-Coucave, - one sur-l Diverging lenses, 
face concave, one plane. / thinner at the mid- 

6. Convexo-Concave, — one sur- ^^^ ^^^'^ *' ^^^ e^ges. 
face concave, one convex. ) 

The double-convex lens may be regarded as the type of 
the converging class, and the double-concave lens of the 
diverging class, since the properties of each of these lenses 
apply to all those of the sam^ class. 

522. TermB Defined. — The centres o£ the spherical 
surfaces hounding a lens are the Centres of Curvature, 

The Principal Axis is 
^^^"x^ '"'•.■4''' "n the straight line passing 

/ ^^- ZAo '' through the centres of 

_j g=::^^-rX ; ^ i — - curvature CC' (Fig. 

\7\^ / 264). In the plano- 

/^■-, ^V^^..'' lenses there is but one 

'"~ '' y'' '' H^ centre of curvature, the 

principal axis being the 
normal to the plane surface through that centre. The 
normal at any point of the surface of a lena is the radius 
of the sphere drawn to that point. Thus CJ) is the 
normal to the surface AnB at J). 

523. Optical Centre. — It is shown in geometrical 
optica that for every lens there is a point having the prop- 
erty that any ray passing through it and the lens suffers 
no change of direction. This point is called the Optical 
Centre. In lenses whose surfaces are of equal curvature, 
it is their centre of volume; in piano-lenses, it is the 
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intersection of the principal axia with the curved surface. 
Any straight line, as EH (Fig. 264), through the optical 
centre is a Secondary Axis. 

524. To Trace a Bay through a Lene. — Let Misrep- 
resent a lens whose centres of curvature are C and C", and 






'-'-'-"- ii, 



ng. BBS. 



AB the ray to be traced through it (Figs. 265, 266). 
Draw the normal, C'B, to the point of incidence. With 
f as a centre, draw the arcs mn and rs, making the ratio 
of their radii equal the index of refraction, |.' Through 
p, the intersec- 
tion oi AB with 
rs, draw op par- 
allel to the nor- 
mal, C'B, and 
cutting mn at o. 
Through o and 
B draw oBB; 
this will be the 
path of the ray through the lens (512). At D it will again 
be refracted ; to determine the amount, draw the normal CD 
and the auxiliary circles, xy and mw, as before. Through 

1 In all IhD Agarta whlcb follow, tlio IndEi t> uLen u J. 
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t, the intersection of BJ) produced with xif, draw It 

parallel to the normal Cl>, cutting uv at I. Through i> 

and I draw JDS; 

■. ,,. this will be the 

path of the ray 

after emergence. 

[Compare this 

mode of procedure 

with that of Art. 

612.] It should 

be noticed that the 

convex lens bends the ray toward the principal axis, 

whereas the concave lens bends it away from it. 

525. Fool of Convex Leasee. — A clear understand- 
ing of this subject may be reached through the considera- 
tion of the following eases : 

Fint. When the incident rays are parallel. 

An inspection of B'ig. 267 shows that the focus is real. 




Fi(. 2ee. 

Since the rays are parallel, the focua is known as the Prin- 
cipal Focus, and its distance from the lens is the Focal 
Length. When the index is taken as |, it will be observed 
that in the case of the double convex lens, the principal 
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focus is at the centre of curvature, the focal length being 
the radius of curvature, and that in the plano-convex the 
focal length is twice the radius of curvature. If the index 
were greater, the focal length would be shorter, and con- 
versely. 

Second. When the incident rays diverge from a point 
more than twice the focal distance from the lens. 

In Fig. 269, AD and AB are two rays diverging from 
A.' They focus at less than twice the focal distance. 

Third. When the incident rays diverge from a point at 
twice the focal distance from the lens. 



Fig. 269. 

[Let the student draw a figure ajid show that the focus 
is real and at twice the focal distance.] 

Fourth. When the incident rays diverge from a point 
at less than twice the focal distance. 

[Let the student draw a figure and show that the focus 
is real and at more than twice the focal distance.] 

Fifth. When the rays diverge from tiie principal focus. 

{Let the student draw a figure and show that the emer- 
gent rays are parallel.] 

Sixth. When the rays diverge from a point between the 
focus and the lens. 



my* in any at tfaeie O^iiirw. For ilmpUcity, Lbe prinoiiHil ail> la iak«a la one of tlism. 
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Fig. 270 shows that the divergence of the rays ia not 

wholly overcome by the lens, but that they leave the 
lens as if they emanated from a point farther from the 




Rg. 270. 



lens than the actual radiant point. Hence, the focus is 
virtual. 

Seventh. When the rays converge to a poiat beyond 
the lens. 

[Let the student draw a figure showing that they focus 
at a point neaier the lens than the principal focus.] 



526. Foci of Concave Lenses. — The following cases 
may he considered : 
First. When parallel rays are incident on the lens. 
Fig. 271 shows that 
the ray a diverge 
on leaving the lens 
as if they came 
from a point. 
Hence, the prin- 
cipal focus is vir- 
tual. When the 
index of refraction is f the focal length equals the radius 
of curvature in the case of the double-concave lens, and 
twice the radius in the ease of the plano-concave lens. 




Fig. 271. 



^oiizodbvCoogle 



LIGHT. 845 

Second. When diverging rays are incident on the lens. 
Fig. 272 shows that the focus is virtual, situated between 
the principal focus and the lens, and moves neai-er to the 
lens as the divergence increases. 




Fie- 2'2. 



Third. When converging rays are incident on the 
lens. A comparison of Figs. 273, 274, and 275 makes it 
evident tliat the degree of convergence affects the general 
character of the results. Fig. 27<l shows that a pencil, as 
ABCD, converging to the principal focus J", emerges with 
ita rays parallel. Fig. 274 shows that a pencil, as ABQD, 
converging to a point on the axis nearer to the lens 
than the princi- ^ 




a Hg. 273. 

ABCD, converging to a point beyond the principal focus, 
as K, emerges as a diverging pencil having a virtual focus 
at A'. 
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627. The Gtoner&l Bflbot of Lenaes on light may be 

Bummariied a. foUov™. Concave ) ,^^^^( increase ) 

Convex ) ( lessen i 

the divergence of diverging pencils and < , i the 

oonvfligence of converging pencils. 



Fig. 274 

628, Formation of Images. — The image of an object 
formed by a lens may be found by means of the images of 
its points. The work is considerably lessened by observ- 
ing the following rule : 

Draw secondaiy axes through the extremities of the ob- 
ject. These will be rays of light which suffer no change 




Fig. 278. 

of direction. (Why?) Also through these extremities 
draw rays parallel to the principal axis, and find by con- 
struction the amount they are refracted (524) on entering 
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the lens. On leaving the lens they will pass through the 
principal focus. (Why?) The images of these extremities 
will be the intersections of the rays drawn from them. 
The image of any point is always on the secondary axis 
passing through it. 

To illustrate, let AB be the object and MN the lens 
(Fig. 276). Itays along the secondary axes pass through 
the lens without deviation. The rays AD and BH, par- 
allel to the principal axes, are refracted on entering the 
lens along BE and MI respectively, and pass through F, 
the principal focus, after leaving the lens. The intersec- 




tion of Aa with ADEa is the image of A, and that of 
BHlh with Bb is the im^e of B. If other rays from A 
and B be drawn, they will focus at a and h respectively. 
Hence, ah is the image of AB. 

The student should draw figures and establish the fol- 
lowing propositions for converging lenses : 

I. When the object is at an infinite distance, that is, when 
the rays are parallel, they converge to the principal focus, 
making the image a point. 

II. When the object is at a finite distance greater than 
twice the focal distance, the image is real, inverted, situated 
beyond the principal foaiis, and is smaller than the object. 

III. When the ol^'eet is at twice the focal distance, the 
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image it real, inverted, situated at twice the focal distance, 
and is of the same size as the object. 

IV. When the object is at less than twice the focal dis- 
tance, the image is real, inverted, situated beyond the focus, 
and is larger than the object. 

V. When the object is at the focus, the light leaves the 
lens in parallel lines, no image being formed. 




ng. 27: 



VI. When the olject is between the focus and the lens, 
the image is virtual, erect, and enlarged. 

The images formed by concave lenses are always virtual, 
ere.nt, and smaller than the object. The distance of the 
object from the lens affects only the size of the image. 




Rg. 27B. 



630. 



Bzperimental Illustrationa , — Exp. —Let the rays of 
the sun fail on a cunvex lens. IIolil beyond the lens a sheet of 
paper, moviuff it till the rniind apotof lig-ht ia smallest and brightest. 
If held steadily a hole may be bui'ned in the paper. This spot ' 



,;<,i:..,CnOOglc 



is an image of (lie sun ; and because the solar rays are parallel, it 
marks the principal focus of the lens. 

The experiment illustrates a simple method of finding 
the focal length of a convex lens, and also proves that 
radiant heat like light can be refracted. Convex lenses 
are often called " burning-glasses," because of their power 
to focus the " heat rays." 

Ezp — Arrange in a straight line on the table a lamp, a convex 
lens, and a screen. Give the lamp successively the positions de- 
aciibed in the second, third, and foui'th cases, adjusting the screen 
each lime till a sharply defined image is obtained. The results 
will be in harmony with the conclusions already given. If the 
lamp is placed at the focus of the lens, only a blurred image is 
obtained ; if between the focus and the lens, no image is formed on 
the screen, but a magnified image of the lamp b seen on looking 
through the lens. 

If after focusing the image on the screen, the eye be 
placed in line with the object and lens, and the screen be 
removed, an inverted image of the object can be seen sus- 
pended in mid-air. The projection of images on a screen 
by the aid of a lens has its application in the optical lan- 
tern, the compound microscope, the telescope, and the 
photographer's camera. The formation of virtual images 
by a convex lens is applied in the simple magnifier and in 
the eye-pieces of telescopes and compound microscopes, 

630. Measurement of Focal Len^h. — Ezp. — Suppoit 
the perforated seieen of Art. 505 in a rertical plane, and parallel to 
it place the convex lens and a second screen. The centre of the lens 
should be in a hoiizontal line with the ccnti-e of the aperture. 
Fl;tce a lamp behind the first screen to illuminate tlie cross-threads. 
By trial lind a position for the lens and the second screen sucii that 
the imiigc of the aperture is of the same size as the apeilurc itself 
and very clearly defineJ. Then the distance between the two sheets 
of cardboard is four times the focal length of the lens. Why ? 
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631. Spherical Aberration. — If rays from any point 
be drawn to different parts of a lens, and their directions 
be determined after refraction, it will be found that those 
incident near the edge of the lens cross the principal axis, 
after emerging, nearer the lens than those incident near 
the middle. [Let the student draw a figure proving this.] 
This indefiniteness of focus is called Spherical Aber- 
ration, the effect of which is to lessen the distinctness of 
images formed by the lens. In practice, annular screens, 
called Diapliragmg. are used to cut off the marginal 
ra3's, thereby rendering the image sharper in outline, hut 
less bright. In the large lenses used in telescopes, the 
curvature of the lens is made less toward the edge, so that 
all the rays are brought to the same focus. 



Vn. DISPERSION. 

532. Analysis of White Light. The Solar Spectrum. 
- Bzp. — Admit a beam of aunlighl into a dark room tbrong^h a 




small hole in the shutter (Fig. 279). A colorless image of the sun 
is formed on the floor oc wall. In the path of the beam place a 
triangular glass prism so as tu refract the light. lastead of a color- 
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less image being formed, there is now a rainbow-colored band grad- 
ually changing from red at one end, Ihrough orange, yellow, green, 
blue, indigo, to violet at the other end. 

This experiment was first performed by Sir Isaae New- 
ton in 1666. It shows that white or colorless light is a 
mixture of an infinite number of differently colored rays, 
differing in refrangibility, the red being least and the violet 
most refrangible. This many-colored image is called the 
Solar Spectrum, and the opening out or separating of the 
beam of white light is called Bispergion. 



533. Synthesis of Light. — Bzp. — Project & spectrum of 
sunlight on the screen. Now place a second prism like the first 
behind it but reversed in position 
(.Fig. 280). There will be formed 
a colorless image, slightly displaced. 
The second prism reanites the colored 
rajrs, making the effect that of a thick p;. jeo 

plate of glugs. The recompositiun of 

the colored rays into white light may also be effected by receiving 
them on a concave mirror or a large convex lens.' 



534. Chromatic Aberration. —Exp. -Reflect a beam of 
sunlight into a dark room through a small hole in the shutter. Pro- 
ject an image of the aperture on the screen, using a double-convex 
lens Tor the purpose. The round image will be seen to be bordered 
with the spectral colors. 

This defect is known as Chromatic Aberration. It is 
caused by the lens refracting the colored rays to different 
foci. The violet rays being more 
refrangible than the red will have 
their focus nearer to the lens 
in consequence. By examining 
Fig. 281 it will be seen that if 




< A gltM» Of Under flllod wllh wmter make! 



xeellent inbaUlDte (or the leu*. 



^olizodbvCoOglf 



852 ELEMENTS OF psraws. 

B, screen were placed at x the image would be bordered 
with red, and if at y with violet. 

636. The Achromatic Lens. — Exp. — Project a spectrum 
of Bunlight on the screen, using a prism of crowD glass, and note the 
length of the spectrum. Repeat the experiment with a prism of flint 
glass having the same angle. The spectrum formed by the flint glass 
ie seen to be about twice as long as tliat g^ven by crown glasa, 
whereas the position of the middle of the spectrum on the screen is 
about the same in the two cases. Now use a flint glass prism whose 
refi-acling angle is half that of the crown glass one. The spectrum 
resembles in size that given by the crown glass prism, but the 
deviation of the middle of it is considerably less. Finally, place this 
flint glass prism in a reversed position agiunst the crown glass one. 
The image of the apeiture is no longer colored, but the deviation 
ia about half that of the crown glass alone. 

The above facts suggested to Dolland, an English 
optician, in 1757, that by combining a double- 
1 j convex lens of crown glass with a plano-concave 
^ lens of flint glass, the dispersion by the one would 
neutralize that by the other, whereaa the refrac- 
tion would be reduced about half (Fig. 282). 
Fig 262. Such a combination of lenses ia said to be 
Aehromatie, since images formed by them are not fringed 
with the spectral colors. 

636. The Balnbow. — Bxp. — Fill an air-thermometer bulb, 
about 4 cm. diameter, with clear water. Reflect a bcnm of simlight 
into a dark room, passing it through a circular opening, about 3.7o 
cm. diameter, cut in a large sheet of white cai-dboard. Support the 
bnlb so that the cylindrical beam is incident on it. There will ap- 
pear on the cardboai-d screen one or more circular spectra, resem- 
bling rainbows. 

The Rainbow is a solar spectrum formed by spherical 
rain-drops, after the manner of the above experiment. 
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Usually two bows are visible, the Primary and the Second- 
ary. The Primary bow is the inner and brighter one, and 
ia distinguished by being red on the outside and violet on 
the inside. The Secondary bow is much fainter, and has 
the order of colors reversed. 




Rg. 263. 



537. The Experiment Explained. — When light is in- 
cident on the surface of any transparent medium, part o£ 
it passes into the medium, and part is reflected. Hence, 
in the ease of the sphere of water, part of the beam inci- 
dent on it is reflected, and part passes within. Of that 
which enters the globe, part passes through it and part is 
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reflected from the back surface. It is this reflected part 
which foriDs the image on the cardboard screen. 

Let the circle whose centre ia (Fig. 283) represent 
the globe of water, and S, 8', rays of sunlight incident 
upon it. Of all the rays entering the globe, it is shown in 
mathematical optics that the red rays incident in the im- 
mediate vicinity of 59° 28' 80" from the axis SE, as at A, 




keep together after reflection and subsequent refraction, 
that is, are parallel on leaving the sphere, and hence have 
sufiicient intensity to produce a colored im^e on the 
screen ; and the violet ones at 58° 40' from the axis, as at 
5, produce a violet image for a like reason. Between these 
positions, the other colors arrange themselves. Since the 
sphere is symmetrical with respect to SO, it follows tliat 
the colored images will appear as circles. In this way is 
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produced the inner colored ring in the above experiment. 
The angle, S'FS, is the deviation of the red rays, and 
equals 42° 1' 40" ; the deviation of the violet rays, S F'V, 
is 40° 17'. Hence, the red circle on the screen has a radius 
of about 42°, and the violet one of about 40°. 

The second colored band is caused by rays twice inter- 
nally reflected, as shown in Fig. 284. The violet rays inci- 
dent at 71° 49' 55" from the axis will emerge parallel, and 
produce the violet part of the im^e ; and the red ones inci- 
dent at 71° 26' 10" will form the red part for alilce reason. 
The deviation, S'F' V, of the violet rays is 54° 9' 20", and 
of the red, S'FR, is 50° 58' 50". Hence, the second col- 
ored band has a radius of about 54° for the violet part, 
and 51° for the red. 




638. The Primary Bow EKplained. — Every rain-drop 
acts on sunlight in exactly the same manner as the sphere 
of water in the above 
experiment. An ob- 
server at U (Fig. 285) 
with his back to the sun 
receives red light from 
every rain-drop situ- 
ated 42° from the line 
SO, drawn through the 
sun and the eye, and \ ', \ \ 

violet from those 40° dis- \ \ \ \ 

tant. The drops, being _ ■. \ \ \ 

approximately spheres, ^~^„^_^i '; ; '; 

send out light on all p 288. ^^^^~^ ' 

sides, and hence all of 

those situated in a circle about C and distant 42° will 
send red light to the eye, and give the appearance of a red 
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circle, while those at 40° will send violet light, the other 
colors arranging themselves between these limits. 

539. The Secondary Bow is due to two reflections 
within the rain-drops ; and in order for the light to reach 
the eye, these drops must be distant from C about 54" for 
the violet and 51° for the red. The diminished brightness 
is caused by the loss of light attending each redectioii. 



Tm. COLOR. 

540. The Color of light depends on its wave-length, 
red being due to the longest waves and violet to the 
shortest. The following table expresses the wave-lengths 
corresponding to the centre of each color in the solar 
spectrum in ten-milUonths of a metre : 

Red, 7000 YeUow, 5808 Indigo, 4383 

Orange, 5972 Green, 5271 Violet, 4059 

Blue, 4960 

In white light the number of colors is infinite, and they 
pass into one another by imperceptible gradations of shade 
and refrangibility. Color stands related to light in the 
same way that pitch does to sound. In artificial light, 
certain colors are either feeble or wanting, as can be 
proved by an examination of their spectra. Hence, artifi- 
cial lights are not wliite. but each one is characterized by 
the color that predominates in its spectrum. 

541. The Color of Opaque Bodies. — Exp. — Paste a 

strip of wliite paper, sjiy, 3 cm. long and 2 mm. wide, on a piece of 
black cai-dbourd seveml times larger. View this sti-ip. iilaced in a 
strong light, througli a glass pristn, holding its edges parallel to the 



^oiizodbvCoOglc 



LIQBT. . _ 357 

length of the strip. The image is a spectrum, colored like that 
praduced by sunliglil. If a red strip of paper similarly mounted is 
examined in the same way, the spectral image is red nt one end, 
while the colore belonging to the other end are dim or absent. In 
like ma,nneT ifa blue strip is examined, the spectral image is chantc- 
teiizcd by blue, the other colors being mostly wanting. 

The experiment shows that the color of opaque bodies 
is due to the kind of light they reflect ; that a body is red 
because it reflects chiefly, if not wholly, the red rays of 
the light incident upon it, the others being absorbed 
wholly or partly at its surface ; and white, if it reflects all 
the rays in about equal proportions, 

542. Color not of the Body. — Bip. — Project (he solar 
spectrum on a white screen. (Why white ?) Hold pieces of colored 
paper or ribbon successively in diiTerent parts of the spectnim. The 
red pieces appear brilliantly red in the red part of the spectrum 
and black in most of llie others, a blue piece is blue only in the blue 
part of the spectrum, and a black piece is black, no matter where it 
is placed. 

The experiment shows that bodies have no color of their 
own, but change with the nature of the incident light. 
This truth is illustrated by the difficulty experienced in 
matching colors by artificial lights, and by the changes in 
shade some colored fabrics uudergo when taken from sun- 
light into gaslight. Artificial lights are largely deficient 
i» blue and violet rays; and hence all complex colors into 
which blue or violet, enters, as purple and pink, change 
their shade when viewed by them. 

543. Color of Transparent Bodies. — A transparent 
body is colorless when it absorbs no light, or absorbs all 
colors in like proportion. If it absorbs more of one color 
than another, its color is that which resulta from combining 

the transmitted rays, 
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Fig. zee. 



644. MixingColora. — Bsp-— Cut out of colored iinper some 
disks, about lo cm. in diameter, with an opening at tlie ^atre for 
mounting them on the spindle of a whirling 
ma<;hine (Fig, 287) or for slipping tliem 
r tlie handle of a heavy spinning top. 
Slit them along a radius from the circum- 
ference to the centre, so that two or more of 
thetu can be placed together, exposing any 
proportional part of each one as desired. Select seven dislis, whose 
colors most nearly represent those of the solar 3i>ectrum ; ))ut them 
together so that eijual portions of the colors are exposed. Clamp on 
the spindle of the whirling machine and rotate 
them rapidly, or slip them over the handle of 
a heavy spinning top. When viewed in a 
strong light the color is nearly white. 

This method of mixing colors is based 
on the physiological fact that a seusa- 
tion lasts longer than the impression 
producing it. Before the sensation due 
to one impression has ceased, the disk 
has moved so that a different impression 
is produced. The effect is equivalent * *°' 

to superposing each color on all the others, as waa done 
when the recomposition of white light was effected by a 
lens or mirror (533). 

If red, green, and violet 
disks, or red, green, and blue 
ones, are used, exposing equal 
i portions, nearly white is ob- 
tained on rotating them 
« rapidly. If any two colors 
standing opposite each other in 
^^-- Fig. 288 are used the result is 
white ; and if any two alternate 
ones are used the result is the 
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intermediate one. By using the red, the green, and the 
violet disks, and exposing different proportions, it has 
been found possible to produce any color of the spectrum. 
This fact suggested to Dr. Young the theory that the eye 
is sensitive to only three colors, and that our recognition 
of different colors is due to the excitation of these three in 
■varying degrees (562). 

545, Complementary Colors are any two colors which 
produce white light on mixing. Thus, the colors red and 
bluish-green are complementary; also orange and light-bine. 
The placing of such colors adjacent to each other causes a 
heightening of each, as in the case of red and gi-een; two 
non>complementary colors placed adjacent cause a toning 
down of each. 



646. Mixing Figments. — Exp- — Draw a broad lino on a 

slate or black-board with a yellow crayon. Over this draw a line 
wilh a blue crajon. The result will be a band distinftly green. 
The eiplanMtioQ is that the yellow crayon reflects green light iia well 
aa yellow, and absorbs all the other colors. The blue crayon also re- 
fleets the green light, but absorbs others except the blue. In mixing 
the crayons, the product absorbs all but the gi-oon, and hence the 
mark on the board is green. Another illoslration of this principle is 
seen in the mising of a solution of pataesiuin chromale and an am- 
moniacal solution of copper sulphate. The former is yellow, the 
latter is blue, but on mixing the solution is green. (Why P) 

It must be borne in mind that these statements apply to 
colored substances and not to colored lights ; for if we 
mis the spectral colors blue and yellow, the product is 
white instead of green. 
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IZ. SPECTRUU ANALYSIS. 



547. A Pure Spectrum. - 
of the porle lumifere ' a, piece of tit 
about 3 cm. long. Project, with a 
length, an image of this slit 



j the opening 



disli 



I, - Tack 3 

'hich is cut a very n 
ex lens of about 30 cm. focal 
white screen. Close to 



die lens, between it and the screen, [jlaco a prism of flint glass, Ct)° 
angle, or, what is better, one of carbon bisulphide, and change the 
position of the screen, keeping it at the same distance from the lens, 
to a position where the refracted pencil will fall nonnally upon it. 
Turn the prism around its vertical axis till the least deviation is se- 
cnred. The coloi's will now show with much greater distinctness 
than in the previous projections of the spectrum where a round 
aperture was used. 

By using a narrow slit, we obtaia a spectrum iti which 
there is little or no overlapping of the colored images, be- 



cause they are rectangular in shape and very narrow. The 
result is, therefore, a I*ure Spectrum, one made up of a mie- 
% of colored images of the rectangular slit. 



548. The Praunhofer Lines. — When a pure spectrum 
is obtained by careful focusing it will be found crossed 
by a number of parallel dark lines (Fig. 289). This 
discovery was made by Wollaston in 1802. In 1814, 
Fraunhofer, of Munich, by viewing the spectrum through 

' The portc lumljre li a devloB by meuii of which s buim of innlight ssn be rw- 
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a telescope, counted about 600 lines, and mapped the posi- 
tion of nearly two-ttirda of them, designating the more 
prominent ones by the letters A, B, C, D, E, F, G, H. 
Since Fraunhofer was the first to study carefully the posi- 
tion of these lines, it is customary to refer to them as the 
Fraunhofer lines. In recent times, their number has been 
greatly extended through the iuvestigations of Lockyer, 
Rowland, and Langley. 

Since these lines do not change their position with ref- 
erence to the color in which they occur, they are of great 
value as reference marks. For example, in measuring the 
index of refraction of a substance, owing to dispersion, it 
is necessary to select some particular color or line of the 
spectrum for the refracted ray. Since the E-line in the 
green marks approximately the middle of the visible spec- 
trum, it is customary to make all determinations with 
reference to it. Sometimes the D-line in the yellow is 
chosen, on account of its greater conspicuousness. The 
index of refraction of a substance, to be exact, should 
always be given for some particular spectral Une. 



640. The Spectroscope (Fig. I 



is an apparatus for 
viewing spectra. 
In one of its sim- 
plest forms, it con- 
sists of a prism, a 
telescope, and a 
tube called the 
Collimator, carry- 
ing an adjustable 
slit at the outer 
Fis- 290. end^ and a (.on_ 

vex Lens at the other, to render parallel the diverging rays 
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coming horn the slit. To mark tbe position of the 
spectrftl lines, there is provided on the supporting table a 
divided circle which is read by the aid of the vernier 
attached to the telescope arm. By increasing the number 
of prisms, the purity of the spectrum is increased, and con- 
sequently lines previously concealed by the overlapping of 
the images of the slit are brought to view. 

fiOO, OontiiiUOUS Spectra. — Bip. — Place a lighted candle 
or lamp in front of the slit of the spectroscope. The spectrum will 
be seen to paxs from red at one end, through the various colors, to 
violet at the other, without any brealis, tliat is, the spectrum is Dot 
crossed by dark lines or bands. 

Such spectra are called Continuom Spectra. 

661. Disoontinaoua Spectra.— Eip.—PlaceaBunBenflame 
in front of the slit of a spectroscope. Hold in the flame a strip of 
asbestos or a platinum wire, after dipping it into a solution of table 
salt. On looking through the telescope, a bright yellow line Is seen 
instead of the rainbow band, and. furthermore, It coincides in posi- 
tion with the Fraunhofer D-line. If we try a litbinm salt, we shall 
see a bright carmine line. 

Spectra consisting simply of bright lines are called Di»- 
eofiiinuout or Bright-line Spectra. 

652. Absorption Spectra. — Bip.— Turn the slit of the 
spectroscope toward an electric light.' A continuous spectrum will 
be seen. Between the slic and the light place the flame of a spirit- 
lamp colored yellow by means of common suit iti the wick. A diirk 
line will now be seen crossing the yellow of the spectrum, the light 
at that point having been absorbed by the flame. Wben tlie electric 
light is shut off, tbe line is seen as a bright yellow one. 

1 In tbe sbHDcs of m E>teDUia light, mDlight idb; bt Died. Id Ibsi case, the priod- 
plewillhemnrt«ledlothfl,lnireaicdd«ri[ne«8 of ihe Dllne bytho ihaorpiloo dus to 
Ibe yellow flMua. Thlj rsUow flmue la cunsad b; the u>dlDm In the ult. 
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Spectra crossed by dark lines are called Abiorption or 
Reversed Spectra. The spectra of the bud and most stars 
are of this class. 

663. Laws of Spectra. — Experiments like the last 
three establish the following laws regarding the formation 
of spectra : 

I. All solids, liquids, and dense vapors and gases, when 

heated to incandescence, give continuous spe.ctra. 

II. All rarefied gases and vapors heated to incandescence 
give discontinuous or bright-line spectra. 

III. Every gas or vapor absorbs rays of the same re- 
frangihility as it emits when heated to incandescence. 

564. Fraunhofor Lines Accounted for. — It was shown 
in a previous experiment (552) that sodium vapor ex- 
tinguishes the light emitted by a luminous body so as to 
produce a dark line in the spectrum identical in position 
with the D-line of the solar spectrum. Similar experi- 
ments show that every substance through which light 
passes absorbs rays of definite refrangibility, that is, every 
substance has its own absorption spectrum. These facts 
were first established by Kirchhoff, suggesting to him 
the following explanation of the Fraunhofer lines : The 
heated nucleus of the sun gives off light of all degrees of 
refrangibility. Its spectrum would therefore be continu- 
ous were it not surrounded by an atmosphere of metallic 
vapors and gases, which absorb or weaken those rays of 
which their own spectra consist. Hence, the parts of the 
spectrum which would have been illuminated by those 
particular rays have their brightness diminished, since the 
rays from tlie nucleus are absorbed and the illumination is 
due solely to the less intense light coming from the vapors. 
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These absorption linea are not lines of no light, but are 
lines of diminished brightness, appearing dark by contrast 
with the other parts of the spectrum. 

655. Spectrum Analysis consists in detecting the 
presence of iiodies by the spectra of their heated vapors. 
The great delicacy of the method is exhibited in the state- 
ment made by Prof, Swan, that he was able to detect by 
its spectrum the presence of ijsgtfTDKth part of a grain of 
sodium. 

The applications of the spectroscope are many and 
various. By an examination of their absorption spectra 
normal and diseased blood are easily distinguished, the 
adulteration of substances is detected, the chemistry of the 
stars is determined, and many processes in the arts are 
made successful. 



1. When ia an object black ? When gray P 

2. What must be the position of the slit with reference to the lens 
in tbecollimulor tube of the spectroscope P 

3. Why are rainbows seen only in the morning and the evening? 

4. Why does paint change the color of an object ? 



X. INTERFERENCE OF LIGHT. 

656. Interference by Befleotion. — It was seen in the 
study of sound that two wave-motions may interfere in 
such a way that they either partially or entirelj' neutralize 
each other. The fact that rays of light can also be made 
to neutralize each other affords the strongest proof of the 
correctness of the wave theory of 'light. 
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Bfi7. Newton's BliiB«. — Hip- — Press together at their 
ceaire two Btsall pieces of heavy plate glasa, uaiog a small iroa 
clamp for the purpose. By looking obliquely at the glass curved 
bands of color may be seen surroiinding the point of greatest press- 
ure. If the observation be made in a light of one color, as that 
given by a spirit-lamp with common salt In the wick, these curved 
bacils will be yellow, separated by dark ones. 

The experiment, of \vhich the above ia a modification, 
was first performed by Hooke, and afterwards repeated by 
Newton. Each used a plano-convex lens of long focus 
resting on a plat« of plane glass. Fig. 291 shows a section 

of the apparatus. Between the 
-■B lens and the plate there is a wedge- 

shaped film of air, very thin, quite 
Re. 291, similar to that between the two 

glass plates used in the above experiment. Now if light 
be incident on AB, aportion will be reflected from ACB, 
and another portion from BE. Since that reflected from 
B£J has farther to travel by twice the thickness of the ait^ 
film than that from ACB, and the film gradually increases 
in thickness from outward, it follows that at some 
places the two reflected portions will meet in like phase 
and at others in opposite phase, causing a strengthening of 
the light in the first case and an extinction of it in the 
second. If red liglit be used the appearance will be that 
of a series of concentric circular red bands separated 
by ddrk ones, each shading off into the other. If violet 
light be employed the colored bands will be closer to- 
gether on account of the shorter wave-length. Other 
colors will give bands intermediate in width between 
the red and the violet. From this it follows that if the 
plates be illuminated with' white light at every point 
some one color will be destroyed, leaving the color at 
that point due to the mixing of the remaining colors of 
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white light, and the point O will be Burroiinded with 
rainbow-like bands of color.' 

558. Illustrations. — The colors of the soap-bubble, of 
oil on water, of heated metals which easily oxidize, are all 
due to the interference of light produced by thin films. 
The colors surrounding cracks in ipe, and those of irides- 
cent glass, are explained in like manner. Striated surfaces, 
like mother-of-pearl, some kinds of shells, and the feathers 
of some birds, owe their beautiful colors to the interference 
of light reflected from different parts of the small grooves. 
Gratings, consisting of parallel lines ruled on speculum 
metal, yield spectra by reflectioB in which wave-lengths 
are pi-oportional to deviation. 

059. Diffraction.— Z!zp,—Cutaslit 2 mm. wido in sblack 
card, aiiJ hold it in front of a flame so as to be brightly illuminated. 
Blacken a strip of window-glass with Inilia ink. When dry, rule 
with a fine needle a number of parallel lines, quite ulose together, 
cutting through the ink to the glass. Hold the glass close to the eye 
and liiok thiimgb the scrattjhes at the slit held at aiTo's length. On 
e;i(.'h aide of the slit there will be seen a series of spectra. Cover 
half of the slil with blue glass and the other half with red glass- 
Thei'e will now be seen a senes of red images and also a series of 
blue ones, the red being farther apart than the blue. 



The phenomenon exhibited in this experiment is called 
Diffraction. It is due to the interference of the rays which 
bend around opaque obstructions, the effects being made 
visible by the narrow spaces on the glass reducing greatly 
the intensity of the direct rays from the source of light. 



' DE. 'bvmuw tlig former li rsDecied in an apUrilly deniu matlum deiI tn a rare one. 
and ihel[iitt:rliii»opilciil1;rareiae<]lumoeitlakd«aKDa«. Thia pbiH^uaarenes in 
>d<UUi"i>l 10 Uie one dMorilMd abon. 
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XI. OPTICAL INSTRVHENTS. 
660. The Human Eye is a nearly spherical ball of 
about nine-tenths of an inch in diameter, situated in a 
bony cavity called the Orbit. Fig. 292 repre-sents a sec- 
tion of it from back to front, in 
which is the cornea, P the 
pupil, / the iris, R the retina 
etc. The outermost covenngib c 
a thick and horny substance 
opaque, except in front This ' 
opaque part is called the Sde 
rotica, and forms what is known 
as the White of the Eye. Its 
transparent portion, the Cornea, '' 

is more convex in shape, and appears as if set into the 
sclerotica, after the manner of a watch-^lass iu its frame. 
Behind the cornea is an annular and opaque diaphragm 
called the Iris, which constitutes the Colored part of the 
eye. The opening in this membrane is called the Pupil, 
the size of which varies with the intensity of the light. 
Between the iris and the cornea is a thin, transparent 
fluid, called the Aqueous Humour. Behind the pupil 
is a double-convex transparent body of uneven density, 
less convex on its anterior side, called the Crystalline 
Lens. The large cavity behind the iris is filled with 
the Vitreous Humour, a transparent, jelly-like substance, 
resembling the white of au egg. Lining the curved 
walls of this posterior chamber is the Choroid Coat, 
on which is spread the Retina, a membrane traversed 
by a network of nerves, the branches of the optic 
nerve. This choroid coat is saturated with a very black 
eubstance called the Pigmentum Nigrum, designed to 

Doi,z.dbvCoogIe 



868 BLBMElfTS OF PHT8IC8. 

darken the cavity of the eye, and to absorb all light re- 
flected iatematly. 

561. Sigrht Produced. — Rays of light divei^Dg from 
the object enter the pupil and form an inverted image of 
the object on the retina, in the same manner as images are 
formed by small apertures (480). The two humours and 
the crystalline lens by their successive refractions give 
sharpness to the definition. The luminous waves incident 
on the retina give their energy to the neive fibres, which 
transmit it to the brain, where in some mysterious way the 
sensation of sight is produced. 

562, Perception of Color. — Microscopic examination 
shows that the retina is thickly studded with little projec- 
tions Galled Cones, composed of minute cylindrical or rod- 
like structures of varying lengths. Each rod is connected 
with a nerve fibre. It is generally supposed that these rods 
are of three kinds, tuned to vibrate sympathetically with 
the three rates of ethereal undulations corresponding to 
red, green, and violet (544). By stimulating these rods 
in suitable proportions any color of the spectrum is 



563. Color Blindness. — It was discovered by Dalton 

that many pei'sons are unable to see certain colors. This 
defect is known as Color Blindneaa or Daltonism. It is 
undoubtedly due to some defect in the retinal structure, 
all the rods, the seat of color sensation, not being equally 
sensitive, or perhaps one or more classes of them being 
wholly inoperative. In most cases the defect is confined 
to inability to see red and green as such. 

> " Bight," hj Pn>(«ur JahD La Couw, p. SI. 
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564. Dietinot Vision. — The eye has the power of 
changing the curvature of the crystalline lena so that 
light from near as well as from distant ohjects may be 
focused on the retina. A normal eye is one which, in 
its passive condition, focuses parallel rays on the retina. 
If, tlirough the possession of too great refractive power, 
Buch rays focus in front of the retina, the eye is Myopic, 
giving rise to Near-gightedness. By intercepting the rays 
with a divei^ng lens of suitable power, the rays are 
focused on the retina and the vision is distinct. If the 
refractive power of the crystalline lens be too great, the 
focus of parallel rays will fall back of the retina, and 
the eye is Hypermetropic, one unable to see near objects, 
but able to see distant ones. This kind of an eye must not 
be confounded with a Prewhyopie one, where through some 
functional defect the crystalline lens loses the power of 
adjusting itself to rays of considerable divergence. This 
defect is known as Far-tigMednesg, and is corrected by in- 
tercepting the light with a convex lens. Since a normal 
eye adapts itself without painful effort to the distinct vision 
of small objects, like the letters on this page, at a distance 
of about 25 cm. (10 inches), it is customary to speak of this 
distance as that of distinct vision, classifying eyes as near- 
sigktfd when the distance is less than 10 inches and far- 
aighted when greater, 

665. Distance Estimated. — There are several cir- 
cumstances which aid in forming judgments of distance. 

First. Experience has taught us to estimate distance by 
the amount of effort necessary to adjust the eye to secure 
distinct vision. Judgments based on tliis are tolerably 
accurate for distances comprised between five inches and 
twenty feet. Beyond this distance the changes in the 
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effort to focus the eye are too small to be appreciable. 
Second, Experience has taught us to estimate distance 
by the amouut of muscular effort necessary to direct both 
eyes on the object to secure single vision. It is reliable 
for distances not exceeding one thousand feet. Tliird. 
We estimate distance by the apparent size of the object, 
that is, by comparing the angle formed at the eye by lines 
drawn from the extremities of the object with that obtained 
in the case of a body of known size and distance. Fourth. 
Our estimate of distance is materially aided by noting the 
change of color and of brightness of objects caused by 
variations in the depth of air looked through. 




n(^93. 



666. Size Estimated. — The size of an object is ob- 
tained by multiplying the size of the retinal image by the 
distance of the object from the eye in incbea. Hence, an 
error in estimating distance produces a corresponding error 
in estimating its size. When there is no means of judging 
of distance, size cannot be estimated. This is illustrated 
by the varying estimates of the sun or moon by different 
observers. Indistinctness and great dbtance experience 
has taught us to associate together. Hence, at night, 
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we overestimate the distance of objects, and accordingly 
their apparent size is much exaggerated. 

All conclusions regarding size and distance are but 
judgments, and hence may be greatly in error. The pres- 
ence and the mode of distribution of surrounding objects 
often mislead the judgment and cause erroneous conclu- 
sions. 

567. The Optioal Lantern (Fig. 293) is an apparatus 
by which a greatly enlarged image of an object may be 
projected on a white screen. In its simplest form it con- 
sists of a box in which are placed a powerful light, a 
Condenser L, and an Objective m. The condenser is a 
single or compound lens having for its chief purpose the 
refraction of the light so as to bring as much as possible 
on the screen. The object, usually a drawing or photo- 
graph on glass, is placed near it and is thereby strongly 
illuminated. The objective is a simple or compound lens 
acting as a projecting lens in giving on the screen a real, 
inverted, and enlarged image of the object. 

568. The Photographer's Camera (Fig. 294) is a box, 
adjustable in length, by means of the bellows (?, the 
tube DA having an achro- 
matic lens. If an object 

be placed in front of this 
lens, and the lens be prop- 
erly focused, an inverted 
image of the object is 
formed on the plate £ 
at the hack of the box. 
By receiving this image _ 

on a plate coated with ni.294. 
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a film containing the requisite chemicals, changes are pro- 
duced in the coating which, by a process called "develop- 
ing," becomes a permanent picture 
of the object on the plate. 

560. The Compound Micro- 
scope (Fig, 295) is an instrument 
for seeing very small objects. In 
ite simplest form, it consists of 
two convex lenses, the Object-fflasa 
MN, the one next to the object, 
and the Eye-piece RS, the one next 
to the eye (Fig. 296). The object- 
glass forms an enlarged real image 
of the object (where must the ob- 
ject be placed?), which is received 
by the eye-piece, so placed as to 
give a virtual image of this real 
"' imdigB. (How must the eye-piece 

be placed with respect to this real image?) 



670. The Afltronomical Beftactiner Telescope is an 




instrument for seeing distant objects. It is constructed. 
on the same general plan as the compound microscope, 
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except that the image of the object, formed by tbe objective, 
13 smaller than the object, the magnification being confined 
to the eye-piece (Fig. 297). The office of the objecti-ve is 
to collect a large quantity of light in order that tbe real 
imi^e formed may be bright, and thereby in a condition to 
sustain a large m^nification without too great a loss of 
distinctness. 




Fig. 287. 



It will be seen from the figure that the object appears 
inverted, a matter of small moment in viewing celestial 
objects. In the common Spy-glaB», the image is rendered 
erect by introducing near the eye-glass two convex lenses 
in such a way as to secure a second real image similar to 
the first, but reversed in position. 



571. The Opera Glass is a double telescope, differing 




from the astronomical telescope in using a concave lens 
for an eye-piece. The rays issuing from the object are 
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convened by the object-glass, and would form a real image 
beyond its principal focua, if they were not intercepted by 
the concave eye-piece (Fig. 298). By placing thia eye- 
piece 80 that the rays incident upon it converge to a point 
beyond its principal focus, they wQl issue from it as diverg- 
ing rays (526), and will consequently form an image (561) 
on the retina of the eye of an object apparently not as far 
distant aa the real object. 
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Abtrration, chromaHc, 851; lat- 
eral, 333; spherical, 327. 

Absolute units of force, 34. 

Absorption, 21; of heat, 138; 
apectra, 363. 

Accelerated motion, 69. 

AcceleiatioD, 26; due to gravity, 
Gl. 

Achromatic lens, 352. 

Action of points, 183. 196. 

Adhesion, 13. 

Air, state of, In sounding-tnbea. 

Air-columns, laws for, 294. 

Air-pump, 98; experiments with, 
99. 

Amalgamating zinc, 201. 

Ammeter, 238. 

Amp£re, 221 

Amplitude, 6G, 362. 

Analysis of light, 350; spectrum, 
364. 

Antinodea, 292. 

Aperture, effect on Images, 309. 

Arc light, 250. 

Archimedes, principle of. 110. 

Armature of magnet, 219; of dy- 
namo, 3-lC, 348. 

Athermanous substance, 138. 

Atmosphere, a unit of pressure, 96. 

Attraction, law of, 50. 



Attractive forces. 4. 
Audibility, limits of, 385. 
Aurora, 200; tube, 243. 

Bacchus experiment, 99. 



Balar 



:, 72. 



Barometer, 95; uses of, 96. 
Batteries, connected in parallel, 

226; connected in series, 226. 
Battery, Bunsen, 209; chromic 

acid, 209; Danleil, 207; gravity, 

208; Grenet, 210; Grove, 209; 

Leclanch^, 211; plunge,. 211; 

secondary or storage, 215 ; 

Smee, 207. 
Beam of light, 308. 
Beats. 282. 
Bell, electric, 366. 
Bladder-glass, 88. 
Blake transmitter, 258. 
Boiling-point, on thermometer, 

122 ; of liquids, 150. 
Boyle's law, 102. 
Bright line spectra, 862. 
Buoyant force of fluids. 111. 

Calorie, 153. 
Calorimetry, 153. 
Camera, photographer's, 371. 
Capacity, electrical, 184, 186 ; In- 
ductive, 181. 
Capillarity, 19. 
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CMhiwt-Cl«Tl[ ceU, 224. 
Caustic, 32S. 
CeU, volt^c, 201. 
Centre of curvatnre, 340 

gravity, ioertJB, masa, 5 

oscillation and of saspe 

GT ; optical, 310. 
Centrifugal force, 67. 
Centiipetal force, BT. 
Chemical changes, 6; ettei 

electric current, 212, 248. 
Chemistry, 3. 

Chord, major, 287; minor, : 
Chromatic aberration, 361 ; 






Chromic acid cell, 209. 

Circuit, breaking and closing, 204; 
divided, 230, 

Coefficient of elasticity, 12; of 
expansion, 142. 

Coercive force, 1S7. 

Cohesion, 13. 

Coil, induction, 239 ; primary, 238 ; 
secondary, 238. 

Cold by evaporation, 151. 

CoUoids, 24. 

Color, 356; blindness, 368; com- 
plementary, S5t) ; mixing, 368; 
not of the body, 357 ; of opaque 
bodies, 356 ; of transparent bod- 
ies, 357; perception of, 368. 

Commutator, 247. 

Compresaibili^ of gases, 102. 

Concave lens, focus of, 344. 

Concave mirror, focus of, 322. 

Concurring forces, 36. 

Condensation, beat by, 162. 

Condenser, 166, 242. 

Condensing pump, 101. 

Conduction of heat, 129 ; of elec- 
tricity. 178. 222. 
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Conservation of energy, 46. 

Consonant sounds, 299. 

Constant force, 4. 

Continuous force, 4. 

Convection, 133. 

Convex lenses, foci of, 343. 

Convex mirrors, foci of. 324. 

Cooling, Newton's law of, 138. 

Critical angle, 337, 

Crystallisation, 14 
during, 143. 

CrystalioidB, 24. 

Currents, electric, 2 
effects of, 212; extra, 238; 
beating effects of, 211 ; induced 
by currents, 237; induced by 
magnets, 235; laws of heat de- 
velopment by, 212; magnetic 
etfects of. 216; mntual actios 
of, 220; strength of, 224. 

Curvilineai motion, 57. 

Daltonism, 368. 
DanieU ceii, 207. 
Declination, magnetic, 173. 
Density, 113; optical, 331. 
Deviation, angle of. 334. 
Dialysis, 23 ; dialyscr, 24. 
Diamagnetic, 164. 
DiathermanouH substance, 138. 
Diatonic scale, 286. 
Dielectrics, 181. 
DiStaction, 366. 
Diffusion, 21. 
Dipping-needle, 1T3. 
Discord, 299. 
Dispersion, 350. 
Dissonance. 299. 
Distance estimated, 369. 
Distillation. 152. 
Drum armature, 24H. 
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DnctUit)F, 16. 

Dynamic unit of force, 81. 

Dynamics, 25. 

Dynamo, 244; compound, 218; 

series, 218; shant, 248. 
Dynamometer, 86. 
Dyne, 34. 

Earth, a magnet, 173. 
BbuUition, 148. 
Echo. 271. 
Elasticity, 11. 

Electric bell, 266 ; circuit, 204 ; cur- 
rent, 200; eurrentdetccted, 203; 

light, 250 ; motor, 253; pressiirt, 
224; spark, 185; telegraph, 253. 

Electrical attractioo, 174; capac- 
ity, 184 ; conduction, 178 ; dia- 
tributlon, 181; field, 180; ma- 
chine. 189; measurements, 228; 
repulsion, 175. 

Electricity, chemical effects of, 
212, 243; heating effects of, 
197, 213; luminous effects of, 
243; magnetic eflbcts of, 21ii; 
mechanical efl^cts of, 197, 24S; 
physiological effbcts of, 212. 

Electrification, IT5; by induction, 
180; two kinds of, 176; natnre 
of, 179. 

Electrodes, 204. 

ElectroiysiB, S12. 

Electro-magnet, 218. 

Electromotive force, 221, 224. 

ElectTophorus, 190. 

Electroplating, 214. 

Electroscope, 177 ; charged by 
Induction, 181, 

Electio^ping, 216. 

Element, voltaic, 201. 

Eadosmoae, 23. 



Energy, 8, 46; indestrnctlbUity 
of, 18; kinetic, 46; measured, 
47 ; potential, 47 ; transforma- 
tions of, 48. 

Engine, steam, 15S. 

Equilibrant force, 36. 

Equilibrium, S2; kinds of, 53. 

Erg, 14. 

Ether, 306. 

Evaporation, 148 ; . disappearance 
of heat during, 151. 

Exosmose, 23. 

Expansion, coefficient of, 142 : 
force of , 144; of gases, 141; of 
liquids, 141 ; of solids, 140. 

Experiment, 6. 

Extension, 6; its measarement, 7. 

Eye, 867. 

Falling bodies, 61. 

Field, electrical, 180; magnetic, 
169, 216. 

Floating bodies, 112. 

Flotation, 113. 

Fluidity, 83. 

Fluids, 2 ; equilibrium in, 92 ; per- 
fect, 83. 

Focal distance, fneasurement of, 
319. 

Focus, 821; of lenses, 342; of 
concave mirrors, 322; of con- 
vex mirrors, 321. 

Foot, 7 ; foot-pound, 14. 

Force, 4; buoyant. Ill; classifica- 
tion of, 4; coercive, 167; com- 
position of, 86 ; concurring. 36 ; 
graphic representation of, J 



36; ; 



. of. 



169; molar, 4; molecular, 1, 4; 

parallelogram of, 37 ; resolution 
of, 39; units of, 34. 
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Fountain, 94, lOS; racuum, IC 
Franklin's experiment, ISO. 
Fraunhofer lines. 860; occouDted 

for, 363. 
Freezing mixture, 148. 
Freexlng-point, 122. 
Friction, 71. 
Fundamental tODe, 392. 
Fusion, lat«iit beat of, 155 ; laws 

Of, 146 

Oalvanometer, 228 ; tangent, 228 ; 
d'Anionval, 229. 

OalvanOBCope, 301. 

Gamut, musical, 286. 

Oases, 2 ; as sonorous bodies, 294 ; 
compressibility of, 83; expan- 
sion of, 141; media for sound, 
268; Telocity of sound in, 278. 

Gassiot's cascade, 244. 

Oeissler tabes, 244. 

Qraphic methods in sound, 302. 

Gravitation, 60. 

Gravity, SI; acceleraUon due to, 
61; centre of, 62; cell. 208. 

Grenet cell, 210. 

Orove cell, 209. 

Haidneas, 16. 

Harmonic motion, 262. 

Harmonics, 293. 

Harmony, 299. 

Heat, absorption of , 138; capacity 
for, 164; conduction of, 129; 
conveution of, 133; disappear- 
ance of dnring evaporation, 16 1 ; 
disappears during liquefaction, 
146; disappears during solution, 
147; distribution of, 128; due 
to cbemical action, 128 ; due to 
collision, 126; due to compres- 



sion, 127; due to electric car- 
rent, 211. 243; due to friction, 
127; effbctsof, UO; eTolreddur- 
ing condensation, 162; evolved 
during solidlflcatlon, 147; form 
of energy, 119 ; latent, 146 ; 
laws of radiant, 137; mechani- 
cal equivalent of, 158 ; radiant, 
137; related to worli. 157; sen- 
sible, 146 ; sources of, 126 ; 
specific, 154. 

Heights, measured by boiling- 
point, 151 ; measured by ba- 
rometer, 97. 

Helix, 217; poUrlty of, 219. 

Haiti machine, 191. 

Horizontal line, 61. 

Horse-power, 45. 

Hydraulic press, 86. 

Hydrometer, 116. 

Hypothesis, 3. 

Ice, latent heat of, 156. 

Images, In curved mirrors, 324 ; 

in plane mirrors, 817; bylensi>a, 

346 ; bj small apertures, 309. 
Impenetrability, 9. 
Impulsive force. 4. 
Incandescent lamp, 252 ; ligbt, 

260. 
Inclination of magnetic needle, 

173. 
Inclined plane, 77. 
Indestructibility, 11. 
Index of refraction, 331. 
Induced electric currents, 235 ; 

magnetism, 166. 
Induction coll, 289; earth's, 172; 

electrically charged by, 180 ; 

electro-static. ISO ; self, 238. 
Inductive capacity, 181. 
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Inertia, 9; centre of, 62. 
Insulation, electrical, 1T9. 
Intensity ot illDmlnatlon, 312 ; of 

sound, 273. 
Interference of light, 364; of 

sound, 279; b^ reflection, 364. 
Intervals, 286; of dtat-onlc s<:ale, 

Isoclinic lines. 173. 
Isotonic lines, IT4. 

Joule's equivalent, 1S9. 

Key-note, 2S6. 

Kilogramme, S ; kilograinme- 

metre, 44. 
Kilometre, 7. 
Kinetic energy, 4C ; theory of 

heat, 119. 

Lantern, optical, 371. 

Latent heat, I4e-, of fusion, 155; 

of steam, 156; of vaporization, 

166, 
Law, physical, 3; Boyle's, 102; 

Ohm's, 221; of cooling, 138; 

Pascal's, 84. 
Laws of motion, 32, 41. 
Leclanche ceU, 211. 
Lenses, 839 ; achromatic, 362 ; foci 

of, 343; images by, 346; trace 

ray through, 341. 
Lever, 71; mechanical adyaotage 

of, 73. 
Leyden jar, 186; action of, 187; 

battery of, 189; seat of charge, 

Licbtenbenc's Agwes, 196. 

Light. 306; diOVactton of, 366; 
interference of, 364 ; reflection 
of, 315; refraction of. 329. 



Liquefaction, 146 ; disappearance 
of lieat during, 146. 

Liquids ot rest, 92 ; compressi- 
bility of, 83 ; expansion of. 141 ; 
medium for sound, 268; velocity 
of sound in, 278. 

Local action. 204. 

Lodestone, 161. 

Longitudinal vibrations, 261. 

Loudness of sound, 273. 

Luminous body, 306. 

Machines, 70; efficiency of. 71. 

Magdeburg hemispheres, 89. 

Magnet, electro, 218. 

Magnets, artiflcial, 162; action 
between, 163 ; action of magnets 
on. 1G5 ; compound. 164 ; electric 
currents Induced by, 236. 

Magnetic circuit, 219; dip. 178; 
ellfects of electric current, 216; 
field, 169, 21C; permeability, 
171; substance, 164; transpar- 
ency, 164. 

Magnetism, Induced. 165 ; nature 
of. 166; terrestrial, 172; theory 
of, 168. 

Major chord, 287. 

Malleability, 15. 

Manomelric flames, 304. 

Mass, 8; centre of, 61; Its con- 
stancy, 11. 

Matter, 1 ; properties of. 6. 

Mechanical advantage, 70, 73, 75. 
76, 77, 80. 

Mechanics, 25. 

Melting-point, 146. 

Metric system, 7, 8. 
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Micrometer, 82. 

Microphone, 257. 

Microscope, compound, 87S. 

Minor chord, 288. 

Mirrors, 317; plane, 817; sphei^- 
cal, 321. 

Molar force, i. 

Molecule, 1, 2. 

Momentum, 83. 

Motion, 26; accelerated, 26; har- 
monic. 262; Newton'8 laws of , 
32,41; reflected, 12; uniform, 
26. 

Motor, electric, 253. 

Multiple reflection, 319. 

Needle, dipping, ITS. 
Newton's law of cooling, 138; 
laws of motion, 32, 41; rings. 



Octave, 286. 

Ohm, 222. 

Ohm's taw, 231. 224. 

Opaque bodla»i, 307 ; color of. 366. 

Opera-irlasa, 373. 

Optical centre, 840. 

Optical lantern, 371. 

Organ-pipe, 291. 

Oscillation, centre of, 67. 

Osmose, 22. 

Overtones, 293 ; laws of, 296. 

Partial t^nes, 293. 
Pascal's law, 64. 
PencU ol light, 308. 
Pendulum, 63 ; conical, 261 ; laws 
of, 66; seconds, 66; utility of. 



Permeability, magnetic. 171. 

Phenomenon, 3. 

Phonograph, 303. 

Photographer's camera, 371. 

Photometer, 313. 

Photometry, 312. 

Physics, 3. 

Pigments, mixing, 369. 

Pitch, 284. 

Plumb-line, 61. 

Polarity of magnets, 162. 

Polarization, 205. 

Poles, consequent, 163 ; dlstin- 
jTuished. 163. 

Potential, difference of. 136; fall 
of, 231; zero, 186. 

Pound, 8, 34. 

Poundal, 34. 

Power, 45, 

Pressure, atmospheric, 94; elec- 
tric, 224; in fluids, 87; on bot- 
tom of vessel, 89; mlea for 
computing, 91. 

Principle of Archimedes, 110; of 
flotation, 113. 

Prism, 333. 

Pulley, 75; mechanical advantage 
of, 76; system of, 76, 

Pump, air, 98 ; condensing, 101 ; 
force, 110; suction, 109. 

Push-button, 256. 

Quality of sounds, 297. 

Radiant heat, laws of, 137. 
Radiation of heat, 137. 
Rainbow, 362. 
Bays, 307. 

Rer.eiveT, telegraph, 264. 
Reflection, climised, 316; multiple, 
319 ; of light, 316 ; of sonnd, 2T0. 
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